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PREFACE

When semiconductor detectors were introduced in the 1960s, their primary use
was in energy spectroscopy. By virtue of their dramatically improved energy res-
olution they revolutionized gamma ray and charged particle spectroscopy. Detec-
tor systems typically consisted of a single sensor, often cooled to liquid nitrogen
temperature, and a bin filled with electronics, highly optimized for energy res-
olution and count-rate capability. In the early 1980s a new development began,
which would bring about a second revolution. Instead of emphasizing energy res-
olution, these system exploited the micron-scale patterning capabilities of semi-
conductor technology to form detectors with many electrodes as position-sensing
devices. Efficient readout of these detectors required high-density front-end elec-
tronics. Detector systems now consisted of a highly segmented sensor, typically
with strip electrodes on a 50 — 100 um pitch, combined as a unit with an ar-
ray of custom integrated circuits, often with 128 channels of readout electronics
per chip. These systems required a radically different design approach from pre-
vious semiconductor detector systems. Rather than emphasizing primarily one
or two performance parameters, energy resolution and count-rate performance,
these systems needed to fulfill many conflicting requirements, i.e. low noise, low
power and minimum material. Later — in systems for high-luminosity colliders —
additional demands on fast timing and radiation resistance had to be met.

So different were these requirements from the established paradigm, that con-
ventional wisdom among the experts held these systems to be impractical, if not
impossible. Today, highly integrated semiconductor detector systems with tens
of thousands of channels are routine and new detectors are under construction
covering hundreds of square meters with millions of channels. Although advances
in technology — especially in integrated circuit density — have played a major role
in bringing this about, this development required more than the magic of modern
technology. These systems are bounded by rather fundamental constraints, which
were already well-understood in the 1970s. The challenge was to take a fresh look
at these constraints and develop new architectures that balanced experimental
demands with practical technology.

The goal of this book is to show how this balance comes about, so it em-
phasizes both sensors and electronics as a system. It is written primarily for
physicists who devise new detectors and bring them into operation, so I include
basic discussions of amplifiers, circuits, and electronic noise that are familiar to
engineers, but not covered in a typical physics curriculum. The choice of top-
ics and the organization of the book resulted from courses I have taught in the
Physics Department of the University of California at Berkeley and from numer-
ous short courses on detectors and signal processing on six continents, ranging
from the undergraduate to the faculty level. Much of the material was developed
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in my attempts to educate my collaborators and the reviewers of funding propos-
als. The exposition of topics results from many interactions with students, who
on occasion have made abundantly clear to me what doesn’t work. This has led
to a “cyclical” approach, where I return to topics for more detailed discussions
and reiterate explanations in different contexts. This does lead to some redun-
dancy, but also allows chapters to be read individually, although they do build
on one another.

Since new detectors will be always be stretching the envelope, it is important
to understand the basic principles underlying the technology to see how far one
can push, so I emphasize physical principles and how they are applied. Although
the big picture is important, details are crucial, so in important areas I go into
some detail, especially in the sections on noise, signal processing and devices.
What I don’t do, is delve deeply into the intricacies of detector technology and
circuit design. Engineers have developed very powerful analysis techniques and
technological tools that are essential for a working design. Fortunately, knowl-
edge of sensor and IC fabrication details, complex frequency space, and Laplace
transforms is not needed to understand the key principles of the systems and then
go to the experts with the right questions. This is not a cookbook. Technology
progresses continually, so specific examples are included to illustrate concepts,
rather than prescriptions for designs. I emphasize the key mechanisms and their
interplay, with the goal of helping readers focus the analysis of their own de-
signs, as the usual curricula tend to teach how to calculate, rather than what to
calculate.

The foundations provided by a good undergraduate physics education should
be sufficient to follow the discussions in this book. The book is designed to be
self-contained. Key elements are derived, to make clear their origins and limits.
Some of the derivations can be found readily in the more specialized literature,
but I've included them since it allows me to emphasize those aspects that are
important for this specific application, for example in the diode equation and
the treatment of the bipolar transistor. Whenever the derivations would disrupt
the main thread of the discussion, I've moved them to the appendices. For those
who are not familiar with equivalent circuits or with complex notation to describe
phase shifts, brief tutorial descriptions are also included as appendices.

Chapter 1 gives an overview and summarizes key aspects of semiconductor
detector arrays to provide context for the subsequent more detailed discussions.
It can also serve as an executive summary for those who wish to appear knowl-
edgeable without going to the trouble of understanding too much. Chapters 2
and 3 cover signal formation and electronic noise and lead to Chapter 4, which
discusses signal processing and optimization of signal-to-noise ratio. Chapter 5
discusses digitization techniques, including their flaws, which provides some key
insights needed for a brief introduction to digital signal processing. Up to this
point the discussions are largely technology-independent, i.e. these principles
can be applied to either old or new technology and remain valid as technology
progresses. Technology limits enter into Chapter 6, Transistors and Amplifiers,
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which discusses how technology affects the device parameters that are critical in
detector systems. This gives insight into practical noise limits and also provides
the basis for Chapter 7, which discusses radiation effects and mitigation tech-
niques. This area shows clearly how degradation of individual device properties
can be mitigated by system architecture and appropriate choice of system pa-
rameters. Chapter 8 selects some specific detector designs to illustrate conflicts
and trade-offs, and shows how different solutions address the same goals. This
chapter also includes some comments on design and assembly techniques, reli-
ability issues, and testing. In closing, Chapter 9 turns to what is probably the
most important problem, why things don’t work. Although not exhaustive, it
discusses many of the interference sources and design flaws that cause systems
to perform more poorly than expected, or even be unusable. This is a complex
topic, rife with simple recipes, which tend to be wrong.

In the past two decades semiconductor detector arrays have come a long
way. We have encountered many difficulties that were not foreseen, but silicon
technology is mature and highly developed, so the power of the technology has
always provided the flexibility to find solutions. Although the next generation
of detector arrays is still under construction, future accelerator upgrades now
under discussion will tax detector capabilities even more. Furthermore, we see
developments coming full circle. After being driven by tracking applications in
high-energy physics, we now see increasing interest in applying array technology
to x-ray spectroscopy for astrophysics, materials science, and medical imaging.
Even though the requirements are daunting and solutions not always obvious,
we can be assured that semiconductor detector arrays will be key components
in frontier experiments for years to come.
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1

DETECTOR SYSTEMS OVERVIEW

All semiconductor detector systems include the same basic functions. The signal
from each sensor or sensor channel in a detector array must be amplified and
processed for storage and analysis. Some functions are clearly associated with
individual circuit blocks, but frequently circuit blocks perform multiple functions.

Figure 1.1 compares a “traditional” silicon detector system for charged par-
ticle spectroscopy with an integrated detector module. The left panel shows a
room-temperature silicon detector, removed from the vacuum chamber in which
it is operated. The detector is connected to a preamplifier through a vacuum
feedthrough mounted on a vacuum flange. The pulse shaper and detector bias

F1a. 1.1. Left: A “traditional” silicon detector system showing a single readout chan-

nel. The silicon sensor is the cylindrical object at the lower right. Right: A 512-chan-
nel detector module used for particle tracking. Three 2.5 cm wide x 6 cm long sen-
sors are ganged together and read out by four integrated circuits with 128 channels
each. A low-mass ribbon cable provides data and power connections to the external
readout electronics.
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INCIDENT SENSOR PREAMPLIFIER PULSE ANALOG TO DIGITAL
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F1a. 1.2. Basic detector functions: Radiation is absorbed in the sensor and converted
into an electrical signal. This low-level signal is integrated in a preamplifier, fed to
a pulse shaper, and then digitized for subsequent storage and analysis.

supply reside in a NIM bin and the data acquisition system is a plug-in card in a
PC, which also provides data storage and data display. In single-channel systems
digitization and data storage are often combined in a single unit, a multichannel
analyzer, whereas more complicated systems utilize a bank of external digitiz-
ers read out through a data bus (CAMAC, VME, VXI, PCI, etc.) and fed to a
computer. Such systems are still in widespread use for high-resolution x-ray and
gamma spectroscopy.

In contrast, the right panel of Figure 1.1 shows a 512-channel detector module
from a high-energy physics experiment, CDF at FermilLab. The primary func-
tion of this detector is position sensing. Multiple layers of these detectors provide
space points to reconstruct particle trajectories. The silicon sensor, the pream-
plifier, pulse shaper, digital readout control, and signal bussing are combined in
one integrated unit, a detector module. The 512 channels of analog and digital
electronics are accommodated in four integrated circuits (ICs), each about 6 mm
in size (Kleinfelder et al. 1988).

Here the term detector becomes ambiguous, especially in experiments where
the “detector” consists of several detector subsystems — tracking, calorimetry,
muon detection — which in turn consist of many individual detector modules.
Whenever ambiguities might arise we’ll refer to the device that translates the
presence of a particle to an electrical signal as a sensor.

The sequence of detector functions is illustrated in Figure 1.2 and described
below.

1.1 Sensor

The sensor converts the energy deposited by a particle (or photon) to an elec-
trical signal. This can be achieved in a variety of ways, but in this context en-
ergy is absorbed in a semiconductor, for example silicon, which produces mobile
charge carriers — electron—hole pairs. An electric field applied to the sensor sweeps
the charge carriers to electrodes, inducing an electrical current. The number of
electron—hole pairs is proportional to the absorbed energy, so by integrating the
signal current one obtains the signal charge, which is proportional to energy. As
will be shown below, the sensor pulses can be quite short (of order nanoseconds
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SENSOR PULSE SHAPER OUTPUT
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F1G. 1.3. In energy measurements a pulse processor typically transforms a short sen-
sor current pulse to a broader pulse with a peaking time Tp.

or less) and the spatial extent of the charge cloud is small (of order microns), so
semiconductor sensors can handle very high particle rates.

1.2 Preamplifier

The signal charge can be quite small, about 50aC (510717 C) for 1keV x-
rays and 4fC (4 - 10715 C) in a typical high-energy tracking detector, so the
sensor signal must be amplified. The magnitude of the sensor signal is subject to
statistical fluctuations, and electronic noise further “smears” the signal. These
fluctuations will be discussed in detail in Chapters 2 and 3, but at this point
we note that the sensor and preamplifier must be designed carefully to minimize
electronic noise. A critical parameter is the total capacitance in parallel with the
input, i.e. the sensor capacitance and input capacitance of the amplifier. The
signal-to-noise ratio increases with decreasing capacitance. The contribution of
electronic noise also relies critically on the next stage, the pulse shaper.

1.3 Pulse shaper

In semiconductor detector systems the primary function of the pulse shaper is
to improve the signal-to-noise ratio. Although we are considering signal pulses,
i.e. time-varying signals, the signal power is also distributed in frequency space,
quantified by the pulse’s Fourier transform. The frequency spectra of the signal
and the noise differ, so one can improve the signal-to-noise ratio by applying a
filter that tailors the frequency response to favor the signal, while attenuating
the noise. Changing the frequency response also changes the time response, the
pulse shape, so this function is called pulse shaping. As will be shown below,
improving the signal-to-noise ratio commonly implies reducing the bandwidth,
which increases the duration of the pulse (Figure 1.3).

Usually, we are not interested in measuring just one pulse, but many pulses
in succession and often at a very high rate. Too large a pulse width will lead to
pile-up of successive pulses, as shown in Figure 1.4 (left). A system that measures
the peak amplitude will give an erroneous result for the second pulse. Pile-up
can be ameliorated by reducing the pulse width, as shown in the second panel
of Figure 1.4 (right).

Figure 1.5 shows how the pulse transformation shown in Figure 1.3 can be
accomplished. The preamplifier is configured as an integrator, which converts
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AMPLITUDE
AMPLITUDE

TIME TIME

Fic. 1.4. Amplitude pile-up occurs when two pulses overlap (left). Reducing the
shaping time allows the first pulse to return to the baseline before the second pulse
arrives.

the narrow current pulse from the sensor into a step impulse with a long decay
time. A subsequent C'R high-pass filter introduces the desired decay time and
an RC low-pass filter limits the bandwidth and sets the rise time. This will be
discussed in more detail in Chapter 4. Shapers can be much more complex, using
multiple integrators to improve pulse symmetry, for example. However, common
to all shapers are operations that constrain the upper frequency bound, which
sets the rise time, and the lower frequency bound, which determines the pulse
duration. When designing a system it is necessary to find a balance between
the conflicting requirements of reducing noise and increasing speed. Sometimes
minimum noise is crucial, sometimes rate capability is paramount, but usually a
compromise between the two must be found.

Although the primary measure of the signal energy is the charge, when the
pulse shape is the same for all signal magnitudes, the pulse amplitude or “pulse
height” is equivalent (hence the frequently used term “pulse height analysis”).
The pulse height spectrum is the energy spectrum. This is convenient, since

SENSOR CURRENT INTEGRATOR HIGH-PASS FILTER LOW-PASS FILTER
I “DIFFERENTIATOR’ “INTEGRATOR”
Ta T

by > I

1 I AN

Fi1a. 1.5. Components of a pulse shaping system. The signal current from the sensor
is integrated to form a step impulse with a long decay. A subsequent high-pass
filter (“differentiator”) limits the pulse width and the low-pass filter (“integrator”)
increases the rise-time to form a pulse with a smooth cusp.
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F1G. 1.6. The theoretical “optimum” shaper output (left) and a practical pulse
(right), which attains its maximum for a measurable time.

analog-to-digital converters (ADCs) measure voltage or current amplitude. How-
ever, this imposes an additional requirement on the pulse shaper; the pulse shape
should be compatible with the digitizer. Since the digitizer has a finite response
time, the maximum signal amplitude should be maintained for a commensurate
time, so the shaper output should have a smooth maximum. This is worth re-
membering, since the filter that theoretically “optimizes” signal-to-noise ratio
for many detectors is a cusp, where the peak amplitude is attained for only
an infinitesimally short time, as shown in Figure 1.6. Clearly, determining the
amplitude of this pulse in a realistic system is fraught with uncertainties.

Sometimes the shaper is hidden; “charge sensing” ADCs are often used to
digitize short pulses from photomultiplier tubes. Internally, the input stage inte-
grates the input pulse and translates the signal charge to a voltage level, which
is held for the duration of the digitization. This is also a form of pulse shaping.
Very sophisticated shapers have been developed to optimize noise and rate capa-
bility, and also to reduce sensitivity to variations in sensor pulse shape. However,
in many applications, shapers can be quite simple. Since all amplifiers have a
limited bandwidth, every amplifier is a pulse shaper. Frequently, rather sophis-
ticated pulse shaping can be implemented by tailoring the bandwidths of the
amplifiers needed anyway to increase the signal level.

1.4 Digitizer

Analog-to-digital conversion translates a continuously varying amplitude to dis-
crete steps, each corresponding to a unique output bit pattern. First developed
for use in radiation detection, analog-to-digital conversion today is a mainstream
technique and ADCs with a wide range of characteristics are available. A con-
ceptually simple ADC is shown in Figure 1.7. The signal is fed in parallel to
a bank of comparators with monotonically increasing thresholds, provided by a
resistor voltage divider. When the pulse height exceeds a certain threshold, all
comparators with lower thresholds fire and a decoder translates the hit pattern
to a more convenient (e.g. binary) form. This technique is very fast, but requires
many comparators, as the number of comparators determines the resolution. For
example, 256 comparators can provide a full scale range of 1V with 3.9mV reso-
lution. In the age of vacuum tubes or discrete transistors this technique was not
very practical, as the space required for many precision comparators was pro-
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Fi1G. 1.7. A conceptually simple technique for analog-to-digital co nversion utilizes a
bank of comparators with increasing threshold levels. The address of the highest
level comparator responding to a signal is encoded to provide a binary output.

hibitive. However, in monolithically integrated circuits it is quite feasible, but
in practice power dissipation and chip size constrain the obtainable resolution.
Generally, increasing circuit speed requires more power, so ADCs trade off reso-
lution ws. speed. More sophisticated conversion techniques have been developed
to provide high resolution (as high as 24 bits) with fewer circuit elements, but
at the expense of conversion time. Generally, speed and resolution are opposing
parameters, as are speed and power. Although a bit pattern appears unambigu-
ous, ADCs are not perfect. Analog-to-digital conversion techniques with their
strengths and flaws are discussed in Chapter 5.

1.5 Electro—mechanical integration

The ability to combine many sensor channels in a small volume brings with it
the need to implement many connections, both within a detector module and
also to connect modules to the “outside world”. One must remove the heat due
to electrical power dissipation, control “cross-talk” (unwanted coupling between
different channels), provide precise mechanical positioning, and deal with a host
of other problems that straddle the realms of electronic and mechanical design.

To illustrate some of these problems, consider vertex detection in high-energy
physics. A powerful tool in identifying interesting events is the detection of sec-
ondary vertices. A particle formed in the primary collision, a B meson, for exam-
ple, decays after a brief time to form new particles, whose tracks form a vertex
displaced from the primary collision point. The formation of the initial particle
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Fic. 1.8. Axial view of a collider event. Most tracks originate from the primary
interaction point in the center. A reconstructed neutrino is shown as a dashed
track, as it is not directly detected. Two B mesons are emitted toward the right
and decay in flight. The decay products originate from displaced vertices, which are
a few mm distant from the primary vertex. Concentric arrays of position-sensitive
detectors, shown schematically and not to scale, provide track coordinates at two
radii.

is inferred by reconstructing the trajectories of the secondaries and detecting the
displaced vertex.

Figure 1.8 illustrates the detection of displaced vertices. Segmentation of the
concentric detector layers provides both position resolution and the ability to
separate adjacent tracks. When the track density is not too high, high resolution
in the r¢ plane alone is sufficient for pattern recognition and track reconstruction.
Basic requirements for vertex detection can be derived from this simple tracking
system with two layers at radii r; and ry and resolutions of o7 at r; and oy at
ro. The impact parameter resolution

0§%< v >2+( 72n ):ﬁ [(o172) + (02r1)?] . (1.1)

T2 —T1 T2 —T T2 —T1

The position resolution at the inner radius is weighted by the outer radius, so
precision at the inner radius is paramount. If the two layers have equal resolution
01 = 09 = o this result can be rewritten as

2 2
op\ 2 1 1
— ) = |{—F O R—— . 1.2
(0') (1—7’1/7’2) +(T2/7’1—1> ( )
The geometrical impact parameter resolution is determined by the ratio of the
outer to inner radius, so it is desirable to measure the first space point at as
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small a radius as possible. The obtainable impact parameter resolution improves
rapidly from o,/0 = 7.8 at ro/r1 = 1.2 to op/0 = 2.2 at r9/r1 = 2 and attains
values < 1.3 at ro/r1 > 5. For o = 10 pm and r9/r1 = 2, 0 = 20pum. Thus, the
inner layer requires a high-resolution detector, which also implies a high-density
electronic readout with associated cabling and cooling, mounted on a precision
support structure. All of this adds material, which imposes an additional con-
straint.

The obtainable vertex resolution is affected by angular deflection due to mul-
tiple scattering from material in the detector volume. The scattering angle

~0.0136[GeV/c] [ T

pL 0 0
where p) is the particle momentum, x the thickness of the material, and X,
the radiation length (see Particle Data Group 2004 for a concise summary). As
noted above, the position resolution at inner radii is critical, so it is important to
minimize material close to the interaction. Typically, the first layer of material
is the beam pipe.

Consider a Be beam pipe of £ = 1 mm thickness and R = 5cm radius. The
radiation length of Be is X = 35.3cm, so /X = 2.8- 1073 and at p; = 1GeV/c
the scattering angle ©,.,,s = 0.56 mrad. This corresponds to 030 ,m,ms = 28 um,
which in this example would dominate the obtainable resolution. Clearly, any
material between the interaction and the measurement point should be mini-
mized and the first measurement should be at as small a radius as possible. This
exercise shows how experimental requirements drive the first detector layers to
small radii, which increases the particle flux (hits per unit area) and radiation
damage.

The need to reduce material imposes severe constraints on the sensor and
electronics, the support structures, and the power dissipation, which determines
the material in the cooling systems and power cabling. Since large-scale arrays
combine both analog and digital functions in the detector module, special tech-
niques must be applied to reduce pickup from digital switching without utilizing
massive shielding. Similar constraints apply in other applications, x-ray imagers,
for example, where Compton scattering blurs the image.

Subsequent chapters will provide detailed discussions of the relevant physics
and design parameters. In the spirit of a “road map” the remainder of this
chapter summarizes the key aspects of semiconductor detector systems.

1.6 Sensor structures I
1.6.1 Basic sensor

Semiconductor detectors are basically ionization chambers. In the simplest con-
figuration an absorbing medium is subtended by a pair of electrodes with an
applied voltage, as illustrated in Figure 1.9. Absorbed radiation liberates charge
pairs, which move under the influence of an applied field and induce an electrical
current in the external circuit.
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Fia. 1.9. Charge collection in a simple ionization chamber.

1.6.2  Position sensing

The electrodes of the sensor can be segmented to provide position information.
Now the magnitude of the signal measured on a given electrode depends on
its position relative to the sites of charge formation, as shown in Figure 1.10.
Segmenting one electrode into strips, as shown in the left panel of Figure 1.11,
provides position information in one dimension. Angled tracks will deposit charge
on two or more strips. Evaluating the ratio of charge deposition allows interpola-
tion to provide position resolution better than expected from the electrode pitch
alone. We'll return to this later. A second orthogonal set of strips on the opposite
face gives two-dimensional position readout, shown in the second panel of Figure
1.11.

In a colliding-beam experiment the strip pitch (center-to-center distance) is
typically 25 — 100 ym and lengths range from centimeters to tens of centimeters,
usually aligned parallel to the beam axis to provide r¢ coordinates. The maxi-
mum strip length per sensor is limited by wafer size (10 — 15 cm for detector-grade
Si), so multiple sensors are ganged to form longer electrodes. Practical detectors

PARTICLE PARTICLE
TRACK TRACK

&y
(0]oJo]o]o]o]
CEEEEE]

F1G. 1.10. Segmenting the sensor electrode provides position information. Angled
tracks deposit charge on two or more electrodes.
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7
7

Fia. 1.11. Subdividing an electrode into strips provides one-dimensional position
sensing (left). Subdividing both electrodes to form orthogonal strips provides
two-dimensional imaging.

have used strips as long as 30 or 40 cm, limited by electronic noise and the hit
rate per strip.

Two-dimensional position sensing using crossed strips is simple, but has prob-
lems at high hit densities. Each hit generates an - and a y-coordinate. However,
n tracks generate m z-coordinates and n y-coordinates, simulating n? hits of
which n? —n are fake. The “ghosts” can only be exorcised with additional infor-
mation to eliminate coordinates not consistent with tracks, clearly a formidable
task in a mixture of stiff and soft tracks with low-momentum particles loop-
ing in a magnetic field. A compromise solution that is often adequate utilizes
“small-angle stereo”, where the strips subtend a small angle, rather than 90°.

Small-angle stereo is illustrated in Figure 1.12. The area subtended by two
sensing elements (strips) of length L, and Lo arranged at an angle 90° is A =
L1Ls, so a hit in a given strip can form combinations with hits on all of the
transverse strips — the probability of “ghosting” is maximal. However, if the

|G

o

T

L

Fi1G. 1.12. Small-angle stereo reduces the area subtended by strips that could pro-
vide a coincident signal. The width W of the shaded area subject to confusion is
L(p2/p1) tan o + p2.
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angle a subtended by the two strip arrays is small (and their lengths L are
approximately equal), the capture area

A~ L2 tana+ Lps . (1.4)
b1

Consider a given horizontal strip struck by a particle. To determine the longitu-
dinal coordinate, all angled strips that cross the primary strip must be checked
and every hit that deposits charge on these strips adds a coordinate that must
be considered in conjunction with the coordinate defined by the horizontal strip.
Since each strip captures charge from a width equal to the strip pitch, the exact
width of the capture area is an integer multiple of the strip pitch. The probability
of multiple hits within the acceptance area, and hence the number of “ghosts”, is
reduced as « is made smaller, but at the expense of resolution in the longitudinal
coordinate.

1.6.3 Pixel devices

To obtain unambiguous two-dimensional information the sensor must provide
fine segmentation in both dimensions, which can be achieved either by geomet-
rical or electronic segmentation. Charge coupled devices (CCDs), random access
pixel devices, and silicon drift chambers represent different approaches to ob-
taining nonprojective two-dimensional information. The conceptually simplest
implementation is shown in Figure 1.13. The sensor electrodes are patterned as
a checkerboard and a matching two-dimensional array of readout electronics is
connected via a two-dimensional array of contacts, for example solder bumps.
In this scheme the pixel size is limited by the area required by each electronic
readout cell. Pixel sizes of 30 — 100 um are practical today, depending on the
complexity of the circuitry required in each pixel. Figure 1.13 also shows that
the readout IC requires more area than the pixel array to accommodate the

SENSOR
.u. CHIP

READOUT
CHIP

BUMP A

BONDS
READOUT WIRE-BOND PADS FOR
CONTROL DATA OUTPUT, POWER,
CIRCUITRY AND CONTROL SIGNALS

Fic. 1.13. Schematic view of a hybrid pixel detector. A pixellated sensor chip is
connected to a matching array of readout amplifiers by a two-dimensional array of
solder bumps. The readout chip extends beyond the sensor chip to accommodate
readout and control circuitry in addition to wire bonds for external connections.
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readout control and driver circuitry and additional bond pads for the external
connections. Since multiple readout ICs are needed to cover more than several
cm?, this additional area constrains designs that require full coverage. Examples
for integrating multiple readout ICs and sensors are discussed in Chapter 8.

Implementing this structure monolithically would be a great simplification
and some work has proceeded in this direction. Before describing these structures,
it is useful to discuss some basics of semiconductor detectors.

1.7 Sensor physics
1.7.1  Signal charge

All of the configurations discussed above differ only in the structures at the
surface of the sensor. Common to them is that the charge pairs are formed in
the sensitive volume and the average signal charge

QS = =€ ) (1'5)

where E is the absorbed energy, F; the energy required to form a charge pair, and
e the electronic charge. In solids the absorbed energy must exceed the bandgap
to form mobile charge carriers. In Si the gap energy is 1.12eV, so photons with
greater energy, i.e. wavelengths less than 1.1 pm, can be detected. At higher
energies (> 50€V) the additional constraint of momentum conservation becomes
significant and the ionization energy F; = 3.6 V. As will be discussed in Chapter
2, the ionization energy F; is proportional to the bandgap, so higher bandgap
materials yield less signal charge.

For a charged particle track traversing the sensor, the energy loss ' — and
hence the signal charge Qs — will increase with sensor thickness. Minimum ioniz-
ing particles average about 80 electron—hole pairs per ym path length in silicon.
For x-rays absorbed by the photoelectric effect, the deposited energy is fixed, but
the sensor must be sufficiently thick to provide good efficiency. For y-rays above
100keV Compton interactions dominate, so the sensor volume must be suffi-
ciently large to accommodate multiple sequential interactions (for a discussion
see Knoll 2000).

When a low-energy x-ray is absorbed by the photoelectric effect, the charge
deposition is localized, with a charge cloud whose extent is determined by the
range of the ejected photoelectron. A charged particle traversing the sensor forms
charge pairs along the track with a radial extent of order ym. The signal is formed
when the liberated charge carriers move, which changes the induced charge on
the sensor electrodes. This will be treated quantitatively in Chapter 2, so at this
point we’ll simply note that when all signal charges have reached their respective
electrodes, the change in induced charge, i.e. the integrated signal current, is Q.

To establish the electric field a potential is applied between the electrodes to
accelerate the charge carriers. As the carriers move through the medium they
scatter. After a short equilibration time (of order ps in Si) carrier transport
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becomes nonballistic and the velocity does not depend on the duration of accel-
eration, but only on the magnitude of the local electric field (Sze 1981). Thus,
the velocity of carriers at position x depends only on the local electric field E(x),
regardless of where they originated and how long they have moved. The carrier
velocity

3(e) = nE(x) (L6)

where y is the mobility. For example, in Si the mobility is 1350 V/cm - s? for
electrons and 450 V/cm - s? for holes. As an estimate to set the scale, applying
30V across a 300 ym thick absorber yields an average field of 10% V /cm, so the
velocity of electrons is about 1.4 - 10%cm/s and it will take about 20ns for an
electron to traverse the detector thickness. A hole takes three times as long.

1.7.2  Sensor volume

To establish a high field with a small quiescent current, the conductivity of the
absorber must be low. Signal currents are typically of order pA, so if in the above
example the quiescent current is to be small compared to the signal current, the
resistance between the electrodes should be > 30M(2. In an ideal solid the re-
sistivity depends exponentially on the bandgap. Increasing the bandgap reduces
the signal charge, so the range of suitable materials is limited. Diamond is an
excellent insulator, but the ionization energy F; is about 6eV and the range of
available thickness is limited. In semiconductors the ionization energy is smaller,
2.9eV in Ge and 3.6 eV in Si. Si material can be grown with resistivities of order
10* Q cm, which is too low; a 300 um thick sensor with 1cm? area would have a
resistance of 300 €2, so 30 V would lead to a current flow of 100 mA and a power
dissipation of 3W. On the other hand, high-quality single crystals of Si and Ge
can be grown economically with suitably large volumes, so to mitigate the effect
of resistivity one resorts to reverse-biased diode structures.

The conductivity of semiconductors is controlled by introducing dilute con-
centrations of impurities into the crystal, a process called doping. Let the semi-
conductor be of atomic number Z. If the dopant is of atomic number Z + 1,
one of the shell electrons is only lightly bound and can be thermally excited
into the conduction band, so electrons are available as mobile charge carriers. If
the atomic number of the dopant is Z — 1, one of the bonds lacks an electron,
but only little energy is needed to “borrow” an electron from a nearby atom.
Thus, the unfilled bond moves and acts like a positive mobile charge, a “hole”.
To form a diode, one can start with material doped to provide mobile electrons,
“n-type” material. By introducing a Z — 1 dopant from the surface, a region can
be formed with holes as mobile carriers, “p-type” material. This forms a “pn-
junction”. When a voltage is applied with positive polarity on the n-side and
negative on the p-side (reverse bias), the electrons on the n-side and the holes on
the p-side are drawn away from the junction. Thus, the region adjacent to the
pn-junction is depleted of mobile charge and forms an insulator, over which the
applied voltage builds up the desired electric field, as illustrated in Figure 1.14.
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Fi1c. 1.14. Adjoining regions of p- and n-type doping form a pn-junction (top). The
charge of the mobile electrons and holes (circled) is balanced by the charge of the
atomic cores, so charge neutrality is maintained. When an external potential is
applied with positive polarity on the n-side and negative polarity on the p-side
(bottom), the mobile charges are drawn away from the junction. This leaves a net
space charge from the atomic cores, which builds up a linear electric field in the
junction. This is treated analytically in Chapter 2.

Note that even in the absence of an externally applied voltage, thermal diffu-
sion forms a depletion region. As electrons and holes diffuse from their original
host atoms, a space charge region is formed and the resulting field limits the
extent of thermal diffusion. As a result, every pn-junction starts off with a non-
zero depletion width and a potential difference between the p- and n-sides, the
“built-in” potential V;;.

Figure 1.15 shows the cross-section of a typical detector diode. The pn-
junction is formed by introducing the dopant at the upper surface. The detector
junction is in the middle. Similarly doped regions to the left and right indicate a
guard ring, which surrounds the detector diode to isolate it from the edge of the
wafer. Mechanical damage at the edge leads to very large leakage currents. The
guard ring, biased at the same potential as the detector electrode, captures the
edge currents and also forms a well-defined electrical boundary for the detector
diode (the active area ends midway between the detector electrode and the guard
ring). Metallization layers (typically aluminum) deposited on the electrodes pro-
vide electrical contact. The intermediate silicon surface is protected by a layer of
SiO2 that provides a well-controlled interface to the silicon lattice. In detectors
the surface side of the junction is usually much more heavily doped than the
substrate material, so the resulting asymmetric junction depletes into the bulk.
Appendix A provides more details on detector structures and fabrication.
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F1c. 1.15. Detector diodes are usually asymmetric, with a highly doped layer at the
surface and a lightly doped bulk. With reverse bias the junction depletes into the
bulk. SiO3 layers protect the silicon surface and a guard ring isolates the diode from
the edges of the chip.

A reverse bias voltage Vj, yields the depletion width

2e(Vy + Vi)

Wq =
Ne ’

(1.7)
where IV is the dopant concentration in the bulk and e the dielectric constant
(11.9¢¢ for Si). The “built-in” junction potential V3; in detector diodes is typically
about 0.5 V. When the depletion width is less then the silicon thickness, the diode
is “partially depleted”. When w, extends to the back contact the diode is “fully
depleted”.

The depleted junction volume is free of mobile charge and thus forms a ca-
pacitor, bounded by the conducting p- and n-type semiconductor on each side.
The capacitance

C=ce—=A| ——— (1.8)

For bias voltages V, > Vj;
Cx—. (1.9)

In technical units

C € pF| 1
Z—w—dfvl[a}w. (1.10)

A Si diode with 100 pm thickness has a capacitance of about 1 pF/ mm?. This ap-
plies to a detector whose electrodes are large compared to the depletion thickness.
In strip and pixel detectors the fringing capacitance to neighboring electrodes
usually dominates. The interstrip capacitance depends on the ratio of electrode
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width w to strip pitch p. For typical geometries the interstrip capacitance C per
cm length [ follows the relationship (Demaria et al. 2000)

) ]

p cm

C

- = (0.o3+ 1.62 (1.11)

Typically, the interstrip capacitance is about 1pF/cm. The backplane capaci-

tance

!
Oy ~ ceol . (1.12)
w

Since the adjacent strips confine the fringing field lines to the interstrip bound-
aries, the strip appears as an electrode with a width equal to the strip pitch.
Corrections apply at large strip widths (Barberis et al. 1994).

Ideally, reverse bias removes all mobile carriers from the junction volume, so
no current can flow. However, thermal excitation can promote electrons across
the bandgap, so a current flows even in the absence of radiation, hence the
term “dark current”. The probability of electrons surmounting the bandgap is
increased strongly by the presence of impurities in the lattice, as they introduce
intermediate energy states in the gap that serve as “stepping stones”. As derived
in Appendix F the reverse bias current depends exponentially on temperature
Tu

E
Ip < T? exp (—ﬁ) , (1.13)

where E, is the bandgap energy and k the Boltzmann constant, so cooling the
detector can reduce leakage substantially. The ratio of leakage currents at tem-
peratures 77 and T

IR(T: \° E, (Ti — T
rTe) (TN [-Ea (BoTo) ] (1.14)
Ir(T1) Ty 2k \ T\T»
In Si (E,; =1.12€V) this yields a ten-fold reduction in leakage current when the
temperature is lowered by 14 °C from room temperature.

1.7.3  Charge collection

How quickly electrons and holes are swept from the depletion region is deter-
mined by the electric field. To simplify the following equations we’ll set V =
Vo + Vbi. At low reverse bias the field in the depletion region initially has a
triangular profile

B = D) =22 (1o L) = B (1- ) (019

up to the voltage where the depletion width wy equals the thickness of the bulk
d, corresponding to the depletion voltage
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Fia. 1.16. Electric field distributions in a partially depleted detector (left) and a

detector operated with overbias (right).
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Vg = .
d 2e

Increasing the bias voltage V' beyond this point (“overbias”, often called “overde-
pletion”) increases the field uniformly and evens out the field profile

(1.16)

2Vd x V- Vd
B@) == ( d) d -

Then the maximum field is (V + Vy)/d and the minimum field (V' — Vy)/d.
Figure 1.16 illustrates the electric field distributions in partial depletion and
with overbias.

When radiation forms electron—hole pairs, they drift under the influence of
the field with a velocity v = pFE. The time required for a carrier to traverse the
full detector thickness, the collection time, is

d? V4 Vi + 2V
= log ;
2uV V-V

(1.17)

te (1.18)
where the collection time for electrons or holes is obtained by using the appro-
priate mobility. At full depletion or beyond, the collection time can be estimated
by using the average field £ = V/d, so

d d d?

e —= — = — (1.19)

v uE  pV
and charge collection can be sped up by increasing the bias voltage. In partial
depletion, however, the collection time is independent of bias voltage and de-
termined by the doping concentration alone, as d?/V remains constant. This is
discussed in Chapter 2.
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In practice the dopant concentration N of silicon wafers is expressed as the
resistivity of the material p = (euN)™!, as this is readily measurable. Using this
parameter and introducing technical units yields the depletion voltage

Q d?
Vi = 4 l—m;] R (1.20)
(pm)~ | Pn
for n-type material and
Q- d?
Vip =11 | — |- = — v, (1.21)
(m)” | Pp

for p-type material. The resistivity of silicon suitable for tracking detectors (or
more precisely, the highest resistivity available economically) is 5 — 10k cm.
Note that in 10kQcm n-type Si the built-in voltage by itself depletes 45 pm
of material. Detector wafers are typically 300 um thick. Hence, the depletion
voltage in n-type material is 35 — 70V for the resistivity range given above.
Assuming 6 kQ cm material (V; = 60V) and an operating voltage of 90V, the
collection times for electrons and holes are 8 ns and 27 ns, respectively. Electron
collection times tend to be somewhat longer then given by eqn 1.15 since the
electron mobility decreases at fields > 10 V/cm (see Chapter 2 and Sze 1981)
and eventually the drift velocity saturates at 107 cm/s. At saturation velocity the
collection time is 10ps/um. In partial depletion, as noted above, the collection
time is independent of voltage and depends on resistivity alone. For electrons
the collection time constant
Ten = pe = 1.05 {ﬁ} p. (1.22)
To increase the depletion width or speed up the charge collection one can
increase the voltage, but ultimately this is limited by the onset of avalanching.
At sufficiently high fields (greater than about 10° V/cm in Si) electrons acquire
enough energy between collisions that secondary electrons are ejected. At even
higher fields holes can eject secondary electrons, which in turn can eject new
secondaries, and a self-sustaining charge avalanche forms (see Chapter 2). This
phenomenon is called “breakdown” and can cause permanent damage to the sen-
sor. In practice avalanching often occurs at voltages much lower than predicted
by eqn 1.17, since high fields can build up at the relatively sharp edges of the
doping distribution or electrode structures. When controlled, charge avalanching
can be used to increase the signal charge, as discussed in Chapter 2. In detect-
ing visible light, the primary signal charge is quite small, so this technique is
most often applied in photodiodes to provide internal gain and bring the signal
above the electronic noise level (avalanche photodiodes or APDs). APDs must
be designed carefully to prevent breakdown and also to reduce additional signal
fluctuations introduced by the avalanche process. Bias voltage and temperature
both affect the gain strongly, so they must be kept stable.
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1.7.4  Energy resolution

The minimum detectable signal and the precision of the amplitude measurement
are limited by fluctuations. The signal formed in the sensor fluctuates, even for a
fixed energy absorption. Generally, sensors convert absorbed energy into signal
quanta. In a scintillation detector absorbed energy is converted into a number of
scintillation photons. In an ionization chamber energy is converted into a number
of charge pairs (electrons and ions in gases or electrons and holes in solids). The
absorbed energy divided by the excitation energy yields the average number of
signal quanta

N = B (1.23)
This number fluctuates statistically, so the relative resolution

AE AN _VEN _ [FE,
E N N E

The resolution improves with the square root of energy. F' is the Fano factor,
which comes about because multiple excitation mechanisms can come into play
and reduce the overall statistical spread. For example, in a semiconductor ab-
sorbed energy forms electron—hole pairs, but also excites lattice vibrations —
quantized as phonons — whose excitation energy is much smaller (meV wvs. eV).
Thus, many more excitations are involved than apparent from the charge sig-
nal alone and this reduces the statistical fluctuations of the charge signal. For
example, in Si the Fano factor is 0.1. The Fano factor is explained in Chapter 2.

In most applications, the intrinsic energy resolution of semiconductor sensors
is so good that external contributions determine the overall fluctuations. How-
ever, for low-energy x-rays signal charge fluctuations are significant, whereas in
~-ray detectors electronic noise tends to determine the obtainable energy reso-
lution. For minimum ionizing charged particles, it is the statistics of energy loss.
Since the energy deposited by minimum ionizing particles varies according to a
Landau—Vavilov distribution (Figure 1.17) with o0g/Qs =~ 0.2 in 300 um of Si, the
inherent energy resolution of the detector is negligible. Nevertheless, electronic
noise is still important in determining the minimum detectable signal, i.e. the
detection efficiency.

(1.24)

1.7.5 Position resolution

The position resolution of the detector is determined to first order by the elec-
trode geometry. The size and shape of the electrodes is limited by the size of a
wafer, on the one hand (10 or 15 cm diameter for detector grade material), and
the resolution capability of IC fabrication technology on the the other (~ 1 pm).
In practice the lower bound is set by the readout electronics, which in the small-
est dimension tend to require 20 — 50 um overall width. Most commonly, sensors
for tracking applications have strip electrodes. The strips are usually 8 — 12 um
wide, placed on a pitch of 25 — 50 um, and 6 — 12 cm long. Frequently, multiple
sensor wafers are ganged to form longer electrodes.
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Fia. 1.17. Measured energy loss distribution of 1.5 MeV /c electrons in a silicon de-
tector. The dashed line is a Vavilov theory calculation. (Wood et al. 1991. Figure
courtesy of P. Skubic)

It is important to note that despite the gaps between electrodes, the detectors
still remain 100% efficient. The field lines remain parallel in the detector until
near the surface, where they bend along the surface and end on the electrode.
Hence, the electrical segmentation is determined by the electrode pitch, rather
than the width. Since the response function is essentially box-like, the position
resolution of a single detector is equal to the strip pitch p. However, for tracks
randomly aligned with respect to a strip, the differences between the measured
and the true positions have a Gaussian distribution with the standard deviation

p/2
2 2
2 €T p
_ —dr = 2 1.25
—p/2

so the root mean square (rms) resolution is the strip pitch divided by V12. The
same mechanism leads to “sampling noise” in image processing or when digitizing
an analog waveform, and is discussed in Section 5.2.

To first order the electrons and holes simply follow the field lines on which
they originated and end on a certain electrode. In reality, however they are also
subject to thermal diffusion, which spreads the charge cloud transversely as the
charges drift through the detector, with an rms width

oy = V2Dt . (1.26)
Since the diffusion constant is linked to the mobility by the Einstein relation

kT
D="p (1.27)
e
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Fic. 1.18. Transverse diffusion distributes charge on multiple strip electrodes, here
shown on a 20 um pitch. The charge division boundaries are indicated by dashed
lines. By evaluating the distribution of charge on the electrodes, the position reso-
lution can be improved beyond the geometric resolution o = p/v/12.

and the collection time is inversely proportional to the carrier mobility, the trans-
verse diffusion is the same for electrons and holes. Using the average field ap-
proximation E = V/d the transverse diffusion

kT d?
o, = V2Dt~ ([22=— | (1.28)
! e ‘/b

which is independent of mobility, giving the same result for electrons and holes.
For d =300 ym, T'= 300K and V}, = 100V the transverse diffusion o, ~ 7 pm.

At first glance this might seem to degrade the obtainable position resolution,
but it can, in fact, be turned to advantage, since transverse diffusion spreads
charge to neighboring strips. As illustrated in Figure 1.18, one can evaluate the
charge distribution over a central strip and its neighbors to improve the position
resolution beyond the limit given by strip geometry. Since the fractional charge
terminating on the neighboring strip is determined by superimposed Gaussian
distributions (Liith 1990), whose integral falls off rapidly for deviations beyond
several standard deviations, this technique is practical only for a rather limited
range of strip pitches. In the interpolation regime the position resolution is in-
versely proportional to signal-to-noise ratio. Kenney et al. (1993) have applied a
weighted interpolation algorithm to rectangular pixels of 34 pm x 125 pm with
S/N = 55. In the direction of the 34 ym pitch the measured resolution was
2.2 um, whereas in the direction of the 125 ym pitch the interpolation could only
be applied to the outer 25 um regions to yield 5.3 pm resolution. The resolution
in the central region was 75/1/12 pym.
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F1Gc. 1.19. Intermediate “floating” electrodes can be used to reduce the effective read-
out pitch (left). The equivalent circuit (right) shows how the signal current induced
on the “floating” electrodes is transferred to the readout amplifiers by the inter-
mediate capacitive dividers formed by the strip-to-strip capacitance Css and the
backplane capacitance Cj.

The range of charge interpolation can be extended by introducing interme-
diate strips that are not connected to readout channels (Figure 1.19). The bias
resistors keep all strips at the same quiescent potential, but the time constant
formed by the bias resistance and the strip capacitance is made so large that
the potential of a “floating” strip can change individually in response to signal
charge. The charge induced on the “floating” strips is coupled capacitively to
its neighbors. The readout amplifiers must have a low input impedance, so that
the signal current from a given electrode will divide inversely proportional to
the effective coupling capacitance. It is crucial that all electrodes be at the same
quiescent potential, to ensure uniform charge collection efficiency. Connecting
the bias resistors as shown in Figure 1.19 ensures that each electrode is biased at
the input voltage of the amplifiers. The biasing resistors must be large to reduce
electronic noise, as will be discussed in Chapter 4, but still small enough that
the detector leakage current does not alter the electrode voltages significantly.

For simplicity, first assume that the backplane capacitance Cj is zero. Then
the capacitances coupling the central strip to the two amplifiers are formed by
two interstrip capacitances Cy, in series on each side. Thus, the signal current
will divide equally. For the strip to the left of center, the coupling capacitance
is Css to the left-hand amplifier and Cy,/3 to the right-hand amplifier, so the
left-hand amplifier will receive 3/4 of the signal.

This technique can also be used to reduce the number of readout channels.
However, a portion of the signal charge remains on the backplane capacitance
Cy of each strip in the signal path. For charge induced on the central strip, the
charge transferred to one of the two amplifiers
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F1G. 1.20. The photon absorption coefficient i vs. energy in silicon. At low energies
photoelectric absorption dominates. Above 100 keV Compton scattering takes over
and at high energies pair production dominates. The fraction of photons that have
interacted within a distance z is 1 — exp(ux).

B 1

Q. 1 1 1
Qs 2 1+42(Cy/Cau) + 1 (Ch/C)? 2 142(Cy/Cu)

(1.29)

For Cy/Css = 0.1, a typical ratio for strip detectors, the exact expression yields
Q1a/Qs = 0.41, so the backplane capacitance incurs an 18% loss in the summed
signal from both amplifiers. However, the capacitance presented to the ampli-
fier inputs is also smaller than in a fully instrumented system, so interpolation
via floating strips can reduce overall power dissipation with respect to a fully
instrumented readout. Double-track resolution, however, will be determined by
the readout pitch.

In attempting to optimize position resolution, other effects must also be con-
sidered. Minimum ionizing particles do not deposit charge uniformly along the
track, so tracks impinging at the same position will show varying centroids in
the induced charge. A further limit on the position resolution is imposed by
energetic delta-electrons formed along the track trajectory, which can skew the
charge centroid appreciably (Bedeschi et al. 1989).

In x-ray imaging applications where photoelectric absorption dominates, the
resolution is limited by the range of the emitted photoelectron, as it deposits
energy along its path. The binding energy Ej, ~ 2keV, so the photoelectron’s
energy

Er = Eppoton — Eb . (1.30)

For a 20keV photon the photoelectron’s range is about 5 um, whereas for 100
keV the range is about 80 ym. As can be seen in Figure 1.20 Compton scatter-
ing is about equally probable at 100keV and dominates up to about 10 MeV.
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However, given the maximum practical silicon detector thickness of several mm
reasonable efficiency only obtains to 30 or 40keV. Materials with higher atomic
number are necessary for higher energies. Alternative materials are discussed
briefly in Chapter 2. At high energies pair production can be used to determine
the direction of gamma rays by detecting the emitted electrons and positrons in
a silicon strip tracker (Chapter 8).

1.8 Sensor structures II — monolithic pixel devices

In the early years of large-scale semiconductor detectors the monolithic inte-
gration of large scale sensors with electronics was viewed as the “holy grail”.
Clearly, it is an appealing concept to have a 6 x 6 cm? detector tile that com-
bines a strip detector and 1200 channels of readout electronics with only the
power and data readout as external connections. The problem was perceived at
the time to be the incompatibility between IC and detector fabrication processes
(see Appendix A). Development of an IC-compatible detector process allowed
the monolithic integration of high-quality electronics and full depletion silicon
sensors without degrading sensor performance (Holland and Spieler 1990), subse-
quently extended to full CMOS circuitry (Holland 1992). Nevertheless, a simple
yield estimate shows that this isn’t practical. In the conventional scheme read-
ing out ~ 1200 channels with a 50 ym readout pitch requires 10 ICs with 128
channels each. These devices are complex, so their yield is not 100%. Even when
assuming 90% functional yield per 128-channel array, the probability of ten adja-
cent arrays on the wafer being functional is prohibitively small. The integration
techniques are applicable, however, to simpler circuitry and have been utilized in
monolithic pixel detectors (Snoeys et al. 1992). The oldest and most widespread
wafer-scale monolithic imaging device is the charge coupled device.

1.8.1 Charge coupled devices

The classic high-resolution pixel array is the charge coupled device (CCD), which
combines the charge readout with the sensors. Figure 1.21 illustrates the princi-
ple. In signal acquisition mode the pixels function as small ionization chambers.
To transfer the signal charge to the readout amplifier, additional electrodes are
appropriately biased to shift the charge to the adjacent electrode. By applying
the appropriate sequence of pulses, the signal charge is sequentially transferred
to the output electrode, which in turn is connected to a readout amplifier. This
structure allows small pixel sizes, about 10 um, and provides full coverage. The
drawback is that the readout is sequential, so larger arrays require more readout
time. Since charge is commonly transferred over thousands of pixels, the charge
transfer efficiency 1 from one pixel to the next must be very close to unity. After
transferring through n pixels the signal arriving at the output node is attenu-
ated by 0™, but modern fabrication techniques provide practically 100% charge
transfer over ~ 10* pixels. Pixels are read out sequentially, column by column as
shown in Figure 1.21. Typically, a single amplifier reads out the entire array. Low
noise militates against fast clocking, so readout times are long. This is discussed
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F1a. 1.21. Upper right: schematic cross-sectional view of a CCD. Voltages are applied
to the electrodes according to the timing diagram at the upper left. The potential
sequence shifts the charge from the track to the right. Three electrodes comprise one
pixel, but all charge from the track subtended by the pixel is drawn to the pixel’s
left-most electrode. Six clock periods shift the charge to the neighboring pixel.
The pixels are read out sequentially (bottom left). Charge is transferred down the
column and then horizontally. The charge is deposited on a storage capacitor and
transferred to the readout line by the output amplifier.

in Chapter 4. Large arrays are commercially available; the SLD detector (Abe
et al. 1997) used 16 x 80 mm? devices with 20 um pixels. The sensitive depth is
20 pm, so minimum ionizing particles yield a broad charge distribution peaking
at about 1200 e. Electronic noise is 100 e. The thin depletion depth reduces the
signal, but limits transverse diffusion and provides excellent position resolution.
The readout rate is 5 MHz and four readout amplifiers are used to speed up
the readout. CCDs are in widespread use, but high-energy physics and x-ray
detection require specialized devices.

1.8.2  Silicon drift chambers

An ingenious structure that provides the functionality of a CCD without discrete
transfer steps is the silicon drift chamber (Gatti and Rehak 1984, Rehak et
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Fia. 1.22. Principle of a silicon drift chamber. The n-type bulk is depleted from
both surfaces by a series of p* electrodes, biased to provide a positive potential
gradient along the center axis of the detector. Holes drift to the p electrodes, whereas
electrons are transported parallel to the surface and then attracted to the collection
electrode, where the signal is read out.

al. 1985). In this device a potential trough is established in the bulk, so that
the signal charge is collected in the trough and then drifts towards the readout
electrode (Figure 1.22). The position is derived from the time it takes for a signal
charge to move to the output, so the detector requires a time reference. When a
pulsed accelerator or pulsed x-ray tube is used, the start time is readily available.
With random rates, as with radioactive sources, the time reference must be
derived from the sensor. This will be discussed in Chapters 3 and 4. Although
originally proposed as a position-sensing device, the Si drift chamber’s other
useful application is energy spectroscopy. Since this structure collects charge
from a large area onto a small collection electrode, the capacitance presented to
the readout amplifier is small (order 10 — 100{F), so the electronic noise can be
very low. This can be exploted in x-ray detection and in photodiodes. Various
drift detector topologies are described by Lutz (1999).

1.8.3 Monolithic active pizel sensors

Neither CCDs nor silicon drift devices can be fabricated using standard IC fabri-
cation processes. The doping levels required for diode depletion widths of 100 yum
or more are much lower than used in commercial integrated circuits. The pro-
cess complexity and yield requirements of the readout electronics needed for
most application dictate the use of industry-standard fabrication processes. In
contrast to detectors, where the entire thickness of the silicon wafer is utilized
for charge collection, integrated electronics utilize only a thin layer, of order pm,
at the surface of the silicon. The remainder of the typically 500 pm thick wafer
provides mechanical support, but also serves to capture deleterious impurities,
through gettering processes described in Appendix A. IC substrate material —
typically grown by the Czochralski method — has both crystalline defects and
impurities, whereas detector grade material utilizes float-zone material, which is
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F1G. 1.23. An active pixel sensor that integrates sensors and electronics monolith-
ically. The left shows an implementation for visible light. Electrons are collected
directly by the sensor electrode formed by the n-well. Light penetrates only a short
distance, so the portion of the epi-layer covered by the electronics is insensitive. The
right shows an alternative layout for high-energy particles. Electrons formed by a
track traversing the electronics diffuse towards the n-well electrodes. This structure
provides 100% sensitive area, but diffusion transport leads to long collection times.

dislocation-free and achieves the very low impurity levels needed for high resis-
tivity. High-quality transistors also require low defect densities, but much higher
doping levels than detectors, so a thin high quality layer is epitaxially grown
on the Czochralski substrate (referred to as the “epi-layer”). The doping levels
are still quite high, typically corresponding to 1 — 10 Q cm resistivity (10 times
lower than in typical detectors), so breakdown limits depletion widths to several
pm or less.

Visible light (400 — 700 nm) in silicon is practically fully absorbed in a thick-
ness of 0.5 — 7 um, so thin depletion layers are usable, also because diffusion from
non-depleted silicon also adds to the charge signal. Driven by the digital camera
market and other commercial applications, there is widespread activity in the
application of conventional IC fabrication processes to optical imaging (Fossum
1997). These devices, called CMOS imagers or active pixel sensors, utilize a por-
tion of the pixel cell as a sensor, as illustrated in Figure 1.23. Each pixel includes
an active region (the sensor) with adjacent amplifier and readout circuitry. Met-
allization layers provide connections between the sensor and the electronics, and
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between the components in the electronics cell. Light impinging on the sensor
is detected, but is blocked by the metallization. Typical “fill factors”, the ratio
of light-sensitive area to pixel area, are 20 — 30%, but this can be improved as
smaller feature sizes shrink the electronics.

High-energy particles, on the other hand, traverse both the metallization and
the transistors, so devices have been developed that seek to utilize the epi-layer
in the entire pixel as the sensor region, as shown in the right panel of Figure 1.23
(Deptuch et al. 2003, Turchetta et al. 2003, Kleinfelder et al. 2004). Since the
depletion layers are thin, this device relies on diffusion for a substantial portion
of the recovered charge. Thus, the recovered signal charge is much smaller than
in fully depleted detectors, about 1000 e compared to 22 000 e for a 300 um thick
sensor. Diffusion is channeled laterally by the potential well formed in the epi-
layer, as it is lightly doped with respect to the substrate and the p-wells that
accommodate the electronics. Since the pixel capacitance is small, electronic
noise levels can also be low.

However, relying on diffusion increases the collection time to about 100 ns,
which can still provide the time resolution required at high-luminosity colliders,
but radiation damage will degrade the carrier lifetime (see Appendix F) to order
1 - 10ns after a relatively short time at high luminosity and the small radii where
pixel detectors are needed. Incomplete charge collection also limits the usability
of these devices in applications that require good energy resolution, e.g. x-ray
spectroscopy, although they may be acceptable for counting measurements.

The conceptually simplest form of an active pixel array is a matrix of tran-
sistors. During image acquisition all transistors are inactive and signal charge
is stored on their input capacitance. Control electrodes are bussed by row and
outputs by column. During readout each transistor is addressed individually by
selecting the appropriate row and all columns read out simultaneously. This
structure has been implemented by monolithically integrating the transistors
(called DEPFETS) in a high-resistivity substrate (Kemmer and Lutz 1987). This
arrangement allows the readout of individual pixels, but unlike more complex
active pixel devices can’t signal which pixels to read out. When reading out full
image frames the performance of this structure is comparable to a CCD with a
fully parallel readout. Understanding the limits of this technique requires some
additional background, so we’ll return to it in Chapter 8.

Some active pixel designs replicate the fully sequential readout used for
CCDs. This is a good match to digital photography, where every pixel carries in-
formation. The electronic circuitry in each pixel cell is quite simple and readout
can be slow, so the circuitry does not occupy much area. Slow readout applied
to charged particle detection also allows simple circuitry and facilitates low elec-
tronic noise. However, in sparse data environments with high event rates, such
as high luminosity hadron colliders, “smart pixels” that signal the presence of a
hit and then allow the selective readout of struck pixels sorted by time stamp are
necessary. This requires both fast response, to allow time stamping, and local
threshold discrimination, buffering, and readout logic. This drives up circuit com-
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plexity substantially, so the “real estate” occupied by the electronics increases,
both in the pixel and in the common control and readout circuitry. This will
be illustrated in Chapter 8. Comparison of various technologies requires careful
scrutiny that the adopted architecture and circuit design match the intended
purpose and not some simpler situation.

1.9 Electronics

Electronics are a key component of all modern detector systems. Although ex-
periments and their associated electronics can take very different forms, the basic
principles of the electronic readout and the optimization of signal-to-noise ratio
are the same.

The purpose of pulse processing and analysis systems is to

1. Acquire an electrical signal from the sensor. Typically this is a short current
pulse.
2. Tailor the time response of the system to optimize
(a) the minimum detectable signal (detect hit/no hit),
(b) energy measurement,
(c) event rate,
(d) time of arrival (timing measurement),
(e) insensitivity to sensor pulse shape,
or some combination of the above.
3. Digitize the signal and store for subsequent analysis.

Position-sensitive detectors utilize the presence of a hit, amplitude measure-
ment or timing, so these detectors pose the same set of requirements. Generally,
these properties cannot be optimized simultaneously, so compromises are neces-
sary.

In addition to these primary functions of an electronic readout system, other
considerations can be equally or even more important, for example, radiation
resistance, low power (portable systems, large detector arrays, satellite systems),
robustness, and — last, but not least — cost.

1.10 Detection limits and resolution

In addition to signal fluctuations originating in the sensor, the minimum detec-
tion limit and energy resolution are subject to fluctuations introduced by the
electronics. The gain can be controlled very precisely, but electronic noise in-
troduces baseline fluctuations, which are superimposed on the signal and alter
the peak amplitude. Figure 1.24 (left) shows a typical noise waveform. Both the
amplitude and time distributions are random.

When superimposed on a signal, the noise alters both the amplitude and
time dependence. Figure 1.24 (right) shows the noise waveform superimposed on
a small signal. As can be seen, the noise level determines the minimum signal
whose presence can be discerned.
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FiGg. 1.24. Waveforms of random noise (left) and signal + noise (right), where the
peak signal is equal to the rms noise level (S/N = 1). The noiseless signal is shown
for comparison.

In an optimized system, the time-scale of the fluctuations is comparable to
that of the signal, so the peak amplitude fluctuates randomly above and below
the average value. This is illustrated in Figure 1.25, which shows the same signal
viewed at four different times. The fluctuations in peak amplitude are obvious,
but the effect of noise on timing measurements can also be seen. If the timing
signal is derived from a threshold discriminator, where the output fires when the
signal crosses a fixed threshold, amplitude fluctuations in the leading edge trans-
late into time shifts. If one derives the time of arrival from a centroid analysis, the
timing signal also shifts (compare the top and bottom right figures). From this

TIME TIME

TIME TIME

Fi1a. 1.25. Signal plus noise at four different times, shown for a signal-to-noise ratio
of about 20. The noiseless signal is superimposed for comparison.
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F1c. 1.26. Repetitive measurements of the signal charge yield a Gaussian distribu-
tion whose standard deviation equals the rms noise level @,. Often the width is
expressed as the full width at half maximum (FWHM), which is 2.35 times the
standard deviation.

one sees that signal-to-noise ratio is important for all measurements — sensing
the presence of a signal or the measurement of energy, timing, or position.

1.10.1 Electronic noise

Electronic noise originates as both velocity or number fluctuations. This is dis-
cussed in detail in Chapter 3. Velocity fluctuations arise from thermal excitation.
The spectral density of the noise power can be derived directly as the long wave-
length limit in Planck’s theory of black-body radiation (see Chapter 3). At the
frequencies of interest here the spectral density is independent of frequency; the
spectrum is “white”. Number fluctuations occur when charge carriers are injected
into a sample independently of one another. Thermionic emission or current flow
through a semiconductor pn-junction are common examples. This is called “shot
noise” and also has a white spectrum.

In electronic circuits the noise sources can be modeled either as voltage or
current sources. Generally, the frequency spectra of the signal and the noise are
different. Typically, the noise spectra extend over a greater frequency band than
the signal, so by shaping the frequency response of the system one can optimize
the signal-to-noise ratio. The amplitude distribution of the noise is Gaussian,
so superimposing a constant amplitude signal on a noisy baseline will yield a
Gaussian amplitude distribution whose width equals the noise level (Figure 1.26).

To analyze the contributions of electronic noise, let’s consider a typical detec-
tor front-end as shown in Figure 1.27. The sensor is represented by a capacitance
Cy4, a relevant model for most detectors. Bias voltage is applied through resistor
Ry and the signal is coupled to the preamplifier through a blocking capacitor
C.. The series resistance R represents the sum of all resistances present in the
input signal path, e.g. the electrode resistance, any input protection networks,
and parasitic resistances in the input transistor. The preamplifier provides gain
and feeds a pulse shaper, which tailors the overall frequency response to optimize
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Fia. 1.27. Typical detector front-end circuit.

signal-to-noise ratio while limiting the duration of the signal pulse to accommo-
date the signal pulse rate. Even if not explicitly stated, all amplifiers provide
some form of pulse shaping, due to their limited frequency response.

The equivalent circuit for the noise analysis (Figure 1.28) includes both cur-
rent and voltage noise sources. The leakage current of a semiconductor detector,
for example, fluctuates due to electron emission statistics. This “shot noise” i,4
is represented by a current noise generator in parallel with the detector. Resis-
tors exhibit noise due to thermal velocity fluctuations of the charge carriers. This
noise source can be modeled either as a voltage or current generator. Generally,
resistors shunting the input act as noise current sources and resistors in series
with the input act as noise voltage sources (which is why some in the detector
community refer to current and voltage noise as “parallel” and “series” noise).
Since the bias resistor effectively shunts the input, as the capacitor Cj passes
current fluctuations to ground, it acts as a current generator i,; and its noise
current has the same effect as the shot noise current from the detector. Any
other shunt resistances can be incorporated in the same way. Conversely, the
series resistor R acts as a voltage generator. The amplifier’s noise is described

DETECTOR BIAS SERIES AMPLIFIER +
RESISTOR RESISTOR PULSE SHAPER

F1G. 1.28. Equivalent circuit for noise analysis of the detector front-end in Figure
1.27.
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fully by a combination of voltage and current sources at its input, shown as e,
and .4

Shot noise and thermal noise have a “white” frequency distribution, i.e. the
spectral densities are constant with the magnitudes

i?zd = 261(1
i2, = 4kT /Ry
e, = 4kTR,

where e is the electronic charge, I; the detector bias current, k£ the Boltzmann
constant and T the temperature. Typical amplifier noise parameters e, , and i,,
are of order nV/v/Hz and fA to pA/v/Hz. Trapping and detrapping processes
in resistors, dielectrics and semiconductors can introduce additional fluctuations
whose noise power frequently exhibits a 1/f spectrum. The spectral density of
the 1/f noise voltage is
2 Ay

€nf 7 (1.31)
where the noise coefficient Ay is device specific and of order 10° — 102 V2.

A portion of the noise currents flows through the detector capacitance, re-
sulting in a frequency-dependent noise voltage i, /wCy, which is added to the
noise voltages in the input circuit. Since the individual noise contributions are
random and uncorrelated, they add in quadrature. The total noise at the output
of the pulse shaper is obtained by integrating over the full bandwidth of the
system.

1.10.2  Amplitude measurements

Since radiation detectors are typically used to measure charge, the system’s noise
level is conveniently expressed as an equivalent noise charge @Q,,, which is equal
to the detector signal that yields a signal-to-noise ratio of one. The equivalent
noise charge is commonly expressed in Coulombs, the corresponding number of
electrons, or the equivalent deposited energy (eV). For a capacitive sensor
02
Q* =i2FTs + e,%FvT— + FypApC? (1.32)
s
where C' is the sum of all capacitances shunting the input. Note that the voltage
noise contributions increase with capacitance. The shape factors F;, F,, and F,¢
depend on the shape of the pulse determined by the shaper. Ts is a characteristic
time, for example the peaking time of a semi-Gaussian pulse (Figure 1.3) or the
prefilter integration time in a correlated double sampler (discussed in Chapter
4). The shape factors F;, F,, are easily calculated,

[(W(t)]*dt and sz% [dvgt(t)} dt | (1.33)

— 00 — 00

1
F=—
2Ts

where for time invariant pulse shaping W (t) is simply the system’s impulse re-
sponse (the output signal seen on an oscilloscope) with the peak output signal
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F1c. 1.29. Equivalent noise charge vs. shaping time of a typical detector system.

normalized to unity. For more details see the papers by Goulding (1972), Radeka
(1968, 1974), and Goulding and Landis (1982).

A pulse shaper formed by a single differentiator and integrator with equal
time constants 74 = 7; = 7 = Ts as in Figure 1.5 has F; = F}, = 0.9 and Fy,y = 4,
independent of the shaping time constant. The overall noise bandwidth, however,
depends on the time constant, i.e. the characteristic time Ts. The contribution
from noise currents increases with shaping time, i.e. pulse duration, whereas the
voltage noise decreases with increasing shaping time. Noise with a 1/ f spectrum
depends only on the ratio of upper to lower cutoff frequencies (integrator to dif-
ferentiator time constants), so for a given shaper topology the 1/f contribution
to @, is independent of Ts . Increased detector capacitance shifts the voltage
noise contribution upward and noise minimum to longer shaping times. Pulse
shapers can be designed to reduce the effect of current noise, e.g. mitigate radi-
ation damage. Increasing pulse symmetry tends to decrease F; and increase F,
(e.g. to 0.45 and 1.0 for a shaper with one CR differentiator and four cascaded
integrators).

For the circuit shown in Figures 1.27 and 1.28

AkT cs
Q2 = (2eId gt z'?m) FiTs + (4kTR; + ¢3,,) FT—: + FpA;CT . (1.34)

As the shaping time Ty is changed, the total noise goes through a minimum,
where the current and voltage contributions are equal. Figure 1.29 shows a typical
example. At short shaping times the voltage noise dominates, whereas at long
shaping times the current noise takes over. The noise minimum is flattened by
the presence of 1/f noise. Increasing the detector capacitance will increase the
voltage noise and shift the noise minimum to longer shaping times.

For quick estimates one can use the following equation, which assumes a field
effect transistor (FET) amplifier (negligible i,,) and a simple CR-RC shaper
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with time constants 7 (equal to the peaking time).

2

e 2

(pF)* (nV)*/Hz

2
5 C
en—

-

e2kQ] 7
— +3.6-10*
} R [

QEL:12[ :|Id7'+6'105|:

nA - ns ns
Noise is improved by reducing the detector capacitance and leakage current,
judiciously selecting all resistances in the input circuit, and choosing the optimum
shaping time constant.

The noise parameters of the amplifier depend primarily on the input device.
Chapter 6 treats this in detail. In field effect transistors the noise current contri-
bution is very small, so reducing the detector leakage current and increasing the
bias resistance will allow long shaping times with correspondingly lower noise.
In bipolar transistors the base current sets a lower bound on the noise current,
so these devices are best at short shaping times. In special cases where the noise
of a transistor scales with geometry, i.e. decreasing noise voltage with increasing
input capacitance, the lowest noise is obtained when the input capacitance of the
transistor is equal to the detector capacitance, albeit at the expense of power
dissipation. Capacitive matching is useful with FETs, but not bipolar transis-
tors, as discussed in Chapter 6. In bipolar transistors the minimum obtainable
noise is independent of shaping time, but only at the optimum collector current
I, which does depend on shaping time:

C kT F, 1
2 AT ——/F,F, at Io=-—C S 1.35
min T at Io=— vV Bpc T Ts (1.35)

where Bpc is the direct current gain. For a CR-RC shaper and Gpc = 100,

A C
Qumin ~ 250 L/‘%] VT at I =260 [“ pFnS} T (1.36)

Practical noise levels range from < 1e for CCDs at long shaping times to
~ 10 ¢ in high-capacitance liquid argon calorimeters. Silicon strip detectors typ-
ically operate at = 103 e, whereas pixel detectors with fast readout can provide
noise of order 100 e.

1.10.3  Timing measurements

In timing measurements the slope-to-noise ratio must be optimized, rather than
the signal-to-noise ratio alone, so the rise time ¢, of the pulse is important. The
“jitter” o; of the timing distribution

On N tr

(dS/dt)s, ~ S/N’

(1.37)

Ot =

where o, is the rms noise and the derivative of the signal dS/dt is evaluated
at the trigger level Sp. To increase dS/dt without incurring excessive noise the
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F1G. 1.30. Circuit blocks in a representative readout IC. The analog processing chain
is shown at the top. Control is passed from chip to chip by token passing.

amplifier bandwidth should match the rise-time of the detector signal. The 10 —
90% rise time of an amplifier with bandwidth f, is

22 035
2fu  fu
For example, an oscilloscope with 350 MHz bandwidth has a 1 ns rise time. When

amplifiers are cascaded, which is invariably necessary, the individual rise times
add in quadrature

t, =221 =

(1.38)

b 8+ R, (1.39)

Thus, reducing the risetime of the electronics beyond the risetime of the sensor
signal will increase the electronic noise more rapidly than improve the signal
risetime. Time resolution improves with signal-to-noise ratio, so minimizing the
total capacitance at the input is also important. At high signal-to-noise ratios
the time jitter can be much smaller than the rise time. When a simple threshold
discriminator is used the timing signal will shift with pulse amplitude (“walk”),
but this can be corrected by various means, either in hardware or software.
Timing measurements are discussed in Chapter 4 and by Spieler (1982).

1.11 Subsystems
1.11.1  Circuit integration and bussing

A detector array combines the sensor and the analog signal processing circuitry
together with a readout system. Figure 1.30 shows the circuit blocks in a repre-
sentative readout IC. Individual sensor electrodes connect to parallel channels of
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F1c. 1.31. Multiple ICs are ganged to read out a strip detector. The right-most chip
IC1 is the master. A command on the control bus initiates the readout. When IC1
has written all of its data it passes the token to IC2. When IC2 has finished it
passes the token to IC3, which in turn returns the token to the master IC1.

analog signal processing circuitry. Data are stored in an analog pipeline pending
a readout command. Variable write and read pointers are used to allow simulta-
neous read and write. The signal in the time slot of interest is digitized, compared
with a digital threshold and read out. Circuitry is included to generate test pulses
that are injected into the input to simulate a detector signal. This is a very useful
feature in setting up the system and is also a key function in chip testing prior to
assembly. Analog control levels are set by digital-to-analog converters (DACs).
Multiple ICs are connected to a common control and data output bus, as shown
in Figure 1.31. Each IC is assigned a unique address, which is used in issuing
control commands for setup and in situ testing. Sequential readout is controlled
by token passing. IC1 is the master, whose readout is initiated by a command
(trigger) on the control bus. When it has finished writing data it passes the token
to IC2, which in turn passes the token to IC3. When the last chip has completed
its readout the token is returned to the master IC, which is then ready for the
next cycle. The readout bit stream begins with a header, which uniquely identi-
fies a new frame. Data from individual ICs are labeled with a chip identifier and
channel identifiers. Many variations on this scheme are possible. As shown, the
readout is event oriented, i.e. all hits occurring within an externally set exposure
time (e.g. time slice in the analog buffer in Figure 1.30) are read out together.
In colliding-beam experiments only a small fraction of beam crossings yields
interesting events. The time required to assess whether an event is potentially
interesting is typically of order microseconds, so hits from multiple beam cross-
ings must be stored on-chip, identified by beam crossing or time-stamp. Upon
receipt of a trigger the interesting data are digitized and read out. This allows
use of a digitizer that is slower than the collision rate. It is also possible to read
out analog signals and digitize them externally. Then the output stream is a se-
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F1a. 1.32. Detector modules combining silicon strip sensors and electronics, shown

in a protective enclosure. Multiple modules are mounted on a stave that also in-
corporates the signal and power busses. The right-hand panel shows the ceramic
hybrid that combines six readout ICs (top row) with the power supply and data
bussing. Bypass capacitors are visible as small rectangles beneath the ICs. A flex
ribbon cable connects the hybrid to the control and data acquisition system and
also provides power.

quence of digital headers and analog pulses. An alternative scheme only records
the presence of hits. The output of a threshold comparator signifies the presence
of a signal and is recorded in a digital pipeline that retains the crossing number.

When reading out pulse height information, either in analog or digitized
form, the “smearing” of pulse height information by electronic noise will be
clearly visible in the output data. In a “binary” readout the presence of noise
is not so obvious. With a large signal-to-noise ratio the threshold can be set
high, so predominantly true hits will appear in the output stream. However,
when sensitivity is of the essence, the threshold will be set as low as possible.
If set too low, the comparator will fire predominantly on noise pulses. If set
too high, noise hits are suppressed, but efficiency for desired events will suffer.
Thus, a compromise threshold is chosen that will provide high efficiency with an
acceptable rate of noise hits. In any case, since the “tails” of the noise distribution
extend to infinity, the output of every binary system is contaminated by noise
pulses. Only the ratio of noise hits to true hits will be different and depend on
the signal-to-noise ratio. This is discussed quantitatively in Chapter 4.

1.11.2  Detector modules, services, and supports

The outputs of the ICs must be transferred to the off-detector electronics. To
provide this interface the readout ICs are mounted on a substrate, which accom-
modates the signal bussing between ICs, control signals, and power supply busses.



SUBSYSTEMS 39

Important components are bypass capacitors and filter networks to block exter-
nal interference from the readout ICs, but also to keep digital switching spikes
from propagating through the power supply lines. Figure 1.32 shows an assembly
of multiple detectors with readout circuitry, mounted on a stave that also inte-
grates the data and power busses. The right-hand panel of Figure 1.32 shows the
electronics unit (called a “hybrid”, as it combines multiple technologies). Each
integrated circuit includes 128 channels of front-end circuitry, analog pipeline,
analog-to-digital conversion, and readout logic and driver with on-chip zero sup-
pression (sparsification), so that only struck channels are read out. This hybrid
utilizes a multilayer ceramic substrate to integrate the readout ICs, associated
capacitors, and interconnects. Power, control, and data lines are implemented as
polyimide ribbon cables. Figure 1.33 shows a closeup of ICs mounted on a hy-
brid using a flexible kapton substrate (Kondo et al. 2002), described in Chapter
8 (Section 8.6.5). The wire bonds connecting the IC to the hybrid are clearly
visible. Channels on the IC are laid out on a ~ 50 pm pitch and pitch adapters
fan out to match the 80 um pitch of the strip detector. The space between chips
accommodates bypasss capacitors and connections for control busses carrying
signals from chip to chip. Other examples are discussed in Chapter 8.

In large systems optical links are often chosen to eliminate cross-coupling
from other lines, but properly designed differential cable drivers and receivers
can also provide high noise immunity. Optical links require additional interface

]
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F1a. 1.33. Close-up of ICs mounted on a hybrid utilizing a flexible polyimide sub-
strate (Kondo et al. 2002). The high-density wire bonds at the upper edges connect
via pitch adapters to the 80 um pitch of the silicon strip detector. The ground
plane is patterned as a diamond grid to reduce material. (Photograph courtesy of
A. Ciocio.)
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ICs, as silicon is not well-suited for optical emitters. In some designs all drivers
are accommodated on the detector module, whereas in others multiple detector
modules interface through a common driver module.

1.11.3 Data acquisition

Signals are bussed from the detector modules to a readout module, which in-
cludes data buffering. Depending on the complexity of the systems, several al-
ternatives exist for interfacing to the data acquisition computer. Small systems
can interface directly via a plug-in card in a PC. In large systems VME or PCI
bus interfaces are frequently used. In the past the nuclear instrumentation com-
munity designed interfaces such as CAMAC or FastBus, but now the availability
of suitable standard industry interfaces has displaced these community-specific
interfaces. The interface modules that accept the data from the detector module
and transfer it to the computer data acquisition bus are usually custom designed
and typically contain buffer memory, FPGA-based logic, and local processors
to preprocess the data. Digital interfacing utilizes standard techniques known
to many engineers and scientists, so it will not be covered in this book. For an
overview of data acquisition systems in high-energy physics see Butler (2003).

1.12 Further reading

The following chapters go into detail on the topics laid out in this introduction,
but emphasize aspects relevant to large scale semiconductor systems. Books by
G. Knoll (2000) and C. Grupen (1996) provide excellent general introductions to
radiation detection and techniques. S.M. Sze (1981) gives a concise description of
semiconductor physics and a comprehensive treatment of semiconductor devices.
The following chapters and appendices include references to more specialized
texts.

References

Abe, K. et al. (1997). Design and performance of the SLD vertex detector: a
307 Mpixel tracking system. Nucl. Instrum. and Meth. A400 (1997) 287343

Barberis, E. et al. (1994). Capacitances in silicon microstrip detectors. Nucl.
Instr. and Meth. A342 (1994) 90-95

Bedeschi, F. et al. (1989). CDF silicon detector prototype test beam results.
IEEFE Trans. Nucl Sci. NS-36 (1989) 35-39

Butler, J. (2003). Triggering and data acquisition general considerations, in
Instrumentation in Elementary Particle Physics, AIP Conf. Proc. 674 (2003)
101-129

Demaria, N. et al. (2000). New results on silicon microstrip detectors of CMS
tracker. Nucl. Instr. and Meth. A447 (2000) 142-150

Deptuch, G. et al. 2003. Development of monolithic active pixel sensors for
charged particle tracking. Nucl. Instr. and Meth. A511 (2003) 240-249

Fossum, E.R. (1997). CMOS image sensors: electronic camera on a chip. IEEE.
Trans. Electron Dev. ED-44/10 (1997) 1689-1698



REFERENCES 41

Gatti, E. and Rehak, P. (1984). Semiconductor drift chamber — an application
of a novel charge transport scheme. Nucl. Instr. and Meth. 225 (1984) 608-614

Goulding, F.S. (1972). Pulse shaping in low-noise nuclear amplifiers: a physical
approach to noise analysis. Nucl. Instr. and Meth. 100 (1972) 493-504

Goulding, F.S. and Landis, D.A. (1982). Signal processing for semiconductor
detectors. IEEE Trans. Nucl. Sci. NS-29/3 (1982) 1125-1141

Grupen, C. (1996). Particle Detectors. Cambridge University Press, Cambridge.
ISBN 0-521-55216-8, QC787.G6GT8

Holland, S. and Spieler, H. (1990). A monolithically integrated detector—pre-
amplifier on high-resistivity silicon. IEEE Trans. Nucl. Sci. NS-37 (1990)
463-468

Holland, S. (1992). Properties of CMOS Devices and circuits fabricated on high-
resistivity, detector-grade Silicon. IEEE Trans. Nucl. Sci. NS-39/4 (1992)
809-813

Kemmer, J. and Lutz, G. (1987). New detector concepts. Nucl. Instr. and Meth.
A253 (1987) 365-377

Kenney, C. et al. (1993). Performance of a monolithic pixel detector. Nucl. Phys.
B (Proc. Suppl.) 32 (1993) 460 and First test beam results from a monolithic
silicon pixel detector. Nucl. Instrum. and Meth. A326 (1993) 144-149

Kleinfelder, S.A. et al. (1988). A flexible 128 channel silicon strip detector in-
strumentation integrated circuit with sparse data readout. IEEE Trans. Nucl.
Sci. NS-35 (1988) 171-175

Kleinfelder, S.A. et al. (2004). Novel integrated CMOS sensor circuits. IEEE
Trans. Nucl. Sci. NS-51/5 (2004) 2328-2336

Knoll, G.F. (2000). Radiation Detection and Measurement(3rd edn). Wiley, New
York, ISBN 0-471-07338-5, QC787.C6K56 1999

Kondo, T. et al. (2002). Construction and performance of the ATLAS silicon
microstrip barrel modules. Nucl. Instr. and Meth. A485 (2002) 2742

Liith, V. (1990). Spatial Resolution of Silicon Detectors. SLAC BaBar Note #54
9-7-90

Lutz, G. (1999). Semiconductor Radiation Detectors. Springer Verlag, Berlin,
1999. ISBN 3-5406-4859-3

Particle Data Group (2004). Review of Particle Physics. Phys. Lett. B592
(2004) 1-1109 and at http://pdg.Ibl.gov

Radeka, V. (1968). Optimum signal-processing for pulse-amplitude spectrom-
etry in the presence of high-rate effects and noise. IEEE Trans. Nucl. Sci.
NS-15/3 (1968) 455-470

Radeka, V. (1974). Signal, noise and resolution in position-sensitive detectors.
IEEE Trans. Nucl. Sci. NS-21 (1974) 51-64

Rehak, P. et al. (1985). Semiconductor drift chambers for position and energy
measurements. Nucl. Instrum. and Meth. A235 (1985) 224-234

Snoeys, W. et al. (1992). A new integrated pixel detector for high energy
physics. IEEE Trans. Nucl. Sci. 39 (1992) 1263-1269



42 DETECTOR SYSTEMS OVERVIEW

Spieler, H. (1982). Fast timing methods for semiconductor detectors. IEEE
Trans. Nucl. Sci. NS-29 (1982) 1142-1158

Sze, S.M. (1981). Physics of Semiconductor Devices(2nd edn). Wiley, New York
1981. ISBN 0-471-05661-8, TK7871.85.5988

Turchetta, R. et al. (2003). Monolithic active pixel sensors (MAPS) in a VLSI
CMOS technology. Nucl. Instr. and Meth. A501 (2003) 251-259

Wood, M.L. et al. (1991). Charge correlation measurements of double-sided
direct-coupled silicon microstripe detectors. Supercollider 3 (J. Nonte, ed).
Proc. 8rd Annual International Industrial Symposium on the Super Collider,
Atlanta, Georgia, Mar 15-15, 1991. pp. 903-926. Plenum Press, New York.
ISBN 0-3064-4037-7, QC787.P7.157



2

SIGNAL FORMATION AND ACQUISITION

Semiconductor detectors, regardless of their electrode structure, are basically
ionization chambers. Figure 2.1 shows a detector with amplifier. As will be dis-
cussed later in this chapter, the measured signal depends critically on the com-
bined response of the detector and amplifier. However, first we consider signal
formation in the detector, whose equivalent circuit, a current source representing
the signal current i(¢) in parallel with the detector capacitance Cy, is shown in
the second panel of Figure 2.1. The capacitance Cy is the capacitance formed by
the two detector electrodes. To complete the equivalent circuit we must include
the magnitude and time structure of the signal. The combined response of the
detector and amplifier will be discussed towards the end of this chapter.

2.1 The signal

In semiconductor detectors the electrical signal is formed directly by ionization.
Incident radiation quanta impart sufficient energy to individual atomic electrons
to form electron—hole pairs. This is in contrast to other detection mechanisms
such as the excitation of optical states (as in scintillators), lattice vibrations (as
in cryogenic bolometers), the breakup of Cooper pairs in superconductors, or the
formation of superheated droplets in superfluid He, just to name a few examples.
Typical excitation energies are listed in Table 2.1. The measured signal, i.e. the
average number of signal quanta, is the absorbed energy divided by the excitation
energy.

INCIDENT DETECTOR AMPLIFIER DETECTOR EQUIVALENT CIRCUIT
RADIATION .
LS
—
—_— o
ANNNS> @O >—> i (D) (oF
— Te)
-«

Fi1Gg. 2.1. The detector and amplifier (left) and the equivalent circuit of the detector
(right).
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Table 2.1 Excitation energies for some represen-
tative detector media.

Tonization in gases 30 eV

Tonization in semiconductors 1 — 5 eV

Scintillation 10 — 200 eV
Phonons meV
Breakup of Cooper pairs meV

The small excitation energies associated with phonon production or the break-
up of Cooper pairs can only be exploited at very low temperatures. Among room-
temperature media — gases, semiconductors, and scintillators — semiconductors
have the lowest excitation energies, so they yield the largest signal.

In semiconductors the energy of elementary excitations is determined by the
periodicity of the crystal lattice. Si and Ge have a “diamond” lattice, illustrated
in Figure 2.2. The dimension a is the lattice constant, which is 3.56 A in diamond,
5.65A in Ge and 5.43 A in Si. A wafer can be cut at different orientations relative
to the lattice, specified by crystal indices [hkl] (see Kittel 1996, Sze 2001, or other
texts). Common orientations are [100] (parallel to the face of the cube) and [111]
(the diagonal plane passing through three nonadjacent corners).

Si and Ge are group 4 elements in the periodic table, so they have four va-
lence electrons, shown as “pegs” on the corner atoms in Figure 2.2. Although the
bonds are shown as discrete objects, the wavefunctions of the valence electrons
extend over distances of 1 — 2A, as illustrated in Figure 2.3. These combine
with neighbors to form covalent bonds and close the outer shells. Wavefunctions

F1G. 2.2. Lattice structure of Si and Ge. The shaded atoms form the basic building
block of the lattice, a central atom bonded to four equidistant neighbors.
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F1G. 2.3. Visualization of the probability density of electrons surrounding carbon,
silicon, and germanium atoms. (Following Shockley 1950.)

of individual atoms can merge to form bonding states or antibonding states.
The latter have a vanishing occupancy at the midpoint between atoms. At large
distances, two of the Si bonding electrons in are in s- and two in p-states. All
possible s states are occupied, whereas only two of the six possible p-states are
filled. When combined in a lattice the discrete energy states of the atomic shell
broaden to form bands, as shown in Figure 2.4. In a metal the antibonding states
are partially filled, so states are available for the small incremental increases in
energy required for conduction. As the interatomic spacing is reduced further the
bands cross, forming a forbidden gap with no available states. Below the forbid-
den gap the bonding states form the valence band. The number of bonding states
equals the number of electrons, so in the absence of any additional excitation,
such as heat, no higher energy states are occupied. Then the solid is an insulator,
as setting electrons in motion requires an increase in energy. However, no free
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i soLID
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Fic. 2.4. As atoms are moved closer together the bonding and antibonding states
spread to form the valence band, a forbidden gap, and a conduction band.
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F1G. 2.5. Density of states (energy levels per unit volume) and band structure.
Although the band structure is commonly shown in simplified form, as in the
right-hand panel, the density of states within the band varies greatly with energy
(left). (Following Shockley 1950.)

states are available in the valence band. This requires promoting electrons across
the forbidden gap to the empty orbitals above, so this set of states is called the
conduction band.

Each atom in the lattice contributes its quantum states to each band, so
that the number of quantum states in the band is equal to the number of states
from which the band was formed, i.e. at least one for each atom in the lattice.
Since the density of atoms in Si is 5.0 - 10%? cm ™3, many states can be available.
Although they comprise energy levels originally associated with individual atoms,
the bands are extended states, i.e. the state contributed by an individual atom
extends throughout the crystal.
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© © ©
°e @3 % ? X
33?@
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SILICON “CORES” WITH ELECTRON SYMBOLIC PLANE VIEW USING
“CLOUDS” SHOWING VALENCE PAIR BONDS LINES TO REPRESENT BONDS

-

F1G. 2.6. Bonds in a diamond lattice shown schematically. (Following Shockley 1950.)
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Fia. 2.7. An incident particle can break a bond, promoting an electron into the
conduction band, so it can move freely. The vacant bond with positive net charge can
also move by successively “borrowing” electrons from neighboring bonds. (Following
Shockley 1950.)

The density of states is not uniform; it depends on energy, as shown in the left
side of Figure 2.5. In space, the bands extend uniformly throughout the crystal,
as shown in the right side of Figure 2.5. Typical widths of the forbidden band
are 0.7e¢V in Ge, 1.1eV in Si, 1.4¢eV in GaAs and 5.5¢eV in diamond.

Figure 2.6 shows the bonds in a diamond lattice schematically. At 0K all
electrons occupy bonding states, completely filling the valence band and, as noted
above, no electrical conduction is possible, as no states are available without
imparting the substantial energy to surmount the bandgap.

However, if energy is imparted to a bond by incident radiation, for example
a photon, the bond can be broken. This excites an electron into the conduction
band and leaves back a vacant state in the valence band, a “hole”, as illustrated
in Figure 2.7. The electron can move freely in its extended state in the conduction
band. However, although the hole appears in the valence band, it can also move,
albeit by an indirect mechanism. Since the vacant state is completely equivalent
to those contributed other atoms, the hole can be filled by an electron from a
nearby atom, thereby moving to another position.

The motion of the electron and hole can be directed by an electric field. Holes
can be treated as positive charge carriers just like the electrons, although they
tend to move more slowly as hole transport involves sequential transition proba-
bilities (the wavefunction overlap of the hole and its replacement electron). Thus,
the absorbing volume acts as an ionization chamber. The minimum detectable
quantum of energy is set by the bandgap. Larger absorbed energies can promote
multiple electrons into the conduction band, yielding a correspondingly larger
signal.

Although it is intuitively obvious that a discrete energy deposition can excite
an electron from the valence into the conduction band, it is not so obvious what
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the effect of thermal excitation is. After all, at room temperature, thermal energy
is about 1/40€V, which is much smaller than the bandgap.

In a pure semiconductor electrons in the conduction band can only originate
through thermal excitation from the valence band, so the concentration of elec-
trons and holes must be equal. Since electrons are fermions, the probability of
occupying an energy state is given by the Fermi-Dirac distribution

1

fe(E) = BB /FT 11 (2.1)

where EF is the Fermi level (equal to the chemical potential in thermodynamics).
The probability of a hole state not being occupied, i.e. a valence state being

empty, is
1
fu(E) =1— fe(E) = e(Er—B)JRT 4 1 (2:2)

so equal concentrations of electrons and holes place the Fermi level in the middle
of the bandgap Er = E,;/2, the “intrinsic” level. In silicon the bandgap energy
E; = 1.12 eV. For a thermal energy of 26 meV the probability of an electron
occupying a state in the conduction band is 4.4 - 1070, Nevertheless, because
of the high density of states, the intrinsic carrier concentration n; = 1.45 - 10'°
em ™3, corresponding to a resistivity of about 3 - 10% Qcm.

From this we see what distinguishes insulators from semiconductors. At 0K
semiconductors are insulators, but at higher temperatures they have substantial
conductivity, depending on the magnitude of the bandgap. Insulators have suf-
ficiently large bandgaps so that the concentration of carriers in the conduction
band is negligible at all temperatures of interest.

In a radiation sensor, thermal excitation leads to a continuous current flow,
from which the presence of any radiation signal must be distinguished. Further-
more, as was shown in Chapter 1, random fluctuations in the quiescent current
flow limit the precision with which the background can be measured, which also
sets a minimum signal threshold. A large bandgap greatly reduces the thermally
excited current, but reduces the number of charge pairs due to the desired signal.
Conversely, a small bandgap increases the signal, but leads to an exponential in-
crease in background current. Furthermore, in applications that require timing
information or high pulse rates the signal charge should be swept rapidly from
the sensitive volume, so it is important to establish a high electric field. Thus, the
conductivity of the sensor material must be low, to allow application of an appro-
priate voltage without excessive current flow. As a result, the range of bandgaps
suitable for practical radiation sensors is quite limited. These considerations are
summarized in Table 2.2.

2.2 Detector sensitivity
2.2.1 Low energy quanta (E ~ E)

The ionization energy in solids is proportional to the bandgap, so the bandgap
sets the minimum detection threshold. At incident energies below the gap energy,



DETECTOR SENSITIVITY 49

ABSORPTION COEFFICIENT (cm-Y)
3 )
[ . N )
ol
[=]
>
A’“:L
NN
N
N,
v,

06 08 1 2 3 4 5 6 78910
hv (eV)

F1c. 2.8. Photon absorption coefficient of Ge, GaAs, and Si at energies near the
bandgap. (From Sze 1981. (©John Wiley & Sons, reproduced with permission.)

no energy is transferred, so the absorption is very low. Figure 2.8 shows the
absorption coefficient of Ge, GaAs and Si at temperatures of 77K and 300 K.
The rapid onset of absorption at the gap energy is clearly visible, but the curves
also show additional structure. At energies well above the bandgap, this is due

Table 2.2 The conducting properties of materials depend on the magnitude
of the bandgap.

Bandgap Type Properties Examples

small conductor small electric field Al Ag, Au, Cu
DC current > signal current

large insulator high electric field glass, diamond,
small signal charge ceramics

small DC current

moderate semiconductor high electric field Si, Ge, GaAs
“large” signal charge
small DC current, but

“pn-junction” required




50 SIGNAL FORMATION AND ACQUISITION

3 L | UPPER
VALLEY

CONDUCTION
ELECTRONS

| / / \ I
LIGHT AND
Eg

HEAVY HOLES i

\\

LOWER
VALLEY

ENERGY (ev)

4
L (111 r©  [100] X Lo r [t00] X L[] r (100} X
WAVE VECTOR

Fia. 2.9. The band structure vs. wavevector shows multiple peaks and valleys and
depends on orientation. In Ge and Si the minimum bandgap is associated with
a non-zero wavevector (momentum), whereas in GaAs the transition occurs with
zero momentum (right). (From Sze 1981. ©John Wiley & Sons, reproduced with
permission.)

to the density of states in the conduction band (see Figure 2.5). However, when
comparing the onset of absorption between GaAs and Ge or Si, GaAs shows a
steep rise, whereas Ge and Si show a more gradual transition. This is because
the structure of the bands is not just a set of parallel boundaries. In reality
the magnitude of the bandgap also depends on momentum. Figure 2.9 shows the
band structure vs. wavevector (or momentum). The details of the band structure
are discussed in solid state physics texts, but in this context the important feature
is that the minimum of the conduction band and the maximum of the valence
band are offset in Ge and Si, whereas they are aligned at zero wavevector in
GaAs. Thus, excitation of an electron in Ge and Si to the conduction band
requires simultaneous transfer of both energy and momentum. Momentum is
transferred to lattice vibrations, which are quantized as phonons. The density of
phonon states depends on both energy and propagation direction in the crystal.

Thus, the onset of absorption in Ge and Si in Figure 2.8 is more gradual than in
GaAs.
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Fia. 2.10. Energy required to form an electron—hole pair vs. bandgap. (Adapted from
Klein 1968. (©American Institute of Physics, reproduced with permission)

Measurements on silicon photodiodes show that for photon energies below
4 eV one electron—hole pair is formed per incident photon (Scholze et al. 2000).
The ionization energy F; attains a maximum of 4.4 eV at photon energies around
6 eV and assumes a constant value above 1.5keV.

2.2.2  High energy quanta (E > E,)

For high energy quanta the role of momentum transfer is even more pronounced.
The absorption process must conserve both energy and momentum. For pho-
tons the momentum p = E/¢, so for 1eV photons the momentum that must
be absorbed by the lattice is very small. However, for x-rays, gamma-rays and
charged particles this is not the case, so a significant portion of the absorbed
energy must go into excitations that carry momentum. This explains the ex-
perimental observation that the energy required to form an electron—hole pair
exceeds the bandgap. This is shown in Figure 2.10. The energy required to form
an electron—hole pair is roughly proportional to the bandgap, yielding a good fit
to the expression (Owens 2004)

E; ~2.8E,+0.6eV . (2.3)

In Si the ionization energy is about 3.6eV. The bandgap is 1.12eV, so about
70% of the ionization energy goes into phonon excitation, or put differently, only
about 30% of the absorbed energy goes into signal charge. Ionization energies
for a variety of semiconductors are tabulated together with other properties in
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Fia. 2.11. Phonon energy expressed as frequency v = E/h vs. wave number (mo-
mentum) in Ge, Si, and GaAs. (From Sze 1981. ©John Wiley & Sons, reproduced
with permission.)

Section 2.7. Note that the ionization energies of some alloys yield a smaller
constant term in eqn 2.3 (Owens 2004). Examples are Hgl,, T1Br, 4H-SiC, and
diamond.

The relationship between momentum and energy of phonons is complicated,
as illustrated in Figure 2.11. The “optical” branches TO and LO show a rather
weak dependence of energy vs. momentum, whereas the “acoustic” branches LA
and TA show a more intuitive behavior at low momenta, i.e. energy is roughly
proportional to momentum. In this context the important feature is that many
combinations of energy and momentum are allowed. This is true in all semi-
conductors, so on the average the relative energy associated with momentum
transfer is roughly the same and we find the same proportionality factor be-
tween ionization energy and bandgap.

2.2.3 Fluctuations in signal charge — the Fano factor

A key characteristic of signal sensors is not just the magnitude of the signal, but
also the fluctuations of the signal for a given absorbed energy. Both determine
the minimum signal threshold and the relative resolution AE/E. One of the
remarkable features of the signal fluctuations in semiconductor sensors is that
they are smaller than the simple statistical variance og = \/N_Q . A detailed
calculation of this phenomenon is quite complicated, so the following derivation
introduces some simplifications to bring out the basic mechanism.
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Two mechanisms contribute to the mean ionization energy. First, conser-
vation of momentum requires excitation of lattice vibrations, and second, many
modes are available for momentum and energy transfer with an excitation energy
less than the bandgap.

Energy can be absorbed by either lattice excitation, ¢.e. phonon production
(with no formation of mobile charge), or ionization, i.e. formation of a mobile
charge pair. Assume that in the course of energy deposition N, excitations pro-
duce Np phonons and N;,, ionization interactions form Ng charge pairs. The
sum of the energies going into excitation and ionization is equal to the energy
deposited by the incident radiation

EO = EionNion + EwNm s (24)

where F;,, and E, are the energies required for a single excitation or ionization.
In a semiconductor Fj;,, is the bandgap and E, is the average phonon energy.
Assuming Gaussian statistics, the variance in the number of excitations o, =
/N, and the variance in the number of ionizations gion = v/ Nion.

For a single event, the energy Ey deposited in the detector is fixed (although
this may vary from one event to the next). If the energy required for excitation
E, is much smaller than required for ionization Ej,,, sufficient degrees of freedom
will exist for some combination of ionization and excitation processes to dissipate
precisely the deposited energy. Hence, for a given energy deposited in the sample
a fluctuation in excitation must be balanced by an equivalent fluctuation in
ionization:

E,AN, + FE;0n, AN;o, =0 . (25)

If for a given event more energy goes into charge formation, less energy will
be available for excitation. Averaging over many events this means that the
variances in the energy allocated to the two types of processes must be equal

EionUion = Exgzv S50
E, ~—

From the total energy Ey = EionNion + E: N, (eqn 2.4) we can extract

EO - EionNion
Ny = ——F— 2.7

and insert this into the preceding equation 2.6 to obtain

Ez EO Eion
Eion Ew Ew

g; = Nion . (28)
Overall, the number Ng of charge pairs formed is the total deposited energy

FEy divided by the average energy deposition required to produce a charge pair
E;. Since each ionization forms a charge pair that contributes to the signal,
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Ey
Nion = Ng = — . 2.9
Q= (2.9)
Thus, the variance in ionization processes
) o Ew EO Eion EO
Tion = Eion Ez Ez Ez ’

(2.10)

which can be rewritten as

[ Eo E, E;
on = ] — - -1 . 2.11
? Ei \/Eion (Eion ) ( )

The second factor on the right-hand side is called the Fano factor F'. Since ooy,
is proportional to the variance in signal charge (Q and the number of charge pairs

is NQ = EQ/Ei,
0o =+/FNg . (2.12)

In silicon E, = 0.037eV, E;,, = F, = 1.1eV, and E; = 3.6eV for which the
above expression yields F' = 0.08, in reasonable agreement with the measured
value F' = 0.1. Thus, the variance of the signal charge is smaller than naively
expected, og ~ 0.3\/N_Q.

A similar treatment can be applied if the degrees of freedom are much more
limited and Poisson statistics are necessary. However, when applying Poisson
statistics to the situation of a fixed energy deposition, which imposes an upper
bound on the variance, one cannot use the usual expression for the variance
varN = N. Instead, the variance is (N — N)2 = F'N, as shown by Fano (1947) in
the original paper. An accurate calculation of the Fano factor requires a detailed
accounting of the energy dependent cross sections and the density of states of the
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F1G. 2.12. Intrinsic resolution of silicon and germanium detectors vs. energy.
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F1a. 2.13. Charge collection and signal integration in an ionization chamber.

phonon modes. This was discussed by Alkhazov et al. (1967) and van Roosbroeck
(1963).

We can use this result to calculate the intrinsic resolution of semiconductor
detectors

AErwam =235 Ej\/FNg =2.35- E“/Fg =235-\FFEE; , (2.13)
where in Si F; = 3.6eV and in Ge E; = 2.9¢V. For both the Fano factor ' = 0.1.
The energy resolution vs. energy is shown in Figure 2.12. Detectors with good
efficiency at x-ray energies typically have sufficiently small capacitance to allow
electronic noise of ~ 100eV FWHM, so the variance of the detector signal is a
significant contribution. At energies > 100keV the detector sizes required tend
to increase the electronic noise to dominant levels.

2.3 Signal formation

Semiconductor detectors are ionization chambers. Particles deposit energy in
the detection volume, forming positive and negative charge carriers. Under an
applied electric field the charge carriers move and induce a change in induced
charge on the electrodes. The duration of the induced signal depends on the
carriers’ velocity, which depends on the electric field. This is illustrated in Figure
2.13.

A high field in the detection volume is desirable for fast response, but also
for improved charge collection efficiency. Crystal lattices are not perfect; irreg-
ularities in the crystal structure and impurities can form trapping sites for the
charge carriers. This is discussed in more detail in Appendix F and Chapter 7.
One result is that trapping leads to a carrier lifetime, so if the carriers are swept
more rapidly from the crystal, the trapping probability is reduced.

2.3.1  Formation of a high-field region

As already noted above, the conduction band is only empty at 0K. As the
temperature is increased, thermal excitation can promote electrons across the
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bandgap into the conduction band. In pure Si the carrier concentration is ~
101%em ™3 at 300K, corresponding to a resistivity p ~ 400kQcm. Since the Si
lattice includes 5 - 10%? atoms/cm?, many states are available in the conduction
band to allow carrier motion. In reality, crystal imperfections and minute impu-
rity concentrations limit Si carrier concentrations to ~ 10 cm ™3 at 300K, cor-
responding to a resistivity p &~ 40k cm. In practice, resistivities up to 20 k2 cm
are available, with mass production ranging from 5 to 10 k{2 cm.

As already noted in Chapter 1, these resistivities are too low for use in a
simple crystal detector. However, a high-field region with low leakage current can
be established by using a reverse-biased pn-junction. The key to this technology
is the deliberate introduction of impurities to control the conductivity. This
process is called doping.

2.3.2 Doping

The conductivity of semiconductors can be controlled by introducing special
impurities. Required concentrations are in the range 10'2 — 10'® cm ™3, where
the former is typical in radiation detectors. In semiconductors the conductivity
can be provided by either electrons (n-type) or holes (p-type).

2.3.2.1 n-type doping Replacing a silicon atom (group 4 in the periodic table,
i.e. four valence electrons) by an atom with five valence electrons (e.g. P, As, Sb)
leaves one valence electron without a partner (Figure 2.14). Since the impurity
contributes an excess electron to the lattice, it is called a donor.

The donor electron cannot be accommodated in the valence band, but it is
lightly bound to the impurity atom. As illustrated in Figure 2.15 the wavefunc-
tion of the dopant atom extends over many neighbors, so one can, at least as an
approximation, utilize lattice properties such as the dielectric constant. Thus,
the Coulomb force that binds the electron to the donor atom is reduced by the

EXCESS ELECTRON FROM PHOSPHORUS ATOM

NUCLEUS WITH
CHARGE +5

L

oo

PHOSPHORUS ATOM WITH
NET POSITIVE CHARGE

ELECTRIC FIELD

Fi1G. 2.14. Introducing a group 5 impurity (e.g. P or As) introduces a lightly bound
electron that can move freely under the influence of an electric field. (Following
Shockley 1950.)
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EXCESS ELECTRON FROM PHOSPHORUS ATOM

Fia. 2.15. The donor wavefunction extends over many lattice sites. (Following Shock-
ley 1950.)

dielectric constant e of the medium (¢ = 11.9 in Si),

E;(atom)

E;(lattice) = =

The bound level of this unpaired electron is of order 0.01 eV below the conduction
band (e.g. for P in Si: E. — 0.045€V), as illustrated in Figure 2.16. As a result,
at room temperature (F = 0.026eV) the probability of ionization is substantial
and mobile electrons are introduced into the conduction band. Energy levels of
impurity states are shown in Figure F.3.

2.3.2.2  p-type doping Introducing a group 3 atom (B, Al, Ga, In) into a lattice
site provides bonds for all Si valence electrons, but leaves one impurity valence
electron without a partner. This is illustrated in Figure 2.17 for a boron impurity.

CONDUCTION BAND

<+— DONOR LEVEL

VALENCE BAND

F1G. 2.16. The donor level lies in the forbidden gap close to the conduction band
edge, so thermal excitation can promote electrons into the conduction band.
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HOLE LEFT BY "BORROWED” ELECTRON

BORON ATOM “BORROWS”
AN ELECTRON TO FILL ITS
ADJACENT VALENCE BONDS

NUCLEUS WITH
CHARGE +3

BORON ATOM WITH
NET NEGATIVE CHARGE

F1a. 2.17. Introducing a group 3 impurity leaves an unpaired silicon bond, which can
attract a neighboring electron. As other electrons are “borrowed” to fill the unpaired
bond, the resulting vacancy, a “hole” moves through the lattice. (Following Shockley
1950.)

To close its shell the B atom “borrows” an electron from a lattice atom in the
vicinity. This type of dopant is called an “acceptor”. The “borrowed” electron is
bound, but somewhat less than other valence electrons since the B nucleus only
has charge three. This introduces a bound state close to the valence band, also
of order 0.01¢eV from the band edge (Figure 2.18).

For example, a B atom in Si forms a state at F, + 0.045eV. Again, as this
energy is comparable to k7T at room temperature, electrons from the valence
band can be excited to fill a substantial fraction of these states. The electrons
missing from the valence band form mobile positive charge states called “holes”,
which behave similarly to an electron in the conduction band, i.e. they can move
freely throughout the crystal.

Since the charge carriers in the donor region are electrons, i.e. negative, it
is called “n-type”. Conversely, as the charge carriers in the acceptor region are
holes, i.e. positive, it is called “p-type” (actually, these designations were coined
before the conduction mechanism was understood, but still turned out to be
correct).

CONDUCTION BAND

<«— ACCEPTOR LEVEL

VALENCE BAND

F1G. 2.18. The acceptor level lies in the forbidden gap just above valence band edge.
Thermal excitation can promote electrons from the valence band to the fill the
acceptor state, leaving a “hole” in the valence band.
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F1c. 2.19. Diffusion of electrons and holes across the junction forms a depletion zone
with a resulting potential between the p- and n-regions.

2.3.3  The pn-junction

Consider a crystal suitably doped that donor and acceptor regions adjoin, a
“pn-junction”. Initially, the p- and n-regions are electrically neutral, but thermal
diffusion will drive holes and electrons across the junction. As electrons diffuse
from the n- to the p-region, they uncover their respective donor atoms, leaving a
net positive charge in the n-region. This positive space charge exerts a restraining
force on the electrons that diffused into the p-region, i.e. diffusion of electrons
into the p-region builds up a potential. The diffusion depth is limited when the
space charge potential exceeds the available energy for thermal diffusion. The
corresponding process also limits the diffusion of holes into the n-region. Figure
2.19 shows the resulting potential distribution establishing a “built-in” potential
Vbi between the p- and n-regions.

The diffusion of holes and electrons across the junction leads to a region
free of mobile carriers — the “depletion region”, bounded by conductive regions,
which are n- and p-doped, respectively. Strictly speaking, the depletion region
is not completely devoid of mobile carriers, as the diffusion profile is a gradual
transition. Nevertheless, since the carrier concentration is substantially reduced,
it is convenient to treat the depletion zone as an abrupt transition between bulk
and zero carrier concentration.

The formation of the two adjacent space charge regions builds up a potential
barrier between the n- and p-regions, which impedes the further diffusion of
charge. The magnitude of this potential barrier depends on the doping levels. As
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Fi1G. 2.20. In a pn-diode’s quiescent state (top) the valence and conduction bands
bend so that the Fermi level is constant throughout the device. Applying forward
bias (middle) lowers the potential difference and increases the flow of electrons and
holes across the junction. Reverse bias (bottom) raises the potential barrier, which
reduces the electron and hole concentrations at the pn-junction and widens the
depletion region.

shown by eqns 2.1 and 2.2 the Fermi level in a pure semiconductor is at mid-gap.
If donor impurities are introduced, the electron concentration is increased, so the
Fermi level shifts closer to the conduction band. Conversely, acceptors shift the
Fermi level closer to the valence band.

In isolation the Fermi levels in the p- and n-regions are different. However,
in thermal equilibrium the Fermi level must be constant throughout the device,
so in a pn-junction the bands are offset and make a gradual transition from the
p- to the n-regions, following the potential distribution. This is illustrated in
the bottom panel of Figure 2.19. The potential difference between the p- and
n-regions is the built-in potential, equal to the difference between the respective
Fermi levels Vi, = Epy, — EFyp.
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For a typical doping level in detector-grade silicon of 10?2 cm™3 the Fermi
level Erp = 0.1eV, measured with respect to the middle of the bandgap. A p-
electrode doped at 10'® cm™ has Er ~ —0.4¢V, so the built-in voltage Vp; =
0.5V. The built-in voltage depends logarithmically on doping level (Sze 1981
and Appendix E),

kT NaNd) (2.14)

%i:_10g< 2

€ n;

where N, and Ny are the acceptor and donor concentrations and n; is the in-
trinsic carrier concentration, which in Si at 300K is 1.45 - 10'° cm—3.

When an external potential is applied, thermal equilibrium no longer holds.
With positive potential applied to the p-region and negative to the n-region,
the potential barrier is reduced and the flow of electrons and holes across the
junction increases (forward bias). When the opposite polarity is applied, i.e.
negative potential to the p-region and positive to the n-region, the potential
barrier is increased and the width of the depletion grows. Forward and reverse
bias are illustrated in the middle and bottom panels of Figure 2.20.

The pn-junction is asymmetric with respect to current flow. The dependence
of diode current vs. voltage is given by the “Shockley equation”

I=TIy(efV/*T — 1), (2.15)

which is derived in Appendix E. For positive bias voltages V' the exponential term
dominates and the current increases rapidly with voltage. For large negative
bias the exponential term becomes negligible and I = —Ij, the reverse bias
current in saturation. Figure 2.21 shows the current vs. voltage (I-V curve) of
a semiconductor diode. The current under forward bias rises rapidly, attaining
201 at a voltage of 3kT/e (about 80mV at room temperature) and 1501, at
5kT /e . The reverse bias current saturates rather quickly, attaining 95% of the
saturation current Iy at a reverse bias voltage of 3kT' /e . This large asymmetry in
current allows the pn-diode to be used as a rectifier. Note that the bandgap does
not appear explicitly in the diode equation, although it enters indirectly through
the reverse saturation current. The reverse saturation current is strongly affected
by impurities and defects, which can increase it by orders of magnitude. Then
the reverse diode current increases with the depletion width. This is discussed in
Appendix F. Not all defects are electrically active and some are useful (Queisser
and Haller 1998). One example is gettering, where defects “capture” harmful
impurities (Appendix A).

2.3.4 The reverse-biased diode

The reverse-biased diode is of special interest for radiation detection. Since the
depletion region is a volume devoid of mobile carriers it forms a capacitor, where
the undepleted p- and n-regions are the electrodes and the depletion region is the
dielectric. The electric field in the depletion region will sweep mobile carriers to
the electrodes, so the diode forms an ionization chamber. The depletion region
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Fi1a. 2.21. Current vs. voltage of a semiconductor diode, plotted in units of the reverse
saturation current Is vs. thermal voltage kT'/e. These curves are the same for all

materials.

formed by thermal diffusion is rather thin, of order um in typical diodes used in
electronic circuitry. However, the width of the depletion region can be increased
by applying a reverse bias voltage.

2.3.4.1 Depletion width and electric field in a pn-junction Assume a diode
that is reverse-biased by an external potential V;, and where the potential V'
in the depletion region changes only in the direction perpendicular to the n — p
interface. The potential distribution is determined by the space charge due to the
dopant atoms minus the conduction electrons or holes, which have been swept
from the depletion region. The potential is described by Poisson’s equation

d’V  Ne

dx? €
where N is the dopant concentration, e the electronic charge, and € the dielectric
constant. For simplicity assume an abrupt junction, where the charge densities
on the n and p sides are Nge and Nge, respectively. First consider the n-side.

Setting the limit of the depletion region to z,, after two successive integrations
one obtains

=0, (2.16)

dVv . eNd
Ve sy (2.17)

and

N, 22 Nyxz,,
yo_cNaz® | eNewon o (2.18)
e 2 €

where V; is the potential at the metallurgical junction, the interface where the n-
and p-regions join. At the boundary of the depletion region x = x,, the potential
eNdxi

Vi) =Vh = ="+, (2.19)
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and the contribution of the n-region to the total reverse bias potential becomes

eNdxi

V-V =5 (2.20)
Correspondingly, in the p-region
eNaxf) (2.21)
T2 '
and the total potential becomes
Vp = Q—i(Nd:c,% + Naa?2) (2.22)

where V}, is the applied reverse bias voltage. Since overall charge neutrality must
be maintained

Ngzxp = Noxyp , (2.23)
SO N N
e a € d

Vo=— (14+42) Noa2=— [1+=2) N2 . 2.24

; 26(+Nd) 2 25(+Na) i (2.24)

The depletion widths on the n- and p-side of the junction are

S 2eV,
"\ eNy(1 + Ny4/N,)

2eV,
= \/eNa(l + Na/Na) (2.25)

and the total depletion width

[2eV, No+ N,

Combining 2.21, 2.23, and 2.25 yields the junction potential

Ng Vi
Vi=|l— ) ————F= - 2.27
/ <Na) (14 Nq/N,) ( )
For an asymmetrical junction with Ny < N, the junction potential
Ny
V, =~ —V, 2.28
J Na b ( )

and the junction potential is practically equal to the potential of the p contact, so
all of the bias voltage develops across the lightly doped n-region of the depletion
width.
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F1G. 2.22. Detector diodes are commonly formed by introducing a highly doped sur-
face layer into a lightly doped bulk. The depletion zone then extends into the bulk.
Metallization layers (black) provide electrical contacts to the doped p* and n*
layers that form the junction and the back electrode (ohmic contact).

The depletion width increases with the square root of the reverse bias volt-
age, so increasing the bias voltage will increase the sensitive volume and reduce
the capacitance. For a charged particle traversing the detector this increases the
signal charge and reduces the electronic noise, so it is very beneficial. However,
the maximum voltage one can apply is limited. At fields > 10° V/cm electrons
acquire sufficient energy to form secondary electron—hole pairs, ultimately lead-
ing to a destructive avalanche, called “breakdown”. This is discussed in more
detail in Section 2.8. Given this limit, the width of the depletion region can be
increased by reducing the dopant concentration. Ultimately, this is limited by
the minimum residual impurity levels in the crystal. In practice, lightly doped
semiconductors include both donor and acceptor impurities and the net doping
is Nd — Na.

As already noted in Chapter 1, detector diodes are usually asymmetrically
doped, as shown in Figure 2.22. The starting material (bulk) is lightly doped
and the junction is formed by diffusing or ion-implanting a highly doped p™
layer into the n-type bulk. The depletion region then extends predominantly
into the lightly doped bulk. The back contact is a highly doped layer of the same
type as the bulk, forming a nonrectifying “ohmic” contact.

In addition to the basic diode, Figure 2.22 shows a guard ring, which isolates
the wafer edge (saw cut) from the active region. The guard ring is biased at
the same potential as the adjacent electrode, so the boundary of the detector’s
sensitive volume is midway between the detector electrode and the guard ring. In
the gap between the detector electrode and the guard ring it is critical to provide
a neutral interface at the silicon surface to prevent formation of a conductive
path, as discussed in Chapter 6. This is best accomplished by oxide passivation
(SiO2, Appendix A).

When as discussed above N, > Ny, the depletion region extends predomi-
nantly into the n- side and the total depletion width is

2eV;,
T, =4/ ) 2.29
wR T N, ( )
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F1c. 2.23. The diode capacitance decreases as the reverse bias voltage is raised until
the diode is fully depleted (left). This is more apparent in a plot of 1/C? ws. V
(right), which also yields the doping level.

The doping concentration is commonly expressed in terms of resistivity
(2.30)

because this is a readily measurable quantity. The mobility y describes the rela-
tionship between the applied field and carrier velocity (to be discussed below).
Using resistivity the depletion width becomes

W= \/2enpn Vs . (2.31)

Note that this introduces an artificial distinction between the n-and p-regions,
because the mobilities u for electrons and holes are different. Since the mobility
of holes is approximately 1/3 that of electrons, p-type material will have three
times the resistivity of n-type material with the same doping concentration.

As discussed earlier, even in the absence of an external voltage electrons and
holes diffuse across the junction, establishing a “built-in” reverse bias voltage
Vii. If we take this inherent bias voltage into account, the bias voltage V, in
the above equations becomes V;, + V4;, and the depletion width of the one-sided
junction

2e(Vo + Vi)

=\ 2etnpn(Vo + Vii) . 2.32
N, V2epnpn(Vy + Vi) (2.32)

w=r =

The depleted junction volume is free of mobile charge and thus forms a ca-

pacitor, bounded by the conducting p- and n-type semiconductor on each side.
The capacitance

C:{:‘é ceN
w

=A ST (2.33)
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In technical units (V4 in volts and p in © - cm) the depletion width in n-type
silicon

w=0.5 [pm] X /p(Vo + Vi)

and in p-type material
w=0.3 [pum] X \/p(Vb + Vi) .

For bias voltages V;, > V4, the depletion width increases with the square root of
bias voltage w o v/Vj.
The capacitance per unit area

A w  lem| w’

so a Si diode with 100 um thickness has about 1pF/mm?. The capacitance vs.
voltage characteristic of a diode can be used to determine the doping concentra-
tion of the detector material. From eqn 2.33

1 ee d(1/02)
N-E'T . (2-34)

In a plot of (A/C)? ws. the detector bias voltage V; the slope of the voltage
dependent portion yields the doping concentration N. Figure 2.23 illustrates
capacitance vs. voltage curves.

2.3.5  Strip and pixel detectors

The detector electrodes can be segmented to form strips or pixels. Figure 2.24
shows the cross-section of a typical strip detector on an n-type substrate. The
highly doped p* electrodes are introduced by ion implantation through a mask
to form the strips (see Appendix A). Each strip forms a pn-diode. The gaps
between strips must be electrically controlled to maintain isolation between ad-
jacent diodes. A layer of thermally grown oxide (see Appendix A) terminates
the “dangling” bonds at the silicon surface and also provides a protective layer
that is impermeable to many contaminants. An aluminum layer deposited on the
electrodes provides a low-resistance signal path to the readout electronics at the
end of the detector.

Double-sided detectors also pattern the ohmic contact. The strips and sub-
strate comprise an nT-n-n™ structure that forms a conducting path unless addi-
tional isolation structures are introduced. These can be implemented as interme-
diate p-regions (“p-stops”), as shown in Figure 2.24, as a contiguous “p spray”
(Richter et al. 1996), or as field plates appropriately biased to deplete the sur-
face of electrons (Avset et al. 1990, Chabaud et al. 1996). The latter technique
is adopted from MOS transistors, discussed in Chapter 6.
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F1a. 2.24. Cross-section of the electrode structure in strip detectors. The left shows
the junction side of a single-sided detector. In double-sided detectors the electrodes
on the ohmic side require additional isolation structures, for example an intermedi-
ate p-region as shown at the right. A layer of phosphosilicate glass (PSG) protects
the structure.

2.4 Charge collection

Carrier transport can proceed through diffusion or drift. Diffusion is driven by
a concentration gradient. Thermal energy causes carriers to move in random
directions, but in the presence of a concentration gradient they collide more
frequently in the direction of higher concentration, so the net motion is in the
opposite direction. The concentration profile spreads out with time forming a
Gaussian distribution with the variance

o=VDt, (2.35)

where D is a material-dependent diffusion constant.

In the presence of an electric field, the carriers move parallel to the field
(drift). However, the velocity does not depend on the time during which the
charge carrier is accelerated, as in normal ballistic motion, since the charge carrier
also interacts with the crystal lattice, exciting lattice vibrations (phonons). The
characteristic times for phonon excitation are much smaller than the transport
times, so the carrier is always in equilibrium with the lattice and the velocity is
only a function of the electric field

7=k , (2.36)

where p is the mobility. The mobility is linked to the diffusion constant through
the Einstein relation

e
=—_D. 2.37
W= (2.37)
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FiG. 2.25. Electric field in a reverse-biased diode in partial depletion (left) and with
overbias (right)

Electrons and holes have different mobilities, 1350 and 450cm?/Vs in Si, re-
spectively (Beadle, Tsai, and Plummer 1984). Thus, in a field of 10® V/cm the
electron velocity is 1.35 - 105 cm/s. For comparison, the thermal velocity of an
electron in Si at room temperature is about 107 cm/s, so the carrier motion is
the superposition of a substantial random thermal motion and the drift due to
the electric field.

Radiation absorbed in the detector’s sensitive region forms mobile electrons
and holes, which move under the influence of the electric field. Although electrons
and holes move in opposite directions, their contribution to the signal current
is of the same polarity since they have opposite charge. The time required for a
charge carrier to traverse the sensitive volume is called the collection time.

Using the depletion width eqn 2.25 one can rewrite eqn 2.17 for the electric
field

Bz) = 20+ Vi) (L-1).
w w
The detector bulk is completely depleted of mobile charge when the depletion
width equals the thickness of the detector W = d. This occurs at the externally
applied depletion voltage

(2.38)

eNd’LU2
Vi= — Vi . 2.39
d 2 bi ( )
The field drops linearly from its maximum value at the junction to zero at the
opposite contact. Increasing the bias voltage beyond this value adds a uniform

field due to the voltage beyond depletion, yielding a distribution

E(z)

_ 2V (1_5) Vo — Vi (2.40)

d d d ’

where Vy; = Vi + Vj; has been defined as the internal depletion voltage. Figure
2.25 shows the field distribution in partial depletion and with overbias.
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Fia. 2.26. Drift velocity vs. electric field in Ge, GaAs and Si. (From Sze 1981. (©John
Wiley & Sons, reproduced with permission.)

To calculate the collection time first consider a detector operated at partial
depletion V;, < V. The electric field
eNd

E(z) = - (w—1z) = Eo(w —2) (2.41)

and the local velocity of a charge carrier
v(z) = pE(x) = pEo(w — x) . (2.42)

In Si at 300 K the mobility at low fields is 1350 cm?/ Vs for electrons and 480 cm? / Vs
for holes. The mobility is constant up to about 10*V/cm, but then increased
phonon emission reduces the energy going into electron motion, so the mobility
decreases. At high fields £ > 105 V/cm the mobility x4 oc 1/E and carriers at-
tain a constant drift velocity of 107 cm/s, as shown in Figure 2.26. The following
calculations assume constant mobility; in numerical calculations it is straightfor-
ward to include a field-dependent mobility.
The time required for a charge originating at xy to reach a point x is

1 17 1 1 .

o o
1 w—x € w—T
t = — 1 = 1 . 2.43
(z) wEy o8 w—1xg pelNg o8 w — To ( )

Consider a hole drifting toward the high-field region and collected at the p-
electrode = 0. Using the hole mobility p,, eqn 2.43 yields
1 w € w

— lo = lo . 2.44
tpEo w—19 ppelNg & w — Xg ( )

t(xo) =
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If we define a characteristic collection time

€
- , 2.45
p MpeNd ( )
then
t(zo) = 7p log (2.46)

w—2x9

For example, t(zo = 0.5w) = 0.77, and t(xo = 0.95w) = 3.07,,.

For the electrons drifting toward the low-field electrode x = w, eqn 2.43
does not yield a solution. However, it can be rewritten to yield the position as a
function of time

z(t) =w— (w—mxp) e/ ™ (2.47)

where 7, has been defined analogously to 7,. For a charge originating at the
metallurgical junction zo = 0 and drifting toward x = w

z(t) =w(l — e ¥ ™). (2.48)

In this simple picture, a charge carrier drifting toward the low-field region
is never collected (in reality this is accomplished by diffusion), although after a
time ¢t = 37, the carrier will have traversed 95% of the detector. Note that in a
partially depleted detector the collection time constants 7,, and 7, are indepen-
dent of the applied bias voltage (and depletion thickness), but determined only
by the doping concentration of the bulk material and the carrier mobility. 7, is
numerically equal to the dielectric relaxation time of the n-type bulk

ns
T=pc=c¢cgicop=1005 [kQ-cm} P,

so the resistivity gives a quick estimate of the collection time. In n-type silicon of
10k cm resistivity 7, = 10.5ns and 7, = 31.5ns, so collection times are about
30 and 90 ns, respectively.

The collection time can be reduced by operating the detector at bias voltages
exceeding the depletion voltage (overbias, often referred to as “overdepletion”).
The field distribution was given in eqn 2.40, which can be rewritten as

B(x) =B (1- g) VB (2.49)

This yields a collection time

Zo o

t(x) —/ﬁd‘r‘ i/Eo (1—13) +E1dx__% o (Bo+ B2~ B 7 )]
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d Ey+ Ey — Eo%
t(z) = Z log To - (2.50)
KL Eo+ Ei — on

For holes originating at o = w and drifting to the p-electrode z = 0

d E0>
tep = log|(14+ —) . 2.51
p= g e (14 (251)

The corresponding result obtains for electrons originating at o = 0 and drifting
to the n-electrode z = w

ten = d log <1 + @) . (2.52)

For large overbias Fy > Ey,

Eq Ey
I 1+ — |~ — 2.53
og( + E1> B (2.53)
and
t, = 2 (2.54)
cp llszl ) .

as expected for a uniform field.
Rewritten in terms of voltages, eqns 2.52 and 2.53 become

d? <VL + Vdi>
te, = ——— lo —_— 2.55
P Ve o\ Ve — Va (2.55)
and )
d Vi + Vi
ton = 1 , 2.56
2V ° (vb - Vdi> (2:56)

where Vg, = Vi + Vi .

For example, consider a sensor made of n-type silicon with 10 k{2 cm resistivity
and a thickness of 300 um. The depletion voltage is 30 V. When operated at
twice the depletion voltage Vi, = 60V (i.e. Eg = 2-10% and E; = 10° V/cm), the
collection times are 12 ns for electrons and 36 ns for holes. These are substantially
smaller than in the partially depleted device, where collection times are 30 ns for
electrons and 90 ns for holes.

2.5 Time dependence of the signal current

As illustrated in Figure 2.27, charge moving in the sensitive volume of the sensor
gives rise to a signal current, as indicated in the accompanying equivalent circuit.
At this point we need to determine i(t). When does the signal current begin?
When the charge reaches the electrode or when the charge begins to move?
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Fia. 2.27. Charge moving in the detector volume induces a signal current in the
external circuit (left). The detector’s equivalent circuit is shown at the right.

Although the first answer is quite popular (encouraged by the phrase “charge
collection”), the second is correct; current flow begins instantaneously.

To understand the physics of induced charge, first consider a charge ¢ near a
single, infinitely large electrode. All electric field lines from the charge terminate
on the electrode. Integrating the field on a Gaussian surface S surrounding the

charge yields
7{ Eda = q -
s

Correspondingly, integrating over a Gaussian surface enclosing only the electrode
yields the charge —¢g. Since the direction of the field lines is opposite relative to
the first integral, this charge — the “induced charge” — has the opposite sign.
Next, add a second electrode, as shown in Figure 2.28. If the charge is positioned

Fia. 2.28. A charge ¢ positioned midway between two parallel plates induces equal
charge on each plate (left). Integrating over the Gaussian surface S1 or Sz yields the
induced charge —g/2. When positioned close to the bottom plate (right panel) more
field lines terminate on the lower than on the upper plate, so the charge enclosed
by S is larger than the charge enclosed by S1, i.e. the induced charge on the lower
plate has increased.
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midway between the two electrodes, half of the field lines will terminate on the
upper and the other half on the lower electrode. Integrating over a Gaussian
surface S7 enclosing the upper electrode yields —q/2, as does integration around
the lower electrode. If the charge is moved very close to the lower electrode, as
in the right panel of Figure 2.28, most of the field strength will terminate there,
and the induced charge will be correspondingly higher. Thus, a charge moving
from the upper to the lower electrode will initially induce most of its charge on
the upper electrode, with an increasing proportion shifting to the lower electrode
as the charge moves toward it.

We cannot observe the induced charge directly, but we can measure its
change. If the two electrodes are connected to form a closed circuit, the change
in induced charge manifests itself as a current. Integrating the induced current
as the charge traverses the distance from the top to the bottom electrode yields
the difference in induced charge q.

Quantitatively, this is described by Ramo’s theorem (Ramo 1939). The same
problem has been solved by others, e.g. by Shockley (1938), but Ramo presented
a particularly elegant formulation of the solution. The following discussion ap-
plies to all structures that register the effect of charges moving in an ensemble
of electrodes, i.e. not just semiconductor or gas-filled ionization chambers, but
also resistors, capacitors, photoconductors, vacuum tubes, etc.

Frequently, the detector signal is calculated using an energy balance ap-
proach, where the energy gained by the charge moving along the electric field is
set equal to the change in energy of the capacitor

dU = eEdx = CV,dV (2.57)

to calculate the change in voltage across the detector. However, this neglects
the additional energy expended in interactions with the lattice, i.e. phonon ex-
citation. More generally, this objection applies to all collision-limited transport,
whether in solids, liquids, or gases. Thus, there are very few detector structures
where the energy balance approach is valid. Although in certain configurations
the energy balance sometimes gives the correct signal magnitude, it tends to pre-
dict the wrong pulse shape, as will be illustrated in Section 2.5.2. The induced
charge formalism described below applies the correct physics to obtain generally
valid results.

2.5.1 Induced charge — Ramo’s theorem

Consider a mobile charge in the presence of any number of grounded electrodes.
Surround the charge ¢ with a small equipotential sphere. Then, if V is the po-
tential of the electrostatic field, in the region between conductors

ViV =0. (2.58)

Call V; the potential of the small sphere and note that V' = 0 on the conductors.
Applying Gauss’ law yields
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/ ds = dmq . (2.59)

sphere’s
surface
Next, consider the charge removed and one conductor A raised to unit potential.
Call the potential V7, so that
ViV, =0 (2.60)

in the space between the conductors, including the site where the charge was
situated. Call the new potential at this point V,;. Green’s theorem states that

ov oV,
V2V —VV2V)do = — Vi— —V="2|ds. (2.61)
on on
volume boundary
Eg;ﬁ(zﬁ;}rics surfaces

Choose the volume to be bounded by the conductors and the tiny sphere. Then
the left-hand side is 0 and the right-hand side may be divided into three integrals:

1. Over the surfaces of all conductors except A. This integral is 0 since on
these surfaces V =V; = 0.

2. Over the surface of A. As V4 =1 and V = 0 this reduces to

- [ Seas

surfaceA
3. Over the surface of the sphere.
1A%
/ —ds +V, / “Lis
on
sphere’s sphere’s

surface surface

The second integral is zero by Gauss’ law, since in this case the charge is removed.
Combining these three integrals yields

0= — Z—Vds Va1 gvds =4m1Qp — 4mqVy (2.62)
surfaceA sphere’s
surface
or
On = gV . (2.63)

If the charge ¢ moves in direction z, the current on electrode A is

dQa  dVp (3‘/111 d_fC)

(2.64)

R TR ox dt

Since the charge’s velocity
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B dzr
Ve =
the induced current on electrode A is
. 3Vql oP
= qUy = QU — 2.
ia = qU T qu T (2.65)

where ® is the “weighting potential” that describes the coupling of a charge at
any position to electrode A. The weighting potential applies to a specific electrode
and is obtained by setting the potential of the electrode to 1 and setting all other
electrodes to potential 0.

Summary of results:

e If a charge ¢ moves along any path s from position 1 to position 2, the net
induced charge on electrode k is

AQk = q(Va1(2) = Var (1)) = ¢ (Pr(2) — Pr(1)) - (2.66)
e The instantaneous current can be expressed in terms of a weighting field
ir=—qv - Eqg . (2.67)

The weighting field is determined by applying unit potential to the mea-
surement electrode and zero to all others. Note that the electric field and the
weighting field are distinctly different.

e The electric field determines the charge trajectory and velocity.

e The weighting field depends only on geometry and determines how charge

motion couples to a specific electrode.

e Only in two-electrode configurations are the electric field and the weighting

field of the same form.

2.5.2  Parallel plate geometry with uniform field

A semiconductor detector with very large overbias can be approximated by a
uniform field. The bias voltage V}; is applied across the electrode spacing d. The

electric field
%

E 2.68
. (268)
determines the motion of a charge carrier in the detector. The carrier’s velocity
Vi
v=pFk = ugb . (2.69)

The weighting field is obtained by applying unit potential to the collection elec-
trode and grounding the other:

Eg==~, (2.70)
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so the induced current

. W1 W
i=quEq = QNEE = QME . (2.71)

Since both the electric field and the weighting field are uniform throughout the
detector, the current is constant until the charge reaches its terminal electrode.

Assume that the charge is created at the opposite electrode and traverses
the detector thickness d. The required collection time, i.e. the time required to
traverse the distance d

d d d?
te=—=— =— . (2.72)
voopg 1V
The induced charge
Vo d?
=ite=qU—— =¢q . 2.73
Q=ite = qp g 7l (2.73)

Next, assume an electron—hole pair formed at coordinate x from the positive
electrode. The collection time for the electron

T xd

tee = — = 2.74
ve eV (2.74)
and the collection time for the hole
d— d—x)d
pp = AT d=a)d (2.75)

vh 1nVeo

Since electrons and holes move in opposite directions, they induce current of the
same sign at a given electrode, despite their opposite charge. The induced charge
due to the motion of the electron

Vo zd =z

Qe = eﬂeﬁ ,UeVb = eE . (276)

Correspondingly, the hole contributes

Vo (d—2)d ( T
ey, O VE _) , 2.77
Qn=em g = (1-5 (2.77)
Assume that © = d/2. After the collection time for the electron
d2
tee = 2.78
216V (2.78)

the induced charge is /2. At this time the hole, due to its lower mobility up ~
e/3, has induced e/6, yielding a cumulative induced charge of 2e/3. After the
additional time for the hole collection, the remaining charge e/3 is induced,
yielding the total charge e. The measured charge depends on the integration
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time. Integration times larger than the collection time of all charge carriers yield
the full charge. A shorter integration time yields a fractional charge.

Equation 2.76 illustrates the difference between the induced charge and the
erroneous energy balance approach, which predicts the incremental signal charge
dQ = e dV/V instead of dQ = e dz/d. Superficially, it appears that the energy
balance gives a different result because the potential distribution in a parallel
plate semiconductor detector is not linear due to space charge. However, as
discussed by Cavalleri et al. (1972) the validity of Ramo’s theorem is not affected
by the presence of space charge. Fundamentally, the discrepancy arises because
we are not dealing with ballistic transport and the energy balance approach
invokes a conservation law without considering the total energy of the system.

In the parallel plate configuration electrons and holes contribute equally to
the currents on both electrodes and the instantaneous current at any time is

the same on both electrodes, although of opposite sign. The continuity equation
(Kirchhoff’s law) must be satisfied:

> ig=0. (2.79)

k

With only two electrodes, i1 = —iy and the currents observed on the n and p
electrodes differ only in their polarity. In the presence of multiple electrodes the
instantaneous current from one electrode must balance the sum of the currents

from the others, so all signal currents can be different. This is the situation in
strip detectors.
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F1G. 2.29. Weighting potential for a 300 pum thick strip detector with strips on a
pitch of 50 pum. The central strip is at unit potential and the others at zero. Only
50 pm of depth are shown.
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2.5.3 Double-sided strip detector

The detector has strip electrodes on both faces. The strip pitch is assumed to be
small compared to the thickness. The electric field is similar to a parallel-plate
geometry, except in the immediate vicinity of the strips. The signal weighting
potential, however is very different, as shown in Figure 2.29.

Figure 2.30 shows cuts through the weighting potential and the weighting
field along the center of the signal strip (left) and the neighbor strip (right).
Consider an electron—hole pair ¢y, g, originating at a point 2o on the center-line
of a strip. The motion of the electron towards the n-electrode at coordinate x,,
is equivalent to the motion of a hole in the opposite direction to the p-electrode
at z,. The total induced charge on electrode k after the charges have traversed
the detector is
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Fi1G. 2.30. Cuts of the weighting field through the center of a strip electrode and
through the neighboring electrode. Along the axis of a measurement electrode the
weighting field is monotonic, so the signal charge increases as the carrier approaches
the electrode. The weighting field through the neighbor electrode changes sign at
about 40 um depth, so the induced current inverts and the signal on this strip
integrates to zero.
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Qr = ap[Par(wp) — (@)l + an[Por(zn) — Por(x0)] - (2.80)
Since the hole charge ¢, = e and ¢, = —e,
Qr = €[Pqr(p) — Por(wo)] — €[Por(zn) — Por(o)] - (2.81)
If the signal is measured on the p-electrode, collecting the holes,
Qr = €e[Pqr(p) — Por(wn)] - (2.82)

Then @ () = 1, Por(z,) = 0, and Qi = e. If, however, the charge is collected
on the neighboring strip k41, then ®gr+1(xp) = 0, Por+1(xn) =0, and Qg+1 =
0.

In general, if a moving charge does not terminate on the measurement elec-
trode, signal current will be induced, but the current changes sign and integrates
to zero. This is illustrated in Figure 2.31. The plots of the weighting field in Fig-
ure 2.30 show that the induced current on both the signal and neighbor strips is
strongly peaked near the strip. However, the weighting field of the neighbor strip
changes sign at about 40 um distance from the strip electrode, so the induced
charge initially builds up as a carrier drifts 260 um from the far side and then
rapidly reduces to zero as the carrier reaches the signal strip.

ov

Fic. 2.31. The weighting field in a strip detector. The measurement electrode is
the right-most strip. The induced current is shown for a charge terminating on
the measurement electrode (right) and the neighbor electrode (left), showing the
change in polarity. (From Radeka 1988. (© Annual Reviews www.annualreviews.org,
reprinted with permission)
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Fi1G. 2.32. Strip detector signals for an n-bulk device with 60V depletion voltage
operated at a bias voltage of 90 V. The electron (e) and hole (h) components are
shown together with the total signal (bold). The top row shows the signal current
and the bottom row shows the integrated current. Despite marked differences in
shape, the total charge is the same on both sides.

Note, however, that in general charge cancellation on “non-collecting” elec-
trodes relies on the motion of both electrons and holes. Assume, for example,
that the holes are stationary, so they don’t induce a signal. Then the first term
of eqn 2.80 vanishes, which leaves a residual charge

Qr = e[Pgr(x0) — Por(zn)] , (2.83)

since for any coordinate not on an electrode Qx(xo) # 0, although it may be
very small.
An important consequence of this analysis is that one cannot simply derive

pulse shapes by analogy with a detector with contiguous electrodes (i.e. a parallel
plate detector of the same overall dimensions as a strip detector). Specifically,

1. The shape of the current pulses can be quite different.
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Fi1c. 2.33. Current signals for tracks traversing a detector with parallel-plate elec-
trodes. The upper two plots are at partial and full depletion. The collection times
are practically the same, with only minor differences due to the field-dependent
mobility. The lower two plots show the faster charge collection with overbias, at 90
and 180 V, respectively.

2. The signals seen on opposite strips of a double-sided detector have different
shapes.

3. The net induced charge on the p- or n-side is not split evenly between
electrons and holes.

e Because the weighting potential is strongly peaked near the signal
electrode, most of the charge is induced when the moving charge is
near the signal electrode.

e As a result, most of the signal charge is due to the charge terminating
on the signal electrode.

Figure 2.32 shows the current pulses at the p- and n- electrodes of a double-
sided strip detector. The pulse durations are determined by the collection time,
but the pulse shapes are very different on the two sides. Nevertheless, when inte-
grating over the collection time one obtains the same signal charge on both sides,
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as also shown in Figure 2.32. Since the weighting function is so strongly peaked
near the strip electrodes, nearly all of the signal charge on the n-side is due
to electrons and on the p-side due to holes. For comparison, Figure 2.33 shows
the signal currents of a detector with a simple parallel-plate electrode structure
and the same depletion voltage. The pulse shapes are strikingly different from
those shown for a strip detector. At partial and full depletion the pulse shapes
are practically unchanged, except for minor differences due to the field depen-
dent mobility. The speed-up in charge collection with overbias is also apparent.
Overbias also removes the drawn-out “tails” due to the vanishing field as carriers
approach the ohmic electrode. For the same depletion and bias voltages the pulse
durations are the same as in strip detectors, but the shapes of the current differ
greatly because of the different weighting field.

2.6 Charge collection in the presence of trapping

Practical semiconductor crystals suffer from imperfections introduced during
crystal growth, during device fabrication, or by radiation damage. Defects in
the crystal such as impurity atoms, vacancies, and structural irregularities (e.g.
dislocations) introduce states into the crystal that can trap charge.

Extremely minute trap concentrations lead to significant effects. As a carrier
drifts, superimposed is an isotropic random motion due to its much higher ther-
mal velocity. As the particle “scans” the crystal the probability of encountering
a trap is proportional to the elapsed time. As a consequence, charge trapping is
characterized by a carrier lifetime 7, the time a charge carrier can “survive” in
a crystal before trapping or recombination with a hole. This is discussed quan-
titatively in Appendix F.

Trapping removes mobile charge available for signal formation. Depending
on the nature of the trap, thermal excitation or the externally applied field can
release the carrier from the trap, leading to delayed charge collection.

Given a lifetime 7, a packet of charge @)y will decay so that as a function of
time the remaining charge

Q(t) = Qoe "™ (2.84)

In an electric field the charge drifts with a velocity v = pE. The time required
to traverse a distance z

t="=" (2.85)
after which the remaining charge
Q) = Qoe */HET = Qe */F | (2.86)

Since the drift length L is proportional to the mobility—lifetime product, ur is
often used as a figure of merit.

Assume a detector with a simple parallel-plate geometry. For a charge travers-
ing the increment dz of the detector thickness d, the induced signal charge
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dx

dQs = Qz)— (2.87)

so the total induced charge

d d
Q.= [ Qs = [ Que /b
0 0
Qs = Qog (1 - e*d/L) : (2.88)

If the thickness of the detector is much less than the drift length d > L, the
measured fraction of the signal charge

@ L

Qo d
For > 95% charge yield the detector thickness must be greater than 3L.
The p7r product differs for electrons and holes, so the two contributions must

be evaluated separately. For a charge deposition at coordinate xy the induced
charge is given by

s Le d_ o L o
%:E[l—exp< Lf )]+7’L[1—exp (z—h” , (2.90)

where L, = (u7).E and Ly = (u7)p E. This expression is often referred to as the
Hecht equation (Hecht 1927).

In high quality silicon detectors 7 ~ 10 ms. Since the electron mobility p. =
1350 V/cm - 2, the drift length at a field £ = 10* V/cm is about 10*cm. In
amorphous silicon (short lifetime, low mobility) typical drift lengths are of order
10 pm. In high quality deposited diamond layers drift lengths are in the range of
hundreds of um.

In tracking devices where particles traverse the detector the charge loss re-
duces the average signal. In x-ray or gamma spectroscopy charge loss smears the
signal distribution to lower energies. Even small amounts of trapping can lead to
significant low energy tails that adversely affect the ability to separate adjacent
lines.

(2.89)

2.7 Semiconductor detector materials

The most commonly used solid state detector materials are silicon and germa-
nium. Both materials provide excellent energy resolution and large volume single
crystals with good electric properties can be grown. Germanium detectors with
several hundred cm?® volume are common and carrier lifetimes are ample to
provide excellent charge collection efficiency. Germanium crystals can be grown
with extremely high purity (Haller, Hansen, and Goulding 1981), so large vol-
umes can be depleted with fields well below breakdown levels. Silicon dominates
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in charged particle and x-ray spectroscopy. In high-resolution x-ray detectors it
must be cooled to minimize the shot noise contribution of the reverse bias cur-
rent. Furthermore, photoelectric absorption limits its use to energies less than
about 100keV. The higher atomic number of germanium extends the energy
range to 10MeV or so. The lower bandgap of Ge (0.66eV wvs. 1.12eV for Si)
increases the signal charge yield, but greatly increases the reverse bias current,
so Ge detectors are typically operated at liquid nitrogen temperature (77 K).
Silicon has a high-quality and robust native oxide that — when properly grown —
provides a well-controlled interface to the underlying silicon, while protecting the
bulk from environmental contamination. This property of silicon is unique among
semiconductors and it is a key ingredient in high-density integrated circuits and
finely patterned detectors.

Nevertheless, many applications would benefit from a better combination of
bandgap and absorption. For example, materials with absorption similar to Ge
but with a larger bandgap would allow room temperature operation of high-
resolution gamma-ray detectors. Because of the exponential dependence of re-
verse bias current on temperature, even small increases make a big difference.
Conversely, a material with the bandgap of silicon, but with higher atomic num-
ber would extend absorption efficiency to higher energies. GaAs for example,
has a slightly larger bandgap but much higher stopping power than Si, so de-
tectors can cover a larger energy range with good resolution (for example see
Owens 1999). GaAs has suffered from poor lifetimes, as the commonly used
“semi-insulating” material owes its high resistivity to the presence of mid-gap
states. High purity GaAs has been shown to provide superior results (Owens
1999). Many interesting materials are not available as single crystals, let alone
single crystals of sufficient size.

In high-energy physics radiation damage is the main driver in the search
for new materials. Cost is sometimes cited, but in the total cost of a detector
system, the cost of raw silicon material is minor and perceived cost benefits in
sensor material are easily outweighed by increased electronic requirements. For
example, the use of amorphous silicon was promoted with the argument that
as a disordered material it is not susceptible to displacement damage. However,
the charge yield is so low that the required electronic power dissipation increases
substantially to maintain an adequate signal-to-noise ratio for minimum ionizing
particles. Crystalline silicon must be irradiated well beyond fluences of 10'® cm =2
before its characteristics degrade to the level of amorphous silicon. The advantage
of crystalline material is that it provides much superior performance over the
major part of its operational lifetime. This does not mean that amorphous silicon
is useless; it has been successfully applied in certain x-ray imaging applications
where charge yield and electronic noise are less important.

Unfortunately, the ideal detector material does not exist, as desirable qual-
ities are often at odds. For example, increasing charge yield requires a smaller
bandgap, which increases the reverse bias current. Another consideration is the
dielectric constant, which affects the capacitance and thus the electronic noise.
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If the noise current I,, is made negligible, by cooling the detector for example,
the equivalent noise charge (Chapter 3)

A
Qn xe,C = €nfg . (2.91)
Here e, is the amplifier’s equivalent input noise voltage, C' the detector ca-
pacitance, and A and d are the sensor’s active area and thickness. The energy
resolution is the product of the noise charge @),, and the energy required to form
an electron—hole pair FE;,

AE = E;Q, x enEisg . (2.92)
Thus, for a given pulse shaper and sensor geometry, constant noise requires that
the product of the amplifier’s input noise voltage and the sensor’s ionization
energy and dielectric constant remains constant. As will be shown in Chapter
6, at best the power dissipation scales inversely with the square of the required
noise charge P o< 1/Q?, so the desire for wide bandgap materials tends to carry a
substantial penalty in front-end power. To some degree this can be alleviated by
segmentation, i.e. reducing the electrode area A per channel. Nevertheless, the
product of ionization energy and dielectric constant F;e is an important figure

of merit for sensor materials.

Table 2.3 summarizes the properties of some representative materials. As

noted above, the bandgap affects the reverse bias current. Linked with this

Table 2.3 Representative detector materials. Mobilities u are in units of cm?V
and p7 products in cm?V—1L,

is

71871

Material E, (eV) E; (eV) ¢ e  pn (uT)e (ur)p, p  (Z)
Si 1.12 3.6  11.7 1350 450 >1 >1 233 14
Ge 0.67 2.96 16 3900 1900 >1 > 1 5.33 32
GaAs 1.43 4.2 12.8 8000 400 8-10~°> 4-107% 5.32 315
Diamond 5.5 13 5.7 1800 1200 3.52 6
4H-SiC 3.26 8 9.7 1000 115 4-10~* 8.107° 3.21 10
GaN 339 810 1000 30 6.15 19
InP 1.35 42 124 4600 150 5-107% <107° 4.78 32
CdTe 1.44 443 109 1100 100 3-107% 2-107* 5.85 50
Cdo.oZng 1 Te  1.572 4.64 10 1000 120 4-107% 1.2-107* 5.78 49.1
Hgl, 2.15 4.2 88 100 4 3-100* 4-107° 64 62
T1Br 2.68 6.5 30 30 4 5-100%* 2.107% 7.56 58
a-Si 1.9 6 12 1-4 005 2-1007 3-100% 23 14
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the ionization energy E;, which sets the charge yield. The electronic noise is set
by both the reverse bias current and the detector capacitance, which depends
on the dielectric constant €. The electron and hole mobilities p. and pp de-
termine the collection time, whereas the mobility—lifetime products (u7). and
(u)p indicate the maximum useful detector thickness. The density gives the en-
ergy loss for minimum ionizing particles in high energy particle tracking and the
atomic number is key in setting the absorption in x-ray and gamma detection.
The data for diamond and amorphous silicon are for films deposited by chemical
vapor deposition, so the material is polycrystalline with properties strongly de-
pendent on the growth conditions. Papers on diamond detectors quote a “charge
collection distance”, which specifies how far electrons and holes are separated
before recombination. A typical value for high-quality films is 200 um at a field
of 10* V/em (Edwards 2004). The size of the microcrystals in diamond becomes
visible in precision measurements of the position resolution (Lari 2005).

For a more details on materials for x-ray spectroscopy see Owens (2004). Moll
(2003) and the RD50 website give information on radiation resistance. Com-
pound semiconductors are of great interest in this context, as they allow the
bandgap to be tuned by changing the composition (“bandgap engineering”). For
example, in ZnTe the bandgap E; = 2eV and in CdTe it is 1.5eV. Varying the
composition x of Cd(;_,)Zn,Te changes the bandgap between the two extremes.
Empirically it has been found that (Olega 1985)

E,(z) = 1.510 + 0.606z + 0.139z% eV . (2.93)

In compound semiconductors the hole mobility tends to be much smaller than
for electrons. If the integration time of the electronics is tailored to the electron
collection time, the hole contribution may be negligible, so on the average only
half the signal charge is available. For charged particles traversing the detector
the signal will be the same, but for photons the induced electron signal will
depend on where the photon was absorbed. As shown in Section 2.5.3 the charge
induced on small-pitch strip or pixel electrodes is preferentially due to the carrier
type collected on the respective electrode. Furthermore, the charge induced on
non-collecting electrodes only integrates to zero after both carrier types have
reached their respective electrodes. This can be exploited in coplanar strip arrays
to mitigate the effect of incomplete hole collection. By ganging every other strip
and subtracting the signals from the two sets the net electron signal is measured
(Luke 1994, 1995, Amman and Luke 1999).

Work on alternative materials to complement Si and Ge has been pursued for
decades. Progress has been made and new materials have been applied in niche
areas. Clearly, many properties play together and developments in materials
growth technology can change the picture significantly.

2.8 Photodiodes

Photodiodes differ from charged particle and x-ray detectors in the very small
absorption depth of visible light. As the photon energies are close to the bandgap,
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Fic. 2.34. At sufficiently high fields an electron gains sufficient energy for impact
ionization, which in this example doubles the signal charge.

the absorption length in silicon changes strongly with wavelength (Figure 2.8).
At a typical scintillator emission wavelength of 400nm the absorption length
is of order 100 nm, whereas at 700 nm wavelength it is about 5 um. To obtain
good quantum efficiency at short wavelengths the “dead layers” at the entrance
surface must be significantly thinner than typical metallization or doping layers.
Unlike photomultiplier tubes whose quantum efficiency is in the 10 — 30% range,
optimized silicon photodiodes achieve quantum efficiencies > 80% at wavelengths
from 400nm to nearly 1pm. UV-extended photodiodes have useful efficiency
down to 200 nm.

At best the signal charge is one electron per photon, so low noise is crucial.
Examples will be presented in Chapters 4 and 8. Small pixels, notably CCDs,
allow single photon sensitivity, but large area devices as might be used in scin-
tillation detectors are severely limited by electronic noise. The signal charge
can be increased by incorporating internal gain in the detector. The mechanism
is impact ionization. At sufficiently high fields electrons gain sufficient energy
between interactions with the lattice that they can eject electrons from lattice
atoms (Figure 2.34). The gain within a length d is

G, = end (2.94)
The electron ionization coefficient «v,, depends strongly on the electric field
o = apoe” Pr/1EL (2.95)

where a,, = 3.36-10°cm ™! and E,, = 1.76-10° V/cm (Lee 1964). The ionization
coefficient is also strongly temperature dependent.

The secondary hole can also ionize and form additional electron-hole pairs.
Since the hole mobility is less than the electron mobility, higher fields are required
than for same electron ionization. For example, at an electric field of 2-10° V /cm
the ionization coefficient o, ~ 2-10° cm™? for electrons and a,, ~ 80 for holes.
Increasing the field by 25% increases a;, to 7 - 10 and «, tenfold to 800.



88 SIGNAL FORMATION AND ACQUISITION

Table 2.4 The breakdown gain depends strongly on the field in the
avalanche region. The calculations are for a uniform field.

Field (V/em) Max. gain Detector thickness (um) Bias voltage (V)

2.10° 2.2-108 520 1-10%
3-10° 50 5 150
4.10° 6.5 0.5 20
5-10° 2.8 0.1 5

The higher probability of ionization by electrons is fortunate, as the formation
of secondary holes leads to a positive feedback process. When the partial gain
due to holes

G, >2 (2.96)

the combined multiplication of electrons and holes leads to a sustained avalanche,
i.e. breakdown. Only in silicon is the ratio of electron to hole ionization coefli-
cients significantly greater than one, but it is field dependent and decreases with

increasing field
Qp, 1.15 - 106
— =0.15-€ — . 2.97

o > (75 ) (297)

This leads to the limits of gain and detector thickness vs. electric field shown in
Table 2.4.

Lower fields allow higher gains, favored by the larger ratio e, /. High volt-
age operation is limited by local high-field regions and several techniques have
been developed to limit radii of curvature and edge effects, for example (for an
overview see Baliga 1987). Detectors should be operated well below breakdown.
Operation at low fields reduces the sensitivity to variations in voltage and detec-
tor thickness, so an optimum design balances the length of the avalanche region
and operating voltage for the desired gain.

The avalanche process also introduces noise, which is exacerbated by the
positive feedback due to holes. The field profile must be optimized to achieve a
given gain with a minimum hole component (McIntyre 1966, Webb et al. 1974,
McIntyre 1999). The expressions given above are only valid in geometries with
extended avalanche regions and must be modified for peaked fields or short de-
vices (McIntyre 1999, Yuan 1999).

The optimum structure of an avalanche photodiode (APD) is the reach-
through structure shown schematically in Figure 2.35 (Webb et al. 1974) or
its variant, the reverse reach-through APD (McIntyre et al. 1996). Photons in-
cident on the pT-contact form electron—hole pairs. Since the absorption layer
is very thin, the primary holes are collected with practically zero probability
of avalanching. The electrons drift to the localized high-field region established
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F1c. 2.35. Schematic doping structure of a reach through APD and the field distribu-
tion. Incident photons form primary signal electrons, which drift into the high-field
region and release secondary electrons and holes.

by the internal p-layer. Here secondary electrons and holes are created by im-
pact ionization. The secondary holes drift through the low-field region to the
pt-contact and contribute the major portion of the total induced charge.

This structure has several advantages over other types of APDs:

1. Only those primary carriers with the higher ionization coefficient are trans-
ferred to the avalanche region, as is desired for low avalanche noise and good
stability.

2. The field in the avalanche region is primarily determined by the charge
in the intermediate p-layer. This can be relatively unaffected by doping
variations in the bulk material.

3. The avalanche field profile can be quite flat, even with realistic doping
profiles. This allows a lower field for a given gain, which further improves
stability.

4. The detector can be made much thicker than the avalanche region to reduce
capacitance.

As shown in eqn 2.94 the gain is an exponential function of the width of
the avalanche region times the ionization coefficient. The ionization coefficient
in turn is an exponential function of field. Thus, both the width and the field
must be precisely controlled over the full area of the device to obtain good gain
uniformity.
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F1G. 2.36. Simulated net doping profile of the avalanche region of a reach-through
APD. A shallow arsenic implant forms the pn-junction with the p-type bulk. A deep
boron implant sets the boundary of the high-field region. Note that the orientation
is reversed with respect to Figure 2.35

Figure 2.36 shows a practical doping profile, calculated with a full process
simulator. The intermediate p-layer is formed by ion implantation of boron at
400keV. This yields the desired flat field profile; to the left of the doping peak
the field is “flat” to 10%. At the depletion voltage of ~ 500V the calculated
gain is 35. If the doping is uniform to 0.5%, the variation in gain AG/G = 10%
at G = 10 and ~ 35% at a gain of 50. This is not presented as an “optimum”
design, but to illustrate the demands on process control. In addition the strong
dependence of gain on temperature and bias voltage place stringent demands
on large systems. Nevertheless, large APD arrays are used successfully in high
energy physics for the readout of scintillating tiles in calorimeters. For a summary
of silicon photodiode design and technology see Webb et al. (1974).

The development of photodetectors is a very active field and many device
structures have been developed. One example is the VLPC (Petroff 1987, 1989)
used in the fiber tracker of D} (Wayne et al. 1997). These device provide sin-
gle photon sensitivity, but must operate at cryogenic temperatures (typically 5 —
7K). Another class of devices utilizes multilayer structures of compound semicon-
ductors utilizing bandgap engineering with graded doping profiles to yield low
noise amplification at high gains (“staircase” photomultiplier, Capasso 1983).
However, the fabrication of these devices is much more complicated (and costly)
than of the silicon devices described above. Complexity notwithstanding, het-
erojunction superlattice structures offer many very interesting possibilities and
one should monitor future developments. The desire to replace photomultiplier
tubes by APDs does not require that they have the same gain. Since low-noise
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Ug v; l = R;

Fia. 2.37. Amplifiers can operate either in voltage mode (left) or current mode
(right), depending on the ratio of amplifier input resistance R; to source resistance
Rs.

high-bandwidth amplifiers are inexpensive, moderate gains of order 10 — 100 are
often sufficient to achieve the required signal-to-noise ratio.

2.9 Signal acquisition

The preceding analysis yielded the current pulse shapes provided by the sensor.
However, to be utilized the pulses must be amplified. Several types of amplifiers
can be used, all of which affect the measured pulse shape. To illustrate the
different modes, we’ll first consider resistive sources.

2.9.1 Voltage-sensitive amplifier

A voltage-sensitive amplifier is designed to minimize loss of signal voltage at
the amplifier input. The equivalent circuit is shown in Figure 2.37 (left). The
voltage generator has zero source resistance, so the series resistor Rg represents
the actual source resistance. The signal voltage at the amplifier input

fiv
T Re+ R O

If the signal voltage at the amplifier input is to be approximately equal to the
signal voltage v; = vg, the input resistance R; > Rg. To operate in the voltage-
sensitive mode, the amplifier’s input resistance (or impedance) must be large
compared to the source resistance, or in general, the source impedance.

In ideal voltage amplifiers one sets R; = oo. Although this is never true in
reality, it can be fulfilled to a good approximation. To provide a voltage output,
the amplifier should have a low output resistance, i.e. its output resistance should
be small compared to the input resistance of the following stage.

2.9.2  Clurrent-sensitive amplifier

The right-hand panel of Figure 2.37 shows the equivalent circuit of a current-
sensitive amplifier. The signal source is represented by a current generator, which
by definition has infinite source resistance. The finite source resistance of a real
source is represented by the shunt resistance Rg. The signal current divides into
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the source resistance and the amplifier’s input resistance. The fraction of current
flowing into the amplifier

R,

=t e 2.99
Rit+ RS (2.99)

i
If the current flowing into the amplifier is to be approximately equal to the signal
current i; ~ ig, then R; < Rg. To operate in the current-sensitive mode, the
amplifier’s input resistance (or impedance) must be small compared to the source
resistance (impedance).

One can also model a current source as a voltage source with a series resis-
tance. For the signal current to be unaffected by the amplifier input resistance,
the input resistance must be small compared to the source resistance, as derived
above. At the output, to provide current drive the output resistance should be
high, i.e. large compared to the input resistance of the next stage. This corre-
sponds to the condition found for the input impedance; for optimum current
transfer the source resistance must be large compared to the load.

e Whether a specific amplifier operates in the current or voltage mode de-
pends on the ratio of source resistance to amplifier input resistance.

e Amplifiers can be configured as current mode input and voltage mode
output or, conversely, as voltage mode input and current mode output. The
gain is then expressed as V/A (transresistance) or A/V (transconductance).

e Since the mode of operation depends only on the ratio of source to input
resistance, a voltage amplifier can function in either voltage or current
mode, depending on the source resistance. In current mode the voltage at
the amplifier input is v; = i;R; and the output voltage v, = A,v;, where
A, is the voltage gain.

2.9.3 Voltage and current mode with capacitive sources

The preceding examples used resistive sources to illustrate the criteria for voltage
and current mode amplification. A similar reasoning can be applied to capacitive
sources, as appropriate for detectors. Figure 2.38 shows the equivalent circuit.
The sensor signal is a current pulse of magnitude iy and duration t¢. , so the
signal charge Qs = [ is(t)dt =ist.. As in the preceding examples, we consider
the voltage gain of the amplifier, so that the output voltage

v, = voltage gain A, X input voltage v, .

Whether the amplifier operates in current or voltage mode depends on the
charge collection time ¢, of the sensor and the input time constant R;Cy:

1. R,Cy < t.: The sensor capacitance discharges rapidly, so the output volt-
age is proportional to the instantaneous current v,  i4(t). The combined
sensor—amplifier system is operating in current mode.
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F1c. 2.38. With a capacitive source current or voltage mode are determined by the

input time constant 7, = R;Cy.

2. R;Cq > t.: The detector capacitance discharges slowly, so the signal cur-
rent induced in the sensor is initially integrated on the sensor capaci-
tance before discharging through the input resistance. The output volt-
age v, = Vyexp(—t/R;Cy), where V, = Q/Caer o [is(t)dt. In this case
the signal manifests itself as a voltage developed across the sensor, so the
system is operating in voltage mode.

In both cases the amplifier is providing voltage gain, so the output signal
voltage is directly proportional to the input voltage. The difference is that the
shape of the input voltage pulse is determined either by the instantaneous current
(current mode) or by the integrated current and the decay time constant (voltage
mode).

2.9.4  Feedback amplifiers — the “charge-sensitive amplifier”

Feedback can be used in amplifiers to control the gain and input resistance, as
described in Appendix D. However, feedback can also be used to perform special
functions. A very useful configuration for sensor readout is the charge-sensitive
amplifier, shown in Figure 2.39.

The basic building block is an inverting voltage amplifier with a high input
resistance. For simplicity assume an infinite input resistance, so that no signal
current can flow into the amplifier. Since the amplifier inverts, the voltage gain
dv,/dv; = —A, so v, = —Av;. A feedback capacitor C'y is connected from the
output to the input. If an input signal produces a voltage v; at the amplifier
input, the voltage at the amplifier output is —Awv;. Thus, the voltage difference

DETECTOR 3
Cd Ui l lvo

F1a. 2.39. Principle of a charge-sensitive amplifier
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Fi1a. 2.40. Adding a test input to a charge-sensitive amplifier provides a simple means
of absolute charge calibration.

across the feedback capacitor vy = (A + 1)v; and the charge deposited on Cy is
Qr = Crvy = Cy(A+ 1)v;. Since no current can flow into the amplifier, all of
the signal current must charge up the feedback capacitance, so Qr = Q;. The
amplifier input appears as a “dynamic” input capacitance

_ @

Vg

C; =Cr(A+1). (2.100)
The enhanced input capacitance corresponds to a reduction in input impedance
1/wC;, as expected for a shunt feedback amplifier (see Appendix D).

The voltage output per unit input charge

Vo Av; A A 1 1

A=g ey A g U (2.101)

so the charge gain is determined by a well-controlled component, the feedback
capacitor.

The signal charge Qg will be distributed between the sensor capacitance Cy
and the dynamic input capacitance C;. The ratio of measured charge to signal
charge

Qi Qi Ci 1
A = = = 2.102
Qs Qd + Qs,amp Cq + Cj Ca’ ( 0 )

1+ C.
so the dynamic input capacitance must be large compared to the sensor capaci-
tance.

Another very useful feature of the integrating amplifier is the ease of charge
calibration. By adding a test capacitor as shown in Figure 2.40, a voltage step
injects a well-defined charge into the input node. If the dynamic input capaci-
tance C; is much larger than the test capacitance Cr , the voltage step AV at
the test input will be applied nearly completely across the test capacitance Cr,
thus injecting a charge Cr AV into the input. More precisely, the injected charge
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F1G. 2.41. Charge integration in a realistic charge-sensitive amplifier. First, charge

is integrated on the sensor capacitance and subsequently transferred to the
charge-sensitive loop, as it becomes active.

CT OT
= T AV~Or(1-—L A 2.1
= a8 CT< cz-+cd> v (2.103)
Ci+Cq

so for the best accuracy the system should be calibrated with the detector con-
nected.

2.9.5  Realistic charge-sensitive amplifiers

The preceding discussion assumed that the amplifiers are infinitely fast, that is
that they respond instantaneously to the applied signal. In reality this is not the
case; charge-sensitive amplifiers often respond much more slowly than the time
duration of the current pulse from the sensor. However, as shown in Figure 2.41,
this does not obviate the basic principle. Initially, signal charge is integrated on
the sensor capacitance, as indicated by the left-hand current loop. Subsequently,
as the amplifier responds the signal charge is transferred to the amplifier. Thus,
the signal charge is preserved and the full signal appears at the amplifier output,
even if the amplifier is much slower than the collection time.

Nevertheless, the time response of the amplifier does affect the measured
pulse shape. First, consider a simple amplifier as shown in Figure 2.42.

Fi1c. 2.42. A simple amplifier demonstrating the general features of any single-stage
gain stage, whether it uses a bipolar transistor (shown) or an FET.
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The gain element shown is a bipolar transistor, but it could also be a field
effect transistor (JFET or MOSFET) or even a vacuum tube. Transistors are
discussed in Chapter 6, but here it suffices to know that the transistor’s output
current changes as the input voltage is varied. For small signals the current
1, increases proportionally to the input voltage v;, so the output voltage v,
decreases when the input voltage increases. Thus, the amplifier inverts and the
voltage gain

dv, di,

= 2.7, =—gnZ5 , 2.104
d’Ui d’Ui L g L ( )

A, =

where the minus sign indicates inverting gain. The parameter g,, is the transcon-
ductance, a key parameter that determines gain, bandwidth and noise of tran-
sistors. The load impedance Z, is the parallel combination of the load resistance
Ry and the output capacitance C,. This capacitance is unavoidable; every gain
device has an output capacitance, the following stage has an input capacitance,
and in addition the connections and additional components introduce stray ca-
pacitance. The load impedance is given by

1 1

— = — +iwC, , 2.105
Z, Ry ° (2.105)
where the imaginary i indicates the phase shift associated with the capacitance
(an explanation of this notation is given in Appendix B). The voltage gain

1 —1
A'U = —0m (R—L + iwco) . (2106)

Figure 2.43 shows the frequency and phase response of a representative am-
plifier. Since amplifiers with a single cutoff frequency f,, show the same frequency
response whether inverting or noninverting, the gain and phase are shown for
a noninverting amplifier, for which the low-frequency phase shift is zero. The
phase response shows the change in phase from the low-frequency response, so
for an inverting amplifier as in Figure 2.42, the low-frequency phase shift is 180°
and at high frequencies the phase shifts from 180° to 90°.

At low frequencies where the second term of eqn 2.106 is negligible, the
gain is constant A, = —g,, Rr. However, at high frequencies the second term
dominates and the gain falls off linearly in frequency with an additional 90° phase
shift. Figure 2.44 shows the frequency response in a simplified form, again for a
noninverting amplifier. For an inverting amplifier a minus sign is applied. This
“shorthand” representation is useful when considering the asymptotic response.

The cutoff frequency, where the asymptotic low and high frequency responses
intersect, is determined by the output time constant R;C,, so the cutoff fre-
quency

1

fu - 27TRLCO '

(2.107)
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F1G. 2.43. Frequency (left) and phase (right) response of a “single pole” amplifier as
shown in Figure 2.42. At the upper cutoff frequency f, the gain drops off by 1/v/2
and the phase shift is 45°. The right-hand plot shows the change in phase, relative
to the low-frequency response, so for an inverting amplifier the phase changes from
180 to 90°.

In the regime where the gain drops linearly with frequency the product of gain
and frequency is constant, so the amplifier can be characterized by its gain—
bandwidth product, which is equal to the frequency where the gain is one, the
unity gain frequency fo.

The amplifier gain—bandwidth product is independent of the low frequency
gain, as increasing the load resistance Ry increases the gain, while decreasing
the cutoff frequency. The product of low-frequency gain and the cutoff frequency

1 1
|Av|fu:f0:9mRLm=E'%—n: (2.108)
depends only on the transconductance and the load capacitance. Increasing the
gain—bandwidth product, i.e. increasing transconductance and reducing the load
capacitance, raises the obtainable gain at any frequency > f..
As apparent from Figure 2.43 a logarithmic plot of gain wvs. frequency is quite
simple, so gain is commonly expressed in decibels (dB)

A = 201log, |Ay] (2.109)

Strictly formulated this should include the input and load resistances R; and
Ry, as the decibel is defined in terms of power

’1}02 Rl

P, R;
Agp = 10logy, Fj = 10log,, (Uz_QR_L> = 20log;, |A,| + 101og,, R—; :
The resistance term is commonly ignored when specifying amplifier voltage gains,
so one must bear in mind that eqn 2.109 does not translate directly into a power

gain.
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F1a. 2.44. The time constants of an amplifier affect both the frequency and the time
response. Both are fully equivalent representations.

The frequency response translates into a time response. If a voltage step is ap-
plied to the input of the amplifier, the output does not respond instantaneously,
as the output capacitance must first charge up. This is shown in the second
panel of Figure 2.44, which illustrates that the response of an amplifier can be
described in either the frequency or time domain. The response to a signal step
of magnitude V) is

vo(t) = Vo (1 - e*t/f) , (2.110)

where the time constant 7 = Ry C,. Both representations are fully equivalent,
but the choice of parameter space can greatly simplify analyses, so they should
be considered in concert.

In practice, amplifiers utilize multiple stages, all of which contribute to the
frequency response. Then additional corner frequencies appear, as illustrated in
Figure 2.45, which shows two corner frequencies. At low frequencies the addi-
tional phase shift is zero, becoming 90° above the first corner frequency f1.
Beyond the second corner frequency f,2 the phase shift becomes 180°, so what
is an inverting amplifier at low frequencies becomes noninverting. This is critical
when applying feedback. If the magnitude of the in-phase frequency components
is too high, the system will oscillate. In Figure 2.39 the fedback signal is atten-
uated by the capacitive divider

X(Cd) 1/de Cf Cf

X(Co) + X(Cf) ~ (JwCq) + (1JwCy)  Cat Cr ~ Cq -

(2.111)

If at frequencies in the 180° phase shift regime the forward gain of the amplifier
A(f) is greater than the attenuation of the feedback network, then the amplifier
will oscillate. This puts a limit on the amount of feedback, which for a given
amplifier and feedback capacitance C; depends on the detector capacitance Cy.
As a consequence, an amplifier that is stable when operating with a detector



SIGNAL ACQUISITION 99
log Ay, log Ay,

Ag=90° AQ =90°

CL1

Ag =180° Acre \ Ag =180°

fur Fos log f feri fors log f

F1G. 2.45. Multiple gain stages introduce additional corner frequencies and additional
phase shift. This plot shows two corner frequencies. At low frequencies the addi-
tional phase shift is zero, becoming 90° above the first corner frequency f,1 and
180° beyond the second corner frequency fu,2. Applying feedback sets the gain and
corner frequency as shown in the second panel for two values of fedback gain Acr
and Acre. The former is stable, whereas the latter is unstable.

can break into oscillation when the detector is disconnected, because of a faulty
wire-bond, for example.

Practical amplifiers suitable for fedback systems always have multiple corner
frequencies, which are commonly called “poles”, since they appear as singularities
in the Laplace transforms commonly used in feedback analysis. As a rule of
thumb, a phase margin of 45° (an additional phase shift of 135°) ensures stables
operation. Since the additional phase shift introduced by each pole is 45° at the
corner frequency (see Figure 2.43), stable operation obtains when

Cd—l—Cf

e > Al (2112)

Figure 2.45 also shows two values of closed loop gain Az and Agpe. The former
attains a corner frequency within the 90° phase shift regime, so it results in stable
operation. Increasing feedback to yield Acro moves the corner frequency into the
180° phase shift regime, so the amplifier is unstable.

A clear discussion of feedback theory with more precise stability criteria was
given by Nyquist (1932). There is a well-defined relationship between the slope of
the gain vs. frequency and the phase shift (Bode 1940), so frequency-dependent
gain and phase shift are coupled. Feedback amplifiers are discussed in numerous
more recent texts (for example, Gray 2001, Mancini 2003) and summarized in
Appendix D. Feedback amplifiers are designed with a dominant pole at a rather
low frequency and all other poles at much higher frequencies, to ensure that the
forward gain of the amplifier is low in the regime of critical phase shifts.
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2.9.6 Input impedance of a charge-sensitive amplifier

We can now use the frequency response to calculate the input impedance and
time response of a charge-sensitive amplifier. Applying the same reasoning as
in Section 2.9.4 (and derived in Appendix D), the input impedance of a shunt
feedback amplifier with gain A, and a generalized feedback impedance Zy is
Zy _ Zy

Zi= o~ =2 al>). (2.113)

Since the amplifier inverts, A, is negative. At low frequencies the gain is constant
with no additional phase shift, so the input impedance is of the same nature as
the feedback impedance, but reduced by 1/ |A,|. At high frequencies well beyond
the amplifier’s cutoff frequency f, the gain drops linearly with frequency with
an additional 90° phase shift, so the gain (eqn 2.106) can be expressed as

.o

Ay =i— (2.114)

In a charge-sensitive amplifier the feedback impedance

1
Zp=—i—7-+ 2.115
f ILA.)Cf ? ( )

so the input impedance eqn 2.113 becomes

_ﬁ:_—i/(wa): 1
A, i(wo/w) woCy

Z; ~ (2.116)

The imaginary component vanishes, so the input impedance is real. In other
words, it appears as a resistance R;. Thus, at low frequencies f < f, the input
of a charge-sensitive amplifier appears capacitive, whereas at high frequencies
f > f. it appears resistive.

Suitable amplifiers invariably have corner frequencies well below the frequen-
cies of interest for radiation detectors, so the input impedance is resistive. This
allows a simple calculation of the time response. The sensor capacitance is dis-
charged by the resistive input impedance of the fedback amplifier with the time

constant 1

wocf .

T; = RiOd = Od . (2.117)
From this we see that the rise time of the charge-sensitive amplifier increases with
sensor capacitance. For reasons that will become apparent later, the feedback ca-
pacitance should be much smaller than the sensor capacitance. If C'y = C3/100,
the amplifier’s gain—bandwidth product must be 100/7;, so for a rise time con-
stant of 10ns the gain-bandwidth product must be 10'° radians = 1.6 GHz. The
same result can be obtained using conventional operational amplifier feedback
theory.
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F1G. 2.46. To preserve the position resolution of strip detectors the readout amplifiers
must have a low input impedance to prevent spreading of signal charge to the
neighboring electrodes.

In acquiring the signal the ohmic input impedance at high frequencies and
the dynamic input capacitance at low frequencies play complementary roles. In
a simple approximation the charge transferred to the amplifier

Qt) ~ Qsod (1—e—t/ﬂ') . (2.118)
1+ c.

The input time constant 7; = R;Cy determines how quickly charge is trans-

ferred from the detector and the dynamic input capacitance C; determines what

fraction of the signal charge Qs can be acquired.

The mechanism of reducing the input impedance through shunt feedback
leads to the concept of the “virtual ground”. If the gain is infinite, the input
impedance is zero. Although very high gains (of order 10° — 10°) are achiev-
able in the kHz range, at the frequencies relevant for detector signals the gain
is much smaller. The input impedance of typical charge-sensitive amplifiers in
strip detector systems is of order k(). Fast amplifiers designed to optimize power
dissipation achieve input impedances of 100 — 500 €2 (Kipnis 1994). None of these
qualify as a “virtual ground”, so this concept should be applied with caution.

Apart from determining the signal rise time, the input impedance is criti-
cal in position-sensitive detectors. Figure 2.46 illustrates a silicon-strip sensor
read out by a bank of amplifiers. Each strip electrode has a capacitance Csg
to the backplane and a fringing capacitance Cgg to the neighboring strips. If
the amplifier has an infinite input impedance, charge induced on one strip will
capacitively couple to the neighbors and the signal will be distributed over many
strips (determined by Cgss/Csq ). If, on the other hand, the input impedance
of the amplifier is low compared to interstrip impedance, practically all of the
charge will flow into the amplifier and the neighbors will show only a small signal.
The relevant frequencies are set by the peaking time Tp of the pulse shaper.
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For strip pitches that are much smaller than the bulk thickness the capac-
itance is dominated by the fringing capacitance to the neighboring strips Cgg.
Typically, the fringing capacitance is 1 — 2 pF/cm for strip pitches of 25 — 100 um
on Si. The backplane capacitance Cgg is typically 20% of the strip-to-strip ca-
pacitance. If the real part of the amplifier’s input impedance is R;, cross-coupling
will be negligible at times greater than 2 to 3 times R;Cgsg and if C; > Cgg.
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3

ELECTRONIC NOISE

3.1 Electronic noise and resolution

Electronic noise places a lower bound on the detectable signal level and also de-
termines the ability to distinguish signal levels or measure them precisely. Figure
3.1 shows two examples. The left panel compares gamma-ray spectra taken with a
scintillator and a semiconductor detector. Where the NaI(T1) scintillator shows
broad bumps, the Ge detector resolves a multitude of discrete energy peaks.
The right panel of Figure 3.1 shows how resolution affects sensitivity. Higher
resolution, or smaller line width, distributes the signal counts over a narrower
background range, so the signal becomes more pronounced.

As noted in Chapter 1, one objective of signal processing is to improve the
signal-to-noise ratio by tailoring the spectral distributions of the signal and the
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F1c. 3.1. The comparison of gamma ray spectra taken with a scintillator and a semi-
conductor detector (left) clearly shows how improved resolution reveals detailed
structure (adapted from Philippot 1970). Higher resolution also improves the sig-
nal-to-noise ratio (right) (adapted from Armantrout et al. 1972). Figures ©IEEE,
reprinted with permission.
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F1a. 3.2. Signal and baseline fluctuations add in quadrature. For large signal variance
(top) as in scintillation detectors or proportional chambers the baseline noise is
usually negligible, whereas for small signal variance as in semiconductor detectors
or liquid Ar ionization chambers, baseline noise is critical.

electronic noise. However, for many detectors electronic noise does not deter-
mine the resolution. For example, in a NaI(T1) scintillation detector measuring
511keV gamma rays, as in a positron-emission tomography system, 25000 scin-
tillation photons are produced. Because of reflective losses, about 15000 reach
the photocathode. This translates to about 3 000 electrons reaching the first dyn-
ode. The gain of the electron multiplier will yield about 3 - 10° electrons at the
anode. However, despite the magnitude of the output signal, its statistical spread
is determined by the smallest number of electrons in the chain, i.e. the 3000 elec-
trons reaching the first dynode. Thus, the resolution AE/E = 1/4/3000 = 2%,
which at the anode corresponds to about 5 - 10* electrons. This is much larger
than electronic noise in any reasonably designed system. This situation is illus-
trated in the upper panel of Figure 3.2 (top). Under these circumstances, signal
acquisition and count rate capability may be the prime objectives of the pulse
processing system.

The bottom panel of Figure 3.2 shows the situation for high resolution sen-
sors providing small signals. Semiconductor detectors, photodiodes or ionization
chambers are typical examples. Here baseline fluctuations dominate the overall
resolution, so low noise is critical. The baseline fluctuations can have many ori-
gins, external interference, artifacts due to imperfect electronics, etc., but the
fundamental limit is electronic noise.
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3.2 Electronic noise

Consider a current flowing through a sample bounded by two electrodes, i.e. n
electrons moving with velocity v. The induced current depends on the spacing s
between the electrodes (see “Ramo’s theorem” in Chapter 2), so

nev

i== (3.1)

The fluctuation of this current is given by the total differential

(di)? = (% <dv>)2 + (% <dn>)2 , (3.2)

where the two terms add in quadrature, as they are statistically uncorrelated.
From this one sees that two mechanisms contribute to the total noise, velocity
and number fluctuations.

To evaluate the overall effect of these noise sources in a measurement system
with a frequency response A(f) we need to know the spectral distribution of these
various types of noise. However, before deriving their frequency distributions we’ll
simply summarize the results and discuss some general features.

Velocity fluctuations originate from thermal motion. Superimposed on the
average drift velocity are random velocity fluctuations due to thermal excitation.
This “thermal noise” is described by the long wavelength limit of Planck’s black
body spectrum where the spectral density, i.e. the power per unit bandwidth, is
constant (“white” noise).

Number fluctuations occur in many circumstances. One source is carrier flow
that is limited by emission over a potential barrier. Examples are thermionic
emission or current flow in a semiconductor diode. The probability of a carrier
crossing the barrier is independent of any other carrier being emitted, so the
individual emissions are random and not correlated. In a reverse-biased diode the
current is determined by statistically independent generation and recombination
processes (Appendix F). This is called “shot noise”, which also has a “white”
spectrum. Another source of number fluctuations is carrier trapping. Impurities
or imperfections in a crystal lattice can trap charge carriers and release them after
a characteristic lifetime. As shown below, this leads to a frequency-dependent
power spectrum dP, /df = 1/f%, where « is typically in the range of 0.5 — 2.

3.3 Some general properties of noise

Fundamentally, the spectral distribution of noise is described as a power den-
sity dP, /df, or in other words, the power in a narrow slice of frequency space.
However, in analyzing electronic noise we need to describe the noise in terms
of voltage and current spectral densities dv,/df and di,/df. In circuit design
literature and data sheets these are commonly abbreviated as dv,, /df = e, and
din /df = ip, so we'll follow that convention. This does lead to inconsistencies; 5
might represent a signal current with the unit A, whereas i,, represents a spectral
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density A/v/Hz . In the following just bear in mind that only e,, and i,, have this
special connotation.

The total noise is obtained by integrating the noise power over the relevant
frequency range of the system, the bandwidth. Since power is proportional to
either the voltage or current squared, the output noise of an amplifier with a
frequency-dependent gain A(f) is

Voo = | @ AX(H)df o in, = [ iR AX(f)df . (3.3)
/ /

The total noise vy, or i,, increases with the square root of bandwidth. Since
small bandwidths correspond to large rise times, increasing the speed of a pulse
measurement system will increase the noise. The effect of reducing bandwidth
on signal-to-noise ratio is illustrated in Figure 3.3.

The amplitude distribution of the noise is Gaussian, so noise fluctuations
superimposed on the signal also yield a Gaussian distribution (Fig 1.26). Thus,
by measuring the width of the amplitude spectrum of a well-defined signal, one
can determine the noise level.
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F1a. 3.3. The signal-to-noise ratio compares the signal power to the total noise power.
If the system spans a large frequency range, as determined by the high-frequency
cutoff f, in an amplifier (top) the integrated power will include more noise than
in the middle panel, which shows a lower cutoff frequency. Introducing a bandpass
filter that is just wide enough to pass the signal components will optimize the
signal-to-noise ratio (bottom).
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First we’ll describe the properties of various types of noise and then derive
the power spectra. More details may be found in books by van der Ziel (1986),
for a more theoretical treatment, and by Motchenbacher and Connelly (1993),
who take a more practical approach.

3.3.1 Thermal (Johnson) noise

The most common example of noise due to velocity fluctuations is the noise of
resistors. The spectral noise density vs. frequency

dpP,

df
where k is the Boltzmann constant and 7" the absolute temperature. Since the
power in a resistance R is

AKT (3.4)

1)2

P=4= i’R (3.5)
the spectral voltage noise density
dv? 9
—2 =e¢° =4kTR 3.6
and the spectral current noise density
diZ2 . 4kT
3.3.2  Shot noise
The spectral noise density of shot noise
i? = 2el , (3.8)

where [ is the average current and e the electronic charge. Note that the cri-
terion for shot noise is that carriers are injected independently of one another,
as in thermionic or semiconductor diodes. Current flow determined by an ohmic
conductor (I = V/R) does not carry shot noise. Any local fluctuation in elec-
tron density relative to the stationary positive charge of the host atoms will set
up an electric field that can easily draw in additional carriers to equalize the
disturbance.

3.3.3  Low frequency (“1/f”) noise

The noise spectrum becomes nonuniform whenever the fluctuations are not
purely random in time, for example when carriers are trapped and then released
with a time constant 7. With an infinite number of uniformly distributed time
constants the spectral power density assumes a pure 1/f distribution. However,
as shown below, with as few as three time constants spread over one or two
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decades, the spectrum shows a nearly perfect 1/f distribution over a limited
frequency range, so this form of noise is very common.

Assume a spectral power density P,y = Sy/f and a corresponding voltage
density eif = Ay¢/f . Then the total noise in a frequency band extending from

fl to fQ is
f2
A
v, _/def—Aflog (%) . (3.9)

Thus, for a 1/f spectrum the total noise depends on the ratio of the upper to
lower cutoff frequencies, rather than the absolute bandwidth. Since the 1/f dis-
tribution refers to the power spectrum, the associated voltage or current spectral
density changes ten-fold over a 100-fold span in frequency.

3.4 Derivation of spectral densities

3.4.1 Spectral density of thermal noise

Two approaches can be used to derive the spectral distribution of thermal noise.
1. The thermal velocity distribution of the charge carriers is used to calculate

the time dependence of the induced current, which is then transformed into
the frequency domain.

2. Application of Planck’s theory of black-body radiation.

The first approach clearly shows the underlying physics, whereas the second
“hides” the physics by applying a general result of statistical mechanics. How-
ever, the first requires mathematical tools that go well beyond the standard
curriculum, so the “black-body” approach will be used here.

In Planck’s theory of black body radiation the energy per mode

hf

and the spectral density of the radiated power
dP h
= 7f . (3.11)

df el /RT 1

This is the power that can be extracted in equilibrium. At low frequencies hf <
kT
dP hf

T ) -1

so the spectral density is independent of frequency and for a total bandwidth B
the noise power that can be transferred to an external device P, = kT'B .

kT (3.12)
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Fic. 3.4. Equivalent circuit to determine how much thermal noise power can be
extracted from a resistor.

To apply this result to the noise of a resistor, consider a resistance R whose
thermal noise gives rise to a noise voltage v,. To determine the power trans-
ferred to an external device consider the circuit shown in Figure 3.4. The power
dissipated in the load resistor Ry, is

2 2
UnL _ 22 vnRL

2Ry = RiRT (3.13)

R, "

Maximum power transfers when the load resistance equals the source resistance
R;, =R, so

2
2 Un
= . 3.14
UnL 4 ( )
Since the power transferred to Ry, is kT B,
2 2
vip U
oL — n _ kTR 3.15
5 = 1B ; (3.15)
02
P,=-=2 =4kTB . 3.16
and the spectral density of the noise power
dpP,
— =4kT . 3.17

3.4.2  Spectral density of shot noise

When an excess electron is injected into a device, it forms a current pulse of
duration t. In a thermionic diode t is the transit time from cathode to anode,
for example. In a forward-biased semiconductor diode ¢ is the recombination
time (see Appendix E). If these times are short with respect to the periods of
interest ¢ < 1/f, the current pulse can be represented by a delta pulse. The
Fourier transform of a delta pulse yields a “white” spectrum, i.e. the amplitude
distribution in frequency is uniform

diy pi
— " — e . 1
i e (3.18)
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Within an infinitesimally narrow frequency band each individual spectral com-
ponent is a pure sinusoid, so its rms value

o _din 2 g
zn:W—ﬁ—\/i. (3.19)

If N electrons are emitted at the same average rate, but at different times, they
will have the same spectral distribution, but the coefficients will differ in phase.
For example, for two currents ¢, and ¢, with a relative phase ¢ the total rms
current is given by

(i%) = (ip +iq€"?) (ip +ige” %) = i2 +i2 + 2ipigcosp . (3.20)
For a random phase the third term averages to zero and

(i*)y =2 + i (3.21)

q

so if N electrons are randomly emitted per unit time, the individual spectral
components simply add in quadrature

i2 =2Ne? . (3.22)
The average current I = Ne, so the spectral noise density

di?
2 = de" = %I . (3.23)
This result can also be obtained by applying Carson’s theorem (van der Ziel
1986). If a single pulse has the amplitude A(t) and its Fourier transform

oo

P(f) = / A(t) exp(—iwt)dt , (3.24)

— 00

then a random sequence of pulses occurring at a rate r has the spectral power
distribution

S(f) =2r|P(HI . (3.25)

Shot noise can be considered as a sequence of delta pulses, which have a white
frequency spectrum, so the pulse sequence also has a white spectrum. Since the
rate r = I /e and the integral P(f) = e, the spectral density of shot noise

i? = 2el , (3.26)

as derived above in a less general manner. This derivation also demonstrates
that a direct current formed by a random sequence of individual pulses retains
the spectral distribution of the individual pulses. In other words, the spectral
distribution of a DC signal carries information of the signal’s origin.
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F1G. 3.5. Traps with three time constants of 0.01, 0.1 and 1 s yield a 1/f distribution
over two decades in frequency, although individual traps introduce a 1/f2 spectrum.
A line with a pure 1/f dependence is shown for comparison.

3.4.3  Spectral density of low-frequency noise

Assume a conductor where charge carriers get trapped and subsequently released.
This corresponds to a change in conductance AG. These events occur indepen-
dently in time in a random sequence. Because characteristic times are involved,
the shot noise spectrum deviates from white noise in certain frequency ranges.
First, let’s consider that all traps have the same lifetime 7. Since this is a form
of shot noise, it depends on the magnitude of the current /. The magnitude of
the excess noise also depends on the conductance G and the number N of traps
in the sample. The spectral density

2
ivp =4NI? <%> —.

14+ (wr)?
At frequencies well below w = 27 f = 1/7 the spectrum is white and at high
frequencies well above the corner frequency the spectral density falls off with
1/f2 Tt is not apparent how this can yield a 1/f distribution.

However, it is rare that only a single time constant is involved. With just a
few time constants spread over a decade or two, the envelope of the composite
spectral density has a 1/f distribution over the corresponding frequency range.
This is shown in Figure 3.5, where only three time constants distributed over two
decades in time yield a nearly ideal 1/f response over two decades in frequency.
By extension, an infinite number of time constants uniformly distributed yields
a 1/f spectrum over the full frequency range. Figure 3.5 also illustrates why in
practice 1/f spectra do not extend down to zero frequency. Another unrealistic
assumption is that all traps occur at the same concentration. Clearly, reality

(3.27)
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doesn’t always follow this pattern, so low frequency noise spectra commonly
show various regimes with dP,/df = 1/f“, where « is typically in the range
of 0.5 — 2. Also bear in mind that this is the power density, so when measuring
voltage or current, the magnitude of 1/ f noise increases ten-fold over two decades
in frequency.

3.5 “Noiseless” resistances
3.5.1 Dynamic resistances

In many instances a resistance is formed by the slope of a device’s current-voltage
characteristic, rather than by a static ensemble of electrons agitated by thermal
energy. A common example is a forward-biased semiconductor diode. The diode
current vs. voltage (Appendix E)

I =TIy(eV/*T —1) . (3.28)
The differential resistance iV T
T T el (3.29)

so at a given current the diode presents a resistance, e.g. 26 at I = 1mA and
T =300K.

Note that two diodes can have different charge carrier concentrations, but
will still exhibit the same dynamic resistance at a given current, so the dynamic
resistance is not uniquely determined by the number of carriers, as in a resistor.
There is no thermal noise associated with this “dynamic” resistance, although
the current flow carries shot noise.

3.5.2 Active resistances

In the previous chapter it was shown that the input of an amplifier with capaci-
tive feedback can appear resistive. The input resistance is the result of amplifier
gain, phase shift, and a feedback capacitor. The feedback capacitor is noiseless
for all practical purposes, since we can ignore vacuum fluctuations. If the am-
plifier is noiseless (impossible in reality, but useful as a “thought experiment”),
then the input will appear as a noiseless resistance. In practice, the amplifier
noise determines the equivalent noise of the input resistance R;, but this can be
much smaller than 4kTR;, so it is equivalent to a “cooled” resistance (Radeka
1974). This technique can provide terminations for transmission lines without
incurring the full thermal noise.

3.5.3  Radiation resistance of an antenna

Consider a receiving antenna with the normalized power pattern P, (6, ¢) point-
ing at a brightness distribution B(6, ¢) in the sky. The power per unit bandwidth
received by the antenna

P A,

= / / B(8, 6)P, (8, 6)d2 (3.30)
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where A, is the effective aperture, i.e. the “capture area” of the antenna. For a
given field strength E, the captured power P o« EA. (Kraus 1986).

If the brightness distribution is from a black-body radiator and we’re mea-
suring in the Rayleigh-Jeans regime,

B(0,0) = 55 (3.:31)
and the power received by the antenna
dP kT

Q4 is the beam solid angle of the antenna (measured in rad?), i.e. the angle
through which all the power would flow if the antenna pattern were uniform
over its beamwidth. Since A.Q4 = A\? (see antenna textbooks, for example Kraus
1988), the received power
dP
df
The received power is independent of the radiation resistance, as would be ex-
pected for thermal noise. However, it is not determined by the temperature of the
antenna, but by the temperature of the sky the antenna pattern is subtending.
For example, in a region dominated by the cosmic microwave background,
the measured power corresponds to a resistor at a temperature of ~ 3 K, though
the antenna may be at 300 K. For a more detailed discussion see Kraus (1986).

kT . (3.33)

3.6 Correlated noise

Generally, noise power is additive:
Pn,tot:Pnl +Pn1+ (334)

However, in a coherent system (i.e. a system that preserves phase), the power
often results from the sum of voltages or currents, which is sensitive to relative
phase.

For two correlated noise sources N1 and N5 the total noise

N? = N2 + N2 +2CN,N, , 3.35
1 2

where the correlation coefficient C' can range from —1 (anticorrelated, i.e. iden-
tical, but 180° out of phase) to +1 (fully correlated). For uncorrelated noise
components C' = 0 and then individual current or voltage noise contributions
add in quadrature,

Un,tot = U%i . (336)
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3.7 Signal equivalent noise measures

The preceding discussion has expressed noise in terms of power and voltage or
current. Rather than specifying the noise in absolute terms, it is often more
useful to express it in terms of the quantity to be measured. The noise level is
then specified as the signal level for which the signal-to-noise ratio is one.

3.7.1 Noise equivalent power

For example, in a system that measures power, one can express the noise in
terms of noise equivalent power (NEP), which is equal to the signal input power
for which the signal-to-noise ratio is one. This measure is commonly used in
infrared and mm-wave measurements. If the signal-to-noise ratio S/N is known
for a given input power Pj;gnq1, the noise equivalent power

NEP = 1(3 S/gj’\‘[)l (3.37)

or, if the noise current and the responsivity (signal current per unit signal power)
are known,

Noise Current [A / \/E}

NEP = .
Current Responsivity [A/W]

(3.38)

3.7.2  FEquivalent noise charge

Similarly, detector readout systems that measure signal charge can be character-
ized in terms of equivalent noise charge (ENC), i.e. the signal charge that yields
a signal-to-noise ratio of one. If absorbed energy yields a signal charge Qs and
a signal-to-noise ratio S/N, the equivalent noise charge

Qs

(3.39)

ENC is commonly expressed in fC or units of the electronic charge e = 1.602 -
10719¢C.

For a given detector material, the signal charge can be translated into ab-
sorbed energy, so the noise can be expressed in terms of energy, i.e. eV or keV.
For an ionization energy ¢;

AE, =¢; - ENC . (3.40)

Equivalent noise charge is the most convenient measure of system noise when
designing semiconductor detector systems. However, in analyzing the individual
noise contributions, the basic noise parameters — voltage and current — are more
useful. The combination of individual voltage and current noise contributions
together with the system bandwidth yields the ENC, so it is a derived, rather
than a primary quantity.
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F1c. 3.6. In cascaded amplifiers the equivalent input noise of the first amplifier am-
plified by the first stage’s gain can override the noise of the second stage.

3.8 Noise in Amplifiers

Consider a chain of two amplifiers (or amplifying devices), with gains A; and
As, and input noise levels N1 and N, as shown in Figure 3.6. When a signal S
is applied to the first amplifier, the input signal-to-noise ratio is S/Nj. At the
output of the first amplifier the signal is A;.S and the noise A V.

Both the signal and the noise are amplified by the second amplifier, but in
addition the second amplifier contributes its noise, so the signal-to-noise ratio at
the output of the second amplifier
( S ) 2 (SA,A,)? 52

(

N1A1Ag)® 4 (N2 A)® N\ 2
N2 4 (=2

(%)2 - (Nil)2 . ( 1N2 >2 (340

A1N1

N

The overall signal-to-noise ratio is reduced, but the noise contribution from the
second-stage can be negligible, provided the gain of the first stage is sufficiently
high. In a well-designed system the noise is dominated by the first gain stage.

3.8.1 Amplifier noise model

The noise properties of any amplifier can be described fully in terms of a voltage
noise source and a current noise source at the amplifier input, as shown in Figure
3.7. Typical magnitudes are nV/v/Hz and fA to pA/v/Hz. Rather than specifying
the total noise over the full bandwidth, the magnitude of each noise source

en

F1a. 3.7. An amplifier’s noise characteristics are fully specified by equivalent input
noise voltage and current generators.
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F1c. 3.8. The amplifier’s noise equivalent circuit including a resistive signal source.

is characterized by its spectral density. This is convenient because the effects
of frequency-dependent impedances in the input circuit and of the amplifier
bandwidth can be assessed separately.

The noise sources do not have to physically present at the input. Noise
also originates within the amplifier. Assume that at the output the combined
contribution of all internal noise sources has the spectral density e,,. If the
amplifier has a voltage gain A,, this is equivalent to a voltage noise source at
the input e, = e0/A, .

Next we assess the interaction of the amplifier noise sources with a signal
source, shown in Figure 3.8. A sensor with resistance Rg is connected to an
amplifier with voltage gain A,. First assume an infinite input resistance R; = oo,
so no current flows into the amplifier.

The spectral noise densities e,, and i, can be treated as voltages or currents
at a discrete frequency. Thus, the input noise current i,, flows through the source
resistance Rg to yield a noise voltage i, Rg, which adds to the thermal noise of
the source resistance and the input noise voltage of the amplifier. All terms add
in quadrature, since they are not correlated. The total noise voltage at the input
of the amplifier

2, = 4kTRs + €2 + (inRs) (3.42)

and at the output of the amplifier
€2 = (Ayeni)? = A2 [4kTRS e+ (z’nRS)Q] . (3.43)

The signal-to-noise ratio at the amplifier output

2 2,2
<§> - Ayvs (3.44)
N A2 [4kTRs +e2 + (z’nRS)Q]

is independent of the amplifier gain and equal to the input S/N, as both the
input noise and the signal are amplified by the same amount.

In the preceding example the amplifier had an infinite input resistance, so no
current flowed into the amplifier. Is the signal-to-noise ratio affected by a finite
input resistance? The signal at the input of the amplifier

R;

Vs = Usm . (345)
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The noise voltage at the input of the amplifier

R; 2 RiRs \*
= (4kTR ) [ =—— 2 == 3.46
( s+en)(Ri+RS) +zn(Ri+RS) L 3a6)

where the bracket in the i2 term is the parallel combination of R; and Rg. The
signal-to-noise ratio at the output of the amplifier

2 R; ’
2 202, Vs
N A2 2 = R, 2 R.R 2
v€ni AKTR 9 7 .o 1 41S
( S+€n) (Ri+R5> tin (Ri+R5>
SY'_ vs (3.47)
N (4kTRs +€2) —i—i%R% '

is the same as for an infinite input resistance. This result also holds for a complex
input impedance, i.e. a combination of resistive and capacitive or inductive com-
ponents. Since S/N is independent of amplifier input impedance, we can perform
valid noise analyses using “idealized” amplifiers with infinite input impedance.

As noted above, noise sources can be correlated. In the above example, if the
input noise voltage and current are correlated, the input noise voltage

e, = 4kTRs + €2 +i2 + 2CepinRs . (3.48)

The total noise at the output is obtained by integrating over the spectral noise
power P, (f) o €2,(f). The frequency distribution of the noise is determined both
by the spectral distribution of the input noise voltage and current and by the
frequency response of the amplifier:

o0 o0
’n.l

2= [ -

0

£ 1A df . (3.49)

The amplifier gain factor is shown as magnitude squared, as in general the am-
plifier has a frequency-dependent gain and phase, so it is a complex number.

For noise whose spectral density is constant over the amplifier bandwidth,
the total noise voltage (or current) increases with the square root of bandwidth.
For 1/f noise, however,

fu
,UQ Af fu
- —f/ 7 df = Aylog — 7 (3.50)

so the total noise depends only on the ratio of the upper to lower cutoff frequen-
cies. For a decade span f, = 10f; the total noise vZ = 2.3A;. This is a useful
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relationship because 1/f noise is often specified as the total noise over one or
two decades of bandwidth.

Amplifiers commonly exhibit “1/f” noise at low frequencies and white noise
at high frequencies. The “corner frequency” is the frequency where the 1/ f noise
equals the white noise, so the 1/f noise is 1/v/2 of the total noise. At f =
f/100 the 1/f noise voltage is 10 times larger. The corner frequency alone is
not sufficient to specify 1/f noise as it depends on the magnitude of the white
noise. For the same 1/ f noise, a higher white noise level will yield a lower corner
frequency.

3.8.2  Noise bandwidth vs. signal bandwidth

Consider an amplifier with the frequency response A(f). This can be rewritten
A(f) = AoG(f) (3.51)

where Ay is the maximum gain and G(f) describes the frequency response. For
example, in the simple amplifier described in Chapter 2 the gain

-1
1 1
Ay =gm | =— +iwC, =gmRr———— 3.52
g (RL T ) Im T OR, C, (3:52)
and using the above convention
1
Ao =gmRr and G(f) = (3.53)

1+i(2nfR.C,)

If a “white” noise source with spectral density e,; is present at the input, the
total noise voltage at the output is

o0 oo

tno= | [ AGUIEG = caito, | [ GO = coihoV/BT - (350

0 0

Afy is the “noise bandwidth”.

Note that, in general, the noise bandwidth and the signal bandwidth are not
the same. If the upper cutoff frequency is determined by a single RC' time con-
stant, as in the “simple amplifier” discussed in Chapter 2, the signal bandwidth

Afs = fu= —%; = (3.55)

and the noise bandwidth

fu . (3.56)
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Fic. 3.9. Equivalent circuit for determining the total noise with a resistive signal
source.

3.9 Amplifier noise matching
3.9.1 Resistive sources

The concept of noise matching is often misapplied in detector systems, so a
discussion is appropriate to clarify where matching applies and where not. First
consider a resistive source, as shown in Figure 3.9. The resistance of the signal
source contributes thermal noise, but also determines the contribution of the
amplifier’s current noise contribution

€2, = 4kTRs + €2 + (i, Rs)” . (3.57)

Consider the total noise power in the input circuit. The source resistance con-
tributes 4kTAf, and the power due to the amplifier’s input noise voltage and
current depends on the source resistance,

2
P, = <4kT + iy iiRS) Af, . (3.58)
Rs

The total power attains a minimum for

e
Rs =" . (3.59)
in
A common measure of amplifier noise is the “noise factor” F', which is the
ratio of the total noise to the thermal noise of the sensor.

e, €2 + (inRs)? 1 [
F=—2 —14-2 0 =14+ — (-2 +i2Rs) . 3.60
WTRs T 4kTRg t T (RS i S) (3.60)

For a noiseless amplifier F' = 1. In a matched system with a resistive source

enin

2T -

Fopt =1+ (361)

The noise factor is frequently expressed in dB as the “noise figure” NF =
10log, F'.
This principle of “noise matching” must be applied with caution.
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F1c. 3.10. Noise matching with a transformer.

1. Power is not always the relevant measure. Sometimes the noise voltage is
most important. Minimum noise voltage e,; always obtains with Rg =0 .
2. Merely increasing the source resistance will increase the total input noise
without improving the signal-to-noise ratio. The advantage of noise match-
ing only obtains when both the signal and the effective source resistance
are modified simultaneously, for example by a transformer.
3.9.2  Noise matching with a transformer

The sensor is coupled to the amplifier through a transformer with the turns ratio
N = Ng/Np, as shown in Figure 3.10. Assume unity coupling in the transformer.
Then the sensor voltage appearing at the secondary

vss — NUS . (362)
The thermal noise of the sensor at the secondary
e2gs = N?4kTRs . (3.63)

Because the transformer also converts impedances, the source resistance appears
at the secondary as
Rss = N?Rg . (3.64)

Thus, as the signal voltage is increased, so is the noise contribution due to the
input noise current

€2, = AkTRgN? + €2 + REN*2 . (3.65)

The signal-to-noise ratio

S\° - vgN? _ v§ (3.66)
N) T AKTRsN?+ ¢} + REN'2 — 4TRs+ % + N2R22

which attains a maximum for
e
RsN? =2 . (3.67)
Un
Minimum noise obtains when the transformer secondary presents the optimum
source resistance to the amplifier.
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3.10 Capacitive sources

The noise measures and derivations applied above do not apply to capacitive
sources, because

1. The capacitance is not a noise source, so matching the amplifier noise to
the sensor noise is meaningless.

2. The noise power in the input circuit is zero, as the current and voltage in
any reactance (capacitance or inductance) are 90° out of phase.

Capacitive sources have a different matching criterion, which depends on the
frequency range used in the measurement, i.e. the shaping time. This will be
developed in the next chapter. There are also optimization criteria for various
types of amplifying devices, which will be described in Chapter 6. Transformers
can be useful in system with capacitive sources, but they are bulky, so they are
not well-matched to microelectronics, and they must be designed carefully to
maintain signal integrity and minimize additional noise.

3.10.1 Noise vs. capacitance in a charge-sensitive amplifier

In a voltage-sensitive amplifier with negligible input noise current the noise volt-
age at the output is essentially independent of detector capacitance Cy, i.e. the
equivalent input noise voltage vy,; = €novV/Afrn/A,. Since for a given input charge
Qs the input voltage vs = Q/C, the input signal decreases with increasing total
input capacitance C (the sum of detector and amplifier input capacitance), so
the signal-to-noise ratio depends on detector capacitance.

In a charge-sensitive amplifier, the signal at the amplifier output is inde-
pendent of detector capacitance (if C; > Cy). In this case the mechanism that
determines noise vs. sensor capacitance is quite different. Noise appearing at the
output of the amplifier is fed back to the input with opposite phase, decreasing
the output noise from the open-loop value e,, = e,;A,. The magnitude of the
fedback signal depends on the shunt impedance at the input, i.e. the sensor ca-
pacitance. Thus, the signal-to-noise ratio at the amplifier output depends on the
amount of feedback, which changes with detector capacitance.

Note, that although specified as an input noise, the dominant noise sources
are typically internal to the amplifier. Only in a fedback configuration is some of
this noise actually present at the input. In other words, the primary noise signal
is not a physical charge (or voltage) at the amplifier input, to which the loop
responds in the same manner as to a detector signal.

To analyze the noise consider Figure 3.11. Start with an output noise voltage
€no, which is fed back to the input through the capacitive voltage divider C'y — Cy.
The voltage divider formed by the feedback capacitor and the sensor capacitance
sets the condition

ch + X¢, (1/wa) + (1/de) —ens (

e =e =e
no nf nf 1/WCd

Cd)
1+ %) . (368

Cy
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F1G. 3.11. Circuit for the noise analysis of a charge-sensitive amplifier. The convention

for setting the phase of e, is shown at the right.

Next we establish the relationship between e,y and the equivalent input noise
of the amplifier e,,. Inspection of Figure 3.11 shows that ey, e, and e,; form a
loop. Since the sum of the potentials in a loop must be zero,

enf+en—€ni=0. (3.69)

The noise voltages all have the same origin, so they are fully correlated and
add algebraically. The phase of e, has been set to conform to the general gain
relationship for the amplifier without feedback e,, = Aye,, as shown in the
second panel of Figure 3.11. In this case A, = —A, which regardless of feedback
equals sets the ratio e,,/e,;. Introducing this relationship and eqn 3.68 into eqn

3.69 yields
1

If the open loop gain of the amplifier is sufficiently large such that A > 1
and ACy; > (4, the noise voltage at the amplifier input becomes negligible
enil < len] and ens| = leal.

To calculate the equivalent input noise charge, assume that the charge-sensitive
amplifier feeds a pulse shaper that provides a signal gain of unity and whose noise
bandwidth Af, yields an equivalent noise charge @,;. Using the charge sensi-
tivity eqn 2.101 derived in Chapter 2

eno
ni = Fs—— = Fsen,
Q Sag s€noCy

where the factor Fg = Ay gv/Af, combines the noise bandwidth and gain that
characterize the pulse shaper. This will be discussed quantitatively in the next
chapter. Thus, the signal-to-noise ratio

Q 1 Q  _11Q,

Qui  Fsenf(Ca+Cp)  FsCyep (Ca>Cp) - (8.72)
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This is the same result as for a voltage-sensitive amplifier, but here the signal
is constant and the noise grows with increasing Cq. However, note that the ad-
ditional feedback capacitor adds to the detector capacitance in determining the
noise.

Since the amplifier inverts, e, is 180° out of phase with e, and so is eyf.
Thus, the net noise voltage at the amplifier input e,; = e, — |vp | is diminished
with respect to the open loop condition shown in the second panel of Figure 3.11,
as necessary for negative feedback. As a consequence, the noise at the amplifier
output will increase with detector capacitance, as this reduces the fedback voltage
Enf-
Equation 3.70 also shows that the requirement ACy > Cy is important for
low noise as well as for signal acquisition, as derived in Chapter 2. Note that
the frequencies of interest usually lie well above the open loop corner frequency
of the amplifier, so A is much smaller than the DC gain, which is what is often
quoted. The frequency dependence A(f) must always be taken into account.

As was also shown in Chapter 2, the pulse rise time at the amplifier output
also increases with total capacitive input load, because of reduced feedback. In
contrast, the rise time of a voltage sensitive amplifier is not affected by the input
capacitance, although the equivalent noise charge increases with Cy just as for
the charge-sensitive amplifier.

This discussion illustrates a general feature. The optimum S/N is indepen-
dent of whether the voltage, current, or charge signal is sensed. Furthermore,
under optimum conditions S/N is not affected by feedback. The more rigorous
statement is that S/N cannot be improved by feedback. The feedback circuit
components can introduce additional noise. Note in eqn 3.71 that the feedback
capacitor adds to the effective capacitive load at the input and hence increases
the equivalent noise charge. However, this contribution can be negligible, since
a design goal is C'y < Cy. Resistive components in the feedback circuit will add
thermal noise. A common noise source is a resistor in parallel to the feedback
capacitor to provide a discharge path.

3.10.2 S/N ws. input time constant

The preceding analysis implies that the signal-to-noise ratio could increase ar-
bitrarily by reducing the detector capacitance. The following analysis shows the
limits. We make use of the fact that the signal-to-noise ratio is the same in any
amplifier configuration and analyze the voltage signal developed at the amplifier
input in Figure 3.12.

In the analysis the signal current i,(t) and the detector capacitance Cy are
kept constant, but the input resistance of the amplifier is changed while keeping
its noise parameters constant. The total input noise voltage is constant, so the
signal-to-noise ratio depends only on the magnitude of the voltage signal v (t).

The pulse shape and the peak voltage registered by the amplifier depend
on the input time constant R;Cy. For a rectangular detector current pulse of
duration T and peak magnitude I, the input current to the amplifier
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Fi1a. 3.12. Circuit to analyze the signal-to-noise ratio vs. input time constant R;Cy.

0<t<T:  ig(t) =1, (1 - e_t/RC)
T<t<oo: iyt =I (eT/RC - 1) e t/RC (3.73)

The time dependence of the current flowing into the amplifier is shown in Figure
3.13 for input time constants ranging from 0.017 to 1037". At short time constants
R;Cyq < T the amplifier pulse approximately follows the detector current pulse.
As the input time constant R;Cy increases, the amplifier signal becomes longer
and the peak amplitude decreases, although the integral, i.e. the signal charge,
remains the same.

At long time constants the detector signal current is integrated on the detec-
tor capacitance and the resulting voltage sensed by the amplifier

Qs _ Jisdt

Ym="="¢

(3.74)

Then the peak amplifier signal is inversely proportional to the total capacitance
at the input, i.e. the sum of the sensor capacitance, the input capacitance of the
amplifier, and any stray capacitances present at the input.

Figure 3.14 shows the peak signal vs. input time constant, which depends
directly on input capacitance. At small time constants the amplifier signal ap-
proximates the detector current pulse and is independent of capacitance. At
large input time constants (RC/T > 5) the maximum signal falls linearly with
capacitance.

In practically all situations it is valid to assume that the signal-to-noise ratio
increases linearly with decreasing capacitance. However, one must exercise cau-
tion when extrapolating to very small capacitances. If S/N = 1 at R;Cy/T = 100,
decreasing the capacitance to 1/10 of its original value (R;Cq/T = 10), increases
S/N to 10. However, if initially R;Cy/T = 1, the same 10-fold reduction in ca-
pacitance (to R;Cy/T = 0.1) only yields S/N = 1.6, reflecting the transition
from voltage to current mode operation.
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F1c. 3.13. Pulse amplitudes vs. time for input time constants RC ranging from 0.017
to 10*T, where T is the duration of the detector current pulse.

3.11 Complex sensors

Up to now the sensor was modeled as a simple capacitance. This is valid for
simple “pad” sensors, but not for all configurations. One example that requires
a more complex model is a strip detector. Figure 3.15 shows the detector model
for noise simulations. Noise is evaluated in the center channel and includes the
strip impedance and noise coupled from the neighbor amplifiers.

Individual strip electrodes are modeled as distributed RLC' elements, where
the R, L, and C' are the strip electrode’s resistance, inductance, and capaci-
tance per unit length. The capacitance includes the strip-to-strip and strip-to-
backplane capacitances Css and Cp. In most applications the inductive reac-
tance is sufficiently small that the strip can be treated as purely resistive. The
strip resistance is determined by the thickness and width of the metallization.
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Fi1a. 3.14. Maximum signal vs. input time constant, plotted on linear and logarithmic
scales.

The material is commonly a sputtered Al-Si alloy with a typical resistivity of
4-10%Qcm. Film thicknesses of 0.5 — 1 um are typical with a practical upper
limit of about 2 pm. A width of 10 yum and 1 gm thickness give a strip resistance
of 409 /cm.

A signal current is injected at the desired position of the center electrode.
Rather then using a simple rectangular pulse, realistic pulse shapes as shown
in the previous chapter are used. Multiple amplifiers are included to assess the
effect of amplifier input impedance and time response, but also to include the
injection of noise from the neighbor amplifiers. This model can be included in
a full SPICE simulation together with the full amplifier circuit to assess the
equivalent noise charge. Each strip acts as a low-pass filter, so the thermal noise

F1a. 3.15. Equivalent circuit of a strip detector for noise simulations. The strip elec-
trodes are modeled as distributed RLC networks. The impedance Z is the strip
electrode’s inductance and resistance per unit length, Css the capacitance to the
neighbor strip, and C the strip’s capacitance to the backplane. In most applications
the strip inductance can be neglected, so Z=R.
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F1a. 3.16. Cross coupling of amplifier noise through a common capacitance. The
circuit represents two amplifiers connected to opposite electrodes of a simple par-
allel-plate detector, for example.

of the strip resistance is attenuated at high frequencies. The cutoff frequency
of the low-pass filter f, = (27 RstripCistrip) ', where Rgtrip and Cyiprip are the
total strip resistance and capacitance. At low frequencies the strip resistance
contributes ei r = 4ktRgip to the input noise voltage. At frequencies beyond
fu the noise is attenuated, but the rise time of the signal pulse also increases. A
second contribution is the noise coupled through the strip-to-strip capacitance
from the neighbor amplifiers.

3.11.1  Cross-coupled noise

The mechanism for cross-coupling of amplifier is illustrated in Figure 3.16. To
assess the contribution of amplifier 1 to amplifier 2, we first assume that amplifier
2 is noiseless and that the noise voltage vy, is present at the output of amplifier
1. This causes a current i,; to flow through Cy; and the detector capacitance Cy
into the input of amplifier 2. Note that for a signal originating at the output of
amplifier 1, the impedance Z;; is high (infinite for an idealized amplifier), so all
of i,1 flows through Cy and then into the input of amplifier 2. For this current
the input of amplifier 2 does present a low impedance, so its magnitude

. Unol
K T
wOfl + de

(3.75)

Since the output voltage of amplifier 2 is the product of the input current and
feedback impedance,

inl o Unol 1 o Unol
wCpp 1L 1 wCpp Cpp Cpa
wCr1  wCy Cri Cq

Unol12 =

(3.76)

If the two amplifiers are the same, C'y; = Cy2 . Furthermore, Cy < Cy, so the
additional noise at the output of amplifier 2 due to amplifier 1 is v012 = Upot,
which adds in quadrature to v,02. Since both amplifiers are the same, v,01 = Vno2
and the noise increases by a factor v/2.
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F1a. 3.17. Noise cross-coupling in a strip detector.

In a strip detector the cross-coupling capacitance is the strip-to-strip capaci-
tance Css and the current originating in the center amplifier is split between the
two neighbors and the backplane capacitance, as shown in Figure 3.17. Thus,
the current injected from the center amplifier

. vno
in=— - , (3.77)

wC; w0 (2C,, 1 Cy)

which divides into the two currents to the neighbors

. ) in 1
Inl = tn2 = 5 (1 — m) . (378)

Thus, the additional noise voltage at the outputs of the two neighbor amplifiers

Z.nl o 'Uﬁ 2055 + Ob ( Css > ~ 'Uﬁ 1
WOy 2 20, +C,+C; \20, +Css )~ 2 1+20,/Css
(3.79)
since Cy < 2Cs 4+ Cjp. Since each channel receives noise from its two adja-
cent neighbors, this contribution must be counted twice. If we neglect the back-
plane capacitance, vno1 = Uno2 = Uno/2 and the noise increases by a factor
V14 0.5240.52 = 1.22. For a backplane capacitance C, = Cj,/10, which is
typical, the noise degrades by 16%. If the input impedances of the neighbor
amplifiers Z;; and Z;o are sufficiently low, coupling to the next neighbors is
negligible, so only the nearest neighbors contribute. Again, this underscores the
importance of a low input impedance in optimizing noise.

Unol = Uno2 =
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F1a. 3.18. Readout of the backside electrode of a strip or pixel detector provides a
measurement of the total signal, regardless of the position.

3.11.2 Backside readout

Another situation where noise cross-coupling is important is the backside readout
of a strip or pixel detector to provide a signal when any strip or pixel is struck.
This is illustrated in Figure 3.18. The backside amplifier is in the signal path
for all of the strip or pixel amplifiers, so its input impedance must be low to
reduce signal cross-coupling to acceptable levels. The capacitance presented to
the backside amplifier is Cy. To assess the cross-coupling of noise the model in
Figure 3.16 can be applied, except that the coupling capacitance becomes Cy/n,
where n is the number of strips or pixels. The additional noise injected into a
single electrode

Z'nl _ Unol 1 _ Unol
wCfa 1 L wCp Cf2+n%.

wal de O—jl Cd

(3.80)

Unol12 =

Since the backside amplifier sees a larger capacitance than the strip or pixel
amplifiers, its noise will be larger. Assume that both sides use the same pulse
shaping, so we can ignore the factor Fg introduced in Section 3.10.1, as it will
drop out. Then the backside amplifier’s equivalent noise charge is Q5,1 = C'f10p01
and the noise charge in the strip or pixel channel

Unol in
Qn2 = Cf2 - Vnor2 = 1 N n i Ch - (3.81)
Cyi o Cy Cq

Thus, C'f1 must be sufficiently large to reduce v,02 such that the contribution
from the backside amplifier is minor compared to the noise @2 in the strip or
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pixel channels. Since @,,; will tend to be larger than @,2 because of the larger
capacitance, this drives feedback capacitor C'y; to larger values than usual.

Backside readout is often used to derive a timing signal. Since the pixel or
strip amplifiers are in the current return path of the backside amplifier, their
response time affects the backside signal. This places a constraint on their input
time constants, which will tend to be more rigorous than for charge measurements
alone.

3.12 Quantum noise limits in amplifiers

What is the lower limit to electronic noise? Can it be eliminated altogether,
for example by using superconductors to eliminate thermal noise and avoiding
devices that carry shot noise? The starting point is the uncertainty relationship

ABAL> D

>3- (3.82)

Consider a narrow frequency band at frequency w. The energy uncertainty can
be given in terms of the uncertainty in the number of signal quanta

AE = hwAN (3.83)

and the time uncertainty in terms of phase

At= 2% (3.84)
w
so that )
ApAN > 5 . (3.85)

We assume that the distributions in number and phase are Gaussian, so that the
equal sign applies.
Next, assume a noiseless amplifier with gain G, so that N; quanta at the
input yield
No =GN, (3.86)

quanta at the output. Then the output must also obey the relationship
1
However, since ANs; = GAN; and since the output is shifted by a constant phase

with respect to the input, Aps = Apq,

1
AngANl = % 5 (388)

which is smaller than allowed by the uncertainty principle.
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This contradiction can only be avoided by assuming that the amplifier intro-
duces noise per unit bandwidth of

dPpo

2= (G~ Dhw , (3.89)

which, referred to the input, is

AP, 1
- _( G) hw . (3.90)

If the noise from the following gain stages is to be small, the gain of the first
stage must be large, and then the minimum noise of the amplifier is (Haus and
Mullen 1962)
dP,;
dw

The quantum-limited spectral noise density is proportional to frequency. At the
frequencies in the MHz range characteristic of semiconductor detector systems,
the quantum noise limit is much below typical noise levels. However, at frequen-
cies > 10 GHz this is no longer the case.

This minimum noise limit applies only to phase-coherent systems. In systems
where the phase information is lost, e.g. bolometers, this limit does not apply. At
100 GHz bolometers exhibit noise levels well below the amplifier quantum noise
limit. For a detailed discussion see Caves (1982).

= fw . (3.91)
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4
SIGNAL PROCESSING

The raw detector signal must be processed to perform amplitude or time mea-
surements. As optimizing either the amplitude or time resolution affects the pulse
shape, signal processing is also called pulse shaping. Pulse shaping determines
both the total noise and the peak signal amplitude at the output of the shaper.
The analysis of pulse shapers involves three steps:

1. Evaluate the total noise at the shaper output.
2. Determine the pulse amplitude for a known input charge.

3. From the signal-to-noise ratio extrapolate to the input charge that yields
a signal-to-noise ratio of unity. This is the equivalent noise charge.

4.1 Simple pulse shapers

A simple pulse shaper is shown in Figure 4.1. A high-pass filter sets the du-
ration of the pulse by introducing a decay time constant 74. Next a low-pass
filter increases the rise time to limit the noise bandwidth. The high-pass is often
referred to as a “differentiator”, since for short pulses it forms the derivative.
Correspondingly, the low-pass is called an “integrator”. Since the high-pass filter
is implemented with a C'R section and the low-pass with an RC, this shaper is
referred to as a C' R-RC shaper. Although pulse shapers are often more sophisti-
cated and complicated, the CR-RC shaper contains the essential features of all
pulse shapers, a lower frequency bound and an upper frequency bound.

HIGH-PASS FILTER LOW-PASS FILTER
“DIFFERENTIATOR” “INTEGRATOR”
Tq T

I

Fia. 4.1. A simple pulse shaper using a C'R “differentiator” as a high-pass and an
RC' “integrator” as a low-pass filter.

134
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The overall frequency response is the product of the individual frequency
responses G(f) = Gint(f) - Gairs(f). Since in the Fourier transform a product
G1(f) - G2(f) in the frequency domain is expressed in the time domain as the

convolution
oo

g(t) = g1(t) * g2(t) = / g1(7)g2(t — T)dT | (4.1)
the output pulse shape of the CR-RC shaper is the convolution of the input
signal with the time responses of the individual stages

Vo(t) = Vi(t) * gint (t) * gairs(t) - (4.2)
The resulting pulse shape for a unit step input
_ Td —t/T, —t/n}
V,(t) = [ a_ , 43
(6=~ [ —e (4.3

where 7; and 7; are the differentiator and integrator time constants. With equal
time constants 74 = 7;

Vo (t) = (3) e T (4.4)

T

is a good representation. The output pulse assumes its maximum at the peaking
time Tp = 7. The noise performance of this simple shaper is only 36% worse
than the optimum filter. It is also simple to evaluate, so it is useful for estimates.

4.1.1  Effect of relative time constants

Changing the time constants of the CR and RC sections in Figure 4.1 changes
the noise bandwidth, so it will affect the noise level, but it also affects the sig-
nal amplitude. Figure 4.2 shows output pulse shapes for various combinations
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F1G. 4.2. Change in pulse amplitude vs. integrator time constant for a fixed differen-
tiator time of 100 ns (left) and wvs. differentiator time constant for a fixed integrator
time constant of 10 ns (right).
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of the CR and RC' time constants. Figure 4.3 shows the corresponding changes
in signal, noise and S/N. Although calculated for a specific set of detector and
noise parameters, these curves represent general trends. In the case of a fixed
differentiator time constant (left), when increasing the integrator time constant
from 10 to 100ns the noise decreases four-fold. However, this is partially com-
pensated by the two-fold reduction in signal, so that the signal-to-noise ratio
at 100ns improves only by a factor two. For a fixed integrator time constant
(right) the output noise level increases by 30% when the differentiator time con-
stant increases from 10 to 100ns, because reducing the lower cutoff frequency
increases the noise bandwidth. In this case, however, the output pulse amplitude
rises two-fold, so the signal-to-noise ratio still improves, despite the increase in
noise.

Note that the need to limit the pulse width incurs a significant reduction in
the output signal. Even at a relatively large differentiator time constant 75 =
100 ns = 107; the output signal is only 80% of the value for 74 = 0o, i.e. a system
with no low-frequency roll-off. For a given pulse duration, i.e. differentiation time,
the CR-RC shaper yields the optimum signal-to-noise ratio when the integrator
and differentiator time constants are equal 74 = 7; = 7. Then the peaking time,
where the output pulse attains its maximum value, Tp = 7.
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Fia. 4.3. Output noise (top), peak signal (middle), and equivalent noise charge (bot-
tom) vs. integrator time constant for a fixed differentiator time of 100 ns (left) and
vs. differentiator time constant for a fixed integrator time of 100 ns (right).
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F1G. 4.4. Pulse shape vs. number of integrators in a C R-nRC shaper. The integration
time constant is scaled with the number of integrators to maintain the peaking time,
Tint = sz‘ff/n-

After peaking the output of a simple C'R- RC shaper returns to baseline rather
slowly. The pulse can be made more symmetrical, allowing higher signal rates for
the same peaking time. Very sophisticated circuits have been developed to im-
prove this situation, but a conceptually simple way is to use multiple integrators.
The resulting pulse shape

Vi) = <3>net/f (15)

T

is illustrated in Figure 4.4. Here the time constant is scaled with the number of
integrators to maintain the peaking time (7 = 7,,—1/n). Note that the peaking
time is a key design parameter, as it dominates the noise bandwidth and must
also accommodate the sensor response time. A detailed summary of multi-pole
shapers and pulse shapes is given by Kowalski (1970).

Another consideration in the choice of time constants is the rise time of the
input pulse applied to the shaper. Figure 4.1 shows a step input with zero rise
time. This is convenient when characterizing the pulse shaper alone. In reality
the rise time is increased by the collection time of the detector and the limited
response time of the preamplifier. In many systems the input rise time is much
smaller than the shaping time, so the step input is an acceptable approxima-
tion. However, when using short peaking times as is common in high-luminosity
collider detectors, the sensor’s collection time may be a substantial fraction of
the shaper’s peaking time. Furthermore, in the interest of reducing power con-
sumption, the preamplifier bandwidth is often limited, so its rise time cannot
be neglected. Then the preamplifier becomes part of the pulse shaper and the
system must be analyzed as a whole.
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Fia. 4.5. Response of a CR-RC shaper with equal time constants to an input rise
time ¢,. All times are expressed in units of the rise time ¢,. The shaper peaking
times Tp range from 0.5 to 4t,.

Figure 4.5 shows the shaper output response to an input rise time ¢, for CR-
CR shapers with peaking times ranging from 0.5 to 4 times the rise time. The
CR and RC time constants are equal. For a step input with an instantaneous rise
the outputs would attain their peak amplitude of one at the nominal peaking
time. The finite rise time delays the time of maximum signal for all shapers.
This is most pronounced for the Tp = 0.5¢, shaper, which with a step input
peaks at ¢ = 0.5¢,., but with the detector signal peaks at t = 1.2¢,.. Furthermore,
its peak amplitude is 14% smaller than for a step input. Since the noise level is
independent of the input signal, this reduces the signal-to-noise ratio. The loss in
pulse height is called “ballistic deficit”. Although analytical techniques usually
assume step inputs, analysis of with realistic sensor pulses is straightforward
using numerical techniques. Note that when the detector collection time is the
dominant contributor to the input rise time, the peaking time of the output
signal is not a measure of shaper noise performance, as the noise bandwidth is
determined by the shaper’s time constants, which are expressed in terms of the
peaking time Tp with a step input.

4.2 Evaluation of equivalent noise charge

Analyzing the noise of a system comprises three techniques. One can utilize any
one of these techniques alone, but fully understanding a “real” system requires
all three. First is experiment — ultimately this describes how the system actually
performs. Frequently, this is the only technique that physicists and circuit design-
ers use. Second is numerical simulation. This is what integrated circuit designers
do. When properly done, numerical simulations include all of the “non-ideal”
contributions to system performance. They show how the system should behave
and the comparison of simulations with measurements may indicate the need for
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troubleshooting. Finally, the third technique is analytical simulation. Unlike the
first two techniques, this provides an understanding of how individual compo-
nents contribute and points the way for optimizations to be verified by numerical
simulations and measurements.

4.2.1 FExperiment

Inject an input signal with known charge using a pulse generator set to ap-
proximate the shape of the detector signal (to include possible ballistic deficit).
Measure the pulse height spectrum using a multichannel pulse height analyzer.
The peak centroid yields the signal magnitude and the peak width yields the
noise (FWHM = 2.35Q),, rms)

If pulse-height digitization is not practical, one can measure total noise at
the output of the pulse shaper using an rms voltmeter, a spectrum analyzer, or
an oscilloscope. All of these techniques require some attention to proper instru-
mentation and measurement techniques.

1. Measure the noise level.

(a) Voltmeter: The voltmeter must have adequate sensitivity and a suffi-
ciently large bandwidth to include the full noise spectrum. Most high-
frequency voltmeters measure peak amplitude, although the scale
reads rms The rms reading is only correct for sinusoidal signals, where
the peak-to-rms ratio is known. For a Gaussian distribution the peak
reading depends on the averaging time, which is not always known.
Since measuring the total noise of a spectral distribution requires in-
tegrating over the noise power, the correct instrument is a “true rms”
voltmeter, which uses thermal sensors or electronically squares the
input signal and displays the square root. Many true rms voltmeters
are designed for low-frequency applications, so it is important to ver-
ify that the bandwidth is adequate; preferably the rated bandwidth
extends well beyond the upper frequency cutoff of the system. It also
doesn’t hurt to read the operation manual. This is a broadband mea-
surement, so it is prone to extraneous signals. Pulse shapers are often
sensitive to frequencies commonly used for radio and television trans-
mitters or industrial RF generators. Contamination by these signals
will increase the measured value (see Chapter 9).

(b) Spectrum analyzer: A spectrum analyzer shows the distribution of
the noise vs. frequency and is a powerful diagnostic tool. Signals from
radio or TV stations and RF generators appear as discrete peaks
in the spectrum and can be eliminated from the digitized output.
Again, it is important to verify that the analyzer measures true rms
The spectrum analyzer provides discrete measurement values in N
frequency bins A f,,. Since the measured spectral density depends on
the resolution bandwidth, one must also verify that the indicated
bandwidth is the noise bandwidth. Spectrum analyzers are available
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F1a. 4.6. The “dip” between two Gaussian distributions disappears when the spacing

is reduced to 20. This can be used to measure noise with an oscilloscope.

that indicate directly correct values of V/v/Hz. The total noise is
obtained by summing over the noise powers from all frequency bins

N

Vio = 4| D (v2,(n) - Af) .

n=0

Oscilloscope: This is the most popular method and also the most
prone to errors in the noise measurement. Since the noise distribu-
tion is Gaussian, its envelope is not well defined and the perceived
boundaries depend on the intensity setting of the oscilloscope display.
Thus, the “measured” value tends to lie between 2 and 30, where o is
equal to the rms noise. The accuracy and reproducibility of this mea-
surement can be improved by exploiting the fact that two identical
Gaussian distributions spaced by their FWHM merge into a uniform
distribution at the peak. To apply this, operate the oscilloscope in
two-channel mode with a continuous trigger and the horizontal sweep
rate set so the noise appears as a continuous band. Apply the ampli-
fier output to both channels (AC coupled). Start with a large baseline
offset; two bright bands of noise will be visible, separated by a dark
band. Change the offset until the dark band just disappears, remove
the signal, and measure the difference between the two baselines. As
shown in Figure 4.6 the baseline difference is 20, i.e. twice the rms
noise level.

2. With an oscilloscope measure the magnitude of the output signal V;, for
a known input signal, either from a detector or from a pulse generator set
up to approximate the detector signal.

3. Determine signal-to-noise ratio S/N = V;,/V,, and scale to obtain the
equivalent noise charge
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4.2.2  Numerical simulation (e.g. SPICE)

This can be done with the full circuit including all extraneous components. The
procedure is analogous to a measurement with a spectrum analyzer.

1. In a small-signal AC analysis determine the output noise vs. frequency and
integrate by taking the discrete sum

2. From a time-domain (pulse) analysis determine the magnitude of output
signal V, for an input that approximates the detector signal.
3. Calculate the equivalent noise charge

VHO
Qn = . Qs -

The SPICE analysis is quite useful, since it can also tabulate the noise con-
tributions of all components. It is quite common for many small contributions to
add up to a substantial fraction of the total noise. Furthermore, “redesigning”
the system is much quicker in software than in hardware.

4.2.3  Analytical simulation

Both measurements and numerical simulations provide the total noise and quan-
tify specific noise contributions, but are not very helpful in understanding how
individual noise sources contribute. Thus, analytical calculations are the third
essential component of noise analysis. This will be demonstrated in more detail,
so this is just a brief outline.

1. Identify individual noise sources and refer them to the input. For each
source k determine the spectral distribution v7; , (f). Some noise sources
are physically present at the input, so this technique can be applied directly.
Others are further “downstream”; here one evaluates the noise spectrum
at the output and divides by the gain to refer it to the input.

2. Calculate the total noise at the shaper output (G(f) = gain)

Vio = / G (Z v,%i,kaf)) df / G(w)|? (Z vzi,kw)) dw .
0 k 0 k

3. Determine the peak signal output Vj, for a known input charge Qs and
realistic detector pulse shape.
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Fi1a. 4.7. A detector front-end circuit and its equivalent circuit for noise calculations.

4. Calculate the equivalent noise charge

Vn o

Qn: EQS .

4.3 Noise analysis of a detector and front-end amplifier

To determine how the pulse shaper affects the signal-to-noise ratio, consider the
detector front-end in Figure 4.7. The detector is represented by the capacitance
Cy4 and bias voltage is applied through the resistor Ry. The bypass capacitor CY
shunts any external interference coming through the bias supply line to ground.
For high-frequency signals this capacitor appears as a low impedance, so for
sensor signals the “far end” of the bias resistor is connected to ground and is
parallel to the sensor. The coupling capacitor C, blocks the sensor bias voltage
from the amplifier input, which is why a capacitor serving this role is also called a
“blocking capacitor”. The series resistance R, represents any resistance present in
the connection from the sensor to the amplifier input. This includes the resistance
of the sensor electrodes, the resistance of the connecting wires or traces, any
resistance used to protect the amplifier against large voltage transients (“input
protection”), and parasitic resistances in the input transistor.

The following analysis implicitly includes a constraint on the bias resistance.
If the time constant R,Cy is small compared to the peaking time of the shaper
T'p, the sensor will discharge through Ry, and much of the signal will be lost. Thus,
we have the condition R,Cy > Tp, or R, > Tp/Cy. The bias resistor must be
sufficiently large to block the flow of signal charge, so that all of the signal is
available for the amplifier. The role of the bias resistor is often misunderstood,
with the interpretation that the signal current generated in the sensor flows
through R; and the resulting voltage drop is measured. In a well-designed system
practically no signal current flows through Rj.

In the sensor the primary signal is a charge, but in the electronics the primary
quantities are voltage and current. We will ultimately express the output noise in
terms of a charge to allow a direct comparison with the primary signal deposition,
but to accomplish this we need to analyze the contributions of the noise voltage
and current sources and the bandwidth of the amplifier.
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F1c. 4.8. Model showing how the sensor noise current translates into a noise voltage.

In this analysis we’ll assume a voltage amplifier, so all noise contributions
will be calculated as a noise voltage appearing at the amplifier input. We could
also analyze the individual noise contributions in terms of current and obtain the
same result as long as we’re consistent. As shown in Chapter 3, the signal-to-noise
ratio is unaffected by feedback, so the results apply to all configurations.

Steps in the analysis are

1. Determine the frequency distribution of all noise voltages presented to the
amplifier input from all individual noise sources.

2. Integrate over the frequency response of the shaper (for simplicity a C'R-
RC shaper) and determine the total noise voltage at the shaper output.

3. Determine the output signal for a known input signal charge. The equiva-
lent noise charge (ENC) is the signal charge for S/N = 1.

The equivalent circuit for the noise analysis in Figure 4.7 includes both cur-
rent and voltage noise sources. The “shot noise” i,q4 of the sensor leakage current
is represented by a current noise generator in parallel with the sensor capacitance.
As discussed in Chapter 3, resistors can be modeled either as voltage or current
generators. Generally, resistors shunting the input act as noise current sources
and resistors in series with the input act as noise voltage sources.

This is why some in the detector community refer to current and voltage
noise as “parallel” and “series” noise, although it is not clear why the physically
meaningful terms “current” and “voltage” need to be replaced.

Since the bias resistor effectively shunts the input, as the capacitor Cj passes
current fluctuations to ground, it acts as a current generator i,;, and its noise
current has the same effect as the shot noise current from the detector. One can
also model the shunt resistor as a noise voltage source and obtain the result that
it acts as a current source. Choosing the appropriate model merely simplifies the
calculation. Any other shunt resistances can be incorporated in the same way.
Conversely, the series resistor Ry acts as a voltage generator. The electronic noise
of the amplifier is described fully by the voltage and current sources e,, and i,,.
Next, we discuss the individual noise contributions.

4.3.1 Detector bias current

All current sources shunting the input appear have infinite source resistance, the
amplifier’s input impedance is infinite, and current flow through R, is negligible,
so the noise current of the sensor flows through the detector capacitance as shown
in Figure 4.8. The resulting voltage presented to the amplifier
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F1a. 4.9. Equivalent circuit for the noise contribution of resistors shunting the input.

1 1
e2, =i, =2elj——s (4.6)

(wCy)? (wCy)?

so the noise voltage decreases with increasing frequency (shorter shaping time).
The “white” noise spectrum of the sensor shot noise current has become “col-
ored” (frequency-dependent) by flowing through the sensor capacitance. The
same applies to any noise current injected into the input.

4.3.2  Parallel resistance

Any shunt resistance R, acts as a noise current source. In Figure 4.7 the only
shunt resistance is the bias resistor Ry. Additional shunt components in the cir-
cuit are the bias noise current source, which has infinite resistance by definition,
and the sensor capacitance.

As shown in Figure 4.9 the noise current flows through the parallel combi-
nation of the resistance R, and the sensor capacitance Cy. The resulting noise
voltage applied to the amplifier input

Q2 4kT ( R, - (—i/wCy) )
" R, \Rp+ (—i/wCy)
4kTR,
N P___ 4.7
wl = T R (4.7)
Integrating this distribution over all frequencies yields
r [ 4KTR kT
2 _ 2 dw — / P o= 4.8
vn /enp(w) w 1+(prCd)2 w Cd ’ ( )
0 0

which is independent of R,. Commonly referred to as “kT'C” noise (since the
equivalent charge Q,,2 = v,2Cy* = kTCy), this contribution is often erroneously
interpreted as the “noise of the detector capacitance”.

An ideal capacitor has no thermal noise; all noise originates in the resistor.
So, why is the result independent of R,? R, determines the primary noise, but
also the noise bandwidth of this subcircuit. As R,, increases, its thermal noise
increases, but the noise bandwidth decreases, making the total noise independent
of Rp.
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This could lead one to believe that the noise contribution is independent of
shaping time. However, if one integrates ey, over a bandwidth-limited system

2

Glw) _|" (4.9)

2
= [ 4kTR, | —)
“n / |1 iwR,Cq

0

with Tp < RpCp — as of interest here — the total noise decreases as R, is made
larger.
4.3.3 Series resistance

The noise voltage generator associated with the series resistance R is in series
with the input, so it simply contributes

e2 =4kTR, . (4.10)

4.3.4  Amplifier input noise

As discussed above, amplifiers have both white noise and excess (“1/f”) noise
components, so the equivalent input noise voltage

2 2 :
€ra=€rw+ — . (4.11)
f

This noise voltage generator also adds in series with the other sources. The input
noise current of the amplifier has the same effect is the same as for the detector
bias current, so the analysis given in Section 4.3.1 can be applied.

4.3.5 Cumulative input noise voltage

The noise voltage generators are in series and simply add in quadrature, so the
noise voltage spectral density at the amplifier input

2 2 2 2 2
enl(f) = €nd + enp + €nr + €na =

2el, 4kT 2
= ~ d2 + Rp 2 + 4kTRS + €éng + ‘na 3 - (412)
(wCy) 1+ (wR,Ca) (wCq)

Integrating over the cumulative noise spectrum at the amplifier output

oo

V2 = / & (f)df = / ¢,(f) | A2 df (4.13)
0 0

and comparing to the output for a known input signal yields the signal-to-noise
ratio. In this example the shaper is a simple C'R-RC' shaper, whose frequency
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response of the is the product of the differentiator and integrator transfer func-
tions

1 1
A, = — - . , (4.14)
1_ 1 1 +iwr
WTq
SO
2 sz
|A]” = 3 3 - (4.15)
(ta+ )" + (wTde - ;)
Integrating the noise spectrum at the amplifier output yields
1 4kT T2
V2 = —5 |- +2ela+i, d
no 403(Rp + ed+zna)7_d+7_i
2
Td T, Td
4kTRs + e ) ———+ AL —log (=) . (4.16
(AT Rs + €)=t T °g<n> (4.16)

4.3.6 Fquivalent noise charge

A signal charge Q) yields a voltage at the amplifier input Vi = Q4/Cy. Assume
that the signal chain has no additional gain, so the signal voltage at the shaper
input is Vi; = Vi. Then the peak voltage at the shaper output (Gillespie 1953)

VSO(TP) = Avs‘/s =

Td Ti Td Td Td
vt (o[ (3o [ (7))
Td — T; Td — T; Ti Td — T T;

(4.17)
and for 7, = 74 , Vio(T}) = exp(—1). The signal-to-noise ratio
S ‘/so (TP)

Expressed in terms of charge, S/N = Qs/Qn, so the equivalent noise charge

v

Qn:QS‘/SO .

(4.19)

Analysis of this result shows that for a given differentiation time constant,
minimum noise obtains when the differentiation and integration time constants
are equal 7;, = 74 = 7. Since 74 sets the lower cutoff frequency, 7; dominates
the noise bandwidth. If 7; <« 74, the noise bandwidth is excessive. Reducing
the upper cutoff frequency by increasing 7; reduces the noise more than the
signal until 7, = 74 where further increases in 7; reduce the signal more than
the noise. This relationship between time constants applies only to a simple C R-
RC' shaper, but not to more sophisticated configurations. Even for a CR-RC
shaper this criterion only applies when the differentiation time constant is the
primary parameter, i.e. when the pulse width must be constrained. When the
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F1c. 4.10. Equivalent noise charge vs. CR-RC peaking time. The parameters con-
tributing to the noise are shown to the right, grouped by current and voltage noise
sources. With increasing shaping time the current noise contributions increase and
the voltage white noise contributions decrease. The 1/f voltage noise portion is
independent of shaping time. The cumulative noise assumes a minimum at the
shaping time where the voltage and current noise contributions are equal.

rise time, i.e. the integration time constant, is the primary consideration, it is
advantageous to make 74 > 7;, since the signal will increase more rapidly than
the noise, as was shown above. One example is a system where the pulse height
is sampled synchronously, e.g. in a colliding beam detector.

Using equal time constants 7; = 74 = 7, the equivalent noise charge using a
CR-RC shaper

2 4kT 2
Q% = <%) K%Id gyt z‘ia) -7+ (4kTRs +€2,) - OT +4A;C?| (4.20)

The prefactor €2/8 = exp(2)/8 = 0.924 normalizes the noise to the signal gain.
The first term combines all noise current sources and increases with shaping
time. The second term combines all noise voltage sources and decreases with
shaping time, but increases with sensor capacitance, due to the conversion of
signal charge to voltage. The third term is the contribution of 1/f noise and,
as a voltage source, also increases with sensor capacitance. The 1/f term is
independent of shaping time, since for a 1/f spectrum the total noise depends
on the ratio of upper to lower cutoff frequency, which depends only on shaper
topology, but not on the shaping time.

Although Figure 4.7 shows only the detector capacitance shunting the input,
the amplifier’s input capacitance and any other stray capacitance have the same
effect. Thus, the total input capacitance C' is relevant for the equivalent noise
charge.



148 SIGNAL PROCESSING

Figure 4.10 shows a typical plot of equivalent noise charge vs. peaking time,
with representative contributions from the individual noise sources. At short
peaking times the voltage noise dominates, whereas at long peaking times the
current noise takes over. 0, assumes a minimum when the current and voltage
noise contributions are equal. Increasing the voltage contribution, e.g. by in-
creasing the sensor capacitance, shifts the voltage noise asymptote upwards and
the optimum peaking time to longer values. Conversely, increased current noise
shifts the optimum to smaller peaking times. The presence of 1/f noise flattens
the minimum. The next section shows examples to illustrate this.

The contribution of noise current vs. shaping time is intuitive when viewed in
the time domain. Since every shaper also acts as an integrator, one can view the
total shot noise as the result of “counting electrons”. Assume an ideal integrator
that records all charge uniformly within a time 7". The number of electron charges
measured is N, = I;T/e. The associated noise is the fluctuation in the number
of electron charges recorded o,, = /N, o< V/T.

Does this also apply to an AC-coupled system, where no DC component flows,
so the integrated net charge is zero? Since shot noise is a fluctuation, the current
undergoes both positive and negative excursions. Although the DC component
is not passed through an AC coupled system, the excursions are. Since, on the
average, each fluctuation requires a positive and a negative zero crossing, the
process of “counting electrons” is actually the counting of zero crossings, which
in a detailed analysis yields the same result.

For quick estimates one can use the following formula, which assumes an FET
amplifier (negligible i,,).

2 2 2 2
Qi:u[ - :|Id7'+6'105|:6 kQ}l+3.6-104 S
nA - ns ns | R, (pF)*(nV)*/Hz T

(4.21)

Here the equivalent noise charge is expressed in electrons. To convert to energy,
Q. = 1 e corresponds to 3.6eV in Si and 2.9eV in Ge.

4.4 Examples
4.4.1 Photodiode readout

The system described in this example was designed for medical imaging (positron
emission tomography — PET). Images are formed by introducing a positron-
emitting tracer into the body and recording the colinearly emitted annihilation
gamma rays. The system utilizes both the direction of the emitted gamma and
the time-of-flight (Choong et al. 2002). A detector module is shown in Figure
4.11. To obtain high efficiency for the 511 keV gamma radiation originating from
electron-positron annihilation, the primary sensor is a scintillator coupled to a
photomultiplier tube. To obtain the desired position resolution the cross section
of each scintillator is about 3 x 3 mm?. The photomultiplier is used to provide the
timing information. To reduce costs, an array of 64 BGO crystals is coupled to
a one inch square photomultiplier tube with a single anode. An array of silicon
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F1G. 4.11. An array of 64 BGO scintillators is read out by a photomultiplier (timimg)
and a photodiode array (position).

photodiodes senses a portion of the scintillation light to provide the position
information.

The signals are of order 1000 e, so low noise is essential. Achieving high quan-
tum efficiency at the 480 nm emission wavelength of the BGO scintillators re-
quires a thin dead layer on the photodiode to maximize quantum efficiency. A
thin electrode has a high electrical resistance, which can be a significant noise
source, so the photodiode and readout amplifier must be analyzed together. The
photodiodes were especially designed for high quantum efficiency and low leakage
current (Holland, Wang, and Moses 1997 and see Appendix A) and the readout
amplifier is a custom designed IC. Figure 4.12 shows the quantum efficiency and
the photodiode leakage (“dark”) current and capacitance vs. bias voltage. As
the depletion width increases with bias voltage the dark current increases, but
the diode capacitance decreases. Since the current noise contribution increases
with the square root of current, whereas the voltage noise contribution decreases
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Fic. 4.12. Quantum efficiency of the photodiode array (left) and photodiode capac-
itance and leakage current vs. bias voltage (right). (Courtesy of S.E. Holland.)
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Fia. 4.13. Noise vs. peaking time with a purely capacitive input load (no shot noise)
and with photodiodes.

linearly with capacitance, operating at minimum capacitance provides the min-
imum noise charge.

Figure 4.13 shows the noise vs. peaking time. The bottom curve shows the
noise with a capacitor representing the photodiode. In the absence of diode
leakage current the noise decreases as the peaking time is raised up to about
6 ps and then plateaus, an indication of 1/f noise. Connecting the photodiode
introduces the current noise due to the leakage current, which increases with
peaking time and yields a noise minimum at about 2 us. Figure 4.14 shows an
energy spectrum measured with the complete readout system.

99m T SPECTRUM

12.1% FWHM

COUNTS

PULSE HEIGHT

Fia. 4.14. Energy spectrum measured with a BGO scintillator and photodiode read-
out system.
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4.4.2  High-rate z-ray spectroscopy

This example uses a silicon strip detector, but not in its usual role of providing
position sensing, but in an x-ray spectroscopy system that achieves high rates
by distributing the total rate over many parallel readout channels (Ludewigt
et al. 1994). For example, a single readout channel with a shaping time of 1 us
limits the pulse rate to about 10*s~!. If a sensor is electrically segmented by
subdividing its electrode into an array of strips or pixels, each electrode will
capture only a fraction of the total rate. Thus, if a sensor electrode is segmented
N-fold, the rate in a single electrode will be only 1/N of the total. This only
applies to localized charge deposition, as is the case for gamma and x-rays of
< 30keV in silicon, where the energy deposition is dominated by photoelectric
absorption (Figure 1.20). Apart from reducing the rate per channel, segmentation
also reduces the capacitance per electrode, so one can achieve the same noise
level at a smaller shaping time, which further increases the rate capability. This
detector was designed for use at synchrotron light sources, where the small beam
spot allows the use of short strip electrodes of 2mm length. The readout pitch is
100 um. Figure 4.15 shows a cross section of the sensor (Ludewigt et al. 1996).

The sensor is read out by a custom-designed monolithic integrated circuit
with 64 parallel readout channels (Krieger, Kipnis, and Ludewigt 1998). Each
readout channel includes a charge-sensitive amplifier, a CR-RC? shaper with
adjustable shaping time and gain, and an output buffer (Figure 4.16). The shaper
outputs are fed to a bank of parallel analog-to-digital converters.

Figure 4.17 shows initial results of the noise vs. peaking time. Data are shown
for the electronics with an open input and with purely capacitive loads of 0.38 and
0.75pF. Here the lower three curves show the noise decreasing with increasing
peaking time, but leveling off above 2 or 4 us. The lower capacitance yields lower
noise, as expected for the voltage noise contribution. At small peaking times
the noise is dominated by the white voltage noise component, so it decreases

\-p* B - implant

A n-si 300 um h

L

|~ n* polysilicon
1.2 pm
- Al electrode
0.1 um

Fic. 4.15. Cross-section of the silicon strip sensor used for high-rate x-ray spec-
troscopy.
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Fi1G. 4.16. Block diagram of a single channel of the high-rate x-ray detector readout
IC. CR time constants are changed by switching capacitors and the integrator time
constant is adjusted by changing the bandwidth of the “RC” gain stages.

with peaking time; at larger peaking times the noise is dominated by the 1/f
component, whose contribution is independent of peaking time. Attaching the
strip sensor introduces the shot noise from the reverse bias current, so the noise
increases at larger peaking times (round solid dots). Since the bias current is
strongly dependent on temperature, it can be reduced by cooling the sensor, as
shown by the solid square symbols. Now the minimum noise is again dominated
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Fi1a. 4.17. Noise vs. peaking time for the high-rate x-ray detector, left the first pro-
totype and right the optimized design. The open triangles show the electronic noise
with an open input. The open squares and circles and show the noise for capac-
itive loads of 0.38 and 0.75pF and the solid squares and circles show the noise
with a sensor connected, both at room temperature and cooled to —5°C. In the
optimized high-rate x-ray detector system (right), at peaking times > 2 us the 1/f
noise dominates, so the noise remains roughly constant.
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F1G. 4.18. Spectrum measured with the high-rate x-ray detector system.

by the 1/f noise of the electronics. Based on these results both the detector and
the preamplifier were optimized to reduce both the white and 1/ f contributions;
the results are shown in the second panel of Figure 4.17 (Ludewigt et al. 1996).
Now the current noise from the sensor is negligible because of cooling and the
“flat” noise wvs. peaking time indicates that 1/f noise dominates. Figure 4.18
shows an x-ray spectrum measured with the system. In this specific application,
digital signal processing (discussed later) now produces comparable results with
single channel readouts, but the principle of achieving high overall data rates
through segmentation and parallel processing is the key to large-scale detectors
at high-luminosity colliders and other applications. This will be discussed in
Chapter 8.

4.5 Noise analysis in the time domain

The noise analysis of shapers is rather straightforward if the frequency response
is known. On the other hand, since we are primarily interested in the pulse
response, shapers are often designed directly in the time domain, so it seems
more appropriate to analyze the noise performance in the time domain also.

Clearly, one can take the time response and Fourier transform it to the fre-
quency domain, but this approach becomes problematic for time-variant shapers.
The C'R-RC shapers discussed up to now utilize filters whose time constants re-
main constant during the duration of the pulse, i.e. they are time-invariant. Many
popular types of shapers utilize signal sampling or change the filter constants
during the pulse to improve pulse characteristics, i.e. faster return to baseline
or greater insensitivity to variations in detector pulse shape. These time-variant
shapers cannot be analyzed in the manner described above. Various techniques
are available, but some shapers can be analyzed only in the time domain. A
commonly used time-variant filter is the correlated double-sampler (CDS).

The principle of a CDS shaper is shown in Figure 4.19. Input signals are
superimposed on a slowly fluctuating baseline. To remove the baseline fluctua-
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F1a. 4.19. Principle of a shaper using correlated double sampling.

tions the baseline is sampled prior to the signal by momentarily closing switch
S1 and the baseline level v, is stored on the capacitor at the inverting input
of the amplifier. Next, the signal plus baseline is sampled (S2) and the signal
plus baseline is stored on the capacitor at the non-inverting input. The amplifier
forms the difference of the two inputs, so the net result removes the baseline and
leaves the signal. The prefilter in the input amplifier is critical to limit the noise
bandwidth of the system. Filtering after the sampler is useless, as noise fluctu-
ations on time scales shorter than the sample time will not be removed. Here
the sequence of filtering is critical, unlike a time-invariant linear filter where the
sequence of filter functions can be interchanged. Correlated doubling sampling
is widely used in monolithically integrated circuits, as many CMOS processes
provide only capacitors and switches, but no resistors. A quantitative analysis
of a CDS shaper will be presented in Section 4.5.4.

4.5.1 Principles of noise analysis in the time domain

The basis of noise analysis in the time domain is Parseval’s theorem, which
relates the amplitude response A(f) to the time response F'(t):

[1awra= [ rera. (4.22)
0 —00

The left-hand side is essentially integration over the noise bandwidth. However,
we’ll use a more intuitive approach, first described in detail by F.S. Goulding
(1972).

Noise is represented as a randomly recurring series of pulses. The magnitude
of the noise is set by the rate of noise pulses. The pulse shapes are chosen to
have a frequency spectrum corresponding to typical noise sources. For simplicity
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Fia. 4.20. A delta impulse (left) is infinitesimally short, but has unit area. Its fre-
quency spectrum is uniform, i.e. white. A step impulse (right) increases to unit
amplitude and stays at this level. Its amplitude (not power!) spectrum is propor-
tional to 1/f.

we’'ll just consider white noise sources. 1/f noise can be analyzed in the time
domain, but it is more involved (Pullia 1998).

1. Voltage noise
The frequency spectrum of thermal voltage noise sources at the input of
the detector system is “white”, i.e.

dA
— = const. 4.23
This is the spectrum of a é impulse, shown in Figure 4.20.
2. Current noise
The spectral density of the white shot noise current flowing through the
capacitive reactance of the sensor is inversely proportional to frequency,
i.e.

dA 1

T
This is the spectrum of a step impulse, as shown in Figure 4.20. Intuitively,
this is the result of a current pulse integrated on the sensor capacitance,
which yields a fixed charge and a resulting voltage step. Note that here the
amplitude falls with 1/f, unlike 1/f noise, where the power falls off with
1/f, so its amplitude has a 1/1/f dependence.

(4.24)

The noise at the input of the amplifier is represented by a sequence of § and
step pulses whose rates determine the noise level. The shape of the primary noise
pulses is modified by the pulse shaper; § pulses become longer, step pulses are
shortened. The shaper’s response to step pulses is the same as for a signal. Delta
pulses can be treated as two infinitesimally spaced step pulses of opposite sign, so
the shaper output is the derivative of the step response. The noise level at a given
measurement time T, is determined by the cumulative effect (superposition) of
all noise pulses occurring prior to T,. Their individual contributions at t = T,,
are described by the shaper’s “weighting function” W (t) (Radeka 1972, 1974,
Goulding and Landis 1982, Gatti and Manfredi 1986).

Consider a single noise pulse occurring in a short time interval prior to the
measurement, performed at time 75,,. A typical current noise pulse at the shaper
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F1a. 4.21. A current noise pulse at the shaper output, occurring prior to the mea-
surement performed at time T),. The measured amplitude is a,.

output is shown in Figure 4.21. The amplitude at t = T}, is a,, = W(T},). If, on
the average, n,dt noise pulses occur within a time interval dt, the fluctuation of
their cumulative signal level at ¢ = T,,, is proportional to v/ n,dt . The magnitude
of the baseline fluctuation is

o2(T) o ny [W(T)) dt . (4.25)
For all noise pulses occurring prior to the measurement the cumulative fluctua-
tion

0% < n, / W () dt, (4.26)
0
where n,, determines the magnitude of the noise and the integral [ (W (8))%dt
0

describes the noise characteristics of the shaper — the “noise index”.

4.5.2  The weighting function

What is the weighting function W (t)? As noted above, a noise current pulse is
represented by a step function. Thus, the corresponding noise pulse at the shaper
output is the step response, as shown in Figure 4.1 for a CR-RC shaper, and the
weighting function for current noise Wj(t) is the shaper output as measured with
an oscilloscope when a step is applied to the shaper input (or a delta current
pulse is applied at the detector).

As noted above, voltage noise is represented by a delta impulse, which can be
represented as the derivative of the step response. Thus, the weighting function

for voltage noise
d

W, (t) = awl(t) =W/ (t) . (4.27)
Figure 4.22 shows the weighting functions for two representative shaper re-
sponses, a CR-RC* and a trapezoidal shaper. The extended “flat top” of the

trapezoidal shaper is advantageous when ballistic deficit is a concern.



NOISE ANALYSIS IN THE TIME DOMAIN 157

W(2) W)

W) W)

W t

FI1G. 4.22. Weighting functions for shapers with a CR-RC* (left) and “trapezoidal”
(right) response.

Since the total noise fluctuation
oo
o2 o nn / W ()2 dt
0

is determined by the integral over the weighting functions, the goal is to minimize
the overall area by reducing the current noise contribution concurrently with
minimizing the derivatives to reduce the voltage noise contribution. From these
criteria we see that for a given pulse duration a symmetrical pulse with linear
transitions provides the best voltage noise performance, as this minimizes the
derivatives.

Quantitatively, the equivalent noise charge expressed in terms of the weight-
ing function (Radeka 1974)

Qi:%ii / [W(t)]zdt—i-%OQei / W' (t)]2dt . (4.28)

Since the integrals scale with the selected time scale, the weighting functions
can be expressed in terms of a characteristic time. For a CR-RC™ shaper the
peaking time is a good measure, but one could also choose the half-width of the
pulse. The choice of the characteristic time is somewhat arbitrary, but as we will
see below, the analysis often suggests the most meaningful choice. This leads to
a general formulation of the equivalent noise charge

2

C
Q% =i2FTs + e,%FvT—S + F,p ApC? (4.29)

where C' is the sum of all capacitances shunting the input, the shape factors F;,
F,, and F,y depend on the shape of the pulse determined by the shaper for a
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Fi1G. 4.23. In a gated integrator the signal is integrated over a selectable time. In
this example the integrator is switched on prior to the signal pulse and switched off
when the integrated signal has reached its maximum. Only the portion of a noise
pulse within the integration time contributes to the output (shaded area).

step input, and T is the characteristic time, whose choice depend on the type
of shaper. The shape factors F; and F), are easily calculated:

L [ wera ad £ =1 [dW(t)rdt. (4.30)

F=—
2T

2 dt

— 00 — 00

For time-invariant pulse shaping W (t) is simply the system’s impulse response
(the output signal seen on an oscilloscope when a delta pulse is applied at the
detector input) with the peak output signal normalized to unity. Viewing the re-
sult in both the time and frequency domain offers a simple interpretation of the
current and voltage noise contributions. Increasing the duration of the shaper
output pulse increases the integration time, so in the picture of “counting elec-
trons” the noise increases with increasing shaping time. Conversely, increasing
the derivative of W (t) raises the upper cutoff frequency, so the noise bandwidth
increases and the voltage noise contribution increases with decreasing shaping
time.

4.5.3 Time-variant shapers

Time domain analysis simplifies the calculations for time-invariant shapers, since
with a digitizing oscilloscope one can readily measure the step response and then
numerically take the derivative. For these shapers the time domain approach is
convenient, but not essential. However, as noted above, time-domain analysis is
essential for time-variant filters. This is true except for a few exceptions, where
a time-variant system can be analyzed by a time-invariant analogy. This will be
shown later for correlated double sampling.

A simple example of a time-variant shaper is a gated integrator with prefilter,
as illustrated in Figure 4.23. A prefilter limits the noise bandwidth and limits
the pulse duration. The gated integrator integrates the prefiltered signal during
a selectable time interval (the “gate”). In this example, the integrator is switched
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CONVOLUTION OF PREFILTER AND INTEGRATOR WEIGHTING FUNCTIONS
—> —> —>
WEIGHTING FUNCTIONS {  INTEGRATOR
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PREFILTER INTEGRATOR COMBINED

NnEVaursl

FIG. 4.24. Evolution of the weighting function for a time-invariant C R-RC* prefilter
feeding a gated integrator. As shown above, the combined weighting function results
from convolution of the prefilter and gated integrator weighting functions, i.e. the
overlap integral as the gated integrator is “slid through” the prefilter response. Note
that in a time-variant filter the weighting function and the output signal differ.

on prior to the signal pulse and switched off after a fixed time interval, selected
to allow the output signal to reach its maximum.

Consider a noise pulse occurring prior to the “on time” of the integrator.
The integrator captures only a portion of the noise signal, as shown in Figure
4.23. Since the time spacings between the begin of the noise pulses and the
integration window are not correlated, the noise contribution is determined by
integrating over all spacings. The weighting function is obtained by “sliding” the
pulse through the integration window, ¢.e. by convolution. If W is the weighting
function of the time-invariant prefilter and Wy is the weighting function of the
time-variant stage, the weighting function

W(t) = /Wg(t’)~Wl(t—t’)dt’. (4.31)

Figure 4.24 shows the evolution of the weighting function for a time-invariant
prefilter feeding a gated integrator. As for time-invariant shapers, the current
noise contribution is determined by W (t) and voltage noise contribution by the
derivative W' (t).

An important difference between time-variant and time-invariant pulse shap-
ers is that in time-variant shapers the sequence of operations is critical. For
this reason shapers with the same output pulse shape can exhibit different noise
performance. For example, Goulding (1972) compares trapezoidal outputs im-
plemented as time-invariant and time-variant shapers. The time-variant shaper
has a current noise coefficient F; = 1.4 and a voltage noise coefficient F,, = 1.1,
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whereas the time-invariant shaper has F; = 0.8 and F,, = 2.2. The time-variant
trapezoid has more current noise and less voltage noise than the time-invariant
version.

4.5.4 Noise analysis of a correlated-double sample pulse shaper

Correlated double sampling was already explained above. Now we apply time-
domain noise analysis to this shaper, which is widely used in monolithic inte-
grated circuit readouts. Referring to Figure 4.19, the signal is first sent through
a prefilter, which is a simple RC' low-pass filter with a time constant 7. Its step
response is 1 — exp(—t/7), where the peak amplitude is normalized to one. The
weighting function is the convolution of the RC' prefilter response with the two
sequential samples of opposite sign. We assume that the amplitude is sampled
during a time that is small compared to the time interval between samples T, so
the sample pulse can be represented as a § function. Thus, the weighting function
is

t<0: W(t)=0
0<t<T: W(t)=1—e /"
t>T: W(t) = (1 —e_t/T) _ (1 - e—<t—T>/T)

=t/ (eT/T — 1) .

4.5.4.1 Current noise The current (shot) noise contribution

1 o0
2 = Eii / [W(t)]?dt . (4.32)
The current noise index
N; = / W () 2dt
T 00
2 2
Ni = / (1 — eit/T) dt —|— /672)&/7- (GT/T — 1) dt
0 T
Ni=T+re T/ _T:T+T(e*T/T—1) . (4.33)

Increasing the sampling time 7' increases the noise, but since the expression
in brackets is always negative, the effective integration time is less than 7. To
obtain the equivalent noise charge the noise must be normalized to the signal.
The signal amplitude at the output of the prefilter at the time of the second
sample

Ve/Vi=1—e T/T | (4.34)
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so that the equivalent noise charge due to the current noise becomes

1 T/t
2 =2 -1 . 4.35
i = nTo0 —e—T/7) (1 e ) (4.35)

For T'/T > 1 the current noise @,; increases with VT.

Let’s apply a reality check to this result. For pure shot noise the spectral noise
density i2 = 2el. For T = 0 the noise cancels. In the limit where the sampling
interval is much greater than the rise time of the prefilter, T' > T,

2~
co~el T,
or expressed in electrons

eI T I.T
M = (4.36)

Qni = VN, (4.37)

2
\

where N is the number of electrons “counted” during the sampling interval 7.

4.5.4.2 Voltage noise The voltage noise contribution
1 o0
=0 / W ()2t . (4.38)
The derivative of the weighting function
t<0: Wi(t)=0

1
0<t<T: W(t)=—=e V"
T

1
t>T: W(t)==e /7 (l—eT/T) ,

T

and the voltage noise index

N = [ e

T 2 o0 2
1 1
N, _/<—et/f) dt+/<—et/7 (l—eT/T)) dt
T T
0 T
1
N, = = (1 - e*T/T) . (4.39)
T

Normalizing to the signal amplitude at ¢ = T, the equivalent noise charge due
to voltage noise sources becomes
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C?e? 1
2 = n . 4.4
n T 2(1—eT/7) (440)

Note that the sampling time enters into the voltage noise contribution only
through the amplitude normalization, whereas the current noise for 7'/7 > 1
increases with v/T.

We can also apply a reality check to this result. For T' = 0 the noise index
vanishes. In the limit 7' > 7
2 L
"o
Compare this to the noise from an RC low-pass filter alone (i.e. the voltage noise
at the output of the prefilter),

2 _ 2
s =0%-¢

1
Qn(RC) =C} el - — .
4t

From this we see that 0.(CDS)
xni2=Y) /2.
Qn(RO)

If the sample time is sufficiently large, the noise samples taken at the two sample
times are uncorrelated, so the two samples simply add in quadrature and increase
the prefilter’s output noise by a factor /2.

4.5.4.3 Total equivalent noise charge The total equivalent noise charge

1 T/t C?e?
2 _ 2 2 _ 2 n
Q;, =Qn: +Qrp = T T) (ZnT <1 e 1> + ) . (4.41)

T

The noise charge depends on two shaper parameters, the prefilter time constant
7 and the normalized sampling time T'/7. For any given value of T'/7, minimum
noise obtains when the current and voltage noise terms are equal, which yields
the optimum prefilter time constant

22 1— -T/T
72— 671.2 . f _ (4.42)
[~ - +e T/ — 1

Inserting the optimum time constant into eqn 4.41 gives the noise charge

s e [E— (e T)
Q2 = (1_6_T/T)\/ T (4.43)

This yields minimum noise for T'/7 = 1 (1.0357 to be exact), but only for the
optimum prefilter time constant

22
% =1.65 (6"0 ) . (4.44)

i2

n

For other values of 7 the noise minimum occurs at different ratios 7'/7.
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Fi1c. 4.25. Equivalent noise charge vs. sampling time for the optimum prefilter time
constant of 1.7 us (left) and a smaller time constant of 1.0 us (right). The total
input capacitance is 30 pF, the detector bias current 10 nA and the amplifier has
an equivalent input noise of 2.5 nV/ VHz.

In the formalism developed for time-invariant shapers

e2C?
Ts

Q?I = iiTsFl‘ + F,

we find that the characteristic time Ts = 7 and

F, = L < /T 1) (4.45)

21— e T/Ty \1—e-T/7
1
Fp=—- 4.46
SA =T (4.46)

Minimum noise obtains for the optimum values of 7 and T'/7

For T/t = 1.0357, F; = 047 and F, = 0.78. /F;F, = 0.60, whereas for a CR-
RC shaper it is 0.92, so for equal values of 7 the CR-RC shaper’s noise will be
24% higher.

Figure 4.25 shows the noise vs. sampling time for a fixed prefilter time con-
stant. The left panel is for the optimum shaping time, so the noise attains a
shallow minimum at T'/7 = 1, as expected. In the second panel the prefilter time
constant is half the optimum value. Now the minimum is at T'/7 = 1.5, but the
noise is only 4% higher. At the optimum prefilter time constant the noise mini-
mum occurs when the current and voltage noise contributions are equal, whereas
for the non-optimum time constant this is not the case. At small sampling times
the reduction in signal amplitude increases the equivalent noise charge. Figure
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Fi1a. 4.26. Noise of a CDS shaper vs. sampling time at an elevated detector bias
current of 100 nA. The left panel shows the noise for a prefilter time constant of
1.7 ps, the optimum for 10 nA bias current. The second panel is for 7 = 540 ns,
the optimum for 100 nA bias current.

4.26 shows the effect of a ten times higher detector bias current, as could occur
after radiation damage. The parameters are as above with the optimum pre-
filter time constant. The noise minimum is shifted to a smaller sampling time
T/7=0.4 (T = 680ns) and the noise is approximately doubled to 940 e. Reduc-
ing the prefilter time constant to the optimum value of 540 ns for the higher noise
current reduces the minimum noise to about 800e at T'/7 = 1 (T = 540ns). At
a bias current of 10nA the reduced time constant of 540 ns provides a minimum
noise of about 740e at T/7 = 0.5 (T = 270ns). The increased bias current car-
ries an unavoidable noise penalty, but the choice of time constant together with
an adjustment in sample time can reduce the change in noise over the course of
radiation damage.

4544 1/f noise We have ignored the contribution of 1/f noise in the cor-
related double sampler, as evaluating the 1/f noise in the time domain is not
straightforward (Pullia 1998). However, in this instance it can be calculated in
the frequency domain (Kansy 1980, Lee et al. 2002) by analogy with a delay
line pulse shaper (Knoll 1999). The correlated double sample has a frequency
response

chs(f) = 2Sin(7TfT) y (448)

which exhibits maxima at f7'=1,3,... Thus, in the regime f7T° <1 it acts as a
high-pass filter. The low-pass response of the prefilter is necessary to attenuate
the higher order peaks in the CDS response. The prefilter response

1

Grer(f) = THi(/f) (4.49)
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F1G. 4.27. Frequency response of an RC low-pass filter (LPF) with a cutoff frequency
1/277 with 7 = 1us, a delay line pulse shaper (DL) with delay time T' = 1us, and
the combined response, plotted versus frequency. In reality the DL higher order
gain oscillations extend to zero; here the calculation grid doesn’t match perfectly.

where f, = 1/(2n7) is the upper cutoff frequency. Figure 4.27 shows the fre-
quency response of the RC' low-pass filter (integrator), the delay line shaper and
the composite response G(f). The delay line shaper’s response peaks at f = 1/2T
and at odd multiples thereof. The low-pass response of the prefilter attenuates
the higher order peaks. The frequency is normalized to the inverse delay time
1/T. Figure 4.28 shows how the response curves change for non-optimum ratios
of delay time to prefilter time constant 7'/7 = 0.5 and 2. For 7 = 0.57" the output
noise increases and so does the pulse height, but not sufficiently to improve the

1 T 1 T T
0 1 2 3 4
NORMALIZED FREQUENCY [ f 1]

Fia. 4.28. Frequency response of a delay line shaper for T'//7 = 0.5,1, and 2. The
frequency is normalized to the inverse low-pass time constant 1/7.
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S/N with respect to T/7 = 1. Conversely, 7 = 2T reduces both the output noise
and pulse height, again yielding inferior noise.
The total output noise for a 1/f input noise spectrum

T A
- O/ LGP dr (4.50)

The overall shaper response G(f) was determined using SPICE and the integral
evaluated numerically. For the optimum shaper constants T/7 = 1 the total
output noise voltage v2, = 1.04A4;. Normalizing to the output pulse height
Vos/Vi = 1 — e~ T/T = 0.645 yields the shape factor F,y = 1.65. Increasing
the sampling time shifts the passband to lower frequencies and increases the
integrated 1/f noise, yielding a shape factor Fy,; = 2.56 for T' = 27. Reducing
the sample time to T' = 7/2 also reduces F, ¢ to 1.04. Thus, although reducing
the sample time in a CDS increases the cumulative contribution from shot noise
and white voltage noise, it reduces the 1/ f noise. Although not rigorously correct
for a correlated double sampler, this does provide insight into the effect of the
shaper constants and a reasonable estimate of 1/f noise.

4.6 Detector noise summary

Two basic noise mechanisms determine the equivalent noise charge, the input
noise current spectral density i, and input noise voltage e,. For both time-
invariant and time-variant shapers the equivalent noise charge

Q2 =i2FTs +¢é2 Fymm ¢ +vaAf02 (4.51)

where C is the sum of all capacitances shunting the input. Fj;, F,, and F¢
are determined by the frequency or time response of the shaper and Ts is a
characteristic time, for example the peaking time of a C R-nRC shaped pulse or
the prefilter time constant in a correlated sampler.

The shape factors F;, F, are easily calculated:

o0

1 Ts [ [dW(D)]?
Fi= o W) dt szf [ p } dt . (4.52)

— 00 — 00

For time-invariant pulse shaping W (¢) is simply the system’s impulse response
(the output signal seen on an oscilloscope when a short current pulse is applied to
the detector input) with the peak output signal normalized to unity. For a time-
variant shaper the same equations apply, but the shape factors are determined
differently.

Figure 4.29 illustrates the dependence of equivalent noise charge on basic
noise parameters.
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Fi1c. 4.29. Equivalent noise charge vs. shaping time. At small shaping times (large
bandwidth) the ENC is dominated by voltage noise, whereas at long shaping times
(large integration times) the current noise contributions dominate. The total noise
assumes a minimum where the current and voltage contributions are equal. The
“1/f” noise contribution is independent of shaping time and flattens the noise min-
imum. Increasing the voltage or current noise contribution shifts the noise minimum.
Increased voltage noise is shown as an example.

e Current noise contribution increases with T’.

e Voltage noise contribution from “white” noise sources decreases with in-
creasing T.

e “1/f” voltage noise contribution is constant in 7.

e Voltage noise contributions increase with the total capacitance shunting
the input. This includes the sensor capacitance, the input capacitance of
the input amplifying device and any other capacitance present at the input,
for example wiring capacitance, connectors, etc.

e Minimum noise obtains at the shaping time where the current and voltage
noise contributions are equal,

en F,
T = —Cy/ — . 4.53
5=ty F (453)

The minimum noise
Q2 = 2e,i,C\/ FiF, + F,p AsC? . (4.54)

Typical values of F; , F, are shown in Table 4.1. Note that F; < F,, for higher
order shapers. Shapers can be optimized to reduce current noise contribution
relative to the voltage noise. This is a useful tool in mitigating radiation damage
to semiconductor sensors, which leads to an increase in leakage current. Since the
minimum noise obtained at the optimum shaping time is proportional to v/ F; F,,
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Table 4.1 Noise coeflicients for various types of
pulse shapers. The CAFE chip is a prototype IC
designed for the ATLAS Semiconductor Tracker.

Shaper F; F, JVEF,
CR-RC Shaper 0.924 0.924 0.96

CR— (RC)* Shaper 0.45 1.02  0.82
CR — (RC)7 Shaper 0.34 1.27 0.81
CAFE Chip 0.4 1.2 0.83
CDS 0.47 0.78 0.78
opt. 7, T'/T = 1.04

Table 4.1 also lists this quantity. As can be seen, the differences in optimum
noise are not large, except for the simplest shaper, so other considerations such
as rapid baseline recovery, sensitivity to detector leakage current, or simplicity
are the deciding factors. A summary of noise contributions for a wide variety of
shaper is given by Seller (1996).

A commonly used specification for the noise performance of a front-end sys-
tem is the noise slope. The equivalent noise charge vs. capacitance (C' = Cy+C,,)

1
Qn = \/Z’%FiT +(Cq + Oa)QengT . (4.55)
The derivative with respect to the sensor capacitance
204€2 F, L
dQn dn g
= . (4.56)
dCy ] 1
’L%FiTS + (Od + Oa)QG%FU—
Ts
If the current noise i2 F;Ts is negligible,
dQn F,
~2e, 1] — . 4.57
acy T\ T (4.57)

The first factor is determined by the preamplifier and the second factor by the
shaper. This is a useful specification, as it allows an estimate of the noise for
different sensors. Frequently this is given as a specification for preamplifiers.
However, this also requires knowledge of the shaper type and shaping time, as
illustrated in Figure 4.30. Also, note that this parameterization is only valid if
the input noise current is negligible, so it is not useful if the sensor shot noise
contribution is significant or a if a bipolar transistor amplifier with significant
base current noise is used. Nevertheless, this does not deter many practitioners
from using this specification without regard to its validity.
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Fic. 4.30. In a system dominated by voltage noise the noise charge depends linearly
on sensor capacitance. The intercept for zero sensor capacitance is determined by
the additional capacitance C, shunting the input. Note that the system noise de-
pends on the shaper, as illustrated in the right-hand figure, which shows a second
shaper with a longer shaping time, so it reduces the voltage noise at high Cy4, but
is more sensitive to current noise at low Cj.

When the noise slope is applicable, it can be used together with the zero
intercept to determine the additional capacitance C, in a system (amplifier input
capacitance plus strays).

4.7 Threshold discriminator systems

Many systems detect merely the presence of a pulse. As this requires circuitry
that senses whether a pulse exceeds a threshold, this is a crude amplitude mea-
surement and is subject to the same considerations discussed in the previous
sections. As illustrated in Chapter 1, noise affects not only the resolution of am-
plitude measurements, but also the determines the minimum detectable signal
threshold.

Figure 4.31 shows a system that only records the presence of a signal if it
exceeds a fixed threshold. Since this amplitude evaluation yields only a yes/no
result, it is frequently called a binary readout.

PREAMPLIFIER SHAPER THRESHOLD

DISCRIMINATOR
" Vry

DETECTOR O—¢
—» OUTPUT

THRESHOLD LEVEL Vg

Fi1c. 4.31. A threshold discriminator (comparator) at the output of the shaper pro-
vides a digital output whenever the shaper output exceeds the threshold level Vrg.
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F1a. 4.32. Noise pulses will exceed an amplitude threshold with a rate dependent on
the threshold setting.

How small a detector pulse can still be detected reliably? Consider the sys-
tem at times when no detector signal is present. Noise will be superimposed on
the baseline and some fraction of the noise pulses will cross the threshold, as
illustrated in Figure 4.32. Since the amplitude distribution of the noise is Gaus-
sian, some noise pulses will always cross the threshold regardless of the threshold
setting, but the noise rate will vary with threshold. With the threshold level set
to zero relative to the baseline, all of the signal pulses and all of the noise pulses
will be recorded.

Assume that the desired signals are occurring at a certain rate. If the de-
tection reliability is to be > 99%, then the rate of noise hits must be less than

THRESHOLD

COUNT RATE

SIGNAL

PULSE HEIGHT

Fi1G. 4.33. In a binary system the threshold must be set low enough to capture most
of the signal, but high enough to reduce the noise rate to an acceptable level. The
noise rate is invariably much higher than the signal rate. For the sake of illustration
the signal rate is shown much higher than typically acceptable. In this example the
threshold setting is beginning to reject signal pulses, but a noticeable rate of noise
pulses still exceeds threshold.
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1% of the signal rate. The rate of noise hits can be reduced by increasing the
threshold, but it cannot be set so high that > 1% of the signal pulses are lost.
This is illustrated in Figure 4.33 for a Landau distribution, typical of minimum
ionizing particles. The same considerations apply in a photon detector that relies
on the detection of Compton scattered interactions.

4.7.1 Noise rate

At zero threshold the noise rate will be maximal and equal to fno. The value
of fno is for noise pulses that cross the threshold with positive slope and will
be determined later. If the distribution were dependent on amplitude alone, the
integral over the Gaussian distribution (the error function) would determine the
factor by which the noise rate f,o is reduced.

o0
S 1 ~(Q/2Q.)?
o OV / e dq , (4.58)
Qr
where @ is the signal charge, @,, the equivalent noise charge, and Q7 the thresh-
old level. However, since the pulse shaper broadens each noise impulse, the time
dependence is equally important. For example, after a noise pulse has crossed the
threshold, a subsequent pulse will not be recorded if it occurs before the trailing
edge of the first pulse has dropped below threshold. Thus, we must consider the
combined probability function for both the amplitude and time distributions.
The combined probability function for Gaussian time and amplitude distribu-
tions is illustrated in Figure 4.34. For illustration the widths of noise and time
distribution have been made equal, so the combined probability distribution is
the circular contour plot in the upper right. The total noise rate is obtained by
integrating over the combined probability density function in the regime that
exceeds the threshold. This yields the expression for the noise rate as a function
of threshold-to-noise ratio (Rice 1944):

fo = fno - e Q1/2Q0 (4.59)

Although the signal and noise are expressed as charge, one can just as well use
the corresponding voltage levels.

What is the noise rate at zero threshold f,,0? Since we are interested in the
number of positive excursions exceeding the threshold, f,o is half the frequency
of zero-crossings. A detailed analysis of the time dependence (Rice 1944) shows
that the frequency of zero crossings

J f2A%(f)df

fi=4 0007 , (4.60)
J A2(f)df
0

where A(f) is the voltage or current gain vs. frequency. At the output of an ideal
bandpass filter with lower and upper cutoff frequencies f; and f, the rate
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Fic. 4.34. The probability density function for the pulse rate exceeding a given
threshold includes both the amplitude and time distributions. The relative rate is
determined by integrating over the three-dimensional contour plot for amplitudes
exceeding the threshold level.

1f3—f3
=24 4.61
o =\57 = n (461
For a CR-RC filter with 7, = 74 the ratio of cutoff frequencies of the noise
bandwidth is f,,/f; = 4.5, so to a good approximation one can neglect the lower
cutoff frequency and treat the shaper as a low-pass filter, i.e. f; = 0. Then

2
V3
An ideal bandpass filter has infinitely steep slopes, so the upper cutoff frequency
fu must be replaced by the noise bandwidth. The noise bandwidth of an RC

low-pass filter with time constant 7 is Af, = 1/47. Setting f, = Af, yields the
frequency of zeros

Jfo=—7%fu. (4.62)

1

Jo= 2V3r (4.63)
and the frequency of noise hits vs. threshold
1
o= oo - e~ @H/2Q3 _ % e Q3/2Q3 _ = e Q/2Q% (4.64)

Since the approximation f; = 0 makes the CR-RC filter equivalent to an ampli-
fier with an upper cutoff frequency f,, = 1/277, the noise rate

Fo e fy - e @R/2Q0 (4.65)
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The noise rate at zero threshold is approximately equal to the upper cutoff
frequency of the system.
Thus, the required threshold-to-noise ratio for a given frequency of noise hits

fn is
% =/ —2log(4V3f,T) . (4.66)

n
Note that the threshold-to-noise ratio determines the product of noise rate and
shaping time, i.e. for a given threshold-to-noise ratio the noise rate is higher at
short shaping times. In other words, the noise rate for a given threshold-to-noise
ratio is proportional to bandwidth and to obtain the same noise rate, a fast
system requires a larger threshold-to-noise ratio than a slow system with the
same noise level.

4.7.2 Noise occupancy

Frequently a threshold discriminator system is used in conjunction with other
detectors that provide additional information, for example the time of a desired
event. In a collider detector the time of beam crossings is known, so the output
of the discriminator is sampled at specific times. The number of recorded noise
hits then depends on

1. The sampling frequency (e.g. bunch crossing frequency) fs.
2. The width of the sampling interval At, which is determined by the time
resolution of the system.

The product fgAt determines the fraction of time the system is open to
recording noise hits, so the rate of recorded noise hits is fsAtf,.

Rather than the rate, often it is more interesting to know the probability of
finding a noise hit in a given interval, i.e. the occupancy of noise hits, which can
be compared to the occupancy of signal hits in the same interval. This is the
situation in a storage pipeline, commonly used in collider detectors. Here hits
are time stamped and a specific time interval is read out after a certain delay
time (e.g. trigger latency). Examples of such systems will be shown in Chapter
8.

The occupancy of noise hits in a time interval At is

O S s VPt
P,=At-f, V= e , (4.67)
i.e. the occupancy falls exponentially with the square of the threshold-to-noise
ratio. The precise result depends on whether the pipeline is level or transition
sensing. The above expression holds if only comparator transitions that occur
within a time bucket are recorded. On the other hand, if the pipeline senses the
presence of a level, the finite pulse width of the comparator output will increase
the occupancy. For example, if the output pulse of the threshold comparator is
equal to pipeline time interval At , the occupancy is doubled, as pulses occurring
within At prior to the time slice will still “spill over” into the time of interest.
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Fia. 4.35. Efficiency (circles) and occupancy (triangles) vs. threshold for a represen-
tative detector module. The signal is from minimum ionizing particles, so it has a
Landau distribution. The data were taken in a tracking measurement, so the oc-
cupancy excludes reconstructed tracks, but still includes random hits, so the noise
occupancy plateaus.

Figure 4.35 shows a representative plot of efficiency and occupancy vs. thresh-
old. This plot demonstrates the desirable feature of a relatively broad threshold
interval that yields both high efficiency and low noise occupancy.

4.7.3 Measurement of noise in a threshold discriminator system

The dependence of occupancy on threshold can be used to measure the noise

level:
At 1 QT)2
log P, =1 e 4.68
o8 Og<4\/§r> 2(Qn (4.68)

The slope of log P, vs. Q% yields the noise level, independently of the details of
the shaper, which affect only the offset. An example result is shown in Figure
4.36, taken in a test beam setup, but without beam.

Alternatively, the noise level can be determined from threshold or signal
scans. The threshold is scanned while a fixed signal amplitude is applied to sys-
tem, through the test input, for example. As the threshold level is scanned from
low to high, initially all signal pulses will be recorded, but the rate will decrease
as the threshold approaches the signal level. The transition is broadened by elec-
tronic noise, as illustrated in Figure 4.37. For Gaussian noise the distribution
(often called “s-curve”) is the error function, so the signal level sets the 50%
point of the transition and the width of the transition is determined by the vari-
ance oy = Q. The threshold difference between the 16% and 84% levels is equal
to 20, = 2Q.,.

An equivalent measurement can be performed by setting a fixed threshold
and scanning the signal level. Noise levels extracted from occupancy scans and
threshold or signal scans should yield the same result. However, frequently they
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F1c. 4.36. Determination of electronic noise from a measurement of noise occupancy
vs. threshold.

don’t because of rate limitations in the circuitry, as at low thresholds the rate is
dominated by noise hits. Scanning the signal level is less prone to these effects,
as it begins at a very low rate and doesn’t exceed the signal rate, provided the
signal-to-noise ratio is sufficiently high.

4.8 Some other aspects of pulse shaping
4.8.1 Baseline restoration

Any series capacitor in a system prevents transmission of a DC component. A
sequence of unipolar pulses has a DC component that depends on the duty factor,
i.e. the event rate. As a result, the baseline shifts to make the overall transmitted
charge equal zero, as shown in Figure 4.38.

0.5

NORMALIZED COUNT RATE

THRESHOLD LEVEL

F1G. 4.37. Scanning the threshold level in a binary system at a fixed signal level yields
the signal level and distribution in a binary system (curve with data points). Fitting
the error function yields the noise level for Gaussian noise and — after differentiation
— the noise distribution (middle curve).
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Fic. 4.38. In an AC coupled system a sequence of unipolar pulses will shift the
baseline so that the net DC component is zero.

Random rates and random amplitudes lead to random fluctuations of the
baseline shift, which is equivalent to an increase in noise. These shifts occur
whenever the DC gain is not equal to the signal gain. Thus, baseline shifts can
occur even in circuits that have a contiguous DC path from input to output, but
tailor the frequency response through feedback networks.

If the signal rate is constant, the baseline shift is also constant, so the effect
on resolution may be negligible, although one has to keep track of the rate when
calibrating. At low rates (i.e. low occupancy) in collider experiments baseline
shifts due to AC coupling are usually tolerable, but in very high rate systems
baseline shifts are significant.

In non-accelerator measurements, x-ray spectroscopy for example, the effect
of fluctuating random rates can be significant, especially in high-resolution sys-
tems operated at high photon rates. In this context one has to remember that
a readout system that performs well in a high-energy physics environment may
suffer severe degradation when exposed to fluctuating random rates.

{

F1G. 4.39. Principle of a baseline restorer. In the absence of a signal the signal line is
connected to ground through R1 to establish the baseline just prior to the arrival
of a pulse. When a pulse arrives, the switch is opened and the input can follow the
signal.
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The baseline shift can be mitigated by a baseline restorer (BLR). The prin-
ciple is illustrated in Figure 4.39. In the absence of a signal an electronic switch
connects the signal line to ground to establish the baseline just prior to the ar-
rival of a pulse. When a pulse arrives, the switch is opened and the input can
follow the signal.

After the switch has been opened the baseline will adapt to the presence of
the signal with a time constant determined by the coupling capacitor and Rs.
This time constant must be much larger than the pulse width. After the signal
the switch is closed again. Now R; sets the time constant with which the baseline
returns to zero. The goal is to make this short.

Originally performed with diodes (passive restorer), baseline restoration cir-
cuits now tend to include active loops with adjustable thresholds to sense the
presence of a signal (gated restorer). Asymmetric charge and discharge time
constants improve performance at high count rates. An implementation of base-
line restoration in monolithic integrated circuits for high-rate applications is
described by Bevensee et al. (1996) and Dressnandt et al. (2001).

This is a form of time-variant filtering. Care must be exercised to reduce noise
and switching artifacts introduced by the BLR. Good tail cancellation, explained
in the next section, is crucial for proper baseline restoration.

4.8.2  Tail (pole—zero) cancellation

Pulse shapers are analyzed for a step input. In reality, the inputs have decay
time constants, originating either in the sensor or the electronics. For exam-
ple, the feedback capacitor in a charge sensitive preamplifier accumulates charge
from multiple signals and ultimately the output voltage reaches the maximum
allowed by the amplifier. Thus, the capacitor must be discharged. This is com-
monly done with a resistor. Now the output no longer a step, but decays ex-
ponentially, as shown in the left panel of Figure 4.40. This decay appears as a
baseline undershoot following the signal, so a subsequent signal attains a reduced
peak amplitude. Again, with random rates and varying amplitudes this degrades
resolution.

The decay time constant is set to be large with respect to the shaping time,
so the undershoot is small. However, the maximum time constant is set by the
signal rate. In the limit, the average current (ig) through the resistor may not
cause a voltage drop (is) Rr that exceeds the output range of the amplifier. The
rate capability is increased by reducing Ry, but this increases magnitude of the
undershoot.

By adding a resistor R,. to the subsequent pulse shaper’s differentiator as
shown in the right panel of Figure 4.40, the low frequency response is boosted
to compensate for the decay of the signal applied to the shaper input. In circuit
theory, the “pole” associated with the signal decay 7 is compensated by a “zero”
introduced by the time constant R,.Cq;ry = 7. If the decay is introduced by
the discharge time constant of the preamplfier, then RrCr = R,.C4. In other
applications, notably gaseous sensors, multiple decay components with different
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Fi1G. 4.40. A long decay time constant is transposed on the baseline and reduces the
amplitude of the next pulse. Adding equalization circuitry to boost the frequency
response in the appropriate range yields a constant baseline.

time constants are common. Multiple cancellation circuits can be introduced to
deal with this. However, this only compensates for purely exponential decays.

An alternative to resistive discharge in the preamplifier is to use pulsed reset
circuits (optical or transistor) that discharge the feedback capacitor when the
output approaches the voltage limit. The discharge spike must be suppressed,
but since the output of the preamplifier is a sequence of superimposed steps,
pole—zero cancellation is not necessary.

4.8.3 Bipolar vs. unipolar shaping

As explained in the discussion on baseline restorers, a sequence of unipolar pulses
passing through an AC coupled system leads to baseline shifts. This can be
avoided by using pulse shapers with both a positive and negative lobe, so that
the net charge of the shaped pulse is zero (although the peak amplitude is still
proportional to signal charge). Generally, bipolar shapers can be constructed by
adding a second differentiator to a unipolar shaper. Using equal time constants
7 in a CR-CR-RC shaper yields the pulse shape
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FIG. 4.41. Unipolar and bipolar pulses from CR-RC and C'R?-RC shapers. The time
is normalized to the integrator and differentiator time constants 7.
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which is plotted in Figure 4.41 together with the original C R-RC unipolar pulse
shape for comparison. Since the second C'R stage isn’t an ideal differentiator, the
zero crossing doesn’t occur at the peak of the unipolar pulse. The reduction in
peak amplitude visible in Figure 4.41 accounts for most of the 38% degradation
in ENC relative to a CR-RC shaper, as the more rapid low-frequency roll-off
hardly affects the noise bandwidth.

Bipolar shapers are usually frowned upon by purists, as the electronic noise
is typically 25 — 50% worse than for the corresponding unipolar shaper. However,
bipolar shaping eliminates rate dependent baseline shifts (as the DC component
is zero) and pole—zero adjustment is less critical. Not all systems require optimum
electronic noise, so operational robustness and user convenience may override.
The most important feature of bipolar shapers may be the added suppression of
low-frequency noise (see Chapter 9). In systems subject to external interference
this can be crucial, so in practical systems “inferior” shapers often yield superior
results.

V(t)=W

4.9 Timing measurements

Pulse height measurements discussed up to now emphasize measurement of sig-
nal charge. Timing measurements seek to optimize the determination of the time
of occurrence. Although, as in amplitude measurements, signal-to-noise ratio is
important, the determining parameter is not signal-to-noise, but slope-to-noise
ratio. This is illustrated in Figure 4.42, which shows the leading edge of a pulse
fed into a threshold discriminator (comparator), a “leading edge trigger”. The
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F1a. 4.42. Fluctuations in signal amplitude crossing a threshold translate into tim-
ing fluctuations (left). With realistic pulses the slope changes with amplitude, so
minimum timing jitter occurs with the trigger level at the maximum slope.

instantaneous signal level is modulated by noise, where the variations are indi-
cated by the shaded band. Because of these fluctuations, the time of threshold
crossing fluctuates. By simple geometrical projection, the timing variance, or
“Jitter”, is

Tn by

Ut:T?b“ .
Grlv, SN

(4.70)

Typically, the leading edge is not linear, so the optimum trigger level is the point
of maximum slope, as shown in the second panel of Figure 4.42.

4.9.1 Pulse shaping in timing systems

Consider a system whose bandwidth is determined by a single RC filter. The time
constant of the RC' low-pass filter determines the rise time (and hence dV/dt)
and the amplifier bandwidth (and hence the noise). The time dependence of the
signal

V(t)=Vo(l—e 7). (4.71)

The rise time is commonly expressed as the interval between the points of 10%
and 90% amplitude ¢, = 2.27. In terms of bandwidth

22 035
a 27 fu o fu

For example, an oscilloscope with 100 MHz bandwidth has 3.5 ns rise time. In a
cascade of amplifiers the individual rise times add in quadrature

(4.72)

b 8+ R, (4.73)

These rules only apply to amplifiers with nRC-integrator responses, which
is usually the case in amplifiers, as was shown in Chapter 2. However, digital
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signal processing allows more complex response functions, so in these systems the
validity of these relationships cannot be taken for granted. Digital oscilloscopes
are a common example.

4.9.2  Choice of rise time in a timing system

Consider a detector pulse with peak amplitude Vj and a rise time ¢, passing
through an amplifier chain with a rise time ¢,,. If the amplifier rise time is
substantially greater than the signal rise time, so that the amplifier sets the
overall rise time, the electronic noise

vn < /T o ,/ti (4.74)

— X — X fu . (4.75)

and the signal slope

As the bandwidth f, increases, the speed of the transition grows proportionally,
whereas the electronic noise only increases with the square root of bandwidth.
Thus, the gain in dV/dt outweighs increase in noise. If the amplifier is substan-
tially faster than the signal rise time, further increases in amplifier speed increase
the noise without substantially improving the overall rise time.

Quantitatively, the cumulative rise time at the amplifier output (discrimina-

tor output) is

tr =12, + 12, . (4.76)
The electronic noise at the amplifier output is vZ, = [e2,df = e2,Af,. For a
single RC time constant the noise bandwidth
1 0.55

T
An:—u:—_
/ 2f 4T tra

(4.77)

As the number of cascaded stages increases, the noise bandwidth approaches the
signal bandwidth. In any case

Afp o = (4.78)

tra

The timing jitter

_ Vno ~ Vno _ 1 1 1 2 2 _ \/E tTS tra
Ut—dv/dtwVo/tr—VOVnOtTO(VOﬁ\/tTS‘FtTa— VO a‘i‘a

(4.79)
The second factor assumes a minimum when the rise time of the amplifier equals
the collection time of the detector t,., = t., as shown in Figure 4.43. However, the
minimum is shallow, so approximate matching is adequate. The optimum timing
resolution improves with decreasing signal rise time o; o /f,s and increasing
signal amplitude Vj.
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F1a. 4.43. The timing jitter assumes a minimum when the amplifier rise time matches
the signal rise time.

The integration time should be chosen to match the rise time, but how should
the differentiation time be chosen? As shown in Figure 4.2, the loss in signal
can be appreciable even when the differentiation time constant is significantly
greater than the integration time constant, e.g. > 20% for 74;77/Tine = 10. Since
the time resolution improves directly with increasing peak signal amplitude, the
differentiation time should be set as large as allowed by the required pulse rate.

4.9.3 Time walk

Up to now we have considered timing jitter, i.e. the timing variation for a fixed
amplitude. In addition, the time at which the signal crosses a fixed threshold
depends on pulse amplitude. As the amplitude varies, the timing signal shifts,
so variations in signal amplitude will broaden the timing distribution. This phe-
nomenon is called “time walk” and is illustrated in Figure 4.44.

As aresult, the accuracy of timing measurement is limited by the combination
of jitter (due to noise) and time walk (due to amplitude variations). If the rise
time is known, “time walk” can be compensated in software event-by-event by
measuring the pulse height and correcting the time measurement. This technique
fails if both amplitude and rise time vary, as is common. Recall, that in semi-
conductor sensors the rise time combines both electron and hole components, so
the slope has two components. In hardware, time walk can be reduced by setting
the threshold to the lowest practical level, or by using amplitude compensating
circuitry, which will be described in the following sections.

Before going into a detailed discussion of timing techniques we should bear in
mind that many systems do not require the “perfect” timing system. In charged-
particle tracking detectors all particles traverse the sensor, so the relative con-
tribution of electrons and holes is always the same, so rise-time compensation is
not necessary. Minimum ionizing particles all deposit the same average energy
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F1G. 4.44. The time at which a signal crosses a fixed threshold depends on the signal
amplitude, leading to “time walk”.

in the sensor, but the amplitude distribution is rather broad, so time walk is
an issue. However, in x-ray detection dominated by “single point” photoelectric
interactions, the hole (or electron) contribution can range from zero to 100%,
so both the amplitude and the rise time can vary significantly. Currently, large
scale x-ray detectors tend to measure amplitude alone, but experimenters are
already compiling “wish lists” that include fast timing.

4.9.4  Lowest practical threshold in leading edge triggering

A single RC integrator has maximum slope at ¢ = 0,

1(1 —e ) = Le-ur (4.80)
dt T

However, the rise time of practically all fast timing systems is determined by

multiple time constants. The effect of additional time constants can be visualized

rather simply. For small ¢ the slope at the output of a single RC' integrator is

approximately linear, so initially the pulse can be approximated as a ramp. The

response of the following integrator to a ramp V; = at is

Vo=a(t—7)+are /™. (4.81)

Thus, the output is delayed by 7 and curvature is introduced at small times, as
shown is Figure 4.45. The output attains 90% of the input slope after ¢t = 2.37.
Additional RC integrators introduce more curvature at the beginning of the
pulse, as shown in the second panel of Figure 4.45. The delay for n integrators
is m7. Since increased curvature at the beginning of the pulse limits the mini-
mum threshold for good timing, one dominant time constant is best for timing
measurements. This is unlike the situation in amplitude measurements, where
multiple integrators are desirable to improve pulse symmetry and count rate
performance.
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Fi1a. 4.45. A ramp applied to an RC integrator suffers a delay and the introduction of
initial curvature (left). Additional integrators extend the curvature at small signal
levels and further delay the signal. Curvature at low signal levels degrades the
obtainable time resolution.

4.9.5 Zero-crossing timing

A conceptually simple technique to reduce time walk is to use the zero-crossing
of a bipolar pulse, as shown in Figure 4.46. First consider a C R-RC shaper with
equal time constants, so the output signal

Z-C COMPARATOR

v,
H INPUT
Ve o1
o1 |
| Vze OUTPUT
02 THRESHOLD ~ ONE-SHOT
_| |_ COMPARATOR
02 03
03
output ||
Vin

F1G. 4.46. Zero-crossing timing circuit. The zero-crossing timing comparator triggers
continually on noise pulses. Only when the threshold comparator fires does the
AND gate provide an output. The one-shot (monostable multivibrator) stretches
the comparator output to ensure sufficient overlap with the Z-C comparator output.
The threshold level is set well above the noise level, indicated as a gray band. Logic
circuit symbols are explained in Chapter 5.
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Vini(T) = VoTe™ T . (4.82)

The time is normalized to the time constant 7' = t/7. To simplify the calculation

the bipolar signal will be formed by an ideal differentiator. Then the bipolar

output

AVauni(T)
dt

The zero crossing occurs at T = 1 or t = 7, which is independent of pulse height.
This technique eliminates time walk, but at the expense of time jitter. The

derivative of the bipolar pulse

Viip(T) = =Voe T(1-1T) . (4.83)

d%ip (T)

— =T _
= Ve T (2-1T) (4.84)

so the slope at the zero crossing point 7' = 1 is dVy, (7)/dt = —Vp/e = —0.37V}.
Triggering on the leading edge of the unipolar signal (equation 4.83), say at
Vr =0.1Vy or T = 0.11, yields a slope at the trigger point dV,,,;(T)/dT = 0.8V,.

The noise bandwidth is essentially the same in both cases (the differentiator
introduces a low-frequency cutoff, whereas the upper cutoff frequency remains
about the same, so the noise bandwidth is only reduced slightly), but the bipolar
signal has twice the time jitter because of the degraded slope.

The zero-crossing system requires an additional comparator to “arm” the
zero-crossing signal, as shown in Figure 4.46. To eliminate walk the threshold
of the zero-crossing comparator must be set to zero, but then it also triggers
continually on noise. The threshold comparator fires on the leading edge and is
set high enough to suppress triggers on noise. The timing signal is the AND of
the threshold and timing comparator. Since the threshold comparator fires prior
to the zero-crossing and only preselects signals, the time resolution is determined
by the zero-crossing comparator.

The choice of unipolar vs. bipolar shaping depends on the range of signal
amplitude, which determines whether time jitter or time walk is the dominant
contribution to the overall time resolution. An additional consideration is the
need for a second comparator in the zero-crossing system. However, this dis-
tinction dissolves when one attempts to use a unipolar pulse with a very low
threshold. Then the rate of noise triggers may be excessive, but a second thresh-
old comparator can provide amplitude discrimination, as in the zero-crossing
system.

4.9.6 Constant fraction timing

Zero-crossing timing compensates for amplitude variations, but not for rise time.
One technique that accomplishes both is constant fraction triggering. First we
consider the amplitude compensation mode. The basic principle is to make the
threshold track the signal. This can be achieved by deriving the trigger threshold
from the signal, as shown in Figure 4.47. The trigger threshold is derived from
the signal by passing it through an attenuator so that V- = fVs. In addition, the
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F1a. 4.47. Principle of a constant fraction timing circuit. The threshold Vi of a timing
discriminator is derived from the pulse amplitude to compensate for time walk.

signal applied to the comparator input is delayed so that the transition occurs
after the threshold signal has reached its maximum value V; = fV{. Delay lines
can be implemented in integrated circuits as strip line spirals (Simpson et al.
1996), but require substantial area. As will be shown below, the circuit also
functions well with delays less than the rise time, which also provide rise time
compensation.

For simplicity assume a linear leading edge

t
Vit) = t_VO for t <t,

T

V() =W for t>t, (4.85)
so the signal applied to the input is
V@:t;m%. (4.86)
When the input signal crosses the threshold level
f%=t;w% (4.87)

and — provided that the delay time is greater than the rise time t4 > ¢, — the
comparator fires at the time
t=ft,+1tq (4.88)

at a constant fraction of the rise time independent of peak amplitude. In reality,
the signal pulse usually attains a cusp, so the condition for the delay is that is
be approximately equal to the rise time.
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If the delay tg is reduced so that the pulse transitions at the signal and
threshold inputs overlap, the threshold level

t
Ve = [V (4.89)
and the comparator fires when
t t—tq
—V = %
FrVo= "%,
at the time ;
t=—2 (ta < (1= f)t,) (4.90)
1-f
independent of both amplitude and rise time (amplitude and rise-time compen-

sation).

As shown in Chapter 2, the pulses in semiconductor detectors have two com-
ponents of different slope, due to the different mobilities of electrons and holes.
This does not allow full rise-time compensation. However, the circuit still com-
pensates for amplitude and rise time variations if the pulses have a sufficiently
large linear range that extrapolates to the same origin.

The condition for the delay must be met for the minimum rise time

ta < (1= f) trmin - (4.91)

In this mode the fractional threshold Vi /V; varies with rise time. For all ampli-
tudes and rise times within the compensation range the comparator fires at the

time
tq

As noted above constant-fraction triggers are not commonly used in high-density
ICs because the delay lines require substantial space. However, the basic principle

can also be implemented with lumped circuit elements with some penalties in
performance (Jackson et al. 1997).

to

. (4.92)

4.9.7 Fast timing — some results

Figure 4.48 shows a time-walk measurement on an integrated circuit designed as
a prototype for the ATLAS Semiconductor Tracker. The overall pulse shaping is
equivalent to a CR-RC* shaper with a simple leading edge timing circuit. The
change in time vs. amplitude maps directly to the rise time of the pulse. The
time walk increases rapidly as the trigger threshold approaches the cusp of the
signal. In this example the timing jitter is negligible at high signal levels, but
becomes significant at low signal levels where the trigger level is near the cusp
of the signal, where the time derivative is small.

Figure 4.49 shows results from a fast timing system using thin silicon sensors
(Spieler 1982). This system was optimized for fast rise time, so the time jitter is in
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F1G. 4.48. Time walk of a strip detector system designed for an overall time resolution
of 25 ns. The time jitter at 1.25 fC is 4ns FWHM, so the total time distribution for
99% efficiency is contained within about 18 ns.

the range of picoseconds. As predicted, the time resolution improves with signal
to noise ratio. For very large signals the time resolution plateaus. This can have
two origins. In this measurement it was the inherent jitter of the time digitizer
(see Chapter 5). Another limit is imposed by time jitter in the comparator. For
small signal excursions around the trigger point, comparators can be considered
as linear amplifiers, so they are also subject to timing jitter determined by the
bandwidth (rise time) of the input stage and its electronic noise. A calculated
curve using the measured rise time at the trigger input and the measured noise
level is also shown. The experimental curve lies above the calculation because
the timing discriminator limited the bandwidth and increased the rise time.

1000

100 MEASURED

CALCULATED

TIME RESOLUTION (ps rms)

14—

10 100 1000
SIGNAL-TO-NOISE RATIO

Fi1G. 4.49. Comparison between measured and predicted results for a timing system
using thin silicon sensors. The rise time of 1.2 ns is the measured detector signal at
the output of the amplifier chain.
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5

ELEMENTS OF DIGITAL ELECTRONICS AND SIGNAL
PROCESSING

5.1 Digital circuit elements

The basic difference between analog and digital signals is illustrated in Figure
5.1. Analog signals utilize continuously variable properties of the pulse to impart
information, such as the pulse amplitude or pulse shape. Digital signals have
constant amplitude, but the presence of the signal at specific times is evaluated,
i.e. whether the signal is in one of two states, “low” or “high”. However this
still involves an analog process, as the presence of a signal is determined by the
signal level exceeding a threshold.

Shannon (1949) described the transmission capacity of a digital link (bits per
second):

S
= Bl 1+ — 1
c og2(+N>, (5.1)

where B is the bandwidth, S the signal (pulse amplitude), and N the noise. The
noise enters, because near the switching threshold, digital elements are amplifiers.
Although fundamentally limited by thermal noise as in analog circuits, the signal-
to-noise ratio in digital systems is usually determined by cross-talk from other
digital circuits. Thus, increasing the pulse amplitude will not improve the signal-
to-noise ratio. Although digital systems are commonly described as a simple
matter “yes” or “no”, real systems must also deal with “maybe”.

5.1.1 Logic elements

Figure 5.2 illustrates several functions utilized in digital circuits (“logic” func-
tions). An AND gate provides an output only when all inputs are high. An OR
gives an output when any input is high. An eXclusive OR (XOR) responds when
only one input is high. The same elements are commonly implemented with in-
verted outputs, then called NAND and NOR gates, for example. The D flip-flop

e e

T T >
TIME

F1G. 5.1. Analog signals contain information in the form of amplitude (left). Digital
signals have a fixed amplitude. Information is carried in the time structure of a
pulse train (right).

191



192 ELEMENTS OF DIGITAL ELECTRONICS AND SIGNAL PROCESSING

DFLIPFLOP i l_
(LATCH)

Fia. 5.2. Basic logic functions include gates (AND, OR, Exclusive OR) and flip flops.

is a bistable memory circuit that records the presence of a signal at the data
input D at the time of a signal transition at the clock input CLK. This device
is commonly called a latch. Inverted inputs and outputs are denoted by small
circles or by superimposed bars, e.g. Q is the inverted output of a flip flop, as
shown in Figure 5.3.

Logic circuits are fundamentally amplifiers, so they also suffer from band-
width limitations. The pulse train of the AND gate in Figure 5.2 illustrates a
common problem. The third pulse of input B is going low at the same time that
input A is going high. Depending on the time overlap, this can yield a narrow
output that may or may not be recognized by the following circuit. In an EX-OR
this can occur when two pulses arrive nearly at the same time. The D flip-flop
requires a minimum setup time for a level change at the D input to be recog-
nized, so changes in the data level may not be recognized at the correct time.
The probability of these marginal events may be extremely rare and perhaps
go unnoticed. Data transmission protocols have been developed to detect such
errors (parity checks, Hamming codes, etc.), so corrupted data can be rejected.
However, in complex systems the combination of “glitches” can make the system
“hang up”, necessitating a system reset.

Some key aspects of logic systems can be understood by inspecting the circuit
elements that are used to form logic functions. Figure 5.4 shows simple inverter
circuits using MOS transistors. These devices will be described in the next chap-
ter. At this point it is sufficient to know that in an NMOS transistor a conductive
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AND NAND INVERTER R-S FLIP-FLOP

—s ol

1> 2> D= | .
OR NOR EXCLUSIVE OR LATCH

J> d> 1> 1 1

—{ck Q—

F1G. 5.3. Some common logic symbols. Inverted outputs are denoted by small circles
or by a superimposed bar, as for the latch output Q. Additional inputs can be
added to gates as needed. An R-S flip-flop sets the Q output high in response to
an S input. An R input resets the Q output to low.

channel is formed when the input electrode is biased positive with respect to the
channel. The input, called the “Gate” (G), is capacitively coupled to the output
channel connected between the “Drain” (D) and “Source” (S) electrodes. In the
NMOS inverter applying a positive voltage to the gate makes the output channel
conduct, so the output level is low. A PMOS transistor is the complementary
device, where a conductive channel is formed when the gate is biased negative
with respect to the source. Since the source is at positive potential, a low level at
the inverter input yields a high level at the output. Regardless of the device and
pulse polarity, the output pulse is always the inverse of the input. NMOS and
PMOS inverters draw current when in their “active” state. Combining NMOS
and PMOS transistors in a complementary MOS (CMOS) circuit allows zero
current draw in both the high and low states with a substantial reduction in
power consumption. A CMOS inverter is shown in Figure 5.5, which also shows
how devices are combined to form a CMOS NAND gate. In the inverter the lower
(NMOS) transistor is turned off when the input is low, but the upper (PMOS)
transistor is turned on, so the output is connected to Vpp, taking the output

Von
VDD

Vop —I_r Vop G S Vo
0 0 0

o °
Vop —I_r S Vop —I_r Vop
0 0
Fi1a. 5.4. In an NMOS inverter the transistor conducts when the input is high (left),

whereas in a PMOS inverter the transistor conducts when the input is low (right).
In both circuits the input pulse is inverted, whether the input swings high or low.
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FiGg. 5.5. A CMOS inverter (left) and NAND gate (right).

high. Since the current path from Vpp to ground is blocked by either the NMOS
or PMOS device being off, the power dissipation is zero in both the high and
low states. Current only flows during the level transition when both devices are
on as the input level is at approximately Vpp/2. As a result, the power dissi-
pation of CMOS logic is significantly less than in NMOS or PMOS circuitry.
As will be discussed in the next chapter, the reduction in power only obtains
in logic circuitry. CMOS analog amplifiers are not fundamentally more power
efficient than NMOS or PMOS circuits, although CMOS allows more efficient
circuit topologies.

5.1.2  Propagation delays and power dissipation

Logic elements always operate in conjunction with other circuits, as illustrated in
Figure 5.6. The wiring resistance in conjunction with the total load capacitance
increases the rise time of the logic pulse and as a result delays the time when

CASCADED CMOS STAGES EQUIVALENT CIRCUIT

i ==
_{ %f? o Vm

T WIRING T+At
RESISTANCE

SUM OF INPUT
CAPACITANCES

F1a. 5.6. The wiring resistance together with the distributed load capacitance delays
the signal.
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the transition crosses the logic threshold. The energy dissipated in the wiring
resistance R is

E= /z’z(t)Rdt : (5.2)

The current flow during one transition

v t
i(t) = = - 5.3
i) = o (-5 ) - (53
so the dissipated energy per transition (either positive or negative)
E v /Ooe 26\ g = Loy (5.4)
—_ X —_— = — . .
r ) P\ RrC 2
0

If pulses occur at a frequency f, the power dissipated in both transitions
P=fCv?. (5.5)

Thus, the power dissipation increases with clock frequency and the square of the
logic swing.

Fast logic is time-critical. It relies on logic operations from multiple paths
coming together at the right time. Valid results depend on maintaining mini-
mum allowable overlaps (e.g. AND) and setup times (latches). Each logic circuit
has a finite propagation delay, which depends on circuit loading, i.e. how many
loads the circuit has to drive. In addition, as illustrated in Figure 5.6 the wiring
resistance and capacitive loads introduces delay. This depends on the number of
circuits connected to a wire or trace, the length of the trace and the dielectric
constant of the substrate material. Relying on control of circuit and wiring delays
to maintain timing requires great care, as it depends on circuit variations and
temperature. In principle all of this can be simulated, but in complex systems
there are too many combinations to test every one. A more robust solution is
to use synchronous systems, where the timing of all transitions is determined by
a master clock. Generally, this does not provide the utmost speed and requires
some additional circuitry, but increases reliability. Nevertheless, clever designers
frequently utilize asynchronous logic. Sometimes it succeeds ...and sometimes
it doesn’t.

5.1.3 Logic arrays

Commodity integrated circuits with basic logic blocks are readily available, e.g.
with four NAND gates or two flip-flops in one package. These can be combined
to form simple digital systems. However, complex logic systems are no longer
designed using individual gates. Instead, logic functions are described in a high-
level language (e.g. VHDL), synthesized using design libraries, and implemented
as custom ICs — “ASICs” (application specific ICs) — or programmable logic
arrays. In these implementations the digital circuitry no longer appears as an
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Fi1Gc. 5.7. Complex logic circuits are commonly implemented using logic arrays that
as an integrated block provide the desired outputs in response to specific input
combinations.

ensemble of inverters, gates, and flip-flops, but as an integrated logic block that
provides specific outputs in response to various input combinations. This is il-
lustrated in Figure 5.7. Field Programmable Gate or logic Arrays (FPGAs) are
a common example. A representative FPGA has 512 pads usable for inputs and
outputs, ~ 10° gates, and ~ 100K of memory. Modern design tools also account
for propagation delays, wiring lengths, loads, and temperature dependence. The
design software also generates “test vectors” that can be used to test finished
parts. Properly implemented, complex digital designs can succeed on the first
pass, whether as ASICs or as logic or gate arrays.

5.2 Digitization of pulse height and time

For data storage and subsequent analysis the analog signal at the shaper output
must be digitized. Important parameters for analog-to-digital converters (ADCs
or A/Ds) used in detector systems are:

1. Resolution: The “granularity” of the digitized output.

2. Differential nonlinearity: How uniform are the digitization increments?

3. Integral nonlinearity: How much does the relationship of the digital output
to the analog input deviate from strict proportionality?

4. Conversion time: How much time is required to convert an analog signal
to a digital output?

5. Count-rate performance: How quickly can a new conversion commence after
completion of a prior one without introducing deleterious artifacts?

6. Stability: Do the conversion parameters change with time?

Instrumentation ADCs used in industrial data acquisition and control sys-
tems share most of these requirements. However, detector systems place greater
emphasis on differential nonlinearity and count-rate performance. The latter is
important, as detector signals often occur randomly, in contrast to systems where
signals are sampled at regular intervals. As in amplifiers, if the DC gain is not
precisely equal to the high-frequency gain, the baseline will shift. Furthermore,
following each pulse it takes some time for the baseline to return to its quiescent
level. For periodic signals of roughly equal amplitude these baseline deviations
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will be the same for each pulse, but for a random sequence of pulse with varying
amplitudes, the instantaneous baseline level will be different for each pulse and
affect the peak amplitude.

5.2.1 ADC parameters

5.2.1.1 Diugitizer resolution Digitization incurs approximation, as a continu-
ous signal distribution is transformed into a discrete set of values. To reduce
the additional errors (noise) introduced by digitization, the discrete digital steps
must correspond to a sufficiently small analog increment. For an accurate mea-
surement, the resolution of the ADC must be significantly better than the noise
level of the signal. Since pulse amplitudes varying within the digitization interval
AV yield the same digitization result, the rms error

avr )
9 v AV
= —dyv = —— .
o / N D (5.6)
—AV/2

or for an ADC with a full scale range V and n-bit resolution

9 _ 27271‘/2
v 12 '

This digitization noise must be smaller than the noise level of the analog input.

Another consideration is settling time. Given a single pole response V(t) =
Vo exp(—t/7), for a given precision AV/Vj the settling time ¢ = —7log(AV/V}).
To achieve a precision of 10~* one must wait 9.27 before acquiring the signal.

Apart from these considerations, the simplistic assumption is that the number
of output bits n determines the digitizer resolution, AV = V/2". For example,
13 bits yield AV/V =1/8192=1.2-107%.

If we plot the probability vs. pulse amplitude that a pulse height correspond-
ing to a specific output bin is actually converted to that address or bin, an ideal
ADC would show the response illustrated in Figure 5.8. In reality, the channel
profile is not rectangular as sketched above. Assigning analog amplitudes to dig-
ital bins involves a threshold comparator. As in every amplitude measurement,

(5.7)

g

P(V})

AV e sy

1

V,+AV

F1a. 5.8. Ideal ADC channel profiles.
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F1a. 5.9. Measured channel profile of a 13-bit ADC.

the accuracy of the threshold discrimination is subject to electronic noise. As a
result, the edges of the channel profile will be “smeared” by electronic noise in
the digitizer circuitry. Figure 5.9 shows the measured channel profile of a high-
quality 13-bit ADC. In this example about 70% of the events within the channel
boundaries are actually converted into the correct bin. The profiles of adjacent
channels overlap, as shown in Figure 5.10.

These channel profiles were measured by scanning a precision pulser across
a channel and recording the fraction of pulses converted into the proper digital
bin. However, channel profile can be checked quickly by applying the output
of a precision pulser to the ADC and carefully adjusting the output amplitude
to the center of a digital bin. If the pulser output has very low noise, i.e. the
amplitude jitter is much smaller than the voltage increment corresponding to one
ADC channel, nearly all pulses will be converted to a single channel, with only
a small fraction appearing in the neighbor channels. However, this is only true
for well-designed ADCs. Figure 5.11 shows results from an ADC whose digital
resolution is better than its analog resolution. In the 13-bit range the pulser

19 !ﬂ-uk !F-\a 3’-Z

> * . *. *

|: . .

a .

2] s

< . . H

[an) --. .o. ..

O

14

a : A ° % R

] el L s 0 "

Y I " SN O N W

344 345 346 347 348 349 350
CHANNEL NUMBER

F1a. 5.10. The channel profiles of adjacent channel overlap.
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Fic. 5.11. Spectrum of a precision pulser centered within an ADC channel. The
maximum number of counts per channel is about 10°. In the 13-bit range (left)
the signal is distributed over many channels. In the 11-bit range the spectrum is
matches the digital resolution. Although this ADC can provide 13 bits of digital
resolution, its analog resolution is only 10 — 11 bits.

signal is distributed over > 12 channels, whereas in the 11-bit range the digital
resolution matches the analog resolution. Although this ADC can provide 13 bits
of digital resolution, its analog resolution is only 10 — 11 bits, so the 12th and
13th bits are superfluous.

How much ADC resolution is required? If all counts of a peak fall in one
bin, the resolution is AV. If the counts are distributed over several bins, peak
fitting can yield substantially better resolution, depending on statistics. Figure
5.12 shows a signal with a constant width digitized with bin widths of AV = 20,
o, 0.50, and 0.250. Fitting can determine the centroid position to a fraction of
the bin width even with coarse digitization, if only one peak is present and the
line shape is known. Five digitizing channels within a linewidth (FWHM) allow
robust peak fitting and centroid finding, even for imperfectly known line shapes
and overlapping peaks.

5.2.1.2  Differential nonlinearity Differential nonlinearity (DNL) is a measure
of the uniformity of channel profiles over the range of the ADC. Depending on
the nature of the distribution, either a peak or an rms specification may be
appropriate:

?AV‘(/"; _1} o DNL_rms{?X‘(/Z; _1} . (8

where (AV) is the average channel width and AV (¢) is the width of an individual
channel.

Differential nonlinearity of < +1% max. is typical, but state-of-the-art ADCs
can achieve 1073 rms, i.e. the variation is comparable to the statistical fluctua-
tion for 10 random counts. Instrumentation ADCs are often specified with an

DNL = max {
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F1a. 5.12. Digitized spectra of a Gaussian peak whose width o = 1. ADC resolution
AV is increased by factors of two from 20 (top left) to 0.25¢0 (bottom right).

accuracy of +0.5LSB (least significant bit) or greater, so the differential non-
linearity may be 50% or more. If the differential nonlinearity exceeds +0.5LSB,
the conversion can be nonmonotonic. For certain analog values an increase in
signal will lead to a decreased digitized result. Figure 5.13 shows some typical
plots of differential nonlinearity, both with a suppressed zero, so that the DNL
is visible. The signal spectrum was “white” and is a section of the Compton con-

COUNTS
COUNTS

CHANNEL NUMBER CHANNEL NUMBER

Fia. 5.13. Response of two ADC to a “white” spectrum, both vertical scales with
suppressed zeros. The left-hand plot shows a random DNL distribution, whereas
the right-hand plot (with 1/10 vertical scale) shows pronounced periodic structures.
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F1G. 5.14. Integral nonlinearity measurement on a 13-bit ADC. Left the digitized
output is plotted wvs. input amplitude. The right-hand plot shows the deviation of
the digitized output from a straight-line fit.

tinuum from a plastic scintillator, so the spectrum is smooth. Sufficient counts
were accumulated so that the statistical deviations were much smaller than the
DNL. The left hand plot shows a random distribution of DNL, whereas the right
hand plot shows periodic structures in the DNL. Poor ADC designs often show
an odd-even effect, where the widths of alternating bins differ systematically.

5.2.1.3 Integral nonlinearity Integral nonlinearity measures the deviation from
proportionality of the measured amplitude to the input signal level. Figure 5.14
shows the channel number vs. input amplitude and the deviation of the output
from a straight-line fit.

The linearity of an ADC depends on the input pulse shape and duration, due
to bandwidth limitations in the circuitry. The integral nonlinearity shown above
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F1G. 5.15. Integral nonlinearity measured with a 3 us wide pulse, instead of the 400 ns
pulse width used in Figure 5.14.
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was measured with a 400 ns wide input pulse. Increasing the pulse width to 3 us
improved the result significantly, as shown in Figure 5.15.

5.2.1.4  Conwversion time During the digitization of a signal the system cannot
accept a subsequent signal (“dead time”). The dead time results from several
successive steps in the conversion process:

1. Signal acquisition time, which equals the time-to-peak plus settling time.
2. Conversion time, which can depend on pulse height.

3. Readout time to memory, which depends on speed of data transmission,
buffer memory access and writing to mass storage.

In pulsed beam experiments dead time can be ignored if it is smaller than the
pulse rate, so that conversion and data storage are complete before the next
event. However, in continuous event streams, unless the event rate is very low,
the measurement of yields or reaction cross-sections requires a measurement of
dead time, e.g. with a reference pulser fed simultaneously into the spectrum. The
total number of reference pulses issued during the measurement is counted and
compared with the number of pulses recorded in the spectrum.

As will be seen below, the conversion time can depend on the pulse height.
Does this mean that the efficiency is a function of pulse height? Usually not. If
events in different parts of the spectrum are not correlated in time, ¢.e. random,
they are all subject to the same average dead time (although this average will
depend on the spectral distribution). However, be cautious when events are cor-
related. For example, in decay chains where the lifetime is less than the dead
time, the daughter decay will be lost systematically.

5.2.1.5 Count rate effects Circuitry in ADCs is mostly analog, so as in ampli-
fiers one often encounters internal baseline shifts with event rate or undershoots
following a pulse. If signals occur at constant intervals, the effect of an under-
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F1G. 5.16. Centroid shift vs. pulse rate of two 13-bit ADCs (8192 channels).
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shoot will always be the same. However, in a random sequence of pulses, the
effect will vary from pulse to pulse, which leads to spectral broadening.

Baseline shifts tend to manifest themselves as a systematic shift in centroid
position with event rate. Measured results for two 13-bit ADCs subjected to
a random rate are shown in Figure 5.16. At rates approaching 4 - 10* s~! the
centroid shift of the inferior unit is sufficiently large to cause significant resolution
degradation.

5.2.1.6  Stability The conversion gain and baseline are subject to change with
time and temperature. Stability vs. temperature is usually adequate with mod-
ern electronics in a laboratory environment, especially since temperature changes
within an enclosure or integrated circuit are typically much smaller than ambi-
ent changes. However, in highly precise or long-term measurements one should
monitor changes in gain and baseline of the overall system. A simple technique
is to inject precision reference pulses to place a reference peak at both the low
and high end of the spectrum. The difference between the two peaks yields the
gain, and the position of either peak then determines the offset.

5.2.2  Analog-to-digital conversion techniques

5.2.2.1 Flash ADC Analog-to-digital converters suitable for the digitization of
individual pulses tend to use variations of a few basic techniques. Here we just re-
view some basic conversion principles to illustrate the strengths and weaknesses
of different conversion techniques. Analog-to-digital converters are key compo-
nents in many applications, so a wealth of literature can be found on the world

V..; COMPARATORS

DIGITIZED
OUTPUT

F1c. 5.17. Block diagram of a flash ADC.
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F1a. 5.18. Principle of a successive approximation ADC. The DAC is controlled to
sequentially add levels proportional to 2",2" 1, ... 2% The corresponding bit is set
if the comparator output is high (DAC output < pulse height).

wide web. Application notes from major integrated circuit houses are a good
source. Horowitz and Hill (1989) also discuss ADC techniques.

Conceptually, the simplest technique is flash conversion, illustrated in Figure
5.17. The signal is fed in parallel to a bank of threshold comparators. The indi-
vidual threshold levels are set by a resistive divider. The comparator outputs are
encoded such that the output of the highest level comparator that fires yields
the correct bit pattern. The threshold levels can be set to provide a linear con-
version characteristic where each bit corresponds to the same analog increment,
or a nonlinear characteristic, to provide increments proportional to the absolute
level, which provides constant relative resolution over the range.

The big advantage of this scheme is speed; conversion proceeds in one step
and conversion times < 10 ns are readily achievable. The drawbacks are com-
ponent count and power consumption, as one comparator is required per bit.
For example, an eight-bit converter requires 256 comparators. The conversion
is always monotonic and differential nonlinearity is determined by the matching
of the resistors in the threshold divider. Only relative matching is required, so
this topology is a good match for monolithic integrated circuits. Flash ADCs are
available with conversion rates > 500 MS/s (megasamples per second) at eight-
bit resolution. The power dissipation is about 5 W. A practical issue is the high
input capacitance of many comparator inputs in parallel, so the driver must have
sufficient current drive capability to charge up this capacitance commensurate
with the fast conversion time. The required settling time increases the conversion
time at high resolution, as V = V(1 — e_t/T), so for the signal to approach its
peak value to a precision of 1072 requires a time of seven time constants 7.

5.2.2.2  Successive approximation ADC The most commonly used technique is
the successive approximation ADC, shown in Figure 5.18. The input pulse is sent
to a pulse stretcher, which follows the signal until it reaches its cusp and then



DIGITIZATION OF PULSE HEIGHT AND TIME 205

NS

PULSE CONTROL
STRETCHER COMPARATOR LOGIC
ANALOG
INPUT ] DIGITIZED
OUTPUT
SUMMING
AMPLIFIER

DAC
DAC <: ADDRESS

rau K
E

LOAD CORRECTION DATA

- CORR. | _|
AV=DNL, , DAG

F1c. 5.19. A correction DAC can be used to improve differential nonlinearity.

holds the peak value. The stretcher output feeds a comparator, whose reference
is provided by a digital-to-analog converter (DAC). The DAC is cycled beginning
with the most significant bits. The corresponding bit is set when the comparator
fires, i.e. the DAC output becomes less than the pulse height. Then the DAC
cycles through the less significant bits, always setting the corresponding bit when
the comparator fires. Thus, n-bit resolution requires n steps and yields 2™ bins.
This technique makes efficient use of circuitry and is fairly fast. High-resolution
devices (16 — 20 bits) with conversion times of order us are readily available.
Currently, a 16-bit ADC with a conversion time of 1 us (1 MS/s) requires about
100 mW.

A common limitation is differential nonlinearity, since the resistors that set
the DAC levels must be extremely accurate. For DNL < 1% the resistor de-
termining the 2!2 level in a 13-bit ADC must be accurate to < 2.4 - 1076, As
a consequence, differential nonlinearity in high-resolution successive approxima-
tion converters is typically 10 — 20% and often exceeds the 0.5 LSB required to
ensure monotonic response.

The differential nonlinearity can be corrected by various techniques. One is
to average over many channel profiles for a given pulse amplitude, the “sliding
scale” technique originated by Gatti (Cottini, Gatti, and Svelto 1963). Here an
analog increment is added event-by-event and the digitized output is corrected
accordingly. Thus, for a large number of events the conversion of a given pulse
amplitude utilizes many states of the converter. For a random amplitude dis-
tribution this averages over many channel profiles and equalizes the differential
nonlinearity. When properly implemented this provides excellent differential non-
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linearity with no significant degradation of the channel profile. However, flawed
implementations are prone to step-like discontinuities in the DNL ws. amplitude.

Another technique is the “brute force” approach of using a correction DAC.
The primary DAC output is adjusted by the output of a correction DAC to
reduce differential nonlinearity. This is shown in Figure 5.19. Correction data
are derived from a measurement of DNL. Corrections for each bit are loaded
into the RAM, which acts as a lookup table. For each address of the main DAC
the appropriate correction is applied to the correction DAC. The range of the
correction DAC must exceed the peak-to-peak differential nonlinearity. If the
correction DAC has N bits, the maximum DNL is reduced by 2=V=1 (if the
deviations are symmetrical).

5.2.2.3  Wilkinson ADC The Wilkinson ADC (Wilkinson 1950) has tradition-
ally been the mainstay of precision pulse digitization. The principle is shown
in Figure 5.20. The peak signal amplitude V is acquired by a combined peak
detector/pulse stretcher and transferred to a memory capacitor. The output of
the peak detector initiates the conversion process:

1. The memory capacitor is disconnected from the stretcher.

2. A current source is switched on to linearly discharge the capacitor with

current Ig.
START STOP
I
/\ /\T VBL
PULSE
STRETCHER COMPARATOR
ANALOG
INPUT
PEAK COUNTER
DETECTOR
OUTPUT
DIGITIZED
OUTPUT

Fia. 5.20. Principle of a Wilkinson ADC. After the peak amplitude has been ac-
quired, the output of the peak detector initiates the conversion process. The mem-
ory capacitor is discharged by a constant current while counting the clock pulses.
When the capacitor is discharged to the baseline level V1, the comparator output
goes low and the conversion is complete.
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3. Simultaneously with commencing the discharge a counter is enabled to
determine the number of clock pulses until the voltage on the capacitor
reaches the baseline level V..

The time required to discharge the capacitor is a linear function of pulse height,

V - VL

T:
c=0C Tn

, (5.9)
so the counter content provides the digitized pulse height. The clock pulses are
provided by a crystal oscillator, so the time between pulses is extremely uniform
and this circuit inherently provides excellent differential linearity. The drawback
is the relatively long conversion time 7T, which for a given resolution is propor-
tional to the clock period T and the pulse height, To = n x T (n = channel
number o pulse height). For example, a clock frequency of 100 MHz provides a
clock period T, = 10ns and a maximum conversion time T = 82 us for 13 bits.
Clock frequencies of 100 MHz are typical, but > 400 MHz have been implemented
with excellent performance (DNL < 1073). This scheme makes efficient use of
circuitry and allows low power dissipation. Wilkinson ADCs have been imple-
mented in 128-channel readout ICs for silicon strip detectors (Garcia-Sciveres et
al. 1999). Each ADC added only 100 um to the length of a channel and a power
of 300 uW per channel (see Chapter 8).

Many important details are not shown in Figure 5.20. For example, the be-
ginning of the discharge must be synchronized with the clock. Switching the
current source requires some time, which introduces nonlinearity for small sig-
nals. Cross-talk from the clock or counter to the analog circuitry can introduce
correlations into the differential nonlinearity, as illustrated in Figure 5.13. It is
tempting to utilize both the leading and trailing edge of the clock pulse to double
the clock frequency and reduce conversion time. However, the duty cycle of the
clock pulse must be constrained very accurately to 50% to avoid degradation of
differential nonlinearity. This technique typically leads to odd—even structures in
the DNL, so the least significant bit can become unusable. Simply suppressing
this bit also reduces the conversion time two-fold, so “clock doubling” becomes
self-defeating.

5.2.2.4  Hybrid analog-to-digital converters Conversion techniques can be com-
bined to obtain high resolution and short conversion time. One example combines
a flash ADC with a successive approximation or a Wilkinson (ramp run-down)
converter. The fast flash ADC provides coarse conversion (e.g. 8 out of 13 bits)
and the successive approximation or Wilkinson converter provides fine resolution.
Since the second conversion range is small, the conversion time is significantly
reduced. For example, a Wilkinson ADC covering 256 channels with a 100 MHz
clock requires only 2.6 us, which is comparable to a successive approximation
ADC, but with superior differential nonlinearity.

Another approach is to use flash ADCs with sub-ranging. Not all applications
require constant absolute resolution over the full range. Sometimes only relative
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Fia. 5.21. A 12-bit pipelined ADC. The first four stages have a 3-bit output, but
only 2-bit resolution, so the first four stages provide 8 bits. The last stage is a flash
ADC that provides the final 4 bits.

resolution must be maintained, especially in systems with a very large dynamic
range.

Sub-ranging utilizes a precision binary divider at the input to determine the
coarse range and a fast flash ADC for fine digitization. One example is a fast
digitizer that fits in phototube base and provides 17 to 18 bit dynamic range
with 16ns conversion time (Yarema et al. 1993, Zimmerman and Hoff 2004).
The converter provides a digital floating point output (4 bit exponent, 8 + 1 bit
mantissa).

A popular architecture is the pipelined ADC, which consists of sequential
conversion steps, as illustrated in Figure 5.21. The input to each stage is fed both
to a sample and hold and a three-bit flash ADC. The sample and hold (S&H)
maintains the signal level during conversion. The flash ADC quantizes its input
to 3-bit accuracy. This output is fed to a DAC with 12-bit accuracy. The DAC’s
analog output is subtracted from the original signal and the difference signal is
passed on to the next stage. The last 4 bits are resolved by a 4-bit flash ADC. As
soon as a stage has passed its result to the next stage it can begin processing the
next signal, so throughput is not determined by the total conversion time, but
by the time per stage. Since outputs from individual stages appear sequentially,
the outputs must be aligned in time to form the cumulative digitized output.
Since the interstage gain is only four (rather than eight corresponding to 3 bits),
each stage only contributes 2 bits of resolution. The extra bit is used for error
correction. Commercially available pipelined ADCs provide 1 GS/s conversion
rates with eight-bit resolution and a power dissipation of about 1.5 W. Note that
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F1a. 5.22. The simplest form of time digitizer counts the number of clock pulses
between the start and stop signals.

the effective resolution at the maximum sampling rate is less than the digital
resolution.

Other techniques, the sigma-delta ADC being a notable example, measure
incremental changes over the waveform. This architecture is popular in audio
applications, so the frequencies are much lower than needed for the digitization
of detector pulses.

5.3 Time-to-digital converters (TDCs)

Measurements of time intervals can utilize digital and analog techniques.

5.3.1 Counter

The combination of a clock generator with a counter is the simplest technique,
shown in Figure 5.22. The clock pulses are counted between the start and stop
signals, which yields a direct readout in real time. The limitation is the speed of
the counter, which in current technology is limited to about 1 GHz, yielding a
time resolution of 1ns. Using the stop pulse to strobe the instantaneous counter
status into a register provides multi-hit capability.

5.3.2  Analog ramp

Analog techniques are commonly used in high-resolution digitizers to provide
resolution in the range of ps to ns. The principle is to convert a time interval
into a voltage by charging a capacitor through switchable current source. The
start pulse turns on the current source and the stop pulse turns it off. The
resulting voltage on the capacitor C'is V = Q/C = I (tsiop — tstart)/C, which is
digitized by an ADC. A convenient implementation switches the current source
to a smaller discharge current Ir and uses a Wilkinson ADC for digitization,
as illustrated in Figure 5.23. This technique provides high resolution, but at the
expense of dead time and multi-hit capability.

5.3.3  Digitizers with clock interpolation

Integrated circuit technology makes it practical to implement clock interpola-
tion to provide ps resolution together with multi-hit capability and no dead time
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Fi1c. 5.23. Combining a time-to-amplitude converter with an ADC forms a time digi-
tizer capable of ps resolution. The memory capacitor C is charged by the current I
for the duration Tistart — Tstop and subsequently discharged by a Wilkinson ADC.

(Arai and Ohsugi 1986, 1989). A block diagram is shown in Figure 5.24. The
clock period is interpolated by inverter delays (Ul, U2, ... ). The delay can
be fine-tuned by adjusting the operating current of the inverters. This does not
provide very tight control against temperature or voltage variations, so the de-
lays are stabilized by a delay-locked loop referenced against the master clock,
which is typically a very stable crystal oscillator, as indicated at the bottom of
Figure 5.24 (Arai et al. 1998). The delay-locked loop ensures that the total de-
lay of the interpolation chain is an integer multiple of the clock period. Devices
with 250 ps resolution have been fabricated and tested for use in high-energy
physics experiments, but the technique should be applicable to higher resolution
digitizers.

5.4 Digital signal processing

Up to now we have utilized analog techniques for pulse shaping. However, filter-
ing can also be applied in the digital domain. This is a topic worthy of a book
in itself, so this will only be a brief introduction designed to provide some per-
spective relevant to large-scale detector systems. For a more detailed discussion
of digital signal processing techniques see texts by Ifeachor and Jervis (1993),
Oppenheimer and Schafer (1998), and others. For examples applied to detector
pulse processing see Pullia et al. (2000) and Cardoso et al. (2004), which also
give additional references.
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F1c. 5.24. Time digitizer using clock interpolation. The interpolator delays are con-
trolled by a delay-locked loop referenced to the master clock oscillator (Arai et al.
1998).

First, the detector signal is sampled with a fast digitizer with sufficient reso-
lution to reconstruct the pulse, as shown in Figure 5.25. Subsequently, a digital
signal processor (DSP) applies the appropriate algorithms to filter the pulse and
extract the pulse height (Figure 5.26). Digital signal processing allows great flex-
ibility in implementing filtering functions. The software can be changed readily
to adapt to a wide variety of operating conditions and it is possible to implement
filters that are impractical or even impossible using analog circuitry. However,
this comes at the expense of increased circuit complexity and increased demands
on the ADC compared to analog shaping.
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F1c. 5.25. Sampling a pulse to allow digital signal processing. The pulse shown is the
current pulse from a strip detector.
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F1G. 5.26. Block diagram of a detector readout using digital signal processing.

Figure 5.27 illustrates how a filter function can be implemented using digital
techniques. The amplitude of the input signal is multiplied at each discrete time
step by a filter weighting function. The filter function can be calculated in real
time by the DSP or it can be stored as values in a look-up table. This process
could be applied to either a continuous or a digitized input signal. Subsequently
the samples are integrated. Since the amplitudes add coherently, whereas the
noise components add in quadrature, this yields a net improvement in signal-to-
noise ratio. It is also rather straightforward to show that the optimum signal-
to-noise ratio obtains when the weighting function has the same shape as the
input signal. This is an example of a “matched filter”. However this is only the
optimum filter for retrieving the signal while retaining its shape. As we have
seen, integrating the signal to extend its duration and then filtering decouples
the choice of filter parameters from the original signal duration.

The simple scheme shown in Figure 5.27 requires that the time of the desired
signals is known, so the weighting factors can be synchronized with the signal.
This constraint is removed when the filtering is performed by convolution, so the
DSP block in Figure 5.26 performs a sequence of multiplications and sums

INTEGRATOR

INPUT O Q ——O OUTPUT

FILTER WEIGHTING FUNCTION

Fi1a. 5.27. In a simple digital filter the input signal is multiplied at each discrete time
step by a filter weighting function.



DIGITAL SIGNAL PROCESSING 213

N—
So(n) = W(k)- Si(n—k), (5.10)
k=0

—

where S, and S; are the output and input signals and W is the weighting func-
tion that yields the desired pulse shape. This is analogous to pulse shaping in
analog systems (eqn 4.1). In digital signal processing this is referred to as a finite
impulse response (FIR) filter, similar to an infinite impulse response (ITR) filter,
which takes the sum to infinity. Specialized digital signal processors optimized
to perform these functions are available, but FPGAs also allow very efficient
implementations. Without special hardware algorithms can be tested on a desk-
top computer using realistic detector pulses and noise spectra to assess artifacts
in the output spectrum, for example using C** functions (Embree and Danieli
1999).

The sample interval must be sufficiently small to capture the pulse structure.
Figure 5.28 shows the same pulse as in Figure 5.25, but sampled at intervals of
4 ns instead of 1 ns. The sampling interval of 4 ns misses the initial peak.

This illustrates the Nyquist criterion. The ADC must digitize at greater than
twice the rate of the highest frequency component in the signal. Apart from miss-
ing information on the fast components of the pulse, undersampling introduces
spurious artifacts. With too low a sampling rate high frequency components will
be “aliased” to lower frequencies, as shown in Figure 5.29.

To prevent aliasing, a low-pass filter must be introduced before the ADC. As
a result, an additional analog block must be added to the signal processing chain
(Figure 5.30). When an input frequency f; is sampled at a rate fs, the output
frequencies can be reconstructed as f; + kfs, where k is any integer value. Thus,
the input is aliased to both lower and higher frequencies and the prefilter (“anti-
aliasing filter”) is needed to exclude both possibilities. Every sampling process
is subject to aliasing — e.g. also 2D or 3D image processing.
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F1a. 5.28. Sampling at too low a rate does not preserve the full pulse structure.
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Fia. 5.29. Sampling at too low a rate “aliases” a frequency components to lower
frequencies.

The preamplifier is necessary to raise the level of the input noise sources such
that the digitization noise of the ADC is negligible. As already noted in Section
5.2.1.1, the signal quantization inherent to the digitization process introduces

quasi-random noise
AV

V12’
where AV is the signal increment corresponding to one bit. This quantization
noise is increased by differential nonlinearity. When the Nyquist condition is

fulfilled the noise is spread nearly uniformly and extends to 1/2 the sampling
frequency fg, so the spectral noise density

(5.11)

Op =

_on _AV. 1 AV
VAR V12 fs2 VEfs

Sampling at a higher frequency spreads the total noise over a larger frequency
range, so oversampling can be used to increase the effective resolution.

From this we see that the front-end electronics and ADC must exhibit the
same precision as in an analog system, ¢.e. the baseline and other pulse-to-pulse
amplitude fluctuations must be less than order @, /10, i.e. typically 10~ in
high-resolution systems. For 10V full scale at the ADC input in a high-resolution
gamma-ray detector system, this corresponds to < 1 mV. In practice the effective

€n

(5.12)

DETECTOR PREAMP PRE-FILTER ADC DSP

F1G. 5.30. A low-pass filter (prefilter) inserted in the ADC input prevents aliasing of
high-frequency components into the desired frequency range.
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resolution of ADCs suitable for these applications is commonly 2 bits worse than
nominal, so this must be taken into account. At very high resolution the electronic
noise of the ADC’s input circuitry becomes the limit. For example, in a 24-bit
ADC with a full-scale range of 10V one bit corresponds to a voltage difference
of 0.4nV. The thermal noise of a 50 resistor in 1 Hz bandwidth is more than
twice as large. Furthermore, the dynamic range requirements for ADC may be
more severe than in an analog filtered system, as can be seen from the rather
high peak-to-average ratio of the pulse in Figure 5.25. In any case, the ADC
must provide high performance at short conversion times.

Today digital signal processing is technically feasible for some applications,
e.g. detectors with moderate to long collection times (gamma and x-ray detec-
tors), and systems are commercially available. Nevertheless, these systems tend
to be complex and power-hungry.

In large-scale systems, however, the benefits are not so clear. Where intimate
integration of sensors and electronics in a small volume is required, both circuit
area and power dissipation are crucial considerations. Furthermore, these are
special purpose systems. The electronics are specifically tailored to the sensor and
application and do not need to be modified during the course of the experiments
(the inevitable upgrades notwithstanding). Furthermore, simple analog filters
usually provide results that are only slightly inferior to the optimized filters that
a DSP system would allow.

The benefits of digital signal processing are:

Flexibility in implementing filter functions.
Filters are possible that are impractical in hardware.
Filter parameters can be changed simply.

Tail cancellation and pile-up rejection are easily incorporated.

CU W

Adaptive filtering can be used to compensate for pulse shape variations.

Where is digital signal processing appropriate? It provides clear benefits in
systems that are highly optimized for resolution, high counting rates, and variable
sensor pulse shapes.

Where is analog signal processing best (most efficient)? In systems that re-
quire fast time response the high power requirements of high-speed ADCs are
prohibitive. Systems that are not sensitive to pulse shape can use fixed shaper
constants and rather simple filters, which can be either continuous or sampled.
For example, the APV25 chip described in Chapter 8 applies discrete sample
processing using analog circuitry. Finally, in high density systems that require
small circuit area and low power, analog filtering can efficiently transpose the
relevant information to a frequency domain where digitization requirements are
less demanding.

Given the dearth of good analog circuit designers and no prospects for im-
provement, it is often claimed that digital signal processing is a better match to
available skills and avoids the need to understand the wide range of details that
a sophisticated analog system requires. This argument is specious; both types
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of systems require careful analog design. Nevertheless, progress in fast ADCs
(precision, reduced power) will expand the range of DSP applications.

References

Arai, Y. and Ohsugi, T. (1986). An idea of deadtimeless readout system by using
time memory cell. Proceedings of the 1986 Summer Study on the Physics of
the Superconducting Super Collider pp. 455457

Arai, Y. and Ohsugi, T. (1989). TMC — a CMOS time to digital converter VLSI.
IEEE Trans. Nucl. Sci. NS-36/1 (1989) 528-531

Arai, Y. et al. (1998). Time memory cell VLSI for the PHENIX drift chamber.
IEEE Trans. Nucl. Sci. NS-45/3 (1998) 735 — 739 and references therein.

Cardoso, J.M. et al. (2004). A high performance hardware reconfigurable hard-
ware platform for digital pulse processing. IEEE Trans. Nucl. Sci. NS-51/3
(2004) 921-925

Cottini, C., Gatti, E., and Svelto, V. (1963). A new method for analog-to-digital
conversion. Nucl. Instr. Meth. 24 (1963) 241-242

Embree, P.M. and Danieli, D. (1999). Ct+ Algorithms for Digital Signal Pro-
cessing. Prentice Hall PTR, Upper Saddle River. ISBN 0-13-179144-3, TK5102.9
E45

Garcia-Sciveres, M. et al. (1999). The SVX3D integrated circuit for dead-
timeless silicon strip readout. Nucl. Instr. Meth. A435 (1999) 5864

Horowitz, P. and Hill, W. (1989). The Art of Electronics. Cambridge University
Press, 2nd edition, ISBN 0-5213-7095-7

Ifeachor, E.C. and Jervis, B.W. (1993). Digital Signal Processing — A Practical
Approach. Addison-Wesley, Wokingham. ISBN 0-201-54413-X, TK5102.133

Oppenheimer, A.V. and Schafer, R.W. (1998). Discrete- Time Signal Processing.
Prentice Hall, Upper Saddle River. ISBN 0-13-754920-2, TK5102.9.067

Pullia, A. et al. (2000). Quasi-optimum ~ and x spectroscopy based on real-time
digital techniques. Nucl. Instr. Meth. A439 (2000) 378-384

Shannon, C.E. (1949). Communication in the presence of noise. Proc. IRE 37 /1
(1949) 10-21, reprinted in Proc. IEEE 862 (1998) 447-457

Wilkinson, D.H. (1950). A stable ninety-nine channel pulse amplitude analyser
for slow counting. Proc. Cambridge Phil. Soc. 46/3 (1950) 508-518

Yarema, R.J. et al. (1993). Wide range charge integrator and encoder ASIC for
photomultiplier tubes. IEEE Trans. Nucl. Sci. NS-40/4 (1993) 750752

Zimmerman, T. and Hoff, J.R. (2004). The design of a charge-integrating mod-
ified floating-point ADC chip. it IEEE J. Solid-State Circuits SC-39/6 (2004)
895-905



6

TRANSISTORS AND AMPLIFIERS

As shown in Chapter 3 the electronic noise of a well-designed amplifier chain is
determined by the first amplifying stage. Taking this a step further, in a well-
designed amplifier stage, the noise is dominated by the input amplifying device,
e.g. a bipolar transistor, a junction field effect transistor (JFET) or metal-oxide-
semiconductor field effect transistor (MOSFET). At a basic level, one can con-
sider individual amplifying devices as amplifiers, so the first stage must amplify
its inherent noise to a level that overrides the noise of subsequent devices and
other components. Understanding the noise of amplifying devices and its opti-
mization requires some knowledge of device physics, so this chapter first describes
the basic principles of bipolar and field effect transistors and how these devices
are used in simple amplifiers. We then analyze the noise properties of FET's and
bipolar transistors and turn to some illustrative amplifier designs that show how
the various types of devices can be used effectively.

This chapter presents only an overview. The following books are recom-
mended to those who wish to delve deeper. The texts by Shockley (1950) and
Grove (1967) may appear dated, but they give excellent treatments of the basic
physics. Sze (1981, 2002) provides a comprehensive overview of practically all
semiconductor devices. Taur and Ning (1998) and Takeda, Yang, and Miura-
Hamada (1995) give a more modern perspective relevant to modern integrated
circuits. Tsividis (1987) covers MOS transistors in great detail. Baker, Li, and
Boyce (1998) cover simulation and layout of integrated circuits. Wolf (1995, 2002)
provides a detailed and quite up-to-date discussion of submicron integrated cir-
cuits. Clearly, this is not an exhaustive list and also reflects some personal pro-
clivities (the primary sources often give the clearest explanations).

6.1 Bipolar transistors

Although the first patent awarded for a semiconductor amplifier described a field
effect transistor, the first practical devices were bipolar transistors. The first
bipolar transistors were point-contact transistors (Bardeen and Brattain 1948),
which proved to be an evolutionary dead-end. All modern bipolar transistors are
junction transistors (Shockley 1949), which fully exploit the presence of both
majority and minority carriers. The principle is illustrated in the npn structure
shown in Figure 6.1. The following explanation applies the signal to the base,
which separates the input and output currents, but differs from many textbooks
that apply the signal to the emitter. This has historical reasons, as the first
transistors had poor current gain and frequency response, so applying the signal
to the emitter was advantageous. This constraint was overcome decades ago and
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F1a. 6.1. Principle of a bipolar junction transistor.

commonly the signal is applied to the base. The different circuit topologies and
their characteristics are described later.

The base and emitter form a diode, which is forward biased so that a base
current I flows. The base current injects holes into the base—emitter junction.
As in a simple diode, this gives rise to a corresponding electron current through
the base—emitter junction.

If the potential applied to the collector is sufficiently positive so that the
electrons passing from the emitter to the base are driven towards the collector,
an external current I will flow in the collector circuit.

The ratio of collector to base current is equal to the ratio of electron to hole
currents traversing the base-emitter junction. Assuming ideal diode behavior (as
derived in Appendix E), the ratio of collector to base currents

I_C _ I.BE Dn/NALn o Np Dan

Is I, D,/NpL, NaD,L,

(6.1)

If the ratio of doping concentrations in the emitter and base regions Np/Na
is sufficiently large, the collector current will be greater than the base current.
Thus, the device exhibits current gain. The gain can be increased further by
narrowing the base width, as shown in Appendix G. Furthermore, we expect the
collector current to saturate when the collector voltage becomes large enough
to capture all of the minority carrier electrons injected into the base. With zero
collector voltage the minority carriers in the base would simply recombine. Since
the current inside the transistor includes both electrons and holes, the device is
called a bipolar transistor. A quantitative description of the bipolar transistor is
given in Appendix G.

Bipolar junction transistors allow much higher current gains than point-
contact transistors, whose current gains were of order unity. However, since their
output resistance was higher than the input resistance, point-contact transis-
tors could still provide voltage gain and initially provided useful gain at higher
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F1G. 6.2. Dimensions and doping profiles of the emitter (E), base (B), and collector
(C) in a GHz bandwidth bipolar transistor.

frequencies than junction devices. Despite being obsolete for decades, the point-
contact transistor still lingers on in some discussions of bipolar transistor prop-
erties. Unfortunately, this sometimes leads to erroneous conclusions.

Typical dimensions and doping levels of a modern high-frequency transistor
(5 — 10 GHz bandwidth) are shown in Figure 6.2. Although this figure shows the
transistor arranged horizontally, in the silicon wafer the structure extends from
the surface into the silicon bulk, so the device is vertical. Furthermore, a practical
device must be configured to avoid leakage paths at the device periphery that
would bypass the device and also include isolation structures between adjacent
devices. This is illustrated in Figure 6.3.

The base width, typically 0.2 ym or less in modern high-speed transistors, is
determined by the difference in diffusion depths of the emitter and base regions,
so it is not directly dependent on minimum feature size. Since the base width
is much less than the recombination length L, it determines the charge profile,
so in eqn 6.1 the recombination length is replaced by the base width. This fur-
ther increases the current gain. Since the transit time through the base limits
high-frequency performance, thin base regions are also necessary for high-speed
devices. The thin base geometry and high doping levels make the base-emitter
junction sensitive to large reverse voltages. Typically, base—emitter breakdown
voltages for high-frequency transistors are but a few volts. A lightly doped layer
between the base and collector (labelled “n-EPI” in Figure 6.3) increases the
breakdown voltage of the collector.
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F1a. 6.3. Bipolar transistors are usually fabricated as vertical devices, with the emit-
ter at the surface, the base one layer down and the collector a relatively large tub

in the bulk. The “n™-buried layer” forms the collector with an intermediate lightly
doped “n-epi” layer between the base and collector to increase the sustainable col-
lector voltage. The “n™-buried layer” extends laterally to the right to provide a
collector contact at the surface. The p* channel stop at the right surrounds the
transistor and isolates it from adjacent devices (From Sze 1981. (©John Wiley &
Sons, reproduced with permission.)

Complementary devices can be formed by using either an npn or pnp se-
quence, as illustrated in Figure 6.4. The principle of operation is the same, except
that the polarities of the applied voltages are reversed.

npn: positive collector-emitter and base-emitter voltages.

pnp: negative collector—emitter and base—emitter voltages.

The result of this simple analysis implies that for a given device the current
gain should be independent of current. In reality this is not the case. Figure 6.5
shows the measured DC gain of a “general purpose” high-frequency transistor.

The current gain peaks at about 8 mA and is roughly constant over only about an
octave of current. At low currents the DC gain decreases due to recombination

NPN PNP
(¢} C
n D
B— pt B— nt
ntt ptt
E E

FiG. 6.4. Either npn (left) or pnp (right) transistors can be formed by juxtaposing
the sequence of doping. The corresponding the circuit symbols are also shown.
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F1G. 6.5. Direct current gain wvs. collector current of a “general purpose” high fre-
quency transistor.

in the base—emitter depletion region. We’ll return to this phenomenon in the
next chapter when discussing radiation effects. At high currents the current gain
drops because of resistive voltage losses, shifting of the high field region at the
collector (increased base width), and loss of injection efficiency as the carrier
density approaches the doping concentration, depending on the specific design.
For low-power applications the behavior at low currents is important. The
“ideal” DC gain depends only on device and material constants, whereas the re-
combination depends on the local density of injected electrons and holes relative
to the concentration of recombination centers. Thus, the relative degradation of
DC gain due to recombination depends on the current density. Within the same
fabrication process and at a given operating current, a large transistor will ex-
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Fi1c. 6.6. DC gain vs. emitter current density of npn and pnp devices fabricated in a
modern bipolar transistor integrated circuit process. The emitter area is 45 (um)27
so to obtain the total emitter current the current density must be multiplied by 45.
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hibit more recombination than a small transistor. Stated differently, for a given
current, the large transistor will offer more recombination centers for the same
number of carriers. As shown in Figure 6.6 modern devices exhibit DC gain that
is quite uniform over orders of magnitude of emitter current and extending down
to currents at the pyA level.

The frequency response of the current gain is similar to that of the simple
amplifier discussed in Chapter 2. At low frequencies the current gain is constant
and then drops off linearly with frequency. In the high frequency regime

T
p=-i 7 (6.2)
where fr is the frequency where the extrapolated current gain equals one. This
is called the transit frequency. The gain—bandwidth product is constant, so the
cutoff frequency, where the current gain rolls off by 1/+/2,

_ Jr
Bpc
In a transistor with fr = 5 GHz and a low-frequency current gain of 100 the

current gain remains roughly constant up to 50 MHz and then falls off inversely
proportional to frequency with a 90° phase shift.

fs (6.3)

6.1.1 Bipolar transistors in amplifiers

To form amplifiers transistors can be connected in three basic configurations,
common-emitter, common-base, and common-collector, which will be described
below. The three configurations have different properties, which complement each
other. All three are frequently combined to obtain the desired characteristics of
the overall amplifier.

The differential behavior, as for a small signal superimposed on the bias
voltages, is the same, so the basic amplifier equations are the same for both npn
and pnp transistors. The availability of complementary transistors offers great
flexibility in circuit design and also provides greater gain and bandwidth than
pure npn or pnp designs. Figure 6.4 shows npn and pnp transistors together with
their respective circuit symbols.

6.1.1.1 Common-emitter amplifier In a common-emitter amplifier the emitter
is common to both the input and output. Figure 6.7 shows a common-emitter
amplifier and its equivalent circuit.

The input signal is applied to the base, the output taken from the collector.
The change in collector current Alg in response to a base current Alg is Alg =
BAIp, so the change in output voltage AVe = AlcR;p, = BAIgRy, where
Ry, = RRc/R+ Rc is the parallel combination of Rc and the external load
R. Note that we must distinguish between the DC gain Spc = I¢/Ip and the
differential current gain 8 = dI¢/dIp, which applies to small signal variations
superimposed on the DC bias.
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Fia. 6.7. Common-emitter amplifier with its equivalent circuit (left). Note that the
effective load resistance is the parallel combination of R and Rc. The second panel
shows a variant of the common-emitter amplifier configured as a differential pair.

Although the bipolar transistor is a current driven device, it is often con-
venient to consider its response to input voltage. Consider a transistor in the
common-emitter configuration. The voltage gain

Vo dic
~ dVi,  dVpEk

Av RL = ngL . (64)

Since the dependence of base current on base-emitter voltage is given by the
diode equation
Ip = Ig(efVeE/FT _ 1) x IpefVoE/kT (6.5)

the resulting collector current is

Ic = fBpclp = BpclpetVee/FT (6.6)

and the transconductance, i.e. the change in collector current vs. base-emitter

voltage
G = dIC _ 6D I ieeVBE/kT _ i[ (6 7)
™ AVeE CRYT kT '

The transconductance depends only on collector current, so for any bipolar tran-
sistor — regardless of its internal design, whether “antique” or futuristic and
regardless of the material, whether Si, Ge, SiGe or any other heterojunction
— setting the collector current determines the transconductance. Since at room
temperature kT /e = 26 mV,

Ic

m=——rc 4 e .
Im = 0,026 [mV] 0[v=te (6.8)
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We can also interpret this result in the following manner. Because of the emitter
diode’s current—voltage characteristic, for small current excursions it behaves as
a resistance i
rp=VEE _ KT (6.9)
dIE GIE
Since Ig = I, the transconductance g, ~ 1/rg.

Thus is not quite true, as the doped channel connecting the physical emit-
ter to the external connection has some resistance, so the emitter resistance is
the sum of the dynamic resistance rp and the parasitic connection resistance.
However, at low currents the parasitic resistance is usually negligible, so in small
signal amplifiers the voltage gain is of a bipolar transistor is well-controlled by
the emitter current and load resistance.

A variant of the common-emitter amplifier is the differential pair (sometimes
called a “long tailed pair”), also shown in Figure 6.7. Both emitters are connected
together to a current source Iy, so the total current is fixed. The quiescent current
in each transistor is Ip/2, so the transconductance

(& IO
gm1 = gm2 = ﬁ : 5 . (610)

A small change in the input voltage to the first transistor Vg1 + AV changes its
collector current by
AV € IO
Alcp = AV =— — = 6.11

@ Iml= "9 WT 2 (6.11)
Only half of the signal voltage is applied to each transistor, as the input divides
equally between the two base—emitter junctions. Since the total current is fixed,
the current of the second transistor Q2 must decrease by the same amount,
Alco = —Aleq. Viewed in terms of emitter voltage, increasing V1 pulls up the
voltage at the common-emitter connection, so the base—emitter voltage of the
second transistor is reduced and its current decreases. The collector voltages

I() € IO
V.- |22 Ay, S0
Ve Vi [2 + AV T 4] R¢
- I() € IO
Voo = V4 [2 AV T 4] Re (6.12)
so the change in output voltage
e IQ

Ver—Vea =AV . — .22 (6.13)

kKT 2

The differential voltage gain is half of a single transistor operating at the col-
lector current Iy. However, the differential configuration has an important ad-
vantage, as the difference output Vo1 — Voo depends only on the difference in
input voltages V1 — Vpo. The output voltage difference is independent of the
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F1c. 6.8. Output characteristics of a bipolar transistor. Beyond the “knee” the ex-
trapolated curves intersect at the same voltage, the “Early voltage” V.

supply voltage V., and also independent of of any “common mode” voltage at
the input. Suppressing common mode components on the voltage supply line is
important in reducing cross-talk between different channels in a large system,
as the supply line impedance is never zero. As the differential pair operates at
constant current, it does not impress voltage changes on the supply line, further
reducing potential cross-talk. We’ll return to this circuit topology in Section 6.4.

Since the maximum current draw of either transistor is limited to Iy, the
circuit also acts as an amplitude limiter. The collector currents

Iy Iy

and ICQ = )

Vi1 —V; Via =V,

B1 B2 1+ exp B2 B1
kT /e kT /e

(6.14)

Icy =
1+ exp (

which yields a linear input voltage range of £kT'/e. The maximum peak-to-peak
differential output voltage swing is Iy R¢c, which corresponds to an input swing of
about +4kT /e ~ +100mV, independent of the current Iy. The maximum input
signal can be increased by inserting resistors Rg in the emitter connections of
both transistors, which reduces the transconductance to (rg + Rg)~!.

A constraint on the obtainable voltage gain of an amplifier is imposed by the
output characteristics of the transistor. These are shown schematically in Figure
6.8 for a transistor in a modern integrated circuit. At low collector voltages the
field in the collector—base region is not sufficient to transport all injected carriers
to the collector without recombination. At sufficiently high voltage the collector
captures practically all available carriers, but the output current still increases
gradually with voltage as the increased potential reduces the effective base width.

An interesting feature is that the extrapolated slopes in the saturation region
intersect at the same voltage V4 for I = 0, the “Early voltage”. This parameter
sets the maximum voltage gain of the amplifier.
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Fia. 6.9. Equivalent output circuit of a bipolar transistor. The slope of the output
curve is equivalent to a resistance shunting the current source formed by the ideal
transistor.

The finite slope of the output curves is equivalent to a current generator
representing the ideal transistor shunted by a resistance, as shown in Figure 6.9.
The shunt resistance

ro =K== (6.15)

where V4 is the Early voltage and K is a device-specific constant of order 1, so
usually it’s neglected. Figure 6.8 shows an Early voltage of 42V, so for a current
of TmA the output resistance r, is 42 k2.

In an amplifier the total load resistance is the parallel combination of the
external load resistance and the output resistance r, of the transistor. In the limit
where the external load resistance is infinite, the load resistance is the output
resistance of the transistor. Then the voltage gain is the maximum obtainable,

dlc Ic V4 Va
Av max — 0o = dmTo = - = y 6.16
’ Ve ¢ I T W leTe T KT e (6.16)

which at room temperature is about 40V4, so transistors with large Early volt-
ages allow large voltage gains. To first order the maximum obtainable voltage
gain is independent of current.

The effective load resistance is the parallel combination of the transistor’s
output resistance r, = KV4/Ic and the external resistances R and R. In
practice, the latter two resistances are usually selected to be much smaller than
the transistor’s output resistance, so the external resistances determine the total
load resistance.

The bipolar transistor’s input resistance

 dVee  , dVpg

;= = 1
T dlc (6.17)
From the diode equation (eqn 6.5)

Ve _ T (6.18)

dIE a €IE ’
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F1G. 6.10. Collector current vs. base-emitter voltage (left) and collector current vs.
base current (right) in a typical bipolar transistor.

The emitter current I = Ig + Ic = (I¢/Bpc) + Ic. Since in a modern
transistorBpc > 1, Ig = I, so the input resistance
dVBE 3 KT KT

~03—. 6.19
€IE 6 GIC ( )

The input resistance is proportional to the current gain and inversely propor-
tional to the collector current. For 8 = 100 and Ic = 1mA, r; = 2600 (2.

We can also interpret this result in the following manner. As noted above, for
small current excursions the emitter diode behaves as a resistance rg = kT'/e.
Since Ip ~ Ig/f3, the input resistance r; ~ Org.

Although the bipolar transistor is often treated as a voltage-driven device,
the exponential dependence of base current on input voltage means that the
transconductance is very nonlinear. Figure 6.10 shows the collector current vs.
base—emitter voltage and the collector current vs. base current in a typical bipolar
transistor. With current drive the linearity is much better. In audio amplifiers, for
example, nonlinearity causes distortion. Distortion can be limited by restricting
the voltage swing, which to some degree is feasible because of the high transcon-
ductance. Distortion may also be reduced by negative feedback, but beginning
with lower distortion has advantages in systems processing transients with large
dynamic range.

6.1.1.2 Common-base amplifier In a common-base amplifier (Figure 6.11) the
signal is applied to the emitter and the output taken from the collector. This
configuration is used where a low input resistance is required.
dv; A% 1 kT 1
ri= =2 2B = — = (6.20)
dlg dlc 9m e Ic
Since at room temperature k7'/e = 26 mV, the input resistance r; = 0.026/1¢, so
r; = 26 at I = 1 mA. Put differently, the input resistance of a common-base
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FiGg. 6.11. Circuit diagram (left) and equivalent circuit (right) of a common-base
amplifier.

stage equals the dynamic emitter resistance rg and the input resistance is about
1/ times smaller than in the common-emitter configuration.

The presence of the source resistance in series with the emitter introduces
negative feedback, as the voltage drop due to the emitter current is of opposite
sign with respect to the input signal. This linearizes the voltage gain and also
increases the output resistance, as expected for series feedback (see Appendix
D).

6.1.1.3  Common-collector amplifier Inthe common-collector configuration (Fig-
ure 6.12) the signal is applied to the base and the output taken from the emitter.
This circuit is commonly called an “emitter follower”.

The load resistance R, introduces local negative feedback. Since the emitter
voltage follows the input voltage, the net base-emitter voltage applied to the
transistor is reduced,

Vi =Vee +IgR;, =~ Vg + BIgRy . (6.21)

Since Vg g varies only logarithmically with Iz, it can be considered to be constant
(&~ 0.6V for small signal transistors), so

Vi

SOURCE
SOURCE

LOAD LOAD
R, % R R,

Fia. 6.12. Circuit diagram (left) and equivalent circuit (right) of a common-collector
amplifier (“emitter follower”). As in Figure 6.7 the effective load resistance Ry, is
the parallel combination of Rg and R.
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av;  adv;
dI;  dIg

~ BRy . (6.22)

Thus, the input resistance depends on the load, r; ~ BRy.
Since dVpg/dIp =~ const, the emitter voltage follows the input voltage, so
the voltage gain cannot exceed one. The output resistance of the emitter follower

~dVouw  d(Vin —VBE) _dVee _ 1
Alout dlp T dlg T gm

To =

=TE , (623)

as dVi,/dIg = 0, since the applied input voltage is independent of emitter cur-
rent. At 1 mA current r, = 26 2. Although the stage only has unity voltage gain,
it does have current gain, so emitter followers are often used as output drivers.
Furthermore, since in a common-emitter stage the input resistance r; cg = frg,
whereas in the emitter follower it is r; cc = B(rg + Rr), the emitter follower al-
lows a higher gain to be obtained from a preceding common-emitter or common-
base stage. Section 6.4 shows how these stages can be combined to form a gain-
block with high gain and bandwidth.

Although the emitter follower has unity voltage gain, certain common load
conditions can lead to self-oscillation. Recall that in the high frequency regime
the current gain

-y
f
If the emitter follower drives a purely capacitive load
1
Xe=—-1i——
¢= 0

the input impedance

_ _ .fT .1 - fT
Z; = pXc = (—17) (—127ch) = "2 (6.24)

is real, but with a negative sign. A negative resistance corresponds to positive
feedback and leads to self oscillation unless a sufficiently large dissipative element,
i.e. a resistance, is connected in series. In practice, the external load is commonly
shunted by an emitter resistor R, as shown in the left panel of Figure 6.12, so
the load presented to the transistor is capacitive at frequencies > (2rRpC)~!.
Since the negative component of the input resistance decreases linearly with
frequency, reducing the output time constant RpC can stabilize the stage for a
given series resistance at the input. The stage can also be stabilized by connecting
the capacitive load through a series resistor, which is required by many high-
speed operational amplifiers.

6.2 Field effect transistors

Field effect transistors (FETs) are the key elements in the high-density integrated
circuitry that brought about the digital revolution. The GHz clocked CPUs, large
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F1G. 6.13. Schematic illustration of a junction field effect transistor. A practical de-
vice would be embedded in a p-substrate.

memory ICs and logic arrays would not be practical without FET technology.
FETs are implemented as junction field effect transistors (JFETSs) or metal-
oxide-semiconductor field effect transistors (MOSFETs). MOSFETs provide by
far the highest circuit density. The technologies are very different, but both
types of FETSs utilize a conductive channel whose resistance is controlled by an
applied potential. However, as will be shown, the FET is more than just a voltage-
controlled resistor. Additional effects are utilized to enhance its amplification.
Key operating principles are common to both JFETs and MOSFETS, so the next
section is also important for those who are interested only in MOSFETs.

Both JFETs and MOSFETSs are conductivity modulated devices, utilizing
only one type of charge carrier. Thus they are called unipolar devices, unlike
bipolar transistors, for which both electrons and holes are crucial.

6.2.1 Junction field effect transistors

Historically, JFETs were the first practical FETs. They have been largely dis-
placed by MOSFETsS, but at low frequencies they provide superior noise perfor-
mance. In JFETs a conducting channel is formed of n- or p-type semiconductor
(GaAs, Ge or Si). Figure 6.13 shows an n-channel device. The n*-drain, n"-
source, and intermediate n-type material form a conductive channel. The p™-
gate electrode forms a diode. In operation a positive voltage is connected to the
drain and a negative voltage is connected to the gate, both relative to the source.
When the gate diode is reverse-biased a depletion region forms and changes the
profile of the conducting channel, as shown in the second panel of Figure 6.13.
The basic structure is embedded in a p-substrate or p-well to confine the con-
ducting channel. Next we consider what determines the longitudinal profile of
the conducting channel.

First assume that the drain voltage is zero. Increasing the reverse gate poten-
tial will increase the depletion width, i.e. reduce the cross-section of the conduct-
ing channel, until the channel is completely depleted. The gate voltage where this
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F1a. 6.14. Cross-section d of the conductive channel vs. distance from the source (S)
towards the drain (D). The gate is at the upper edge of the plot and the conductive
channel is the area below the curves. When the drain voltage equals the saturation
voltage Vpsat, the channel is fully depleted at the drain. With increasing drain
voltage the pinch-off moves closer to the source (Vp > Vpsat).

¢

obtains is the “pinch-off voltage” Vp. Now set both the gate and drain voltages
to zero. The channel will be partially depleted due to the “built-in” junction
voltage. Next, apply a positive drain voltage. Since the drain is at a higher po-
tential than the source, the effective depletion voltage increases in proximity to
the drain, so the width of the depletion region will increase as it approaches the
drain. If the sum of the gate and drain voltages is sufficient to fully deplete the
channel, the device is said to be “pinched off”. The drain voltage that achieves
pinch off is called the saturation voltage Vpga:, for reasons that will become
apparent later. Increasing the drain voltage beyond this point moves the pinch-
off point towards to the source. Figure 6.14 illustrates how the profile of the
conductive channel changes with increasing drain voltage. The gate-to-channel
potential along the channel length is determined locally by the voltage drop due
to the current flowing through the resistive channel. As the channel cross-section
decreases, the incremental voltage drop increases (as the current is constant),
so the longitudinal drift field that determines the carrier velocity increases. The
profiles shown in Figure 6.14 also include the effect of field-dependent mobility.

Pinching off the channel does not interrupt current flow. All thermally excited
carriers have been removed from the depleted region, but there is a continuous
potential drop from the source to the drain, so carriers originating from the
resistive channel follow the potential drop to the drain. The gate voltage mod-
ulates the conductive portion of the channel, which “launches” carriers into the
depleted region.

As already discussed in Chapter 2 the carrier mobility decreases at high fields.
Thus, an increase in the electric field is not translated completely into an increase
in velocity and at sufficiently high fields the velocity becomes independent of field.
Since the velocity saturates at high fields, the current I = Ngev also saturates,
since the number of carriers N¢ remains constant. Thus, at high fields silicon
acts as an incremental insulator (dI/dV = 0).
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F1G. 6.15. Operating regimes of a field effect transistor.

As the drain voltage is increased beyond pinch-off, the additional voltage
decreases the length of the resistive channel, but also increases the potential drop
in the drain depletion region. As a result, the current increases only gradually
with drain voltage. This is a result of the changing potential distribution along
the channel in combination with the “incremental insulator” properties of the
region between the conductive channel and the drain.

Although textbook equations for FET characteristics tend to use constant
mobility, in reality velocity saturation is a key phenomenon in the mode where
FETs are typically operated. At fields above about 10° V/cm practically all of
the energy imparted by an increased field goes into phonon emission, but the
mobility already decreases substantially at a field of 10* V /cm, corresponding to
1V across 1 ym. Thus, the behavior of micron-scale devices is strongly affected
by nonconstant mobility, leading to smaller transconductance than predicted by
a constant mobility model. Sze (1981) discusses this in more detail. Nevertheless,
the following discussion uses the constant mobility model, as it illustrates the
key aspects.

6.2.1.1 Current—voltage characteristics In amplifiers the interesting operating
regime is beyond pinch-off, i.e. drain voltages > Vpgq:. JEET output character-
istics are illustrated in Figure 6.15, showing the linear region, where the channel
behaves resistive and the saturation region, where the device acts as a current
source, i.e. exhibits a high output resistance. At very high drain voltages the
device exhibits breakdown, whose onset is indicated by a rapid upturn in drain
current.

1. “Linear Region”

At low drain and gate voltages, the resistive channel extends from the source to
the drain. The current-voltage characteristic
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3V; 2
Ip =1Ip V—D — =573 |(Vp+Vas + Vii)*? = (Vas + Vbz‘)g/z} . (6.25)
P VP

where the pinch-off current

1 w
Ip = —p(eN)2d>— 6.26
P 65M(6 ) I ( )

is determined by the carrier mobility u, the doping level in the channel N, its
depth d, and the channel’s width W and length L. The pinch-off voltage

eNd>
Vp = . 6.27
P 5 (6.27)

For a given gate-source voltage Vg the drain current increases linearly for small
drain voltages Vp < Vigs + Vi;. In this regime the FET can be used as a voltage
controlled resistor, but with the caveat that the voltage swing due to any signal
applied to the device must be small with respect to the gate voltage to avoid
modulation of the resistance with signal level.

This constraint must also be observed when FET's are used as switches. When
the channel is fully depleted, the switch is open with minimum drain—source
capacitance, which is important for isolation at high frequencies. When the gate
is biased below pinch off, the switch is closed, but it exhibits a finite resistance,
which depends on the signal level. Minimum resistance obtains at Vgg = —Vjy,
where the resistance still has a nonlinear component.

2. “Saturation Region”

When the gate and drain voltages are sufficiently high to pinch off the resis-
tive channel, the drain current remains roughly constant with increasing drain
voltage. This regime provides maximum voltage gain, so this is how FETs are
commonly operated in amplifiers.

The drain saturation voltage Vpse: increases as the gate voltage is changed
from the static pinch off voltage Vp towards 0,

Vpsat = Vp — Vgs — Vi =

N2 KT (NN,
< < G> : (6.28)

—Vas — —1
2 Gs T g 08 n?
where N¢ is the doping level of the gate electrode. The corresponding drain

saturation current

Vas + Vi Vas + Vi \ /2
Ipeus = Ip [1_3(L+b)+2(6's7+b) ] C (629)
Vp VP

These derivations are for a uniform doping distribution in the channel region
(Shockley 1952, Sze 1981), which is not achieved in practical devices. However,
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Fia. 6.16. Measured drain current ws. drain voltage for various gate voltages of a
JFET.

for this and more realistic distributions the drain current in the saturation regime
can be approximated closely as a parabolic function of gate voltage (Sevin 1965)

Vas + Vii \ 2
Lﬂ> , (6.30)

Ip =1 1-
D DSS< Vo

where Ipgg is the saturation drain current for Vgs = 0 (maximum current).
Figure 6.16 shows the drain current vs. drain voltage for a range of gate voltages,
measured on a commonly used JFET, a 2N4416. The “ohmic” region at low
drain voltages is apparent. Saturation of the drain current at large drain voltages
indicates a high output resistance.

From eqn 6.30 the transconductance

_ 2pss (| Vas + Vi
Vp Vp ’

dIp
dVas

(6.31)

gm:‘

which is maximum for Vgg = 0, i.e. maximum drain current. If V}; < Vp,

2Ipss
gm|VG:O = Ve (6.32)

Combining eqns 6.30 and 6.31 shows that for a given device the transconductance
depends primarily on drain current,

2T
Gm = Vi]’jss\/ID . (6.33)

The applied voltages only provide the boundary conditions to set up the re-
quired current. Thus, to maintain transconductance it is important to control
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F1G. 6.17. Measured drain current vs. gate voltage (left) and transconductance vs.
drain current of a JFET.

the current, rather than the gate voltage, which is more dependent on fabrication
variations.

To see how device parameters affect the transconductance, we’ll ignore the
built-in voltage since it varies only weakly with doping (eqn 6.28). With this
approximation

- 2IDSS - w /L(N€)2d3 w

A ~ 2 Nd 6.34
9mlvi=o Ve L 3Neaz - L" (6.34)

Obviously, a high carrier mobility will increase the transconductance, since for
a given carrier concentration this will increase the magnitude of the current.

1. The proportionality of transconductance to width W is trivial, since it is
equivalent to merely connecting device in parallel. Thus, the normalized
transconductance g, /W is useful in comparing technologies.

2. The transconductance increases with the number of carriers per unit length
NWd and decreasing channel length L.

3. The transconductance increases with drain current

dIp 2Ipss Vas + Vi 2V Ipss
g ‘dVGS Vp Vp Vp b (6.35)

i.e. drain current is the primary operating parameter; the applied voltages
are only the means to establish Ip.

All of these optimizations also increase the power dissipation. For low-power
systems device optimization is more involved and will be discussed later.
Figure 6.17 shows measured JFET drain current vs. gate voltage and the
transconductance vs. drain current, also for a 2N4416. At high drain currents
the transconductance follows eqn 6.33 and increases with the square root of cur-
rent. At low currents, however, the transconductance increases roughly linearly
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Fia. 6.18. Schematic structure of a MOSFET. A conducting channel (hatched region)
is formed by applying a positive voltage to the capacitively coupled gate electrode.
The field oxide establishes well-controlled surface conditions adjacent to the device.

with current. This behavior is not included in the simple abrupt junction model
used to derive eqn 6.33. Although the physical mechanism is quite different, this
behavior is similar to MOSFETSs, as will be described in the next section.

The frequency response of an FET is limited by the charging time constant
of the gate-to-channel capacitance Cgc together with the channel resistance, so
the corner frequency

L 9m L gm
=— —x — . 6.36

fC 27 OGC 2 CGS ( )
The gate—channel capacitance is approximately equal to the gate—source capaci-
tance. As this depends on the profile of the depletion region, it is correlated with
the transconductance and in the saturation regime can be expressed as

Cac=57—— (6.37)

which clearly shows the dependence on channel length L (Sevin 1965). In prac-
tice, a numerical simulation including velocity dependent mobility is necessary
to predict actual device characteristics.

The FET still provides gain beyond fc, but the input is no longer purely
capacitive, as the channel resistance introduces a significant resistive component.
The corner frequency fo is typically in the GHz range, i.e. much higher than
the typical frequencies of interest in semiconductor detector systems.

6.2.2 Metal-oxide-semiconductor field effect transistors

Unlike a JFET, where a conducting channel is formed by doping and its ge-
ometry is modulated by the applied voltages, the MOSFET changes the carrier
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Fic. 6.19. A metal-oxide-semiconductor (MOS) capacitor is formed by a metallic
electrode coupled to a semiconductor substrate through an insulator (left). The
“dangling bonds” leave a net positive charge at the metal-Si interface, which bends
the bands downward (middle). The ideal potential distribution is established by
applying a voltage to straighten the bands, the “flat band voltage” Vrp (right).

concentration in the channel. A schematic drawing of a MOSFET is shown in
Figure 6.18. The source and drain are n™ regions in a p-substrate. The gate is
capacitively coupled to the channel region through an insulating layer, typically
SiO,. Applying a positive voltage to the gate increases the electron concentration
at the silicon surface beneath the gate. As in a JFET the combination of gate
and drain voltages control the conductivity of the channel.
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F1c¢. 6.20. The concentration of mobile carriers in the p substrate changes as the
voltage applied to the metal electrode is varied. A negative potential bends the
bands upward, so holes accumulate at the surface (left). A positive potential bends
the bands downward, so the concentration of holes decreases (depletion, middle).
Making the potential in more positive brings the Fermi level Er above the intrinsic
level E; and electrons accumulate at the surface (inversion, right).
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Formation of the conducting channel can be understood by analyzing a sim-
ple metal-oxide-semiconductor (MOS) capacitor, as illustrated in Figure 6.19
together with the potential levels and band structure. In equilibrium the chemi-
cal potential (the Fermi level) is constant throughout the system. This sets the
levels of the metal and semiconductor relative to one another. The energy re-
quired to remove an electron from either the metal or the semiconductor is the
work function, ®,; and ®g;.

In its natural state, however, the band structure is not flat as just shown. The
discontinuity in the crystal structure and charge trapped at the surface change
the potential at the surface, so the bands bend as shown in middle panel of
Figure 6.19.

a) DEVICE ORIENTATION

SOURCE DRAIN

b) FLAT-BAND CONDITION

c) FORMATION OF
INVERSION LAYER

d) DRAIN VOLTAGE
BEYOND SATURATION

REGION

F1G. 6.21. Potential distribution along the channel and into the bulk of an n-channel
MOSFET. The device orientation is shown at the top (a). In the second figure (b)
the source and drain potentials are equal and the gate is adjusted to make the Fermi
level constant throughout the device, so the bands are flat. Under these conditions
there is no conducting channel between the source and drain. In the third figure
(c) the gate voltage is made positive to invert the surface and form a conductive
channel. In this mode the device is resistive. In the fourth figure (d) the drain
voltage is made positive and adjusted beyond saturation. The Fermi levels for holes
Erp and electrons Epy, are also shown. Note the variation of Er, with depth (x
coordinate). (From Sze 1981. ©John Wiley & Sons, reproduced with permission.)
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Fi1a. 6.22. Measured drain current vs. gate voltage plotted on linear (left) and loga-
rithmic scales (right). The device is an n-channel MOSFET with a channel length
of 0.8 um and 100 pm width. The gate oxide is 20 nm thick. The threshold voltage
Vr of this device is about 0.9 V.

As shown the surface potential ®g is positive, so the concentration of holes
at the surface is reduced (depletion). Conversely, when &g < 0 the bands bend
upwards, increasing the hole concentration at the surface (accumulation). When
the surface potential is sufficiently positive the intrinsic level dips below the
Fermi level, leading to an accumulation of electrons at the surface (inversion).
This is illustrated in Figure 6.20 (band bending). In the absence of any special
surface preparation the surface of silicon is n-type, i.e. p-type silicon inverts at
the surface. For a comprehensive discussion of MOS physics see Nicollian and
Brews (1982).

An n-channel MOSFET utilizes an n-channel in a p-substrate, so application
of a positive potential to the gate forms the inversion layer needed for the chan-
nel. Figure 6.21 shows a three-dimensional representation of the potentials in the
device for three characteristic operating conditions. As in the JFET, the combi-
nation of current flow in the channel and the applied potentials forms a depletion
region that is greatest near the drain. At a sufficiently large drain potential the
channel “pinches off”.

Figure 6.22 shows the drain current vs. gate voltage of an n-channel MOS-
FET. Significant current flows when the gate voltage exceeds the “threshold
voltage” V. This is a key parameter when the MOSFET is used as a switch.
In this device the threshold voltage is about 0.9V. However, when viewed on
a logarithmic scale, it becomes apparent that the current doesn’t cut off com-
pletely below threshold. At low gate voltages the charge density in the channel
increases exponentially with surface potential, so the drain current increases ex-
ponentially with gate voltage. This regime is called “weak inversion”. When the
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F1G. 6.23. Measured MOSFET output curves for gate voltages between 1 and 2 volts.
The n-channel MOSFET has a channel length of 0.8 yum and 100 pm width.

gate is biased well above threshold the channel is in “strong inversion” and the
current change is more gradual.

The output curves of a MOSFET resemble those of a JEET. Figure 6.23 shows
the measured output curves for an n-channel MOSFET. At low drain voltages the
drain current increases approximately linearly with drain voltage. In this regime —
the “linear region” — the MOSFET acts like a resistor. At higher drain voltages —
beyond the “saturation voltage” —the drain current tends to saturate, although it
still increases gradually with drain voltage and exhibits a finite output resistance.
The drain voltage required to attain saturation increases with operating current.
Textbooks frequently give the saturation voltage as Vpgset = Vg — Vi, where
Vr is the threshold voltage, but this only holds for very small currents and in
practice grossly underestimates the saturation voltage.

The saturation regime is most useful for amplifiers, as it maximizes both the
transconductance and the output resistance. In saturation and strong inversion

_ W pCos
L2

Ip (Ve —Vr)?, (6.38)
where W is the width of the channel, L the length (measured from source to
drain), p the mobility of the carriers in the channel, and C,,, the gate capacitance
per unit area €., /dy,. From this follows the transconductance

w W eon _
Im = fCon(VG - VT) = f@ (VG -Vr)=

W eox
— - —pu-Ip. 6.39
7 I (6.39)
For a given device the transconductance depends primarily on the drain current
Ip, as also shown for a JFET.

Figure 6.24 shows the transconductance ws. drain current for an NMOS
transistor operated a sufficiently high drain voltage to ensure operation in the
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F1G. 6.24. Measured transconductance vs. drain current of an NMOS transistor with
a channel length of 0.8 um and width of 100 um plotted on linear (left) and loga-
rithmic scales (right).

saturation regime throughout the range of gate voltages used in the measure-
ment. Plotted on a linear scale the parabolic dependence of transconductance on
drain current is apparent. On a logarithmic scale we see that the device exhibits
transconductance at currents well below threshold. In the subthreshold regime,
where the channel is in weak inversion, the drain current increases exponentially
with gate voltage and the transconductance increases linearly with current

Ip
Im = KT’ (6.40)
as in a bipolar transistor.

In strong inversion, for a given width W and drain current Ip the transcon-
ductance is increased by decreasing the channel length L and the thickness of the
gate oxide d,,. In weak inversion, however, the transconductance is independent
of device geometry and depends only on the drain current, similarly to a bipolar
transistor. The transconductance is substantially lower, so this operating mode
does not yield maximum gain for a given device. However, this is an important
mode in low-power circuits and we’ll consider it in more detail in Section 6.6.

To first order the input capacitance is formed primarily by the gate and chan-
nel with the gate oxide as dielectric, Cgs = €egio, W L/do,. This is increased by
the fringing capacitance from the gate to the source and drain electrodes. In the
saturation regime the gate—channel capacitance is modified by the longitudinal
charge distribution in the channel.

6.2.3 MOSFET types

MOSFETSs can be configured in various ways to provide great flexibility in circuit
design. First, they can be implemented either as n-channel or p-channel devices.
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Fi1a. 6.25. Circuit topologies of FET amplifiers. Analogously to bipolar transistor am-

plifiers the devices can be operated in common-source (left), common-gate(middle)
and common-drain (source follower, right).

The former uses highly doped n-regions to form the source and drain in a p-
substrate. The latter is fully complementary and uses highly doped p-regions to
form the source and drain in an n-substrate. The devices are identical, except
that the polarities of the voltages are reversed and the carrier mobilities are
different. Furthermore, the threshold voltage can be adjusted by a shallow surface
layer with appropriate doping. Thus, at zero gate voltage devices can be designed
to be normally on or normally off.

Complementary devices, i.e. n-channel and p-channel MOSFETSs can be used
together to form complementary MOS (CMOS) circuits, as was discussed in
Chapter 5. NMOS devices must reside in a p-bulk, whereas PMOS devices must
be in an n-bulk, so if the substrate is p-type, an n-well must be provided for the
PMOS devices in a CMOS circuit (for a CMOS cross-section see Appendix A).
Conversely, an n-substrate can be used with p-wells for the NMOS transistors.

6.2.4 MOS Transistors in Amplifiers

As shown for BJTs, three different circuit configurations are possible (Figure
6.25). The analysis follows the same lines as in Section 6.1.1 and the stages are
used in similar ways. The most important difference to bipolar amplifiers is that
the input resistance is high, as little or no gate current flows.

The voltage gain of the common-source stage

Av - ngL 5 (641)

where Ry, is the total load resistance at the collector, i.e. the parallel combina-
tion of collector resistor, transistor output resistance, and the input resistance
of the following stage. However, neither the transconductance nor the transis-
tor output resistance are as simply characterized as for bipolar transistor. The
FET’s transconductance depends on both current and device geometry, so it can
vary widely from device to device. The same is true for the output resistance.
Increasing the channel length tends to increase the output resistance. Generally,
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for a given current the transconductance of a bipolar transistor will be substan-
tially larger than in an FET. This is discussed in more detail later in Section
6.6.

The common-gate stage has properties similar to its bipolar transistor coun-
terpart. The input resistance

Ty = 1 (6.42)
gm

and the output resistance is increased due to local negative feedback, as discussed
in Appendix D.

Corresponding to the emitter follower, the common-drain stage or “source
follower” has a voltage gain < 1 and its output resistance

1
To=— (6.43)
Im

is low, so its current drive capability is much higher than either the common-
source or common-gate stages. Source followers are used to drive low-impedance
or capacitive loads. Their input impedance is high, so they are useful in isolating
the output of a common-source amplifier, which needs a high impedance load to
provide voltage gain, from a low impedance cable or other low-impedance stage.

6.3 Noise in transistors
6.3.1 Noise in field effect transistors
The primary noise sources in field effect transistors are

e thermal noise in the channel;
e gate current.

The analysis of these noise sources is greatly simplified at frequencies where
the transit times in the device are much smaller than the period 1/f. In the
circuits of primary interest here the relevant frequencies are much smaller than
the intrinsic cutoff frequencies of the device (MHz vs. GHz), so the change in
phase of a signal traversing the device is negligible and for all practical purposes
fluctuations are coupled instantaneously to the device electrodes.

Thermal velocity fluctuations of the charge carriers in the channel superim-
pose a noise current on the quiescent output current. The spectral density of the
noise current at the drain of a JFET or MOSFET is

.2 _ ]\]tote
nD = 2

/1404]{:Te . (644.)

The current fluctuations depend on the number of charge carriers in the channel
N¢ot and their thermal velocity, which in turn depends on their temperature T,
and low field mobility 1. Finally, the induced current scales with 1/L because
of Ramo’s theorem.
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To make practical use of the above expression it is necessary to express it in
terms of directly measurable device parameters. Since the transconductance in
the saturation region

W Ntote
Jm X fuNed =My (6.45)
one can express the noise current as
inp = YngmkTy (6.46)

where Ty = 300 K and 7, is a semi-empirical constant that depends on the carrier
concentration in the channel and the device geometry. It also accounts for the
fact that the electron temperature can be higher than room temperature because
phonon emission at high fields introduces velocity fluctuations that can exceed
thermal velocity.

The output noise current is referred to the input by dividing by the transcon-
ductance, yielding an equivalent input noise voltage spectral density

, i2p 4kTy

€n =gy = (6.47)

The noise coefficient ~,, is usually given as 2/3, but is typically in the range
0.5 — 1. In this expression the temperature dependence is implicit in g,,. When
the device is cooled the electron temperature doesn’t decrease correspondingly.
However, the equivalent input noise voltage does improve because the mobility,
and thus g,,, increases.

In a JFET the gate noise current has two components. The first is the shot
noise associated with the reverse bias current of the gate—channel diode. The
gate current I carries shot noise, so its spectral noise density is i2 = 2elg.
The second contribution to the input noise current originates from the thermal
noise of the channel, which couples through the gate—channel capacitance to the
gate electrode. In a JFET this coupling capacitance is about 2/3 of the gate—
source capacitance (van der Ziel 1963, Johnson 1966). Thus, the total input noise
current

2
2o =2elg + ei&gcés . (6.48)

Figure 6.26 shows the resulting noise model.
When an impedance Z is connected between the gate and the source, the gate
noise current will flow through this impedance and generate a voltage at the gate

GO OD
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F1G. 6.26. Noise sources in FETSs.
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F1G. 6.27. Noise model for JFETs and MOSFETs.

eng = Zing, leading to an additional noise current at the output g,,e,g. Then
the total noise current at the output becomes

iny =inp + (gmZinc)? . (6.49)

To allow a direct comparison with the input signal this cumulative noise will be
referred back to the input to yield the equivalent input noise voltage

-2 -2
2, =m0 1D 4 72 =24 70 (6.50)
9 g2

Figure 6.27 shows the corresponding model. Note that the total input noise
voltage is not physically present at the input. This is only true of the noise
current component.

In MOSFETSs the DC component of the gate current is very low (at oxide
thicknesses < 10nm it is dominated by electron tunneling through the oxide).
Here the capacitive coupling from the channel to the gate is the dominant noise
current source. To a good approximation (Shoji 1966)

2
2. & L2 Gia : (6.51)
2 Imsat

i.e. the input noise current increases with frequency. C;g is the portion of the
input capacitance that couples to the channel, so it excludes the fringing capac-
itance to the drain and source, for example. In both JFETs and MOSFETSs the
capacitively coupled noise current is correlated with the equivalent input noise
voltage, so when this contribution becomes significant the cross-correlation term
(van der Ziel 1963) must be included as described in Chapter 3.

Figure 6.27 applies to both JFETs and MOSFETs. The total input noise
current i2 = 2, +i2 .. The noise current flows through the source impedance,
producing an input noise voltage, which together with the equivalent input noise
voltage of the transistor e, yields the total input noise e,,;. This in turn translates
to the output through the transconductance g,, to yield a noise current at the
output gmeéni.

The input noise current and voltage translate into the equivalent noise charge

Fy
Q% = i’FTs + eiq?T—S : (6.52)
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For a representative JFET g, = 0.02S, C; = 10 pF, and Iz < 150 pA. If we set
E = F’U = 15

3.25-1073 [e?s]

Q2 =1.9-10° [¢*/s] Ts + T

(6.53)

As the shaping time Ts decreases, the current noise contribution decreases and
the voltage noise contribution increases. For Ts = 1 us the current contribution
is 44 e and the voltage contribution 57e, so the two contributions are roughly
equal.

6.3.1.1 Optimization of device geometry For a given device technology and
normalized operating current Ip/W both the transconductance and the input
capacitance are proportional to device width W, so that the ratio

gc—m = const . (6.54)

i

Then the signal-to-noise ratio can be written as

(E)QZ@S/CP_ Q? Im

N 6121 (Cd + CZ)Q 4I€TOAf
S\ Q% 1 [gm 1
(%) =aram (&) 7o (6:59)
Cs (1 + F)

From this we see that S/N is maximized when C; = Cy (capacitive matching).

When C; <« Cy, the detector capacitance dominates, so the effect of in-
creased transistor capacitance is negligible. As the device width is increased the
transconductance increases and the equivalent noise voltage decreases, so S/N
improves. When C; > Cy the equivalent input noise voltage decreases as the
device width is increased, but only with 1/ VW ox 1 /V/Ci, so the increase in
capacitance overrides, decreasing S/N. Note that capacitive matching relies on
the linkage between device width and transconductance. Merely increasing the
device capacitance without a corresponding decrease in noise brings no benefit.
Adapting the device to the sensor can be accomplished by connecting transistors
in parallel or by selecting the device width, as described in Section 6.6.

6.3.1.2  Minimum obtainable noise charge Device scaling can be used to de-
termine the minimum obtainable noise charge for a given device technology. The
transconductance of an FET increases with drain current as shown in Figure
6.24. However, noise only decreases up to a certain current. The reason is that
the noise from parasitic source and gate resistances becomes significant. Further-
more, since the equivalent noise charge depends on the total capacitance at the
input node, we must consider not just the gate—channel capacitance, but also
any other parasitic capacitances associated with the device structure.
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Assume that a transistor of width W assumes its minimum noise at a current
Ip with an associated transconductance g,,. Since the parasitic gate and source
resistances are both inversely proportional to device width, the optimum current
density Ip/W will be the same for all widths of transistors using the same
technology (and device length). Thus, to obtain minimum noise one can tailor
the FET to a given detector by scaling the device width and keeping the current
density Ip/W constant.
Within this framework one can characterize the device technology by the
normalized transconductance and input capacitance
g, = ng and Cf = % (6.56)
and use these quantities to scale to any other device width. Since the equivalent

input noise voltage
1
2 — (6.57)
Im

€n

the normalized input noise voltage is
e, =e, VW . (6.58)
Using these quantities the equivalent noise charge can be written as

T Fy
War, Ts
where C; is any stray capacitance present at the input in addition to the detector

capacitance Cy and the FET capacitance WC/. For WC! = Cy + Cs the noise
attains its minimum value

Q% = 4kT, (Cq+ Cs + WCH?, (6.59)

16kTy F,
n,min — —(C Cs 5 6.60
Quain =/ 2L 2 (0,4 ) (6.60)
where g
N == 6.61
fn = 76 (6.61)

is a figure of merit for the noise performance of the FET. Note that the device
input capacitance WC! includes the gate—channel capacitance and the fringing
capacitance from the gate to the source and drain.

As an example, an n-channel CMOS transistor with 1.2 ym channel length
at a current density Ip/W = 0.3 A/m has a ratio of transconductance to input
capacitance ratio g,,/C; = 3-10%s71. Assume =, = 1. Using a CR-RC shaper
with a 20 ns shaping time and an external capacitance Cy + Cs = 7.5 pF, the
minimum noise @y, min = 88aC = 546 e, achieved at a device width W = 5 mm,
and a drain current of 1.5 mA.

The obtainable noise improves with the inverse square root of the shaping
time, up to the point where 1/ f noise becomes significant. For example, at Ts =
1 ps, the minimum noise Qy min = 12aC = 77 e, although in practice additional
noise contributions will increase the obtainable noise beyond this value.
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6.3.2 Low-frequency excess noise (“1/f noise”)

The preceding discussion has neglected 1/ f noise, which adds a constant contri-
bution independent of shaping time

Q%) o A;C* . (6.62)

Although excess low-frequency noise is determined primarily by the concentra-
tion of unwanted impurities and other defects, their effect in a specific technology
is also affected by device size. For some forms of 1/ f noise

Ky

f= m ) (6.63)

where Cg is the gate—channel capacitance per unit area, and K is an empiri-
cal constant that is device and process dependent. Typical values of the noise
constant for various device types are

p-MOSFET Ky~ 2-10732C?/cm?

n-MOSFET K;~5-1073'C?/cm?

JFET Kf~10733C?%/cm?

Specific implementations can improve on these values. One should note that
this model is not universally applicable, since excess noise usually does not ex-
hibit a pure 1/f dependence; especially in PMOS devices one often finds several
slopes. In practice, one must test the applicability of this parameterization by
comparing it with data before applying it to scaled amplifiers. Nevertheless, as
a general rule, devices with larger gate area W - L tend to exhibit better “1/f”
noise characteristics.

The frequency where the “1/f” noise intersects the white noise, the “corner
frequency” f. = Ay/e2, is often used as a measure of “1/f” noise. However, this
can be misleading, as for the same level of “1/f” noise a higher white noise level
will reduce the corner frequency. FETs typically exhibit noise corner frequencies
in the kHz range. Specially designed JFETs can do better, whereas in small
MOSFETS the noise corner can be in the range of hundreds of kHz.

6.3.3 Noise in bipolar transistors

In bipolar transistors the shot noise from the base current is important. As in
FETs the transit times in modern bipolar transistors are much smaller than
shaping times of interest in our applications, so we can neglect frequency depen-
dencies and the noise model is greatly simplified. The basic noise model shown
in Figure 6.28 is the same as used for FETs, but the magnitude of the input
noise current is much greater, as the base current will be 1 — 100 4A rather than
< 100 pA as in a JFET or fA in a MOSFET.

The base current noise is the shot noise associated with the component of
the emitter current provided by the base.

i2p =2elp . (6.64)
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F1a. 6.28. Noise model of a bipolar transistor showing the primary noise sources.

The noise current in the collector is the shot noise originating in the base—emitter
junction associated with the collector component of the emitter current.

i2o =2elo . (6.65)

Following the same argument as in the analysis of the FET, the output noise
current is equivalent to an equivalent noise voltage

9 i _ 2ele 2(kT)?
" g2 (elp/kT)2 T elc

e (6.66)

The noise equivalent circuit is shown in Figure 6.29, where i,, is the base shot
noise current i, 3.
The equivalent noise charge (where Ty is the shaping time)

2RT)? o Fy

F,
Q? =i2FTs + eiCQT—S =2elpFTs + = . 7 (6.67)
Since IB = Ic/ﬂpc,
I, 2(kT)? ,F,
2 9. Y FT 2= 6.68
@ eﬁDc s elc Ty (6.68)

The current noise term increases with I, whereas the second (voltage) noise
term decreases with Ic. As a result the equivalent noise charge attains a mini-
mum

C
2w = AT ——\/F;F, (6.69)
’ Bpc
at a collector current
kT F, 1
Ic = —C 2 6.70
c=—0vV Bpc F Ts (6.70)
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F1a. 6.29. Noise model of a bipolar transistor.
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Fi1a. 6.30. Equivalent noise charge @, of a bipolar transistor vs. collector current,
showing the current noise @,; and the voltage noise contributions Q. for 10 and
50pF (7 = 25ns). When the total capacitance increases from 10pF (bottom) to
50 pF (top), the minimum noise increases and the optimum collector current shifts
upwards to increase the transconductance.

Figure 6.30 shows the calculated noise for sensor capacitances of 10 and 50 pF
using a shaper with F; = 0.4 and F,, = 1.2. At collector currents below optimum
the collector shot noise dominates, because of reduced transconductance, whereas
at high currents the base current shot noise takes over. Increasing the capacitance
at the input shifts the collector current noise curve (equivalent input noise voltage
contribution) upwards, so the minimum noise increases and shifts to a higher
current. When the capacitance is increased to 50 pF, the minimum noise increases
by a factor /5 and the optimum collector current is shifted five times higher.

Figure 6.31 shows the effect of changing the shaping time. Reducing the shap-
ing time from 100ns to 10ns does not change the minimum noise, but shifts the
optimum collector current higher. For a given shaper, the minimum obtainable
noise is determined only by the total capacitance at the input and the DC gain
of the transistor, not by the shaping time. The shaping time only determines the
current at which this minimum noise is obtained.

The following relationships provide a simple estimate of obtainable BJT noise.
For a CR-RC shaper the minimum noise

e Ve
\/;T} LYY (6.71)

. { VBpc

obtained at a collector current

I = 26 {M] .\ /Boo (6.72)
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Fi1c. 6.31. When the shaping time is changed from 10ns (left) to 100 ns (right) the
minimum noise achievable with a bipolar transistor remains the same, but it obtains
at a lower collector current.

Since typically Bpc = 100, these expressions allow a quick and simple estimate of
the noise obtainable with a bipolar transistor. Setting 8pc = 100, the minimum
noise

Qn,min = 250 [\/;_F} V. (6.73)

In shapers other than the simple CR-RC configuration both the minimum ob-
tainable noise and the optimum current will be modified slightly as shown in
eqns 6.69 and 6.70.

Low-frequency noise in bipolar transistors tends to be lower than in FETs,
with typical noise corners in the 1 — 10 Hz range.

6.3.4 Comparison between bipolar and field effect transistors

The noise characteristics of bipolar transistors differ from field effect transistors
in four important aspects:

1. The equivalent input noise current cannot be neglected, due to base current
flow.

2. The total noise does not decrease monotonically with increasing device
current.

3. The minimum obtainable noise does not depend on the shaping time.
4. The input capacitance is usually negligible.

The last statement requires some explanation. The input capacitance of a bipolar
transistor is dominated by two components:

1. the geometrical junction capacitance, or transition capacitance Crg, and

2. the diffusion capacitance Cpg.
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The transition capacitance in small devices is typically about 0.5 pF. The dif-
fusion capacitance depends on the current flow I through the base-emitter
junction and on the base width W, which sets the diffusion profile (Cooke 1971).

CpE

8(]3 - GIE ( w ) o GIE 1 (674)

:6VBE_W 2DB :ﬁ.wﬂ'

Dp is the diffusion constant in the base and wrp; is a frequency that characterizes
carrier transport in the base. wp; is roughly equal to the frequency fr where the
current gain of the transistor is unity.

Inserting some typical values, I = 100pA and wp; = 10 GHz, yields Cpg =
0.4 pF. The transistor input capacitance Crgp + Cpg = 0.9 pF, whereas FETs
providing similar noise values at comparable currents have input capacitances in
the range 5 — 10 pF.

Except for low-capacitance detectors, the current dependent part of the BJT
input capacitance is negligible, so it will be neglected in the following discussion.
For practical purposes the amplifier input capacitance can be considered constant
at 1 — 1.5pF.

This leads to another important conclusion. Since the primary noise param-
eters do not depend on device size and there is no significant linkage between
noise parameters and input capacitance, capacitive matching does not apply to
bipolar transistors.

Indeed, capacitive matching is a misguided concept for bipolar transistors.
Consider two transistors with the same DC gain but different input capacitances.
Since the minimum obtainable noise

C
| Vi ¥ (0:75)

increasing the transistor input capacitance merely increases the total input ca-
pacitance C' and the obtainable noise.

Since the base current noise increases with shaping time, bipolar transistors
are only advantageous at short shaping times. With current technologies FETs
are best at shaping times greater than 50 — 100 ns, but decreasing feature size of
MOSFETSs will improve their performance.

6.3.5 Noise optimization — capacitive matching revisited

“Capacitive matching” is often presented as a universal criterion for noise op-
timization with capacitive sources. The results derived for bipolar transistors
already show that capacitive matching does not apply in all amplifiers. This dis-
cussion is supposed to clarify where capacitive matching is useful and where it
isn’t.

Consider the an array of n amplifiers with both current and voltage noise
whose inputs are connected in parallel, so each sees the same signal, and whose
outputs are summed (Figure 6.32). As in previous derivations of the equivalent
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F1a. 6.32. An array of amplifiers whose inputs are connected in parallel and outputs
are summed.

noise charge, we assume voltage-sensitive amplifiers with purely capacitive in-

puts. Furthermore, to simplify the analysis, the amplifiers do not utilize feedback.
Of course, in considering the current and voltage noise contributions of this

amplifier array, one can follow a formal argument based on the noise charge

F,
Q* =i2FTs + eiO2T—S : (6.76)

Since the current noise contribution does not depend on capacitance, matching
the amplifier input capacitance to the detector capacitance does not affect this
term. On the other hand, since the voltage contribution does depend on ca-
pacitance, a correlation between e, and C can yield an optimization condition.
To provide more insight into this argument, we’ll consider the signal and noise
contributions separately.

6.3.5.1 Current noise For the noise currents originating in the individual am-
plifiers, the common connection to the signal source is a summing node, so if
in1 is the equivalent noise current of a single amplifier, for n amplifiers the total
input noise current flowing through the signal source impedance is

in =T . (6.77)

The flow of this current through the input impedance Z; formed by the parallel
connection of the detector capacitance and amplifier capacitances gives rise to a
noise voltage

Up = inZy; - (6.78)

This voltage is applied in parallel to all amplifier inputs, so at the output of an
individual amplifier (assuming a gain A) the noise level is
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This voltage is applied in parallel to all amplifier inputs, so at the output of an
individual amplifier (assuming a gain A) the noise level is

At the output of the summing circuit, the cumulative noise from all amplifier
outputs is simply n times larger, as all amplifiers see the same input.

N(n) = nNi(n) = An*/?ip1 Z; . (6.81)

The magnitude of the signal applied to all amplifiers is the same, since the
amplifiers respond to voltage and all inputs are connected in parallel. For a
signal current 75 the input voltage is

Vg = 152 . (6.82)
In the summed output the signals add coherently, so that
S(n) =nAisZ; (6.83)
and the signal-to-noise ratio

S(n)  nAiZ iy 1 S(1) 6.84
N(n)  An3/%i,1Z;  /n-int  nN(1) (6:84)
is degraded by a factor 1/4/n with respect to the single amplifier.

Varying the amplifier input capacitance is irrelevant. As the total input ca-
pacitance increases, the noise voltage developed at the input decreases with Z;,
but so does the signal voltage vs = Qs/C, so the signal-to-noise ratio is unaf-
fected.

6.3.5.2 Voltage noise The voltage noise contribution differs from the current
noise in an important aspect. Voltage noise is not additive at the input.

This statement can be justified with two arguments, the first more physical
and the second more formal.

1. Voltage noise tends to originate within a device (e.g. thermal noise of an
FET channel or collector shot noise in a BJT) and appears as a noise
current at the output, which is mathematically transformed to the input.
This noise voltage is not physically present at the input and is not affected
by any connections or components in the input circuit.

2. The noise voltage sources that represent all voltage noise contributions
of a given amplifier are in series with the individual inputs. Since the
input impedance of the amplifier is postulated to be much higher than the
source impedance (amplifier input capacitance < detector capacitance),
the source impedance is by definition negligible in comparison, so the noise
voltage associated with a given amplifier only develops across the input of
that amplifier.
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Assume that each amplifier has an input referred noise v,; and an input
capacitance C;1. Then the input signal voltage

Ve = % , (6.85)
where C' is the total input capacitance including the detector,
C=Cqg+nCi . (6.86)
The signal at each amplifier output is
Sy = Av, = Aﬁ . (6.87)
The noise at each amplifier output is
N1 = Avy; - (6.88)
After summing the n outputs the signal-to-noise ratio
P
;((Z)) N \;%6;;1 N \/ﬁff_ll =vn 0:14‘;71"‘0%’1 N Unfisx/ﬁ ' Ca +1nCi1 - (6:89)

which assumes a maximum when Cy = nC;; = C;. Under this “capacitive match-
ing” condition ) C;; = Cy the signal-to-noise ratio

S _ Qs Cd 1 _ Qs Cd L (6 90)
N v VCi1Ci+nCii vn V Cin 20y '

or s 1 1
£ Qs (6.91)

N 2v,V/Cia VCi~
Since v,1 and C;; are properties of the individual amplifier, i.e. constants, the
signal-to-noise ratio decreases with the square root of detector capacitance.
This relationship only holds if

1. the noise of the input amplifier /device decreases with increasing input ca-
pacitance;

2. the input capacitance is scaled with the detector capacitance (“capacitive
matching”).

The first point is critical; if the noise voltage of a device and its input capacitance
are not correlated, capacitive matching is deleterious. A specific example is a
MOSFET operated in weak inversion. Its transconductance depends only on
current, independent of geometry. If power consumption is to be kept constant,
increasing the size of the device at the same operating current will not increase
the transconductance, but it will increase the input capacitance and, as a result,
the equivalent noise charge. Later in Section 6.6 we’ll see examples of noise
optimization in weak and moderate inversion.
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FiG. 6.33. A simple MOSFET amplifier with a resistive load (left) and with a PMOS
transistor as an active load (right).

6.4 Composite amplifiers

Up to now, we have only considered amplifiers with a single transistor, as shown
in the first panel of Figure 6.33. We’ll use this as a starting point to demonstrate
why more complex amplifiers are needed. The gain of the simple amplifier

RL To

Av:mR o) =9m—7
9m(Bellro) = gm 5 ==

(6.92)
where Ry, is the load resistor and 7, the output resistance of the transistor. Let’s
assume that the transistor is to operate at a drain voltage of Vp = 3V with
a drain current Ip = 1mA and that the supply voltage is Vpp = 6V. Then
Rr. = (Vbp — Vp)/Ip = 3kQ. How does this compare to the output resistance
of the transistor?

Figure 6.34 shows representative output curves of NMOS and PMOS tran-
sistors. The transition into the saturation regime of the PMOS device is much
“softer” than of the NMOS transistor, as expected from the lower mobility of

10 Voes 7
GS Vis=-6
~ 2 6 7
E ° & 5 V, 5
) Ves=4 G GS™"
% 61 2 4
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3 4 GS X3
)
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FiG. 6.34. Output curves for NMOS (left) and PMOS (right) transistors, both with
W =25pum and L = 0.8 pm.
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holes, so they require higher voltages to attain velocity saturation. The smaller
transconductance of the PMOS device is also clearly visible from the smaller
spacing of the Vg curves. However in both devices the output resistance at
1mA is about 10k{2, so the voltage gain is limited by the load resistor. A higher
voltage gain can be attained by using an active load, as shown in the right-hand
part of Figure 6.33. Now the effective load resistance is the parallel combination
of the NMOS and PMOS output resistance in parallel, i.e. 5k{2. Can this be
improved further? Increasing the channel length raises the output resistance, as
shown in Figure 6.35, which also shows how the output resistance falls with in-
creasing drain current. Increasing the device width reduces the output resistance
proportionally, 7, o< 1/W, as this is equivalent to connecting devices in parallel,
so the normalized output resistance r, W is plotted vs. the normalized drain
current Ip/W to yield curves that can be scaled to any device width and cur-
rent in the 0.8 um process used for these devices. Increasing the channel length
also reduces the transconductance, so this is most effectively applied in the load
transistor, rather than the input device.

Figure 6.36 shows how the differential amplifier topology discussed in Section
6.1.1.1 can be applied in a MOSFET amplifier. M1-M2 and M3-M4 comprise
the differential gain stages. M22-+M23 and M14+M15 are the current sources
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F1G. 6.35. Normalized output resistance r, x W of PMOS transistors vs. normalized
drain current Ip/W for channel lengths of 0.8, 1.2, 2.0, 5.2, 10, and 25.2 ym. The
output resistance is obtained by dividing the normalized output resistance by the
device width. The drain voltage Vps = 3V, so the downward kink in the curves
indicates where the increasing gate voltage brings the output out of the saturation
regime. The “ripples” in the curves are artifacts of the measurement system that
are exaggerated by the required numerical differentiation.
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Fi1G. 6.36. A differential amplifier cascade implemented in CMOS technology. The
input signal is applied to M1-M2 and the output taken from M3-M4.

that set the standing current for the NMOS and PMOS differential pairs. M12,
M13 and M24, M25 are the respective loads. M10, M11, and M21 establish the
bias voltages for the current sources and loads.

The bias circuit demonstrates current mirroring, a powerful technique in
matching or scaling the operating currents of different stages. In the first gain
stage the total currents through M124+M13 and M22+M23 must be equal. The
chain M11-M10-M21 is designed so that the current flowing through it is Iy/2,
which sets the appropriate gate—source voltages at M11 and M21. The gate—
source voltage of M21 is transferred to M22 and M23, all of which have the same
geometry, so the gate voltage will establish the same current flow in each transis-
tor, i.e. the current is “mirrored” from M21 to M22 and M23. Correspondingly,
the gate—source voltage of M11 is transferred to the load transistors M12 and
M13. The current source uses paralleled transistors M22 and M23 to establish
the total current Iy, whereas the current flowing through the load transistors
M12 and M13 is Iy/2. The second stage devices M14-M15 and M24-M25 are bi-
ased correspondingly. In principle, the current sources M144+M15 and M224+M23
could each be one transistor with twice the width, but since edge effects can be
important, it is safest to use multiple transistors with the same geometry. The
bias transistor M10 establishes the appropriate voltage drop between M11 and
M21 to match the drain—source voltage of the gain stages.

As described in Section 6.1.1.1 this circuit is insensitive to changes in the
supply voltage Vpp and also to common mode components at the amplifier
inputs (“common mode rejection”). The cascade of NMOS and PMOS stages
also allows the quiescent level at the output to match the input.
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F1a. 6.37. Cascode amplifier.

As described above, the output resistance of a MOSFET can be raised by
increasing the channel length. However, this also requires a higher gate-source
voltage, which increases the saturation voltage, so this techniques is often lim-
ited by the available supply voltage. Furthermore, increasing the channel length
reduces the achievable transconductance. The output resistance of the input de-
vice can be increased while maintaining the transconductance by applying the
configuration shown in Figure 6.37. The lower “input” transistor operates in
common-source and provides transconductance. The upper “cascode” transistor
operates with a fixed gate voltage, so for the signal drain current of the input
transistor it operates in common-gate and presents a low input resistance to
the lower transistor. The current gain of the cascode transistor is unity, so the
transconductance of the combination equals that of the input transistor. The
output resistance of the cascode transistor is increased because the output resis-
tance of the input transistor is in series with the source. If the output voltage
increases, the current draw of the cascode transistor increases. However, the in-
creased current gives an increased voltage drop across the output resistance of
the input transistor, so the gate—source voltage of the cascode transistor de-
creases, which counteracts the increase in current. Thus, the output resistance
increases by virtue of this local negative feedback (see Appendix D).

Mathematically, this is straightforward to derive without any knowledge of
electronics. We consider the effect of changing the output voltage with zero input
signal. The drain voltage at the output of the cascode

Vbs = Vps1(Vasi, Ip) + Vpsa(Vasz, Ip) - (6.93)
The total differential
dVpsi1 dVpsi1 dVps2 dVps2
dVpg = dV¢ dl dV¢ dlp———= . 6.94
DS as1 e +dIp i, + dVise Worss +dIp i (6.94)

Since dVGSl =0 and dVDS/dID =To,

To2 dID

dVps = dIpry1 + ro1dl
DS DTol 1 DdVGS2

+ ’I”OQdID (695)
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and
dVps To2dIp

=To1 + Tol
dID o o

Using dIp/dVgs = gm, the output resistance

+ 702 . (6.96)

To =Tol + To2 + To1To2gm?2 - (697)

The cascode increases the output resistance by an additional term, which is the
output resistance of the input stage multiplied by the voltage gain of the cascode
stage. Although we’ve used the nomenclature for MOSFETS, the same analysis
applies to other devices.

The transistor pair forming the cascode acts as a single device with the
transconductance of the input device, but with a much larger output resistance.
The same technique can also be applied to the load, if lengthening the channel
is not adequate to achieve the desired gain.

With these techniques we can increase the amplifier gain. The second key
ingredient is bandwidth. As already shown in Chapter 2, any capacitance C,
present at the output causes the voltage gain to roll off at frequencies above
wy = 1/RC,, where Ry, is the effective load resistance of the amplifier, which
for active loads is the parallel combination of the output resistances of the gain
and load devices. We increased the voltage gain, by increasing Ry, but this also
reduced the bandwidth. In this simple circuit the product of voltage gain and

bandwidth

1 Im
A'u u — 9m - ~ A~ .
w gmRL R.C. - C. (6.98)

The gain—bandwidth product is independent of load resistance and equal to
the frequency where the amplifier gain is unity, the “unity gain frequency” wy.
Thus, at any frequency well above the cutoff frequency, where the gain drops
linearly with frequency, the product of voltage gain and frequency is equal to
the gain—bandwidth product wg. Negative feedback applied around an amplifier
(see Appendix D), maintains the gain—bandwidth product, so one can use a gain
stage with a large gain—bandwidth product and by setting the gain achieve the
desired bandwidth. The excess gain (“reserve gain”) at low frequencies is useful
in stabilizing the DC baseline and also increases linearity. From this we learn that
desirable features in an amplifying device or gain stage are high transconductance
and low output capacitance.

The capacitance at the output node C, depends on circuit topology and
basic characteristics of the IC technology used. In our applications the circuit
bandwidth is determined less by the inherent device speed, than by the device
capacitance and stray capacitance to the substrate. Thus, reducing the capacitive
load at the high impedance node is crucial in maximizing the bandwidth. In a
MOSFET the relevant capacitances are the input capacitance of the following
stage and the capacitance of the drain implants to the bulk. The capacitance of
the connecting traces also adds, but with short trace lengths this is negligible.
The capacitance of the drain implants usually dominates, so reducing the device
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Fic. 6.38. Circuit diagram of a charge-sensitive amplifier using cascode circuitry.
Transistor sizes are indicated as W/L, e.g. M1 has W = 250 ym and L = 0.5 ym.

width is beneficial. Another technique is the use of an annular device geometry,
where the drain is a small island in the center.

On the other hand, increasing transconductance to improve noise and speed
ultimately leads to increased device width W, which increases the output ca-
pacitance. The cascode allows use of a wide input device coupled with a narrow
cascode device, so the cascode provides both increased low-frequency gain and
gain—bandwidth product. This combination of features makes the cascode one of
the key circuits in detector front-ends.

Figure 6.38 illustrates how these techniques can be applied to a charge-
sensitive amplifier. Unlike commercial operational amplifiers, the input stage is
not formed by a differential pair of transistors, i.e. with complementary nonin-
verting and inverting inputs. In a differential pair the noise current of one device
modulates the current of the other, so the combined effect of both devices in-
creases the equivalent input noise voltage by v/2. Thus, for the same noise level
as a single transistor, each transistor in the differential pair requires at least
twice the current, so the pair more than quadruples the current draw. Instead
the input stage is “single ended”. This comes at the expense of “power supply
rejection ratio”, i.e. the sensitivity of the circuit to spurious signals introduced
through the power supply Vpp or ground. Indeed, single-ended circuitry typi-
cally shows gain for signals on the power supply lines. In high density detector
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systems the need to reduce power tends to prevail over the robustness of fully
differential circuitry.

Cascodes are used both in the gain and load portions. M1 and M2 comprise
the transconductance stage and M3 and M4 the load. M1 is sized to provide
the required transconductance for the desired noise. M2 and M3 have a substan-
tially smaller width to reduce the capacitance at the high impedance node. The
transconductance of M4 is not important, but it should have a large output re-
sistance (see eqn 6.97). To avoid additional capacitive loading by the subsequent
stage, the output is fed through a source follower M5. The high input impedance
of the source follower also maintains the voltage gain independent of load. The
source follower also provides current drive capability.

The detector is capacitively fed back through Cy, but DC feedback must also
be provided, both to set the DC operating point and to discharge the feedback
capacitor. This is achieved by a CMOS pair M7 and M8 in parallel with the
feedback capacitor. When DC biased the transistors act as resistors to contin-
uously discharge the feedback capacitor and provide DC feedback to maintain
the DC level at the amplifier output. This can also be accomplished by only
one transistor. The second transistor is important in the second operating mode,
which uses pulsed feedback. Here the reset transistors are driven by a short pulse,
which discharges the feedback capacitor and also charges the amplifier input to
the proper potential. A transistor pair is used to cancel the charge injection
through the gate—channel capacitance. The NMOS and PMOS transistors are
driven with pulses of opposite polarity. The device geometries of M7 and M8 are
small to reduce the gate—channel capacitance, but sized individually to match
their gate capacitances and cancel the injected charge.

Transistor M9 shifts the output level to set the voltage at the juncture of
M2 and M3 to approximately Vpp/2. When the feedback switch is closed this
voltage is Vgs(M1) + Vps(M9) 4+ Ve s(M5). Voltages Vo and Vg p set the drain
voltages of M1 and M4.

Another detail is the current mirror M6 that sets the operating current. Since
both the noise and speed of the amplifier are set by the transconductance of the
input device, and the transconductance is set primarily by current, controlling
the current is crucial. The current mirror allows the cascode current to be set by
an external current, which is not subject to device parameter variations on the
chip. This is especially useful in circuits subject to radiation damage, which will
be discussed in the next chapter. Setting the current may be as simple as con-
necting a resistor from the Ic45¢ port to ground. Since the voltage drop across
the resistor is typically several times than the gate—source voltage of the current
mirror, the dependence of Icag5¢ to transistor threshold voltage variations is
reduced.

To first order the gain—-bandwidth product fy and the feedback network set
the upper cutoff frequency f, = foCr/(Cq + Cy)/C; and thus the rise time
constant 7 = 1/(2x f,,). However, as discussed briefly in Chapter 2 and treated in
Appendix D, in a feedback amplifier the phase shift is also critical. At frequencies
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well below the cutoff frequency the phase shift is zero (or in an inverting amplifier
180°). At the cutoff frequency the complex load incurs an additional 45° and at
frequencies well above the cutoff frequencies the load is imaginary (i.e. purely
capacitive) and the additional phase shift is constant at 90°. If these were the
only phase shifts, the feedback loop would be unconditionally stable. However,
additional time constants are introduced by the additional devices that affect
the signal path.

This amplifier topology can provide a gain-bandwidth product of about
1 GHz with < 1 mW power dissipation. The dominant pole set is by the transcon-
ductance of M1 and the total capacitance at the cascode output. However, addi-
tional time constants are introduced at the juncture of M1 and M2, which sets
the minimum width of M2, and in the source follower. In the design shown in
Figure 6.38 the second pole is at several hundred MHz, so the reset path must in-
clude some attenuation (provided by M9) to prevent self-oscillation during reset,
as the reset switch establishes unity gain.

This illustrates why even a “single stage” amplifier can be limited to closed
loop bandwidths substantially smaller than the unity gain frequency. It also
shows that if feedback is to be applied around a cascade of amplifiers, the cutoff
frequencies of the individual amplifiers cannot be the same. The overall frequency
response of the cascade must be dominated by one amplifier and the cutoff fre-
quencies of the other stages must be well above the frequency where the loop gain
is unity. Kipnis, Spieler, and Collins (1994) describe another variant of a cascode
preamplifier using bipolar transistors showing the gain and phase response.

The frequency break points are usually called “poles”, as feedback systems
are often analyzed using Laplace transforms, where the times constants appear as
poles in complex frequency space. An ideal amplifier with just one time constant
has a “single pole response”. Many commercially available operational amplifiers
are made unconditionally stable for all gains by deliberately reducing the gain—
bandwidth product at the first cutoff frequency such that all poles are well above
the unity gain frequency. However, the freedom in design comes at the expense
of bandwidth.

The loop gain in normal operation of the circuit in Figure 6.38 is

Cy

Avy = Avos——
VL VOCd+Cf

(6.99)

where Cy is the detector capacitance and Ay is the open loop gain of the
amplifier. In Figure 6.38 this is the voltage gain measured between the input
and output in the absence of feedback. When the reset switch M7-MS8 is closed,
the impedance in the feedback path is much smaller, so the loop gain moves to
an unstable regime. To compensate for this the output signal is connected to
the reset switch through the voltage divider M19-M10. This scheme allows a
higher bandwidth (faster response time) for signal acquisition than an amplifier
designed for unconditional stability under all feedback condictions.
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FiG. 6.39. The folded cascode implemented with an NMOS input (left) and a PMOS
input transistor (right). The arrows show the signal current path of the input tran-
sistor M1. The bulk of M1’s standing current is provided by M2.

A popular variant of the cascode amplifier is the “folded” cascode shown
in Figure 6.39. This circuit avoids two conflicts inherent to the linear cascode.
As the input transistor determines the equivalent noise, it must operate at a
relatively high current. For a high output resistance, however, low current is ad-
vantageous. The folded cascode addresses these requirements by separating the
DC and signal current paths. Since M3 presents a low input resistance, the out-
put resistance of M2 is sufficiently high without an additional cascode transistor,
so that practically all of M1’s signal current flows into the low input resistance
presented by M3. Since only a fraction of M1’s standing current flows though
the load transistor M4, the desired high load resistance can be achieved with-
out a cascode load, further reducing the total voltage requirements. The folded
cascode can be implemented with either NMOS or PMOS inputs. The latter is
provides lower 1/f noise, which in some applications outweighs the somewhat
inferior transconductance of the PMOS input transistor. Some commonly used
implementations of the folded cascode are quite prone to spurious pickup and
cross-talk. This will be discussed in Chapter 9.

Although CMOS was used in these examples, similar circuits can be imple-
mented with bipolar transistors or combinations of bipolar and MOS devices
(using bi-CMOS integrated circuit processes, for example). Indeed, the basic
considerations and circuit derivations apply to any transconductance device, be
it a bipolar transistor, JFET, MOSFET or vacuum tube. Bipolar transistors
provide higher transconductance and generally allow lower power dissipation in
amplifiers, whereas CMOS provides added flexibility in the choice of device ge-
ometry. CMOS also provides higher circuit density and in mixed analog-digital
systems the advantages of a full CMOS implementation on a single chip usually
outweigh transconductance considerations.
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F1c. 6.40. Measured noise vs. collector current of a strip detector module using a
bipolar transistor front-end and a 12 cm long strip sensor. The peaking time at the
output of the pulse shaper is about 25 ns.

This discussion was not meant to be an exhaustive treatment of amplifier
design, but is intended to provide a glimpse of rationale behind some common
circuits. Many other circuit techniques and more detailed analyses are needed to
implement a full system and a vast body of literature is available to delve more
deeply into the subject.

6.5 Overall noise of a detector module

Figure 6.40 shows the measured noise of a complete detector module wvs. col-
lector current of the bipolar transistor input stage. The noise decreases with
collector current and reaches a minimum at about 250 A, which was the design
value. The circuit was not designed to operate at higher currents than 300 pA,
so the noise could not be measured beyond the minimum. The simulated noise
levels are 1460e at 150 uA and 1230e at 300 nA, in good agreement with the
measurements.

Although the first amplifying device should dominate the system’s electronic
noise, many other contributions add up to increase the overall noise. The in-
dividual contributions may be small, but there are many, so that in practice
the overall noise level is 10 — 20% higher than for the input device alone. Table
6.1 shows a representative breakdown for a strip detector system with a bipolar
transistor front-end.

The input transistor contributes only 50 — 60% of the total noise, with the
collector and base current contributing about 80% of that and the base resistance
the remainder. Substantial contributions come from the neighbor amplifiers and
strips, as was discussed in Chapter 3. The thermal noise of the strip resistance
can be reduced by connecting the amplifier at the midpoints of the strips, rather
than at the ends. Contributions from other components in the preamplifier circuit
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(the load transistor with its emitter resistor and the cascode transistor) add small
but noticeable contributions.

6.6 Optimization for low power

Optimizing the readout electronics in large vertex or tracking detector systems is
not optimization of one characteristic such as noise alone, but finding an optimum
compromise between noise, speed, and power consumption.

For both BJTs and FETs, the minimum obtainable noise under optimum scal-
ing increases with the square root of detector capacitance, although the physical
origins for this behavior are quite different in the two types of devices. However,
in low-power systems the minimum obtainable noise values obtained from the
equations for both FETs and BJTs should be viewed as limits, not necessarily
as desirable goals, since they are less efficient than other operating points.

First, consider two input transistors, which provide the same overall noise
with a given detector, but differ in input capacitance. Since the sum of detector

Table 6.1 Percent contributions to the total noise power in a detector module, simulated
for 12 cm long strips and a bipolar transistor front-end (Kipnis 1996). The strip resistance
is 150 /cm and the post-irradiation fluence is 1014 p/cm. The analysis was performed for
amplifiers connected either at the ends of the strips or at the midpoint of the strip electrodes
to reduce the effect of the strip resistance. The individual contributions are given listed
contributions account for about 95% of the total noise.

Noise source Center-tap End-tap Center-tap End-tap
pre-irradiation pre-irradiation post-irradiation post-irradiation
Total noise (e) 1370 1510 1475 1555
Input transistor 61.8 48.7 60.5 53.1
Neighbor amplifier 13.5 9.8 6.7 5.4
Strip resistance 7.0 21.8 3.7 12.7
(center strip)
Strip resistance 2.3 7.1 1.1 3.8
(neighbor)
Feedback resistor 6.2 5.3 6.2 5.6
Leakage current - - 12.2 11.0
(center strip)
Load transistor 1.1 1.0 1.2 1.1
Emitter resistor 2.5 1.9 1.7 14

of load transistor

Cascode transistor - - 1.5 1.3
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and input capacitance determines the voltage noise contribution, the transistor
with the higher input capacitance must have a lower equivalent noise voltage e,
i.e. operate at higher current. In general, low capacitance input transistors are
preferable, and systems where the total capacitance at the input is dominated
by the detector capacitance are more efficient than systems that are capacitively
matched. Capacitive matching should be viewed as a limit, not as a virtue.

6.6.1 Optimum operating current

Both the equivalent input noise voltage

4kT
€2~ ——
gm
and the gain-bandwidth product
_ 9m
Jo= 27wC,

depend on the transconductance g,, of the input transistor. The capacitance C,
at the node where voltage gain obtains invariably limits the obtainable circuit
rise time, rather than the inherent speed of the transistor. From this we see that
increasing transconductance improves both noise and speed. The transconduc-
tance depends primarily on device current. In a bipolar transistor

Ic

9 = e (6.100)

In a MOSFET in strong inversion

” €ox
=4/—- -Ip, 6.101
9m [ dowﬂ D ( )

so for a given device width W, reducing the channel length L or gate oxide
thickness d,; should increase the transconductance. The choice of bulk mate-
rial determines the carrier mobility u and the gate oxide’s dielectric constant
€or- However, this simple scaling rule only applies in strong inversion, whereas
MOSFETs in large detector arrays are best operated in weak or moderate in-
version. In weak inversion, the dependence of transconductance on current is
the same as for a bipolar transistor, so it depends only on current and not on
device geometry. The moderate inversion regime is the transition from weak in-
version (low current) to strong inversion (high current) and its dependence is
more complicated.

Since transconductance sets both the noise and speed, power efficiency im-
proves when we increase the ratio of transconductance to drain current g¢,,/Ip.
In a bipolar transistor the transconductance is proportional to collector current
(eqn 6.100), S0 gy, /I is constant

Im €
= 102
Ic kT (6.102)
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F1G. 6.41. Normalized transconductance gm/Ip vs. normalized drain current Ip/W
measured on an NMOS transistor with 0.8 um channel length. The transconduc-
tance is determined by differencing the raw measured Ip vs. Vgs data, so the
irregularities in the curves are due to the differential nonlinearity of the digitizer in
the measurement system.

and equal to (26 mV)~! ~ 40V~!. In an FET the dependence of transconduc-
tance on drain current is more complicated. Increasing the device width W at
constant current density is equivalent to connecting multiple devices operating at
the same current in parallel, so to yield a universal curve Figure 6.41 shows the
normalized transconductance g,,/Ip vs. normalized drain current Ip/W. This
curve applies to all transistors using the same technology and channel length.

At low currents the MOSFET starts out with constant g,,/Ip. This is the
weak inversion regime. Theoretically, ¢,,/Ip = e/kT = 38.4V~! but in this
device it is 26 V=1, This is typical and is due to charge states at the Si-SiOs
interface. One then sees a rapid decrease in the regime 0.1 < Ip/W < 10A/m
(moderate inversion) and finally a gradual decrease at Ip/W > 10 A/m (strong
inversion). Note that although g,,/Ip is decreasing with current, the transcon-
ductance itself is increasing, as was shown in Figure 6.24.

The strong inversion regime is most commonly used, especially when mini-
mum noise is required, since it yields the highest transconductance. Note, how-
ever, that the abscissa of Figure 6.41 is logarithmic, and that the high transcon-
ductance in strong inversion comes at the expense of substantial current. Fur-
thermore, increasing Viz g to increase current also increases the output saturation
voltage, so the required drain-source voltage also increases. In systems where
both speed and noise must be obtained at low power, for example HEP tracking
detectors, the moderate inversion regime is advantageous, as it still provides 20
to 50% of the transconductance at roughly 1/10 the power.

Reducing the channel length improves power efficiency, as shown in Figure
6.42. These data were measured on devices with channel lengths ranging from 0.8
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F1G. 6.42. Normalized transconductance gm/Ip vs. normalized drain current Ip/W
for channel lengths of 0.8, 1.2, 2.0, 5.2, 10.0, and 25.2 ym. All devices were fabricated
on the same die in a 0.8 um CMOS process. The irregularities in the curves are due
to the differential nonlinearity of the digitizer in the measurement system.

to 25.2 pum, all on the same chip and fabricated in a 0.8 ym process. For example,
the 0.8 um channel length device shows g¢,,/Ip = 24 at Ip/W = 1072 and
gm/Ip =~ 1 at Ip/W = 100. The transition from weak to strong inversion shifts
to higher currents as the channel length is reduced. At Ip/W = 0.1 the 0.8 ym
long device yields g,,/Ip = 21, whereas 25 um long devices yield g¢,,/Ip = 6.
Thus, reducing the channel length allows more efficient circuitry, although not
as predicted by the strong inversion formula.

The best power efficiency obtains at the highest normalized transconductance
gm/Ip that will provide the desired noise level. Uniquely associated with this
value of g,,/Ip is a current density (Ip/W)g,. /1, which for a given technology
depends on the channel length. While keeping the current density constant, one
can adjust the width to change the transconductance. As the width is changed the
drain current Ip = W-(Ip/W)g,. /1, changes proportionally. This value of drain
current sets the transconductance g,,(W) = W - (Ip/W)g, /1, (9m/ID)setected-
Thus, both the drain current and the transconductance scale proportionally to
width, as does the FET’s input capacitance. As the width is increased the equiv-
alent noise charge decreases until the input capacitance equals the sensor capac-
itance. With further increases in width the increase in capacitance outweighs the
decrease in noise voltage, so the noise charge increases. If the minimum noise is
too high, one chooses a lower value of g,,, /Ip, which will achieve a given transcon-
ductance at a smaller device width, so capacitive matching will occur at a higher
transconductance. Thus the minimum noise will be lower, albeit at the expense
of power dissipation. This procedure is illustrated in Figure 6.43.

For example, assume that the desired noise level is 1000 e. A normalized
transconductance g, /Ip = 24 (weak inversion) allows a minimum noise of 1400 e



270 TRANSISTORS AND AMPLIFIERS

10* 3
] gmllp =24
i 23
10° 3
Ol
s ]
10° 3
10" — T T T T T T T,

10¢ 10° 10* 10° 10% 10" 10° 10
In®)

N
o
%

F1G. 6.43. Equivalent noise charge vs. drain current for various values of normalized
transconductance g, /Ip (corresponding to unique current densities Ip/W). The
calculation assumes a detector capacitance of 10 pF and a transistor input capaci-
tance of 1 fF per um width. In the low-current regime the asymptote for all curves
follows the relationship Ip oc 1/Q2.

at a drain current of 50 yA. Increasing the current density so that g,,/Ip = 20
shifts the operating mode towards moderate inversion and yields a minimum
noise of 340 e at a drain current of 1 mA. However, following the g,,/Ip = 20
curve to smaller drain currents (device widths) provides the desired 1000 e noise
level at a drain current of 30 nA, less than the 50 pA needed for 1400 e noise at
gm/Ip = 24. Going to much smaller values of g,,/Ip yields the desired 1000 e
noise at higher currents. The choice of g,,,/Ip is not very critical; g,,/Ip = 22
or 23 gives practically the same result.

This illustrates that capacitive matching is not a good criterion for systems
where low power is important. Near capacitive matching the device width (and
hence the current) can be reduced significantly without a substantial increase in
noise. For example, at ¢,,/Ip = 24 allowing a 10% increase in noise reduces the
device current to 40% of the current at capacitive matching. For currents well
below the noise minimum all curves follow the relationship Ip oc 1/Q?2, so for
constant supply voltage the required power increases with the inverse square of
the required noise charge, which depends on the signal magnitude provided by
the sensor.

When scaling the device width at constant current density, the equivalent
input noise voltage

1 1
el X — X — . 6.103
e ( )

(™)

Since the equivalent noise charge
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CQ

Qp, oxenC? o — | (6.104)
Ip

when operating well below capacitive matching, the required power for a given

noise level increases with the square of sensor capacitance,
F)DO(IDO(C12 . (6105)

A similar result obtains for bipolar transistors. The most efficient operating
regime with respect to power is at a current well below the current needed for
minimum noise

kT F, 1
Ic = —C4 = 6.106
c=—CiV Bpc F T ( )
In this regime the noise is dominated by voltage noise, so
2(kT)? , F,
2 2ty
C — 6.107
@~ o (6.107)
and for a given noise level C2?/I¢ is constant, so the required power
PoxIcoxC?. (6.108)

In this form of optimum scaling the required power in the input device scales with
the square of capacitance at the input. The required power also increases with
the square of the desired signal-to-noise ratio. Even when the required noise level
is close to the minimum noise, one can operate well below the optimum current,
as the noise minimum is rather shallow.

These scaling rules represent optimum scaling, where the device input capac-
itance is negligible, i.e. well below capacitive matching. For comparison, from
Figure 6.43 a 2000-fold increase in current reduces the minimum noise at ca-
pacitive matching from 1400 to 50 e, whereas optimum scaling requires that the
current increase only 800-fold. The difference is due to the penalty incurred by
the device capacitance.

As illustrated above, the optimization is iterative and usually involves several
components, but basically one starts with a circuit topology and chooses a nor-
malized drain current Ip /W that provides an adequate gain—bandwidth product.
For example, in Figure 6.38 this involves setting the ratio of device widths in the
cascode. If the capacitive load at the output node is dominated by device widths,
then scaling all widths while scaling the current simultaneously to maintain the
current density Ip/W, will maintain the amplifier’s gain—bandwidth product

gm/Co.
6.6.2 Technology improvements

To what extent do improvements in device technology improve amplifier per-
formance? Can we simply rely on Moore’s Law to meet future needs? There is
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a widespread tendency to expect the miracles of modern technology to make
possible what is impossible today.

The preceding section underscores the importance of transconductance and
its relationship to power dissipation. Low electronic noise levels require suffi-
cient transconductance coupled with acceptable input capacitance. In addition,
large detector arrays require that these parameters obtain at low power. These
requirements militate against many novel technologies that appear to simplify
fabrication and reduce cost. Examples are amorphous silicon transistors or thin
film transistors deposited by inkjet printing. All of these devices suffer from low
mobilities and, hence, low transconductance. Nanotechnology offers the potential
of very small devices, and the notion of “self-assembly” will appeal to anyone who
has constructed a complex detector, but nanotransistors will require nanosen-
sors to reduce capacitance to match the small transconductance. Nanometer thin
sensors in trackers yield correspondingly small signals, which require lower noise
and drive up front-end power. These novel devices will make inroads as switching
devices, but their applicability to low-noise analog circuits is dubious. For the
applications considered here crystalline devices appear to offer the most realis-
tic prospects for technological improvements. The basic scaling rules discussed
above still apply, but we seek improvements in the normalized transconductance
gm /1.

The transconductance of MOSFETSs in weak inversion depends on current
alone, so the parameter that can be improved is input capacitance. If smaller fea-
ture sizes push the weak inversion regime to higher current densities, a narrower
device will provide the required transconductance at a lower input capacitance.
However, a thinner gate oxide increases the capacitance per unit area, so the
reduction in width must be balanced against the normalized input capacitance
Ci /W & L/doy.

For MOSFETsS in strong inversion

gm__ W Eox
/—ID_ L dozuu

so high-density processes with shorter channel lengths L and thinner gate oxides
will provide higher transconductance at a given current. Furthermore, the mod-
erate inversion regime occurs at more favorable currents, as shown in Figure 6.42.
However, it is not clear that moving to yet smaller channel lengths than shown
in Figure 6.42 will provide similar benefits in the moderate inversion regime that
is most interesting for low-noise amplifiers. Figure 6.44 compares measured data
for NMOS devices with L = 0.8 and 0.3 um channel lengths, fabricated in 0.8
and 0.25 um CMOS processes, respectively. In the higher density process the
transition from weak to moderate inversion occurs in the same current range as
in the 0.8 um MOSFET and the normalized transconductance in weak inversion
is distinctly lower.

Why does the 0.3 um channel length not show the expected improvement?
Scaling to smaller feature size involves more than lateral scaling, i.e. resolution

(6.109)
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F1G. 6.44. Comparison of normalized transconductance g../Ip vs. normalized drain
current Ip/W for NMOS devices with L = 0.8 and 0.3 um channel lengths, fabri-
cated in 0.8 and 0.25 um CMOS processes, respectively.

in lithography. The vertical dimensions, i.e. the depth of the source and drain
implants must also be reduced to avoid spreading the channel into the bulk,
which reduces transconductance. The gate oxide must also be thinned. All this
reduces the maximum operating voltage. In digital circuitry this implies smaller
logic swings, so threshold control and noise immunity are concerns. In analog
circuitry the dynamic range is reduced, as the maximum signal level is reduced
while the electronic noise levels remain essentially the same. In some fabrication
processes this is addressed by providing two choices of oxide thickness to allow
“low-voltage” and “high-voltage” devices. Clearly, this comes at the expense of
process complexity.

In modern 0.3 um devices the output characteristics are still quite good, as
shown in Figure 6.45. This is unlike older implementations where short channel
devices had low output resistances reminiscent of triode vacuum tubes. The
benefits of velocity saturation are apparent, as small drain voltages across the
short channel length produce high longitudinal fields.

Silicon integrated circuit technology is very flexible and still offers many new
possibilities. Reduced feature size does provide substantial benefits in digital
circuitry, both in circuit density and power. For analog applications the opti-
mization is more complex and requires concurrent process improvements beyond
mere feature size. Although the limits of scaling to ever smaller devices are a
genuine concern, it is not clear what the limits will be.

Bipolar transistors provide the highest transconductance per unit current, in
practice outperforming MOSFETSs even in the weak inversion regime. In bipo-
lar transistors this ratio is set by basic physics, so it is unaffected by improved
process technology, increased device speed, or the use of heterojunction devices,
e.g. SiGe devices. Furthermore, bipolar transistors tend to have substantially
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F1G. 6.45. Output curves of an NMOS transistor with W = 9.45 ym and L = 0.3 pym.

lower input capacitance for comparable noise levels, further reducing power re-
quirements. Although transconductance per unit current in bipolar transistors
is independent of technology, high-density processes tend to improve contami-
nation control, which improves the DC gain at low currents and thus extends
the usable operating range to lower currents. Furthermore, faster devices tend
to reduce parasitic base and emitter resistances. In the past, bipolar processes
have suffered from low circuit density, but the cellular telephone market has pro-
moted mixed technology BiCMOS processes, which combine high frequency SiGe
bipolar transistors with high-density CMOS. This is a very attractive option.

6.7 Power dissipation of an active pixel array vs. strip readout

To close this chapter we’ll apply some of the principles developed above to a
simple feasibility test. Early in the development of custom integrated circuits for
vertex detectors a commonly raised objection to random-access pixel arrays was
that the power dissipation would be prohibitive. If a strip readout required 2 mW
per strip on an 80 um pitch, i.e. 250 mW per cm width, could it be practical to
read out 15000 pixels per cm?? We can use the scaling rules developed above to
obtain a rough estimate of the power dissipation in the front-end.

Assume that a strip detector covers a certain area with n strips and a pixel
detector covers the same area with n x n pixels. The strip width and pixel size
are small compared to the sensor thickness, so the capacitance is dominated by
the strip-to-strip or pixel-to-pixel fringing capacitance. Then the capacitance is
proportional to the periphery (pitch p and length [). Thus, the strip capacitance
is proportional to 2(p + ) &~ 2l and the pixel capacitance proportional to 4p.
Thus,

2
Cpiwel ~ Ecstrip . (6110)
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As discussed above, under optimal scaling the power dissipation of the readout
amplifier for a given noise level is proportional to the square of capacitance
P x C?, so the power per pixel

4
Ppi;ﬂel ~ ﬁpstrip . (6111)

Since there are n times as many pixels as strips, the power in all pixels’ front-ends

4
Ppizel,tot ~ E strip - (6112)

From this we see that increasing the number of readout channels can reduce the
total power dissipation.

The circuitry per cell does not consist of the amplifier alone, so a fixed
power Py per cell must be added, bringing up the total power by n2P,, so
these savings are only realized in special cases. Nevertheless, this estimate shows
that power dissipation is not a fundamental hurdle in the implementation of
highly segmented arrays. In practice, random addressable pixel arrays for high-
luminosity colliders have been implemented with overall power densities (total
power /detector area) comparable to strip detector systems.
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RADIATION EFFECTS

Radiation-resistant electronics have been integral to the aerospace, nuclear reac-
tor and weapons communities for many years, but only rather recently have they
become important for particle accelerators and accelerator-based experiments.
The SSC made the design of radiation-resistant detectors and electronic read-
out systems a key design consideration for high-energy physics experimentalists.
The energy frontier has now shifted to the LHC, which requires even higher lu-
minosities to achieve its physics goals. Even at existing machines, for example
the Tevatron at FNAL and the B factories at KEK and SLAC, radiation-hard
electronics are required in the innermost vertex detector and tracking systems.
On the accelerator side, higher beam currents and the increased sophistication of
monitoring and diagnostic systems are bringing the need for radiation-resistant
electronics to the forefront of designers’ concerns.

Although one can argue that vacuum tubes are extremely radiation-hard, the
complexity of today’s electronics systems restricts our focus to semiconductor de-
vices. For all practical purposes this leaves us with silicon and gallium-arsenide
devices. For a variety of reasons silicon transistors and integrated circuits com-
prise the bulk of radiation-hard electronics. Although initial results on GaAs de-
tectors after neutron irradiation appeared promising, charged particles produced
inferior results. In designing SSC and LHC detectors, no compelling justification
was found for GaAs electronics in any radiation-sensitive application. GaAs was
often cited as “known to be radiation-hard”, because of the radiation resistance
of GaAs FETSs. Indeed, they are superior to Si MOSFETSs, but Si JFETSs of-
fer comparable radiation resistance, as discussed below in Section 7.3.2. Indeed,
in most areas silicon technology provides critical performance advantages. For
these reasons, despite the fascinating physics of compound semiconductors, this
chapter will emphasize silicon technology.

For many years an active scientific community has studied radiation effects
in semiconductor electronics, producing a wealth of data and a detailed un-
derstanding of many phenomena. Although access to some of these results and
techniques is restricted, most of the data and papers are in the public domain
and readily accessible. Much has been published on basic damage mechanisms
and on device properties for specific applications. However, when attempting to
apply this information to an area outside the traditional purview of the radia-
tion effects community, key pieces of information needed to link basic damage
mechanisms to usable design guidelines were often missing. This was very clear
in the development of detectors for the SSC and LHC, where both the applica-
tion of detectors with deep depletion regions and novel circuit designs combining

277
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low noise, high speed, and low power pushed developments into uncharted ter-
ritory. Radiation damage studies on detectors had focussed on high resolution
gamma-ray or charged particle spectroscopy in nuclear physics with very different
requirements (Kraner 1982). Some early experiments indicated that silicon de-
tectors could function in high energy applications at fluences of order 10'4 cm =2
(Borgeaud et al. 1983, Kondo et al. 1985, Weilhammer 1985), but it took over a
decade, many measurements, and much detailed analysis to understand the phe-
nomena and ultimately learn how to modify the material to extend its lifetime.
Some data were not sufficiently appreciated, for example early reports of “type
inversion” (Kuznetsov et al. 1975). Meanwhile, system functionality at fluences
of order 10*® cm~2 and ionization doses of 100 Mrad has been demonstrated and
now work continues to extend limits by another order of magnitude.

This is a very complicated field and developing a general road map is not
easy, but one can apply a few fundamental considerations to understanding the
effects of radiation on various device types in specific circuit topologies and
narrow the range of options that must be studied in detail. That is the thrust of
this discussion. This cannot be an exhaustive treatment and the reader should
consult the literature for more detailed coverage.

Holmes-Siedle and Adams (2002) provide a modern overview. The books by
Messenger and Ash (1986), Van Lint et al. (1980) and Srour et al. (1984) are good
references for general principles. Ma and Dressendorfer (1989) wrote what is still
the definitive work on radiation effects in MOS devices. Oldham (1999) adds
important updates. Most papers on radiation effects in semiconductor devices
are presented at the IEEE Nuclear and Space Radiation Effects Conference and
published in the annual conference issue (usually December) of the IEEE Trans-
actions on Nuclear Science. Additional papers, primarily from the high energy
physics community, are presented at the IEEE Nuclear Science Symposium and
published in the conference issue of the IEEE Transactions on Nuclear Science.
Other conferences on detector instrumentation tend to publish their proceedings
in Nuclear Instruments and Methods.

7.1 Radiation damage mechanisms

First the basic phenomena will be outlined, before entering into a more detailed
discussion. Semiconductor devices are affected by two basic radiation damage
mechanisms:

e Displacement damage: Incident radiation displaces silicon atoms from their
lattice sites. The resulting defects alter the electrical characteristics of the
crystal.

e Ionization damage: Energy absorbed by ionization in insulating layers, usu-
ally SiOs, liberates charge carriers, which diffuse or drift to other locations
where they are trapped. This leads to unintended concentrations of charge
and, as a consequence, parasitic fields.
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Both mechanisms are important in detectors, transistors and integrated circuits.
Some devices are more sensitive to ionization effects, some are dominated by
displacement damage. Hardly a system is immune to either one phenomena and
most are sensitive to both.

Tonization effects depend primarily on the absorbed energy, independent of
the type of radiation. At typical incident energies ionization is the dominant
absorption mechanism, so ionization damage is proportional to energy absorp-
tion per unit volume (dose), usually expressed in rad or gray (1rad=100erg/g,
1Gy=1J/kg=100rad). Since the charge liberated by a given dose depends on
the absorber material, the ionizing dose must be referred to a specific absorber,
for example 1rad(Si), 1rad(SiO2), 1rad(GaAs), or in ST units 1 Gy(Si), ete.

Displacement damage depends on the nonionizing energy loss, i.e. energy and
momentum transfer to lattice atoms, which depends on the mass and energy of
the incident quanta. A simple measure as for ionizing radiation is not possible,
so that displacement damage must be specified for a specific particle type and
energy.

In general, radiation effects must be measured for both damage mechanisms,
although one may choose to combine both, for example by using protons, if one
has sufficient understanding to unravel the effects of the two mechanisms by
electrical measurements. Even nonionizing particles can deposit some ionization
dose via recoils, but this contribution tends to be very small: 2 - 10713 rad(Si)
per 1 MeV neutron/cm?, for example (Messenger and Ash 1986).

To set the scale, consider a tracking detector operating at the LHC with a
luminosity of 1034 cm~2s7!. In the innermost volume of a tracker the particle
flux from collisions is n’ ~ 2 -10%/r? cm™2?s™!, increasing roughly twofold in
the outer layers due to interactions and loopers. At r; = 30cm the particle
fluence after one year of operation (107s) is about 2 - 10 ecm~2. A fluence of
3-10'3 cm™2 of minimum ionizing particles corresponds to an ionization dose of
1 Mrad, obtained after 1.5 years of operation. Albedo neutrons from a calorimeter
could add a yearly fluence of 102 — 103 cm~2.

7.1.1 Displacement damage

An incident particle or photon capable of imparting an energy of about 25eV to
a silicon atom can dislodge it from its lattice site. Displacement damage creates
defect clusters. For example, a 1 MeV neutron transfers about 60 — 70keV to
the Si recoil atom, which in turn displaces roughly 1000 additional atoms in a
region of about 0.1 um size. Displacement damage is linked to nonionizing energy
loss (Burke 1986), which is not proportional to the total energy absorbed, but
depends on the particle type and energy. Nonionizing energy loss for a variety
of particles has been calculated over a large energy range. Figure 7.1 shows the
displacement damage vs. energy for neutrons, protons, pions, and electrons, plot-
ted relative to 1 MeV neutrons. Although not all data are verified quantitatively,
these curves can be used to estimate relative effects.
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Fi1a. 7.1. Displacement damage vs. energy for neutrons, protons, pions, and electrons,
plotted relative to 1 MeV neutrons. The data were compiled by Lindstrém (2000),
based on Griffin et al. (1993), Konobeyev (1992), Huhtinen and Aarnio (1993), and
Summers et al. (1993).

X-rays do not cause direct displacement damage, since momentum conserva-
tion sets a threshold energy of 250keV for photons. %°Co gamma-rays, commonly
used in radiation testing, cause displacement damage primarily through Comp-
ton electrons and are about three orders of magnitude less damaging per photon
than a 1 MeV neutron (Srour et al. 1979). Table 7.1 gives a rough comparison of
displacement damage for several particles and energies.

Although nonionizing energy loss is an intuitively convenient measure, the
details of defect formation also play a key role. For 1 MeV neutrons the initial
vacancy distribution is highly clustered, whereas for 10 MeV protons the dis-
tribution is quite uniformly distributed and 24 GeV protons form a mixture of
clustered and uniformly distributed damage sites (Huhtinen 2002). In GaAs this
leads to significant differences between neutron and proton damage (Rogalla et
al. 1997; Chilingarov, Meyer, and Sloan 1997a). Following the NIEL model ini-
tial irradiations of GaAs devices were performed exclusively with neutrons and
supported the notion that GaAs is more radiation resistant than Si. However,
with proton irradiation — more representative of a hadron collider environment —

Table 7.1 Rough comparison of displacement damage for several
particles and energies.

Particle proton proton neutron electron electron

Energy 1 GeV 50 MeV 1MeV 1MeV 1GeV

Relative damage 1 2 2 0.01 0.1
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Fic. 7.2. Emission and capture processes through intermediate states. The arrows
show the direction of electron transitions.

the contrary proved to be true. In a microscopic analysis Huhtinen (2002) argues
that there is no obvious reason why NIEL scaling should be valid, so the prudent
approach is to measure the effects of radiation with particles and energies rep-
resentative of the actual radiation environment. Messenger et al. (2004) discuss
limits to the application of the NIEL concept.

Displacement damage manifests itself in three important ways:

e Formation of mid-gap states, which facilitate the transition of electrons
from the valence to the conduction band. In depletion regions this leads
to a generation current, i.e. an increase in the current of reverse-biased
pn-junctions. In forward biased junctions or nondepleted regions mid-gap
states facilitate recombination, i.e. charge loss.

e States close to the band edges facilitate trapping, where charge is captured
and released after some time.

e A change in doping characteristics (effective donor or acceptor density).

The role of mid-gap states is illustrated in Figure 7.2 (for a quantitative treat-
ment see Appendix F). Because interband transitions in Si require momentum
transfer (“indirect bandgap”), direct transitions between the conduction and
valence bands are extremely improbable (unlike GaAs, for example). The intro-
duction of intermediate states in the forbidden gap provides “stepping stones” for
emission and capture processes. The individual steps, emission of holes or elec-
trons and capture of electrons or holes, are illustrated in Figure 7.2. As shown
in Figure 7.2 (a) the process of hole emission from a defect can also be viewed
as promoting an electron from the valence band to the defect level. In a sec-
ond step (b) this electron can proceed to the conduction band and contribute
to current flow — generation current. Conversely, a defect state can capture an
electron from the conduction band (c), which in turn can capture a hole (d).
This “recombination” process reduces current flowing in the conduction band.

Since the transition probabilities are exponential functions of the energy dif-
ferences, all processes that involve transitions between both bands require mid-
gap states to proceed at an appreciable rate. Given a distribution of states these
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processes will “seek out” the mid-gap states. Since the distribution of states is
not necessarily symmetric, one cannot simply calculate recombination lifetimes
from generation currents and vice versa (as is possible for a single mid-gap state,
commonly assumed in textbooks).

Whether generation or recombination dominates depends on the relative con-
centration of carriers and empty defect states. In a depletion region the conduc-
tion band is underpopulated, so generation prevails. In a forward-biased junction
carriers flood the conduction band, so recombination dominates. Figure 7.2 (e)
also shows a third phenomenon; defect levels close to a band edge will capture
charge and release it after some time, a process called “trapping”.

In a radiation detector or photodiode system the increased reverse-bias cur-
rent increases the electronic shot noise. The decrease in carrier lifetime due to
trapping incurs a loss of signal as carriers recombine while traversing the deple-
tion region. Defect states can act as donors, acceptors, or be electrically neutral.
The predominant charge states formed in Si are acceptor-like, which in suffi-
cient concentration affect the net space charge in the active region. The space
charge determines the voltage required for full charge collection. The same phe-
nomena occur in transistors, but are less pronounced, depending on device type
and structure. Displacement damage effects will be discussed in more detail in
Section 7.2.

7.1.2  Ionization damage

As in the detector bulk, electron—hole pairs are created in the oxide. The ioniza-
tion energy F; = 18eV. The electrons are quite mobile and move to the most
positive electrode. Holes move by a rather complex and slow hopping mecha-
nism, which promotes the probability of trapping in the oxide volume with an
associated fixed positive charge. Holes that make it to the oxide—silicon interface
can be captured by interface traps, originating from the lattice mismatch at the
oxide—silicon interface or impurities. This is illustrated in Figure 7.3, which shows
a schematic cross-section of an n-channel MOSFET. As discussed in Chapter 6
a positive voltage applied to the gate electrode “inverts” the adjacent surface of
the p-silicon bulk and forms a conductive channel between the n™ doped source
and drain electrodes. Holes freed in the oxide by radiation accumulate at the
oxide—silicon interface. The positive charge build-up at the silicon interface re-
quires that the gate voltage be adjusted to more negative values to maintain the
negative charge in the channel.

Trapped oxide charge can also be mobile, so that the charge distribution
generally depends on time, and more specifically, how the electric field in the
oxide changes with time. The charge state of a trap depends on the local quasi-
Fermi level (see Appendix E), so the concentration of trapped charge will vary
with changes in the applied voltage and state-specific relaxation times. As charge
states also anneal, ionization effects depend not only on the dose, but also on the
dose rate. Figure 7.3 also shows a thick field oxide, which serves to control the
silicon surface charge adjacent to the FET and prevent the formation of parasitic
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Fi1G. 7.3. Schematic cross-section of an n-channel MOSFET (left). A detail of the
gate oxide shows the trapped holes at the oxide—silicon interface (right).

channels to adjacent devices. The same positive charge build-up as in the gate
oxide also occurs here, indeed it can be exacerbated because the field oxide is
quite thick. We’ll return to these phenomena in Sections 7.3.1 and 7.3.3. For a
detailed discussion, see the texts by Ma and Dressendorfer (1989) and Oldham
(1999).

In summary, ionization effects are determined by

e interface trapped charge,

e oxide trapped charge,

e the mobility of trapped charge, and

e the time and voltage dependence of charge states.

Although the primary radiation damage depends only on the absorbed ionizing
energy, the resulting effects of this dose depend on the rate of irradiation, the
applied voltages and their time variation, the temperature, and the time variation
of the radiation itself. Tonization damage manifests itself most clearly in MOS
field effect transistors, so it will be discussed in more detail in that section.

7.2 Radiation damage in diodes

Diode structures are basic components of more complex devices, for example
bipolar transistors, junction FETs and integrated circuits. Since the characteris-
tics of diode depletion regions depend primarily on bulk properties, displacement
damage is the key damage mechanism. Reverse-biased diodes with large deple-
tion depths are used as radiation detectors and photodiodes. Because of their
large depletion depths, typically hundreds of microns, detector diodes are very
sensitive to bulk damage and extensive work by the high-energy physics com-
munity has produced many insights into bulk radiation effects. Affected are the
detector leakage current, the doping characteristics, and charge collection.
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A theoretical analysis from first principles is quite complex, due to the many
phenomena involved. Take doping changes as an example. A key mechanism is
that defects are mobile. Silicon interstitials are quite active and displace either
P donors or B acceptors from substitutional sites and render them electrically
inactive. These interstitial dopants together with oxygen, commonly present in
the lattice as an impurity, react in very different ways with vacancies to form
complexes with a variety of electronic characteristics (see Tsveybak et al. 1992,
Huhtinen 2002 and references therein). Fortuitously, although a multitude of
competing effects can be invoked to predict and interpret experimental results,
the data can be described by rather simple parameterizations.

7.2.0.1 Reverse bias current The increase in reverse bias current (leakage cur-
rent) is linked to the creation of mid-gap states, as discussed in Appendix F.
Experimental data are consistent with a uniform distribution of active defects
in the detector volume. The diode bias current after irradiation

Iy=Iy+a-d-Ad, (7.1)

where I is the bias current before irradiation, « is a damage coefficient depen-
dent on particle type and fluence, ® is the particle fluence, and the product
of detector area and thickness Ad is the detector volume. For 650 MeV pro-
tons a ~ 3-107'7 A/cm (Barberis et al. 1993, Chilingarov et al. 1995) and
for 1 MeV neutrons (characteristic of the albedo emanating from a calorimeter)
a=4-10"1"A/cm (Moll 1999). The parameterization used in eqn. 7.1 is quite
general, as it merely assumes a spatially uniform formation of electrically active
defects in the detector volume, without depending on the details of energy levels
or states. Unlike a high-quality diode, where reverse current saturates well below
the depletion voltage, in a radiation-damaged diode the reverse bias current in-
creases roughly with the square root of voltage, due to the uniform distribution
of radiation damage sites.

After initial defect formation the leakage current decreases with time. Several
processes appear to contribute to the annealing process, as a sum of exponen-
tials with various time constants gives a good fit to the data (Wunstorf 1992,
Chilingarov et al. 1995). The ROSE collaboration (Lindstrom 2001) adopted a
prescription in which the leakage current is measured after 80 min. annealing at
60 °C. This procedure yields the same damage coefficient for a wide range of ir-
radiations. The results apply to both n- and p-type material, whether float zone,
Czochralski, or epitaxially grown, and over a wide range of resistivities.

The coefficients given above apply to operation at 20 °C. The reverse bias
current is strongly dependent on temperature. Even after rather low fluences the
generation current dominates (see Appendix F), so the reverse bias current

IR(T) o T?e=E/2FT (7.2)

For radiation damaged samples an activation energy ¥ = 1.2eV has provided
a good fit (Barberis et al. 1993, Gill et al. 1992, Ohsugi et al. 1988), whereas
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unirradiated samples usually exhibit £ = 1.12eV, the gap energy. The ratio of
currents at two temperatures 77 and 75 is

Ir(T: 7\° E (T T
r(T) =(22) exp|-— (22 . (7.3)
Ir(Ty) T 2k \ ThT»
In practice, the variation of leakage current with temperature is very reproducible
from device to device, even after substantial doping changes due to radiation

damage. The leakage current can be used for dosimetry and diodes are offered
commercially specifically for this purpose.

7.2.0.2 Doping characteristics The effect of displacement damage on doping
characteristics has been investigated extensively in the course of detector studies
for the LHC and is still the subject of ongoing study. Measurements on a variety
of strip detectors and photodiodes by groups in the U.S., Japan and Europe have
shown that the effective doping of n-type silicon initially decreases, appears in-
trinsic (i.e. undoped), and then turns p-like (“type inversion” ), with the effective
doping (or more accurately, space charge) increasing with fluence.

One contribution is donor removal (Pitzl et al. 1992, Giubellino et al. 1992),
but this by itself would only reduce the n-type nature of the material. “Type
inversion” is consistent with the notion that acceptor sites are formed by the
irradiation. Before irradiation the depletion region shows a space charge from
the dopant host atoms, so in n-type material the space charge is positive. The
applied bias voltage is required not only to deplete the detector, but also to
collective mobile charge against the field set up by the space charge. Displacement
damage forms acceptor-like states, which are populated by electrons from the
bulk through thermal excitation, so they form a negative space charge. Initially,
the positive space charge decreases as new acceptor states neutralize original
donor states. At some fluence the two balance, so the space charge is zero, and
beyond this fluence the acceptor states dominate yielding a net negative space
charge. Note that “type inversion” is not associated with the creation of mobile
holes, so although the material appears p-like, it is not the same as conventional
p-doped material (Li 1994). As the change in space charge results from multiple
sequential processes, its evolution is temperature dependent, as will be described
below.

Operationally, the change in space charge appears as a change in doping level,
so the net space charge is commonly referred to as an effective doping level N¢¢¢.
The detector functions as before and no change in bias polarity is needed, but to
transport charge through the full detector thickness d the voltage must be raised
proportionally to the increase in space charge

(&4
V=—|N.ss|d?. 7.4
o | Ness| (7.4)

In analogy to conventional diode operation this is often referred to as the “de-
pletion voltage”, although the device is devoid of mobile charge even at smaller
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voltages. Since the radiation-induced space charge results from thermal exci-
tation, it can be removed by cooling to cryogenic temperatures (Palmieri et
al. 1998). This will be discussed later. Note that even after strong type inver-
sion radiation damage is extremely dilute, e.g. a space charge concentration of
10'% cm ™3 compared to the concentration of Si lattice atoms of 5 - 10%2.

Although the basic phenomena were identified in the early 1990s (Pitzl et
al. 1992, Lemeilleur et al. 1992, Ziock et al. 1994) it took roughly a decade to
develop a comprehensive parameter set and microscopic interpretations of the
phenomena (for summary reports see Lindstrom, Moll, and Fretwurst 1999 and
Lindstrém 2001). A major breakthrough was achieved by the successful applica-
tion of “defect engineering”. Since the key aspect is not the formation of defects,
but the process that makes them electrically active, various techniques to im-
pede the formation of electrically active sites were considered early on. Oxygen
captures vacancies and carbon captures interstitials, so both could divert de-
fect evolution to a less deleterious path. Early tests yielded inconclusive results
(Li et al. 1992). Meanwhile, oxygen has been shown to be very effective, but
unfortunately it was not recognized initially because tests were conducted with
neutrons, whereas its benefits are most pronounced under charged particle ir-
radiation. Oxygen concentrations in the range 107 — 10'® cm™2 are necessary.
In float-zone silicon this is obtained by prolonged growth of a thermal oxide
on the silicon surface. Concurrently, oxygen diffuses into the silicon bulk and
builds up the required concentration. Czochralski-grown silicon inherently has a
high oxygen content, but it is not suitable for high-quality detectors because of
a high concentration of dislocations and other defects. However, after substan-
tial radiation damage this becomes less important and use of Czochralski-grown
silicon in radiation detectors is being investigated. This is an attractive option,
as Czochralski material is commonly used in integrated circuits (with a thin
high-quality epitaxially grown surface layer that accommodates the circuitry).
However, float zone material is also needed for high-voltage switching MOSFETs
and silicon controlled rectifiers (SCRs), so a large commercial market is push-
ing float-zone material towards larger diameters and 15 cm diameter wafers are
readily available.

7.2.1 Contributions to Ness

Overall, four components contribute to the change in space charge: donor re-
moval, build-up of stable charge, beneficial annealing, and anti-annealing. The
first two depend only on fluence and show no temperature-dependent evolution,
so they are called “stable damage”. The others depend on defect dynamics and

show a significant temperature dependence. The parameters adopted below are
from Lindstréom (2001) and Moll (1999).

1. Stable damage
The change in space charge after exposure to a fluence ® is

ANc = Ngo (1 —e ) + gc® . (7.5)
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The first term describes donor removal. Nog = nlNy is the concentration of
removable donors, where 1 = 0.7 for standard float-zone silicon. In oxygen doped
silicon n = 0.45 for neutron irradiation and 1.0 for protons. The parameter
¢ = 1-—3-10"" cm?. The second term describes acceptor formation, where
the parameter g = 1.5-10"2cm™! for neutrons and gc = 1.9 - 10 2cm™!
for protons. In oxygen-doped material gc = 2.0 - 102 cm ™! for neutrons and
gc =5.3-10"3cm™! for protons.

2. Beneficial annealing

This term describes a recovery from the change in space charge,
AN, (t) = goPe™ /™ (7.6)

The prefactor g, = 1.8 - 10~2cm ™! and the dominant activation energy E, =
(1.09 £ 0.09) eV, so the time constant is given by

L e PN (7.7)

Ta

In standard silicon the parameter ko, = 2.8 - 10'3s™!, so at a temperature of
20°C the time constant 7, ~ 55h. In oxygenated silicon kg, = 2.2-10'3s~! and
at a temperature of 20 °C the time constant 7, =~ 70 h.

3. Anti-annealing

The concentration and time evolution of acceptor-like sites

1
ANy =gy® (1 — —— .
vt (1- ) (75)

where gy = 5.2-10"2cm™? for neutrons and gy = 6.6 - 10"2cm ™! for protons
in standard silicon. The time constant is given by

L gy BT (7.9)

%

with an activation energy Fy = (1.31 + 0.04) eV and a prefactor koy = 8.0 -
104571, so at a temperature of 20°C the time constant 7, ~ 480h. At short
annealing times the time dependence is well described as a first order process,
indicative that initially a first order process dominates and then other processes
become effective.

In oxygenated silicon the parameters improve, especially for protons. Neu-
trons show gy = 4.8-1072cm™! and protons gy = 2.3 - 10" 2cm~!. The time
constant at 20 °C is 800 d for neutrons (kgy = 4.8-10**s~1) and 950d for protons
(koy = 4.04-10*s~1).
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F1G. 7.4. Calculated space charge vs. high-energy proton fluence for silicon with initial
donor concentrations Ngg of 10*2 and 10'® cm 3. With an infinitely fine calculation
grid both distributions would dip to zero.

As a cumulative effect of these processes the change in space charge
AN 5(®) = AN (®) + AN (P, T,t) + ANy (2, T, 1) (7.10)
and the effective doping concentration N.sf of n-type starting material
Nesr = Ng— ANesy (7.11)

where a positive or negative sign of N.yy denotes whether the effective doping is
n- or p-like. Type inversion from n- to p-like silicon occurs at a fluence of about
103 cm ™2, as is shown in Figure 7.4 for two levels of initial doping density. Figure
7.4 shows only the stable component, as would be obtained at low temperature.

Very high resistivity silicon (p > 10k cm or Ng < 4 - 10t ecm=3) is often
highly compensated, Nesr = Ng — N, with Ng ~ N, > Ncgy, so that minute
changes to either donors or acceptors can alter the net doping concentration
significantly. Then the above equations must be modified accordingly. Moderate
resistivity n-type material (p &~ 1 -5k cm) used in large area tracking detectors
is usually dominated by donors.

Figure 7.5 shows the evolution of the beneficial annealing and anti-annealing
vs. time at a temperature 20°C and —5°C after a fluence burst of 104 cm=2
protons. Anti-annealing At room temperature beneficial annealing reduces the
change in space charge at times < 10%s (~ 12d). Then anti-annealing domi-
nates, increasing Nef; to about 6 - 1012 cm™ over the course of a year. If the
starting donor concentration is 1-10'2 cm ™3 this requires a bias voltage of 360 V.
Operating the detector at —5°C delays anti-annealing.
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In reality the increase in fluence and the annealing proceed concurrently, so
Figure 7.5 doesn’t apply directly, but it illustrates that operating the detector
at low temperature and only allowing warm-up during annual maintenance pe-
riods is critical. ATLAS chose an operating temperature of —7°C. The desire
to reduce leakage current could drive the operating temperature even lower, but
then the desirable effect of beneficial annealing is suppressed. Figure 7.6 shows
predictions for the ATLAS pixel detector. The accelerated anti-annealing during
the maintenance periods is clearly visible.

Operation can be extended by utilizing detector configurations that do not
require that charge traverse the whole detector. As shown in Chapter 2 the
induced signal current in highly segmented detectors peaks near the electrode.
Since charge motion near the opposite electrode doesn’t contribute much to the
total integrated charge signal, a useful signal can still be obtained for carriers that
only partially traverse the detector. In practice this is obtained by implementing
the detector with n™ electrodes in an n-substrate. After inversion this behaves
like nT electrodes in a p-substrate. When operated at less than the “depletion”
voltage electrons are still collected at the m-electrodes, but not from the full
detector thickness, so the signal is reduced. The detector ceases to be usable
when the signal-to-noise ratio becomes too small, but this is a “soft” failure
mode (Unno et al. 1996, 1997), so the limits shown in Figure 7.6 can be extended.
Small electrode areas reduce both the reverse bias current and the capacitance,
so reduced noise extends the operation of pixel detectors with respect to strip
devices. The ATLAS pixel system has noise levels ~ 200 e (Grosse-Knetter 2004),
whereas the strip systems operate at ~ 1500 ¢ (Turala 2001).

7.2.2  Trapping

As discussed in Appendix F and in Chapter 2, when trapping centers are present
a change in carrier concentration from equilibrium decays with a lifetime
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Fic. 7.5. Evolution of beneficial annealing AN, and anti-annealing ANy vs time at
20°C and —5°C after a proton fluence burst of 10'* cm™=2.
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F1a. 7.6. Voltage required for full charge collection vs. time simulated for the ATLAS
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T= ! (7.12)
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The underlying assumption is that the thermal velocity vy, is large compared
to the drift velocity, so that during charge collection the integrated path length
of the superimposed random motion is proportional to the thermal velocity. In
high quality diodes the lifetime is 10 — 30 ms. Displacement damage adds traps
of a different nature, so

1
T= , 7.13
ven (00 Nto + 07 Nyy) (7.13)

where og and Ny characterize the prevailing traps in the original diode and o,
and N, describe the traps formed during irradiation. Since the concentration of
traps is proportional to fluence, Ny < @, the lifetime can be described by

1 1 ®

=4 7.14
T T + K’ ( )
where 7; is the initial lifetime (Grove 1967, Messenger and Ash 1986). After very

little fluence the damage term prevails, so

K
TR — . 7.15
5 (7.15)
For a point deposition of charge, the net signal charge is proportional to
exp(—t./7), as discussed in Chapter 2, so reducing the collection time ¢, mit-
igates the effect of trapping. Since either the operating voltage is increased or
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depletion widths are reduced at damage levels where charge trapping is appre-
ciable, fields tend to be higher and collection times decrease automatically with
radiation damage, provided the detector can sustain the higher fields. The mo-
bilities of electrons and holes appear to be unaffected by heavy radiation damage
(Brodbeck et al. 2002).

Kramberger et al. (2002) irradiated a diverse set of samples with initial resis-
tivities ranging from 1 to 15k cm using both standard and oxygenated silicon
with neutrons, pions, and protons to fluences up to 2 - 104 cm? and obtain for

neutrons : K, = (2.44+0.06) - 10°s/cm® K}, = (1.67 +0.06) - 10%s/cm?,
pions: K, = (1.7540.06) - 10°s/cm® K, = (1.30 £ 0.03) - 10°s/cm?,
protons : K, = (1.79 4 0.06) - 10°s/cm® K}, = (1.30 £ 0.03) - 10%s/cm®.

The errors are statistical and don’t include a 10% uncertainty in the measured
fluence. Krasel et al. (2004) irradiated oxygenated detectors with 24 GeV /¢ pro-
tons to neutron-equivalent fluences ranging from 2 - 10'® to 9 - 10'*cm=2 and
found

K. = (1.95+0.06) - 10°s/cm®
K = (1.98+0.07) - 10% s /em®

for electrons and holes, respectively. In test beam measurements of four prototype
ATLAS pixel modules exposed to a neutron-equivalent fluence of 1.1-10'% cm =2
Troncon et al. find an average lifetime of (4.1 £ 0.3 £ 0.6) ns (Troncon 2004).

Note that although the trapping constants K. and K} are similar, since holes
move about three times slower than electrons, their effective drift length is three
times smaller than for electrons. Thus, detector structures that emphasize the
electron signal provide a higher charge collection efficiency.

Assuming K = 2 - 10°, the carrier lifetime at a fluence of 10'* is 20ns. In
a 300 ym thick detector operated at 300V the average field is 10* V/cm, so
the drift velocity v = 7 - 10%cm/s. The collection time is 4ns, so little charge
is lost to trapping. At a fluence of 10'®, however, the lifetime drops to about
2ns. Operating a 250 pm thick detector at 600 V' yields an average field of 2.4 -
10* V/cm. Because of nonconstant mobility the drift velocity only increases to
v = 9-10% cm/s, practically saturation velocity, so the estimated drift time is 3 ns
and a substantial charge loss is expected. These are only estimates to illustrate
the problem. Although the potential distribution appears to be as expected for
a partially depleted detector with the maximum field at the n-contact dropping
linearly into the bulk, an additional high field region appears near the p-contact
(Beattie et al. 1998, Wunstorf 1992, Krasel et al. 2004, Castaldini et al. 2002,
Eremin, Verbitskaya, and Li 2002). More detailed simulations indicate 50 — 60%
charge collection efficiency for tracks traversing the detector after a fluence of
10 em =2, falling off to about 25% after a fluence of 5 - 10'° (Krasel et al.
2004). Test beam measurements of complete ATLAS pixel modules using n-side
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readout of “n-on-n” pixels (see Section 7.5) in oxygenated silicon achieved nearly
full charge collection efficiency in 250 ym thick sensors operated at 700V after
exposure to a neutron-equivalent fluence of 1.1 - 10 cm™2 (Troncon 2004).

7.2.3 lonization effects

The basic detector is insensitive to ionization effects. In the bulk, ionizing radia-
tion creates electrons and holes that are swept from the sensitive volume; charge
can flow freely through the external circuitry to restore equilibrium. A potential
problem lies in the peripheral structures, the oxide layers that are essential to
controlling leakage paths at the edge of the diode and to preserving interelectrode
isolation in segmented detectors.

The positive space charge due to hole trapping in the oxide and at the in-
terface (see Figure 7.3) attracts electrons in the silicon bulk to the interface.
These accumulation layers can exhibit high local electron densities and form
conducting channels, for example between the detector electrodes. This is es-
pecially critical at the “ohmic” electrodes in double-sided detectors, where the
absence of pn-junctions makes operation reliant on full depletion of the silicon
surface (see Appendix A). Even without radiation, the silicon surface tends to
be n-type, so the ohmic side of n-type detectors is inherently more difficult to
control (Barberis et al. 1994, Wheadon et al. 1994). Before irradiation the inter-
strip resistance tends to be very high, so small increases in surface charge have
a big effect. However, to prevent signal leakage from one strip to another, the
requirement is only that the interstrip impedance remain large with respect to
the input impedance of the amplifier, which in strip detector systems is typically
100 — 1000 ohms.

Some detectors include integrated coupling capacitors and biasing networks.
Biasing structures such as punch-through resistors and MOSFET structures
are subject to ionization damage (Azzi et al. 1996). Although these devices
can remain functional, substantial changes in voltage drop have been reported
for punch-through and accumulation layer devices, whereas measurements on
polysilicon resistors irradiated to 4 Mrad (65 MeV protons) show no effect (Kub-
ota et al. 1991).

7.3 Radiation damage in transistors and integrated circuits

In principle, the same phenomena discussed for detectors also occur in transis-
tors, except that the geometries of transistors are much smaller (depletion widths
< 1pm) and the typical doping levels are higher (> 105 cm™3).

7.3.1 Bipolar transistors

The most important damage mechanism in bipolar transistors is the degrada-
tion of DC gain at low currents. The damage mechanism is the same that causes
increased leakage current in detectors, formation of mid-gap states by displace-
ment damage. The difference is that the base—emitter junction is forward biased,
so the high carrier concentration in the conduction band tips the balance from
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generation to recombination (see Figure 7.2 and Appendix F). The fractional
carrier loss depends on the relative concentrations of injected carriers and de-
fects. Consequently, the reduction of DC gain due to radiation damage depends
on current density. For a given collector current a small device (small emitter
area) will suffer less degradation in DC gain than a large one.

Since the probability of recombination depends on the transit time through
the junction region, reduced base width will also improve the radiation resistance.
Base width is strongly linked with device speed, so that the reduction in DC gain
Opc from its pre-irradiation value [y scales inversely with a transistor’s unity
gain frequency fr (Messenger and Ash 1986 and see Appendix G),

1 d

1

B Ko x I (7.16)
Since IC technology is driven primarily by device speed, mainstream market
forces indirectly improve the radiation resistance of bipolar transistor processes.
Mid-gap states also limit the low current performance before irradiation. Over
the past decade, evolutionary improvements in contamination control and pro-
cess technology have also yielded substantially better low-current performance.
Measurements on bipolar transistors from several vendors have shown that pro-
cesses not specifically designed for radiation resistance are indeed quite usable
in severe radiation environments, even at low currents. (Cartiglia et al. 1992,
Kipnis, Spieler, and Collins 1994, Spencer et al. 1995).

Changes in doping levels due to radiation have little effect in bipolar tran-
sistors. Typical doping levels in the base and emitter are Ng = 10'® and Ny =
10%° cm—3. In the collector depletion region doping levels are smaller, typically
10'6, rising to 10'® or 10'® at the collector contact. At these levels the change in
doping level due to displacement damage (AN4 ~ 10'2cm™3 at & = 104 cm~2)
is negligible, although local device temperatures may be sufficiently high that
anti-annealing leads to noticeable effects.

Figure 7.7 shows measured DC gain for npn and pnp bipolar transistors irra-
diated to a fluence of 1.2-10* cm ™2 with 800 MeV protons (Kipnis, Spieler, and
Collins 1994). These devices exhibited fr = 10 GHz for the npn and 4.5 GHz
for the pnp transistors. In the CAFE chip, a prototype design for the ATLAS
silicon tracker, the npn input device was operated at a current density of about
2 uA/(um)?, where the post-radiation current gain decreased to about 60% of
its initial value. Although a smaller transistor would deteriorate less, the ther-
mal noise contribution of the parasitic base resistance would be excessive, so a
compromise is necessary. No measurable changes in transconductance were mea-
sured, as expected. The output resistance of these devices decreased by < 10%
after irradiation.

The data shown above are for a junction-isolated IC process. Modern high-
density bipolar transistor processes utilize oxide isolation, which is subject to
charge build-up as discussed in Section 7.1.2. Figure 7.8 illustrates the effect.
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of 1.2 - 10** cm™2 (800 MeV protons).

The build-up of positive charge in the oxide adjacent to the base—emitter junc-
tion attracts electrons, which provide a leakage path that degrades the current
gain (Pease 1983). The same phenomenon provides a path between adjacent de-
vices. The process of positive charge build-up in the oxide is similar to that in
the gate oxide of MOSFETS, but with the important difference that the oxide
is practically field-free. This has a significant effect on hole capture and recom-
bination. It has been found that trapped charge provides a deterrent to further
charging (Witczak et al. 1998, Graves et al. 1998). However, at low production
rates the initially formed charge can decay and allow further charge build-up.
The result is that the degradation of current gain depends on the dose rate. At
high dose rates the process is space-charge limited, but at low dose rates it can
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Fi1G. 7.8. Positive charge accumulation in the isolation oxide adjacent to an npn
transistor leads to parasitic current paths (arrows). The horizontal arrow represents
leakage between adjacent devices and the arrow towards the upper right degrades
the current gain.
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develop and lead to enhanced low dose-rate sensitivity (ELDRS). Experiments
on MOS capacitors indicate that this is a universal effect in thick oxides irra-
diated at zero or very low fields (Fleetwood et al. 1994). This phenomenon has
also afflicted bipolar logic ICs that were considered to be extremely radiation
resistant. Pease (2003) gives a comprehensive survey of the history and recent
results. The results are strongly process dependent and a reliable scaling pro-
cedure that relates accelerated testing to normal operating conditions has not
been established.

This is a severe problem, as exposures to the 5 or 10 Mrad level needed
to assess devices for the LHC are conducted on a time scale of days or weeks
(~ 10rad/s), whereas 5Mrad in 10years corresponds to 0.05rad/s, assuming
the canonical 107 s exposure time per year. The data shown in Figure 7.7 are for
junction-isolated devices fabricated in an “obsolete” integrated circuit process.
Measurements on devices in a standard commercial oxide isolated process that
yielded good results at high dose rates proved to be marginal at low dose rates,
whereas devices using a radiation-hard oxide isolated process have provided ac-
ceptable results (Dabrowski et al. 2000).

Noise degradation has been measured on individual transistors and complete
preamplifier circuits. The results are consistent with the measured degradation in
DC gain and no change in transconductance or parasitic resistances, as expected.
As derived in Chapter 6 the optimum noise of a bipolar transistor

C
2 = 4kT——\/F,F, . 717
’ VBpc (717)

If the optimum operating current

kT F, 1
Ic = ?C\/ Bpc T Ts (7.18)

is adjusted as radiation damage progresses, the noise of the input device will
degrade with the square root of current gain. Many contributions enter into
the overall noise, as shown in Table 6.1, so the overall noise degradation may
be smaller than predicted by eqn 7.17. Figure 7.9 shows the measured spectral
output noise density of a monolithically integrated preamplifier before and after
irradiation to a fluence of 1.2-10'* cm ™2 with 800 eV protons (Kipnis, Spieler, and
Collins 1994). The gain increased by a few percent after irradiation, so the input
noise increase is somewhat smaller than shown. In these and other measurements
the noise after irradiation is explained by the increase in base current shot noise.

7.3.2  Junction field effect transistors (JFETs)

JFETSs (silicon or GaAs) can be quite insensitive to both ionization and displace-
ment effects, as they are majority carrier devices. In this context, the important
feature is that device characteristics are determined essentially by the geometry
and doping level of the channel. Typical doping levels are 10'® — 108 ecm™3, so
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F1a. 7.9. Noise of a bipolar transistor preamplifier before and after irradiation to a
fluence of 1.2 - 10 cm ™2 with 800 MeV protons.

the effect of radiation-induced donor removal or acceptor states is small. Silicon
JFETSs exhibit very good radiation resistance. Measurements on both standard
commercial devices and custom designed integrated circuits have shown mini-
mal changes in gain at fluences > 104 neutrons/ cm® and ionization doses up to
100 Mrad (Citterio et al. 1992, 1995; Radeka et al. 1993). Low frequency noise
(f < 100kHz) may increase by an order of magnitude, but at high frequencies
very little change in noise is observed. Measurements of Si JFETs at 90K also
show excellent radiation characteristics (Citterio et al. 1995).

In some applications, analog storage circuitry for example, gate leakage cur-
rent is important. Generation current in the gate depletion region due to dis-
placement damage can affect the gate current strongly. Measurements on com-
mercial JFETSs irradiated by high-energy electrons to 100 Mrad (® ~ 10*® cm~2)
show the gate reverse current increasing 100-fold from an initial value of 70 pA
(Stephen 1985). Here one should choose the smallest geometry device commen-
surate with other requirements.

At this point it is worth noting that the superior radiation resistance claimed
for GaAs ICs has more to do with the use of JFETs or MESFETSs (a Schottky
barrier JFET) than the properties of the semiconductor. These devices are more
radiation resistant than silicon MOSFETSs, but suffer from a much lower circuit
density.

7.3.3 Metal-oxide-silicon field effect transistors (MOSFETs)

Within the FET family, MOSFETSs present the most pronounced ionization ef-
fects, as the key to their operation lies in the oxide that couples the gate to the
channel. As described above and illustrated in Figure 7.3, positive charge build-
up due to hole trapping in the oxide and at the interface shifts the gate voltage
required for a given operating point to more negative values. The processes lead-
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F1a. 7.10. Schematic representation of hole accumulation and removal processes in
SiO2. (Adapted from Boesch et al. 1986. ©IEEE, reproduced with permission.)

ing to hole accumulation and removal in an NMOS device are summarized in
Figure 7.10.

Electron—hole pairs are formed by incident radiation. The electrons move
rapidly under the influence of the applied field towards the positively biased gate
electrode. Holes move much more slowly towards the SiO5—Si interface. Some
fraction of the holes is trapped in the oxide. The holes that reach the Si interface
recombine with electrons from the bulk. The critical process is the trapping of
holes, which leads to charge build-up and, as a consequence, a shift in the gate
voltage required for a given current flow. In well-controlled oxides the hole traps
extend 5 — 10 nm from the oxide—Si interface into the oxide. The number of holes
available for trapping increases linearly with oxide thickness and the transit time.
As aresult the trapping probability also increases roughly linearly with thickness
and the overall threshold shift for a given dose is approximately proportional to
the square of the oxide thickness.

Within a region extending 2.5 — 5 nm into the oxide, the probability of elec-
trons tunneling from the silicon bulk into the oxide is sufficiently high to remove
the trapped hole charge by recombination. This is believed to be the dominant
process in the long term annealing of the observed voltage shifts. The concen-
tration of trapped holes too far from the bulk for significant electron tunneling
is reduced in part by recombination with primary electrons drifting through the
oxide and by hot electronics injected from the channel.

Since the trapped charge modifies the field distribution in the oxide, which
in turn affects the carrier motion and trap population, the resulting shift in
gate voltage with dose is nonlinear. Furthermore, since trapped holes can be
released by thermal excitation, and the migration of trapping sites from the
oxide—Si interface into the bulk is also thermally driven, the change in required
gate voltage becomes a complex function of temperature and dose rate.

The gate voltage shift is typically expressed in terms of threshold voltage
Vi, which roughly marks the onset of appreciable current flow. This shift affects
the operating points in analog circuitry and switching times in digital circuitry.
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Fi1G. 7.11. Threshold voltage shifts for radiation-hardened NMOS and PMOS tran-
sistors ws. %°Co radiation dose in Mrad(Si).

Reducing the thickness of the gate oxide d,, greatly improves the radiation
resistance; gate voltage shifts scaling with d2, to d>, for a given dose have been
observed for oxide thicknesses > 20nm (Ma and Dressendorfer 1989).

Typical threshold shifts for a 1.2 ym radiation-hardened CMOS IC process
with a 20nm thick gate oxide are shown in Figure 7.11 (Dabrowski et al. 1991).
After exposure to 5Mrad(Si) of %9Co irradiation, NMOS thresholds shift by
200mV and PMOS levels change by 150 mV. For both NMOS and PMOS devices
the threshold voltage shifts to more negative values as expected from positive
charge build-up in the oxide. The slight upturn above 2 Mrad in the NMOS curve
is typical and reflects the build-up of interface states (Ma and Dressendorfer
1989). About 70% of the threshold shifts occur during the first 250 krad, also
a typical phenomenon. Measurements to 125 Mrad on a similar process show a
total threshold shift of 400mV for NMOS and 100mV for PMOS with little
increase beyond 10 Mrad (Seller et al. 1995). Conventional CMOS (> 0.5 pum)
typically shows similar threshold shifts at 20 — 40 krad.

As noted above, it was always assumed that shrinking feature size accompa-
nied by thinner gate oxides would improve the radiation resistance of standard
MOS processes. For thinner oxides, however, the radiation-induced threshold
shifts are dramatically reduced, since the electron tunneling rate is now suf-
ficiently large to neutralize the trapped holes by recombination. The effect of
electron tunneling is shown in Figure 7.12. These thin oxides are integral to
“deep submicron” processes. Measurements on standard commercial 0.25 ym de-
vices show negligible threshold shifts and show good noise performance measured
to 100 Mrad (Campbell et al. 1999, Snoeys et al. 2000). Complex integrated cir-
cuits have remained operational beyond 100 Mrad (Einsweiler 2004). Commercial
“deep submicron” processes have rendered “radiation-hard” CMOS largely ob-
solete in the detector community.
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The transconductance of MOSFETSs in strong inversion is hardly affected
by radiation, provided the drain current is maintained. Clearly, if the operating
point is set by voltages, threshold shifts will affect the device current, and as a
consequence, the transconductance. Controlling the device current via current
mirrors, as shown in Chapter 6, circumvents this problem. The weak inversion
slope, however, is strongly affected by surface charge build-up. This is clearly
demonstrated in Figure 7.13 (Dabrowski et al. 1991).

NMOS devices are more sensitive than PMOS devices. For example, to oper-
ate a 1.2 um NMOS transistor in moderate inversion one might choose a normal-
ized drain current Ip/W = 0.3 A/m, yielding Ip = 3mA for a 1 mm wide transis-
tor. The normalized transconductance g,,/Ip = 15.4 V~!or g,, = 4.6mS before
irradiation. After exposure to 5Mrad g,,/Ip = 11.8V~! or g, = 3.5mS. Typ-
ically, the NMOS devices suffered a 20 — 30% degradation, whereas the PMOS
devices were quite insensitive to radiation, with only a few percent decrease
in transconductance at 5Mrad. About half of the observed change at 5Mrad
occurred before attaining a dose of 1 Mrad.

Extensive noise measurements have been performed at the University of
Pennsylvania (Tedja et al. 1992) and by a UCSC/LBNL group (Dabrowski et al.
1991). In the latter, spectral noise density was measured over a frequency range
of 10kHz to 10 MHz before and after %°Co irradiation to a dose of 5 Mrad(Si).
The noise was measured at three representative drain current densities Ipp/W.
Again, these data can be scaled to any device width, where the noise scales with
W—1/2. White noise was evaluated at high frequencies and is characterized by
the noise coefficient v, = €,2 - gm /AKT to assess the inherent noise properties
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Fic. 7.12. Change in flat-band voltage Vrp vs. gate-oxide thickness d,. for various
devices irradiated at 80 K with the same oxide field F,, = 2 - 106V/cm. A line
showing the dependence Vrp o dZ, is shown for comparison. (Saks et al. 1984.
(©IEEE, reproduced with permission.)
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Fia. 7.13. Normalized transconductance g /Ilq vs. normalized drain current I4/W
for NMOS and PMOS transistors with channel lengths of 1.2, 2.2 and 3.2 ym before
and after °*Co irradiation to 5 Mrad(Si).

independent of transconductance. Results for various device geometries and cur-
rent densities are shown in Table 7.2. For these measurements the substrate was
biased at the source potential. Although the observed degradation is quite small
in some cases, typically it is quite substantial and would need to be compen-
sated for by a considerably higher operating current. The difference between the
NMOS and PMOS results is striking. The NMOS devices show a much greater
degradation. The PMOS devices also exhibit substantially less low-frequency
noise. The low-frequency noise spectral density of the NMOS devices can be de-
scribed by €2 = Af/q + B, where ¢ ranges from 0.8 to 1.0 and is constant for
all currents for the same geometry. The changes in ¢ after a dose of 5 Mrad are
of order 0.1. The noise coefficient Ay is about 1.0 — 1.5 - 1073° V=2 pre-rad and
5 to 10-1073° V=2 post-rad. Before irradiation, Ay scales well with inverse gate
area, but no clear pattern is observed after irradiation. The low frequency noise
behavior of the PMOS devices is more complex and cannot be parameterized
as simple 1/f noise, but the devices exhibit substantially better noise than the
NMOS transistors.

Due to the presence of mobile trapped charge, threshold behavior can be-
come quite difficult to predict when the gate voltage changes appreciably with
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varying duty cycles, as in logic circuitry. Detectors and analog circuitry are sim-
pler by comparison, since the voltage levels are either static or change with a
fixed period, as in analog pipelines, for example. In general, when performing
ionization damage tests devices must be operated at typical operating voltages
and digital circuitry must be clocked at frequencies and patterns approximating
typical operation.

Generally speaking, both bulk and SOI (silicon on insulator) CMOS are sub-
ject to the effects described above. SOI is often cited as a specifically radiation-
hard technology because of its resistance to transient radiation effects, primarily
latchup due to photocurrents developed at high intensity bursts of radiation
(> 10% — 107 rad/s) typical of nuclear detonations (latchup is explained in Ap-
pendix A). Although SOI can provide superior device speed because of reduced
stray capacitance, this technology is not inherently more resistant to radiation in
our applications. If anything, the additional oxide interfaces tend to complicate
matters and at this time most radiation-resistant CMOS processes are on bulk
silicon.

Table 7.2 Noise coefficients 7, = €2 - g, /4kT for NMOS and PMOS transistors
of various widths and lengths, operated at current densities Id/W = 0.03,0.10 and
0.3 A/m, before and after ®°Co irradiation to 5 Mrad(Si).

Type NMOS PMOS NMOS PMOS NMOS PMOS NMOS PMOS

Width (pm) 75 75 1332 1332 888 888 1332 1332

Length (um) 1.2 1.2 1.2 1.2 2.2 2.2 3.2 3.2

I,/W = 0.03

0 Mrad 081 061 064 059 066 05
5 Mrad 217 084 1.00 058 150  0.69
I,/W =0.1

0 Mrad 110 070 1.20 1.10 080 080 0.80  0.66
5 Mrad 380 1.10 340 160 130 090 170  0.70
I,/W =03

0 Mrad 160 130 200 170 110 100 1.10  0.77

5 Mrad 5.00 2.90 4.80 2.70 1.60 1.40 1.20 0.81
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7.3.4  Radiation effects in integrated circuit structures

The preceding discussion has emphasized the properties of individual devices. In
integrated circuits many devices are placed close together. As mentioned above,
the silicon surface is naturally n-type, so isolation structures are required to
preclude unwanted cross-coupling between devices. Two basic techniques are
used:

e junction isolation, where reverse-biased pn-junctions provide both ohmic
and capacitive isolation.

e oxide isolation, where oxide layers with carefully controlled interface prop-
erties deplete the adjacent silicon of mobile charge.

Detailed information on these processes can be found in texts on IC technology,
for example in the comprehensive series by Wolf (1990, 1995, 2002).

Junction isolation is very robust, but requires substantial additional space.
Oxide isolation allows higher packing densities and is used by most high-density
IC processes. All CMOS processes utilize some form of oxide isolation, whereas
bipolar transistor processes can be found with both junction and oxide isola-
tion. Under irradiation the oxide layers used for isolation (field oxide) suffer
from the same phenomena described for the gate oxide of MOSFETSs (see field
oxide in Figure 7.3). Since isolation oxides are thicker than gate oxides, more
electron—hole pairs are formed by incident radiation. Furthermore, the fields in
the isolation oxide tend to be much lower, so charge trapping in the oxide will
be exacerbated. Developing radiation-hard isolation oxides (field oxides) was a
major challenge in the development of high-density radiation-hard CMOS and
remains one of the few “secret” process ingredients (for a basic discussion see
Ma and Dressendorfer 1989). In commercial “deep submicron” processes NMOS
leakage is the main problem. This is eliminated by using enclosed geometry tran-
sistors and p™ guard rings. A small drain is surrounded by the gate, which is in
turn enclosed by the source (Snoeys et al. 2000).

Inherently radiation-hard devices, notably JFETs and bipolar transistors,
are often implemented in nonhardened oxide-isolated processes. Here radiation
effects in the isolation structures can severely affect the radiation resistance of
the devices. Clues to the importance of such parasitic ionization effects can be
gleaned from a comparison of neutron and photon irradiations. As discussed in
the context of low dose rate effects in bipolar transistor ICs, the suitability of
these processes must be determined case-by-case.

IC processes also use special device structures to facilitate the integration of
different device types. A prime example is the lateral pnp transistor, a structure
more compatible with a standard CMOS process than “classic” vertical bipolar
transistors. In a lateral transistor the emitter, base and collector are arranged
along the surface of the silicon with large-area exposure to oxide interfaces.
Unlike vertical bipolar transistors, lateral devices are very susceptible to ionizing
radiation, as surface leakage causes severe degradation of DC gain. Lateral pnp
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transistors can be used as current sources or high impedance loads, if the biasing
circuitry is designed to accommodate substantial increases in base currents.

Digital circuitry is susceptible to single event upset. In modern devices the
charge required to change the state of a switching device is so small that it can be
introduced by local charge deposition from single particles. It is more probable for
heavily ionizing particles (alphas, for example), but minimum ionizing particles
can produce Si recoils that have a significantly higher energy loss dE/dx. This
leads to “soft errors” that can be detected by appropriate error codes. CMOS
circuitry includes parasitic bipolar transistors that can form a p-n-p-n thyristor
structure (Appendix A). This structure can latch up in a nonrecoverable state.
The probability of single event processes can be minimized by appropriate process
and circuit design. For a survey see Holmes-Siedle and Adams (2002). As an
example, see the investigation of single event upset in optical links for the ATLAS
silicon strip detector by Dowell et al. (2002).

7.4 Dosimetry

Dosimetry is fairly straightforward in irradiations with charged particles, but is
often flawed in %°Co irradiations used in assessing ionization effects. The absorp-
tion length of the ~ 1 MeV photons emitted in ®°Co decays is ~ 5cm (Figure
1.20), much greater than the depth of the devices to be tested. As MOSFETs
and oxide layers are at the surface, very few photons are absorbed in the de-
vice structures to be tested. However, photons scattered from the surroundings
(concrete walls or packaging materials, for example) excite x-rays with a high ab-
sorption probability (dose enhancement, see Ma and Dressendorfer 1989, Srour
et al. 1984). As a consequence, the dose in 9Co irradiations may be substantially
higher or lower than estimated from source activity alone. Reproducible circum-
stances are established by ensuring “charge transfer equilibrium”. As Compton
scattering dominates, the deposited dose is due to the energy deposited by the
Compton electrons. By enclosing the sample with material that ensures that
the flux of Compton electrons entering the sample equals the flux exiting the
sample, the dose is uniform and well-established throughout the sample. Ideally,
the absorber would be silicon, but this is quite cumbersome, so higher density
materials such as lead are used. However, the x-rays from the non-silicon ab-
sorber can lead to dose enhancement, so to suppress them an additional layer
of aluminum is included, adjacent to the sample. This creates a “silicon-like”
environment, as the Al and Si x-rays are of similar energy. A suitable equilib-
rium shield consists 1.5mm of lead followed by 0.7mm of aluminum (Ma and
Dressendorfer 1989). X-ray generators are convenient for use in radiation test-
ing, but the strong dependence of absorption on depth for the typical energy
spectra make dosimetry very dificult. Nevertheless, they can be quite effective
in comparative measurements or process monitoring.
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7.5 Mitigation techniques

Although within a given technology little can be done to reduce radiation damage
to an individual device, many techniques can be applied to reduce the effects of
radiation damage to an overall system. The goal of radiation-hard design is not so
much to obtain a system whose characteristics do not change under irradiation,
rather than to maintain the required performance characteristics over the lifetime
of the system. The former approach tends to utilize mediocre to poor technologies
that remain so over the course of operation. The latter starts out with superior
characteristics, which gradually deteriorate under irradiation. Depending on the
specific system, these designs may “die” gradually, although at some fluence or
dose a specific circuit, typically digital, may cease to function at all.

7.5.1 Detectors
Increased detector leakage current has several undesirable consequences.

1. The integrated current over typical signal processing times can greatly
exceed the signal.

2. Shot noise increases.
3. The power dissipated in the detectors increases (bias current times voltage).

Since the leakage current decreases exponentially with temperature, cooling is
the simplest technique to reduce diode leakage current. For example, reducing
the detector temperature from room temperature to 0 °C reduces the bias current
to about 1/6 of its original value.

Detector power dissipation is a concern in large-area silicon detectors for
the LHC, where the power dissipation in the detector diode itself can be of
order 1 — 10mW /cm?. Since the leakage current is an exponential function of
temperature, local heating will increase the leakage current, which will increase
the local heating, and so on, ultimately taking the device into thermal runaway.
To avoid this potentially catastrophic failure mode, the cooling system must be
designed to provide sufficient cooling of the detector, a challenging (but doable)
task in a system that is to have zero mass. An implementation and results are
shown in the next chapter, Section 8.6.5.

Reducing the integration time reduces both baseline changes due to inte-
grated detector current and shot noise. Clearly, this is limited by the duration
of the signal to be measured. To some degree, circuitry can be designed to ac-
commodate large baseline shifts due to detector current, but at the expense of
power. AC coupled detectors eliminate this problem. In instrumentation systems
that require DC coupling, correlated double sampling techniques can be used to
sample the baseline before the signal occurs and then subtract from the signal
measurement.

One of the most powerful measures against detector leakage current is seg-
mentation. For a given damage level, the detector leakage current per signal
channel can be reduced by segmentation. If a diode with a leakage current of
10 pA is subdivided into 100 subelectrodes each with its own signal processing



MITIGATION TECHNIQUES 305

channel, the bias current in each channel will be 100nA and shot noise reduced
by a factor of 10. This is why large area silicon tracking detectors can survive
in the LHC environment. Fortuitously, increased segmentation is also required
to deal with the high event rate. Pixel detectors with small electrode areas offer
great advantages in this regard.

The most severe restriction on radiation resistance is imposed by type inver-
sion in the sensor, when the net space charge becomes so large that the detector
will no longer sustain the required voltage for full charge collection. This is
especially critical for position-sensing detectors with electrodes on both sides
(double-sided detectors), for which full collection is essential (see Section 2.5.3).

One can circumvent the type-inversion limit by using back-to-back single-
sided detectors. The initial configuration uses n-type segmented strip electrodes
on n bulk, with a contiguous p electrode on the backside. Initially, the pn-junction
is at the backside. This does require full depletion in initial operation, but this
is no problem for the nonirradiated device and becomes easier to maintain as
increasing fluence moves the bulk towards type inversion. After type inversion the
charge collection region extends from the n electrodes. Since most of the signal
charge is induced when the carriers are near the strip or pixel electrodes, this
provides good efficiency even when operating at less than “depletion” voltage
(Unno et al. 1996, 1997).

Since highly damaged detectors are largely devoid of mobile charge, they ap-
pear approximately ohmic. This means that reverse bias is not essential to obtain
low acceptable bias currents and the detectors also function under forward bias.
Chilingarov and Sloan (1997b) demonstrated good charge collection efficiency
with forward bias voltages much smaller than the reverse bias required for the
same signal. Although the bias current is larger than for reverse bias, this results
in less power dissipation in the detector and also simplifies the detector design.
However, the smaller fields also lead to longer collection times, so the effect of
trapping is exacerbated. To some degree this is ameliorated by the fact that
electron traps are more readily filled by the larger standing current (Beattie et
al. 2000).

A innovative approach to avoiding large operating voltages while reducing
collection times is the “3D detector” (Parker, Kenney, and Segal 1997). Rather
than forming the diode between opposite faces of a wafer, the electrodes are
alternating columns of n™ and p* material that are are normal to the surface of
the p bulk. Columns have been implemented with 300 um depth and a diameter
about 5% of the depth (Kenney et al. 1999). In one set of test devices the pitch
within a row is 200 ym and adjacent n- and p-rows are offset by 100 ym so that the
distance that must be depleted is ~ 140 um. By appropriate choice of geometry
the distance between n- and p-columns can be much smaller than the wafer
thickness, so that both the required voltage for full collection and the collection
times are reduced. For example a spacing of 50 ym betwen n- and p-columns
would yield full charge collection at order of magnitude smaller voltage than
conventional devices. Devices have been irradiated to fluences > 5 - 10 cm™2
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of 24 GeV/c pions with good results. The same technology can be applied as
trenches at the edges of the detector to provide “active” edges to avoid the dead
area at the edges of conventional devices. This is very useful in tiling detectors
to form large area arrays for tracking or x-ray imaging (Kenney et al. 2001). A
similar principle has been applied to planar devices by placing alternating n™
and p* electrodes on opposite faces of a double-sided sided detector (Li et al.
2002).

Another path that is being pursued is operation at cryogenic temperatures.
Since the build-up of space charge results from the population of acceptor-like
states through thermal excitation, heavily damaged detectors can be resuscitated
by cooling to liquid nitrogen temperature (Palmieri et al. 1998). Charge trapping
is not suppressed, so roughly half of the charge is recovered when operating a
300 pm thick detector at 250V after irradiation to a neutron fluence of 2.2 -
10'% em~2. Cryogenic operation of a readout IC fabricated in 0.25 um CMOS
technology has also been demonstrated (Anelli et al. 2003). Silicon detectors
operating at 130K are in use as high-intensity radiation monitors (Palmieri et
al. 2003). For an overview of cryogenic silicon detector technology see Abreu et
al. (2003).

One way to avoid the limits of silicon is to use different materials. Diamond
has been shown to be quite radiation resistant, with a 15% degradation in signal-
to-noise after exposure to a 24 GeV proton fluence of 2.2-10'% cm =2 (Adam et al.
2003). Diamond is an insulator, so bias currents are very low without resorting
to pn-junctions and their inherent doping effects. However, the large bandgap
also reduces the charge yield. Minimum ionizing particles on average produce 36
electron—hole pairs per micron, about half the charge obtained with silicon. This
is partially mitigated by a smaller dielectric constant, relative to silicon (e ~ 5.5
vs. 12.9). Apart from cost, a major limitation is the obtainable drift length,
which depends greatly on the growth techniques. In polycrystalline material
drift lengths of ~ 200 um have been achieved (Adam et al. 2003). Diamond pixel
sensors have been operated successfully with readout ICs designed for ATLAS
silicon pixel system (Keil et al. 2003). Single crystal synthetic diamond is now
available and has been applied in beam monitoring (Edwards et al. 2004).

4H-SiC is available as single crystals and has also shown interesting results.
The radiation resistance of GaN is also being investigated. Materials for very
high luminosity colliders are under investigation by the RD50 collaboration. An
interim status report by Moll (2003) gives an overview.

7.5.2 Electronics

The design of the electronic systems is governed by changes in transistor param-
eters under irradiation, but circuit design and — at a higher level — architecture
are at least as important. Amplifiers are sensitive to changes in gain, bandwidth,
and noise, so that effects on transconductance and noise parameters are impor-
tant. Comparators used for threshold determination and timing rely critically
on threshold shifts. Analog storage cells and switched capacitor systems tend to
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be sensitive to leakage currents. Digital circuitry is affected by threshold shifts
that affect propagation delays and by device transconductance, which determines
switching speed.

Shorter shaping times improve tolerance to leakage currents. In high rate
systems, fast response time is needed anyway, so experimental desires and en-
gineering considerations interfere constructively. Since the system must be de-
signed to tolerate a substantial shot noise current, utilization of bipolar junction
transistors becomes very attractive, since the base shot noise becomes a minor
contribution (in contrast to systems that emphasize noise minimization, as in
x-ray spectrometry or liquid argon calorimetry).

In amplifiers bipolar transistor circuitry offers power advantages over CMOS.
In logic circuitry, especially at low overall switching rates, CMOS is advantageous
both because of power consumption and circuit density. For example, the on-
detector silicon tracker front-end designed for the ATLAS experiment at the LHC
uses bipolar transistor technology for the amplifier—pulse shaper—comparator and
radiation-hard CMOS for a clock-driven digital pipeline buffer and data readout
(Dabrowski et al. 2000). In amplifiers, bipolar transistors offer higher bandwidth
for a given power and superior device matching, which is a prime consideration
in highly segmented systems with a correspondingly large number of channels.
Threshold shifts in bipolar transistors are quite small with excellent matching
between devices. JEFETS yield excellent noise performance in applications where
power consumption and circuit density are not prime considerations. Even when
a CMOS front-end is chosen, because of the use of a switched capacitor analog
memory, or the desire to combine the analog and digital circuitry on the same
chip, amplifiers can be made quite radiation resistant, since the circuitry can be
made to adjust for shifts in threshold voltage.

This principle was illustrated in Figure 6.38, where the current of the input
cascode is controlled by an external current via a current mirror. The gate volt-
ages of the cascode transistors can be chosen to accommodate threshold shifts.
This approach does not maintain the DC output level, so baseline shifts must
be corrected for by correlated double sampling or rendered irrelevant by AC
coupling. The operating voltage and the gate voltages of the cascode transistors
must be chosen to accommodate the threshold shifts, so overall power dissipation
will be higher than needed without radiation damage. Techniques of this type
can provide radiation-resistant amplifiers with radiation-soft transistors.

In general, the use of fully differential circuitry and current mirrors yields cir-
cuitry whose operating point relies primarily on relative device matching. (Spieler
1994, Kipnis, Spieler, and Collins 1994, Spencer et al. 1995) Changes in thresh-
old voltages or current gain in adjacent devices tend to track after radiation
damage, so the circuit will maintain its operating point. As noted in Chapter
6 differential input stages are usually ruled out by power considerations, but
differential circuitry can be employed efficiently farther downstream. Circuitry
should also be designed to minimized single-point failure modes. Failure of com-
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Fi1c. 7.14. Block diagram of a binary readout channel.

mon bias networks will cause all associated circuitry to fail. Local biasing with
highly parallel architectures reduces these problems.

Figure 7.14 shows a block diagram to illustrate the approach taken in a rep-
resentative design (Kipnis, Spieler, and Collins 1994). This system only records
the presence of a detector signal, so each channel includes an amplifier, pulse
shaper and threshold comparator. The input transistor is biased through a cur-
rent mirror, as just described. The gain stages must provide sufficient gain so
that the threshold voltage at the comparator is sufficiently high to provide good
channel-to-channel and chip-to-chip uniformity. Since the first two stages are
single-ended to reduce power consumption, substantial circuit complexity would
be necessary to maintain DC stability, so AC coupling is introduced at the input
of the third stage. From here on the circuitry is differential. The third stage
is still single-ended, but it is replicated as a dummy amplifier to bias the sec-
ond input of the differential amplifier. The dummy amplifier is included in each
individual channel to obtain optimal parameter tracking under radiation dam-
age, and also to maintain a parallel architecture and reduce single-point failure
modes. The threshold level is applied differentially to exploit device tracking
during irradiation. In modern designs this is digitally controlled by a digital-to-
analog converter (DAC). The calibration circuitry provides a means to monitor
the gain. Similar principles have been applied to bipolar transistor and CMOS
circuitry. Maintaining threshold matching under irradiation is a challenge, so
some implementations employ trim DACs on each channel to correct the master
threshold level channel-by-channel (Dabrowski et al. 2000, Blanquart et al. 2002,
and examples in Chapter 8).

CMOS logic circuitry does not offer the flexibility of self-adjusting circuitry.
Since the threshold shifts of n and p MOSFETSs are not complementary, circuit
switching thresholds change. At very high damage levels the device transcon-
ductance also suffers due to build-up of interface charge and increased scattering
of charge carriers in the channel. Both effects change propagation delays, which
can lead to race conditions (mismatches in propagation delays of streams whose
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results are combined) that cause circuit failure. These problems require careful
design. On the other hand, digital circuitry can be used to control operating
points and enhance radiation resistance by adjusting for changes in analog cir-
cuitry. Examples are shown in Chapter 8.

7.5.3  Summary

Judicious evaluation of the radiation fields coupled with a stringent analysis
of application requirements have yielded electronic systems that perform well
to ionizing doses of 100 Mrad and particle fluences of to 10'® cm=2. Some ex-
amples will be discussed in Chapter 8. Developing radiation-resistant systems
does require great attention to detail and substantially more testing effort than
conventional designs, but the effort is necessary to support the need for ever
increasing luminosity. For many applications we are limited less by technology
than by ingenuity.
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DETECTOR SYSTEMS

8.1 Conflicts and compromises

System design is invariably the result of balancing conflicting considerations. For
example, in a large tracking detector we desire

. low mass to reduce scattering
. low noise

1
2
3. fast response
4. low power

5

. radiation tolerance

To reduce mass one can consider thinning the sensor. Thinning the sensor also
improves radiation tolerance at high fluences where type inversion is important.
However, thinning the sensor reduces the signal, so electronic noise must be
reduced. Lower noise, in turn, requires more power. Increased power incurs more
mass in the cooling systems and cabling (to limit ohmic losses), so the reduction
in sensor material may well be outweighed by the increased mass incurred in
cooling and powering.

As discussed in Chapter 6 reducing noise can drive up power significantly, so
when power is critical, noise requirements must be scrutinized carefully. In these
situations it is important to design for adequate noise, rather than minimum
noise. Radiation tolerance can also be improved by reducing electronic noise,
to maintain signal-to-noise ratio as signal levels decrease. Faster shaping times
also reduce the sensitivity to shot noise associated with detector leakage current,
but increase the voltage noise contribution, so this also comes at the expense of
power when the signal-to-noise ratio is to be maintained.

Immunity to external pickup is important in maintaining the overall noise
level. A fully shielded system would provide insensitivity to pickup, but the
added material would be unacceptable. Techniques exist to reduce susceptibility
to extraneous signals without resorting to massive shielding. This is discussed in
Chapter 9.

Complex systems require compromises and the choices often carry technical
risk, since the technically ideal solutions are hardly ever practical. There is no
single way to deal with these conflicting requirements. Detectors that serve the
same purpose and work in the same environment often adopt very different
designs, as demonstrated by CDF and D) at the Tevatron or ATLAS and CMS
at the LHC. Individuals’ specific experience and personal tastes (or prejudices)
often play as much a role as technical considerations. Since the success of large
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systems depends on the combination of many components, they are also quite
resilient; shortcomings in one area can be mitigated by strengths in another. The
following sections describe some large detector systems in high-energy physics.
They are not a complete catalog of systems that have been built and operated
successfully; instead they have been chosen to illustrate different techniques.

8.2 Design considerations

Several primary considerations enter into the conceptual design of a detector
system:
1. detector geometry.
efficiency
event rate
readout
support structures, cabling, and cooling
6. cost

A

These aspects cannot be optimized simultaneously.

8.2.1 Detector geometry

How much solid angle should the detector subtend and how is this achieved most
efficiently? Since semiconductor sensors cannot be made arbitrarily large, this
usually implies some form of tiling. Typically, the edges of the detector incur
some dead area, where charge collection is impaired. Furthermore, gaps between
individual tiles (or detector modules) reduce coverage. The electronics associated
with each tile tend to incur additional dead area, one example being connections.
In detectors for high energy charged particles the dead regions and gaps between
tiles can be filled by overlapping adjacent tiles. In visible light and x-ray detectors
overlapping is not a solution, as photons are absorbed in the dead regions and
lost for detection. A common solution in photon detectors is “dithering”, where
the portions of the image falling on dead regions are shifted to active regions.
This incurs additional time, but also provides redundancy for large portions of
the image.

8.2.2  Efficiency

How much signal is required for efficient detection? Whether one seeks to merely
recognize a signal or measure its magnitude, this depends on the required signal-
to-noise ratio. The signal charge depends on the thickness of the sensor, the
density of the material, and the bandgap. However, the equivalent noise charge
depends on the capacitance, so the dielectric constant of the sensor material and
the electrode geometry are also important.

8.2.3 Fwvent rate

It is tempting to deal with high event rates by increasing the speed of the elec-
tronics. However, as shown in Chapter 6 this incurs an increase in power and
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often an unavoidable increase in noise. An efficient tool in dealing with high rates
is segmentation, which reduces the rate per channel. Segmentation also has other
advantages, as will be discussed below.

8.2.4 Readout

Techniques to optimize electronic noise and power have been analyzed in pre-
vious chapters. However, more important is the choice of readout architecture.
Rather than starting with a wish list of nice features, readout design should be-
gin with a requirements document that prioritizes performance requirements and
relates them quantitatively to design specifications. “Feature creep” has been the
downfall of many designs, which end up burdened with circuitry that isn’t really
needed, but adds complexity and drives up design time. Then little time remains
for initial system tests to verify whether the design is sound. Different approaches
often provide comparable results, so good systems design is more important than
the “optimum” readout choice.

8.2.5 Support structures, cooling, and cabling

Large systems typically include many detector modules with mechanical sup-
ports. In imaging systems positional precision and stability are important. Faint
light imaging systems, for example, typically operate at temperatures of 80 —
150K, so mismatches in coefficients of thermal expansion (CTE) and possible
hysteresis must be considered when cycling to room temperature and back. Even
with power efficient readout circuitry the total power in room temperature op-
eration typically requires cooling systems. Gas cooling invariably comes to mind
when reduction of material is crucial, but this is limited to small systems and
most large detectors have adopted some form of liquid cooling. Finally, cabling
is required for the readout. Data can be read out via metal conductors or optical
fibers, but providing power in large systems requires metal conductors with a
suitable cross-section to avoid voltage drops with significant power dissipation
in the cables. The current draw depends on the required electronic noise level,
which is determined by sensor capacitance and the shaping time, so electronic
and mechanical design are closely linked (although in reality the two camps tend
to work in parallel universes).

8.2.6 Cost

The last item, cost, affects all other considerations. In large systems cost con-
tainment is a recurring theme. This is closely related to technical robustness. For
small detectors a finely tuned design may be quite acceptable. In large systems,
however, designs must accommodate parameter variations, as “tweaking” or re-
work to ensure acceptable performance will require excessive time and drive up
engineering and testing costs. The expense of large systems lies not just in the
quantity of material and devices, but also in much more demanding engineer-
ing. Small systems can usually be made to work with last minute tweaks and
all-out efforts when crises arise. In large systems the time and effort required are
prohibitive. Robust designs and rigorous testing are crucial for efficient produc-
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tion, but require more thorough preparation and “up-front” engineering. When
solutions to new requirements have yet to be found, focussed R&D programs
have proven to be very effective. Even after laying a sufficient foundation for
a new detector, R&D programs should continue, as further innovations can of-
ten be incorporated into an ongoing project — oxygenated silicon detectors or
“deep-submicron” CMOS being good examples. Detector R&D programs should
be experiment oriented, but not project driven, as the schedule pressures of a
project militate against exploring new directions.

8.3 Segmentation

Segmentation, subdividing the detector into many readout channels, is a very
powerful tool. Highly integrated readout circuitry is a crucial ingredient in ap-
plying segmentation, as circuitry can be compact to match small electrodes.
Moreover, modern IC technology allows more efficient circuitry than discrete
designs. Segmentation improves both rate capability and electronic noise.

If a detector is exposed to a uniform particle rate R, subdividing the detector
into N segments reduces the rate per readout channel to R/N. For example, at
the LHC a typical detector accepts about 10'! tracks per second. Segmenting
one layer into 10° electrodes reduces the hit rate to 10°s~!, which is much more
manageable. Segmentation also aids in distinguishing multiple tracks emitted
simultaneously into a small solid angle (jets).

Segmentation reduces the area per electrode, which reduces capacitance and
electronic noise. This can be exploited to improve sensitivity or energy resolution,
but can also be used to improve rate capability. If the achievable electronic noise
is lower than required, the shaping time can be reduced, which improves rate
capability.

Segmentation also improves radiation resistance. The leakage current flowing
into an electronic channel is proportional to electrode area, so increasing segmen-
tation reduces the shot noise. Furthermore, reduced electronic noise by virtue of
reduced capacitance allows a greater signal degradation from reduced detection
efficiency.

As shown in Section 6.7 the total power dissipation in the front-end can
be reduced by segmentation, although this is usually balanced by the additional
circuitry per cell. Nevertheless, the power dissipation per unit area of the ATLAS
pixel detector with roughly 10% channels is about the same as in the ATLAS
silicon strip tracker with 6-10% channels. Since the power required for the “back-
end” circuitry in each channel is roughly independent of segmentation, whereas
the frontend power scales inversely with the square of capacitance, the total
power assumes a minimum when the two are equal.

The following sections present examples of strip and pixel detectors for differ-
ent applications. This is not a complete survey. Instead, the examples have been
selected to illustrate key design considerations and different design approaches.
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Fic. 8.1. Layout of the Mark II silicon strip vertex detector, showing the collision
point and the 52 mm diameter beam pipe.

8.4 Tracking and vertex detectors at eTe™ colliders

Lepton colliders have the virtue of “simple” event topologies, free of the large
backgrounds inherent to hadron interactions. However, the momenta of the par-
ticles of interest are frequently quite low, so minimizing material in the active
volume is crucial to limit multiple scattering. This also applies to TeV collisions
as envisioned for a future Linear Collider. The interesting physics processes tend
to feed multijet final states, so the average energy of particles in jets is about
1 — 2GeV, not much higher than at LEP, LEP2 or the SLC (Battaglia 2004).
Lepton colliders typically have a well-localized interaction region, especially in
linear colliders. The interaction volume at the SLC, for example, was only 10 um
in diameter and extended 1.5 mm along the beam axis.

8.4.1 Layout and detector geometry

The need to reduce material led to a nearly universally used arrangement, where
only the sensors and a low-mass support structure are in the active region. Long
rectangular detector modules (“ladders”) form “barrels” concentric to the beam
axis. The electronics are situated at the outer ends of the barrels, outside the
active tracking region. This also places the cooling and cabling outside the active
region. The maximum length of a sensor is limited by available wafer diameter,
which was 100mm in the past, but now has increased as 150 mm wafers have
become available. Multiple sensors are ganged together to form long ladders of
20 — 30 cm length or more.

The Mark II silicon strip vertex detector (Adolphsen et al. 1992) pioneered
silicon vertex detectors at eTe™ colliders and was the first to utilize custom de-
signed integrated circuits for the readout. The basic arrangement is shown in
Figure 8.1. Similar arrangements were utilized by a series of designs at LEP (for
some surveys see Schwarz 1994a, 1994b, and Osterberg 1999) and in CLEO at
Cornell (Kass et al. 2003). Different construction techniques and new technolo-
gies were explored. Aleph introduced double-sided detectors (Batignani et al.
1993) and DELPHI pioneered double-sided detectors with integrated coupling
capacitors and bias networks (Chabaud et al. 1996). OPAL (Allport et al. 1994)
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BaBar SVT
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Fia. 8.2. Axial views of the Mark II Silicon Strip Vertex Detector (SSVD) and the
BaBar Silicon Vertex Tracker (SVT). The central cross indicates the beam axis.

and L3 (Alpat et al. 1992) also contributed to the wealth of experience that cur-
rent detector systems build on. Weilhammer (1994) gives an overview of silicon
vertex detector technology and results at LEP. Meanwhile, vertex detectors have
increased in scope to include tracking functions. Figure 8.2 compares the Mark
IT and the more recent BaBar detector (Bozzi 2000). The Mark IT detector had
gaps between adjacent modules in a layer. More advanced designs provide full
coverage by overlapping adjacent modules. The redundant position information
in the overlap region also facilitates in situ position calibration using stiff tracks.

Originally, silicon detectors at ete™ colliders were designed purely as vertex
detectors close to the beam pipe, augmenting wire chambers or other coarse
resolution tracking detectors at larger radii that provided tracking and pattern
recognition. Development of large silicon tracking detectors for hadron colliders,
such as the SDC Silicon Tracker (Seiden 1994), spurred the design of combined
vertex-tracking detectors for eTe™ colliders, for example the SVT in the BaBar
Detector at SLAC (Re al. 2003).

The primary goal of this detector and its counterpart in Belle (Ushiroda
2003, Taylor 2003) is to measure B mesons from YT (4S) production. These have
very low momentum, so asymmetry in colliding-beam energies (9 GeV e~ on
3.1 GeV eT at PEP) is used to provide a relativistic boost (8y = 0.56) that
allows conventional vertex detectors to cope with the short B meson lifetime. In
contrast to other collider detectors that require resolution primarily in re, i.e.
normal to the beam axis, the vertex detector at an asymmetric B-factory must
provide resolution in the boost direction, i.e. along the beam axis z.

The resolution requirements are not stringent. Less than 10% loss in precision
is incurred in the asymmetry measurement if the separation of the B vertices is
measured with a resolution of 1/2 the mean separation (250 um in BaBar). Thus,
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F1c. 8.3. z resolution for analog readout with interpolation vs. dip angle A for strip
pitches p = 50 and 100 um and a signal-to-noise ratio of 20 at normal incidence
(Lynch 1993).

a vertex resolution of 80 um is adequate for both CP eigenstates and tagging
final states. The resolution is multiple-scattering limited; the beam pipe alone
introduces 0.6% Xg.

Both Belle and BaBar use double-sided strip sensors with orthogonal strips,
where the z-strips provide vertex resolution and the r¢ strips are used for pattern
recognition. Figure 8.3 shows the calculated resolution ws. dip angle for strip
pitches of 50 and 100 pm. For dip angles > 0.6 rad the larger pitch yields better
resolution. At large dip angles the signal is distributed over multiple strips, as
illustrated in Figure 8.4, so the signal-to-noise ratio suffers. At normal incidence
the signal is Qs = d - (dF/dx), whereas at large dip angles a single strip only
subtends a fraction of the track in the sensor, resulting in a smaller signal

K3
2

F1G. 8.4. As the dip angle X\ increases the track traverses an increasing thickness of
silicon. When the track subtends more than the strip pitch the signal is distributed
over multiple strips, so the signal captured by one strip decreases.
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F1G. 8.5. Schematic layout of the layers in the BaBar Silicon Vertex Tracker.

Qs = .p : d_E
sin A dx
For example, in the inner layers BaBar uses a 50 um pitch, but reads out every
second strip. In the central region capacitive interpolation approximates the
resolution of a 50 pm pitch, whereas at large angles the pitch is effectively 100 pm.
The BaBar detector uses five layers of silicon to provide both vertexing and
tracking information. The geometry is shown in Figure 8.5. Double-sided detec-
tors are used throughout, with integrated coupling capacitors and polysilicon
bias resistors (discussed in Appendix A). The inner three layers at 33, 40 and
59mm radius are simple cylinders, whereas the outer two layers at 127 and
146 mm use a “lampshade” geometry to reduce the angle of incidence and make
more efficient use of silicon area. This poses some challenges in wire bonding,
but has been implemented successfully. As illustrated in Figure 8.2 the layers are
polygons formed of detector modules. Modules in layers 1 and 2 use four sensors
and layer 3 uses six. Layer 4 modules have seven sensors and layer 5 modules
have eight. Electrically, each module is “split” midway and with readouts at the
opposite ends of the tracker. Sensors associated with each end are connected
together by wire bonds to form contiguous strips. All sensors are rectangular,
except for the end sensors in layers 4 and 5, which are trapezoidal. Overall, the
detector includes 340 sensors with six different designs (details in Bozzi 2000).
Sensors in the barrel are glued edge-to-edge by dipping the sensor edges into
glue and then transferring them to teflon jigs where they are aligned with a
75 pm gap and cured. The sensors are also structural members, with support
ribs glued to the outer surface of the sensors to provide rigidity. The ribs are
notched to accommodate the wire bonds. The layer 1 and layer 2 modules are
joined to form a rigid system; the support ribs of layer 1 are glued to the inner
surface of the layer 2 sensors. The ribs are laser cut and made of two carbon-
epoxy outer layers with an intermediate layer of kevlar. The carbon-epoxy layers
are conductive, so only the inner kevlar layer connects to the silicon. The carbon
layers prevent the kevlar from deforming from possible absorption of moisture.
Figure 8.6 shows a perspective view of the SVT with the support structure. The
low-mass support structure is made of carbon composite tubing and all of the
electronics are outside of the active region to minimize material.

(sin A > p/d) . (8.1)
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Fic. 8.6. The BaBar SVT with its support structure. The detector ladders are
mounted on carbon cones at the two ends and read out from each end with the
electronics outside the active volume. A carbon composite space frame provides
overall support.

As noted above, the pitch of the z-strips in layers 1 through 3 is 50 ym, but
only every second strip is read out. In the outer layers the pitch of the z-strips is
210 pm. Since these layers are quite long, the width of a module does not allow
a readout line for each z-strip, so a subset of the strips with lower occupancy is
ganged. This introduces some ambiguities in z position, which are resolved by
overall pattern recognition. Some sensors use monolithically integrated bussing
for the z-strips, which appears more elegant (Chabaud et al. 1996). However, the
dielectric constant of polyimide is lower then of SiOs and the achievable dielectric
thickness is much greater, so the external polyimide bussing incurs significantly
less capacitance and costs less.

The detector ladders are connected to the readout electronics through short
lengths of polyimide flex cable, so that the electronics modules (called High
Density Interconnects or HDI) can be placed outside the active volume.

In each layer the 300 pm thick silicon detectors contribute 0.3% and the flex
circuits and carbon composite support structure add 0.2% of a radiation length
to the tracker material, comparable to the 0.6% X of the beam pipe.

8.4.2 FElectronics

The inner layers have the shortest strips and hence present the smallest capacitive
load, but the occupancy is highest. Conversely, the outer layers present the largest
capacitive load, but the smallest occupancy. The shaping times can be chosen
appropriately, with smaller shaping times used in the inner than in the outer
layers.

Radiation background is mostly due to lost beam particles, which are dis-
tributed in a narrow angular range. This drives both the readout speed and the
requirement that the readout electronics withstand doses up to 3 Mrad.
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Fi1a. 8.7. Block diagram of one channel of the AToM readout IC of the BaBar Silicon
Vertex Tracker.

Figure 8.7 shows a block diagram of the SVT readout IC, the AToM chip.
Designed as a joint effort at LBNL, Pavia, and UCSC it has 128 channels per die
and is fabricated in 0.8 ym radiation-hard CMOS (Kipnis et al. 1997). Bunches
collide every 4.2 ns, much smaller than the required shaping time, so the readout
is designed for a DC beam using continuous shaping. Each channel includes a
preamplifier with continuous reset, a CR-RC? shaper with selectable shaping
times of 100, 200, 300 and 400ns, a threshold comparator, a digital pipeline,
and data readout. Since the data field is sparse, the readout logic detects which
channels are struck and suppresses the readout of empty channels. The AToM
chip includes analog-to-digital conversion of the detector signals and all input
and output signals are digital.

Input polarity selection allows the same IC to be used for both n- and p-
strips. The capacitance of the n-strips is higher than of the p-strips. To optimize
z-resolution in the inner layers the z-strips are on the p-side. In the two outer
layers the arrangement is reversed. The measured noise @, = 350 e + 42 ¢/pF
at 100ns, @, = 333e + 35¢/pF at 200ns, and Q,, = 306 e + 28 ¢/pF at 400 ns
shaping time (Manfredi et al. 1999). The maximum strip length is 26 cm with a
capacitance of 35 pF, so at 400 ns the noise is about 1300 e. The noise increases
by about 10 — 20% after exposure to 2.4 Mrad. Power dissipation is 3.5 mW per
channel.

The length of the digital pipeline accommodates the level 1 trigger latency
of 12 us. It is filled at a clock rate of 15 MHz to provide sufficient resolution for
time stamping of events. The readout clock operates at 60 MHz to accommodate



TRACKING AND VERTEX DETECTORS AT e"e~ COLLIDERS 325

19 5
&

0.8 s 4 4
8 9
=) o
2
= 0.6 (:5 3
g w CR-RC? SHAPER
< I THRESHOLD: 0.8 fC
w04+ = 24 NOISE: 0.2 fC

o

i} w
=) >
o o

0.2 1 w 14

THRESHOLD = | ITTER
_ly = J
[ A s e S o+———
0 1 2 3 4 5 0 10 20 30 40 50
NORMALIZED TIME ¢ /T V1Vinax

F1c. 8.8. Measuring the time the shaper output pulse exceeds a fixed threshold pro-
vides a simple digitization of pulse amplitude (left). The time is normalized to the
peaking time of the pulse Tr. The calculated time over threshold for a C'R-RC?
shaper is shown at the right. The time jitter indicates the obtainable resolution.

the required readout time for a module. The input sample rate is also sufficient
to digitize the pulse amplitude by recording the width of the comparator output,
i.e. the time over threshold (ToT).

About three to four bits analog resolution suffice to provide adequate position
resolution by interpolation, so BaBar uses the time over threshold to digitize
the pulse height. The principle of the ToT measurement is shown in Figure
8.8. For a triangular pulse the time over threshold is a linear function of pulse
height, whereas for a simple C'R- RC' shaper the rounded cusp and gradual decay
provide a roughly logarithmic response, which is a good match to this application.
The time over threshold measurement incurs no dead time and practically no
additional circuitry. The analog circuitry must not accommodate the maximum
pulse height, i.e. the circuit can limit, as long as the falling edge is correctly
reproduced as it crosses the threshold. Figure 8.8 also shows the time jitter,
which sets the ultimate resolution of the amplitude measurement. In BaBar the
jitter is less than the sampling time, so the latter determines the amplitude
resolution.

On-chip calibration circuitry injects charge into the input. A six-bit DAC
sets the level and digital masks select which channels receive calibration signals.
A second six-bit DAC sets the comparator threshold. The signal level at the
comparator input is 100mV/fC and the threshold can be set in 5mV steps. The
output of the comparator can be masked to suppress noisy or defective chan-
nels. Noise measurements are performed by scanning the threshold for a fixed
calibration charge. This also calibrates the time-over-threshold measurement.

The 128-channel IC includes 3.3 - 10° transistors. Its dimensions are 5.7 x
8.3mm? and the power dissipation is 3.5mW per channel. Connections to the
HDI include power (2V and 5V analog, 5V digital, and detector bias), serial
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lines for the clock, command, and data signals, and connections for temperature
sensors on each HDI. All electrical signals are transferred as balanced lines. On
layers 1 and 2 each HDI incorporates 14 readout ICs, Layer 3 has 20 ICs and
layers 4 and 5 have five ICs.

The detectors use integrated coupling capacitors. To avoid potential break-
down the electronics are referenced to the detector bias potential, i.e. at —30V
on the p-side and +30V on the n-side. All electrical cables must be carefully
insulated to prevent any connection to “ground”.

8.4.3 “Common mode noise”

Many detectors observe what is often called “common mode noise”, which man-
ifests itself as a baseline shift during data transfer off the detector. Typically,
these systems use single-ended transfer links with a common return. During read-
out the increased current flow leads to a voltage drop on the return, which is
superimposed on all output signals. This is especially critical in systems with
analog readout. The current spikes associated with the transitions of the digital
control signals give rise to a voltage drop between the detector module and the
off-detector electronics, which also transfers to the analog signal. Many detector
builders unwittingly design this flaw into their system, leading many to believe
that it is unavoidable.

Unlike previous collider vertex detectors BaBar operates with an essentially
continuous beam, so signal acquisition and readout proceed simultaneously. In
the LEP detectors, for example, the time between collisions was ample to read
out the detector. Building on prior designs that addressed similar requirements
(Kipnis, Spieler, and Collins 1994, Spieler 1994, Ludewigt et al. 1994), both the
electronics and SVT interconnection scheme (Eisner et al. 1997) were carefully
designed and the BaBar SVT operates without discernible noise pickup. Figure
8.9 shows the connection scheme, which controls signal return paths and avoids
unnecessary ground connections (Nyman 1996). A key criterion is that all elec-
trical signals are transferred as balanced pairs in which the net current remains
constant.

Connections to the HDI are made through 40 cm long high-density polyimide
cables to a “matching card”, which includes some filtering and interfaces to a
more rugged ribbon cable. After 3 m an inline connector at the detector boundary
facilitates disconnection for installation and maintenance. A further run of 12m
brings the cable to the “MUX Rack”, where the digital signals are transferred
to a 1.2Mb/s optical link. Together with the power cables the fibers are routed
an additional 30 or 40 m to the power supply racks in the main electronics area.
The optical links are not necessary to prevent cross-talk, as the electrical signals
traverse 15 m before being converted to optical, but the optical fibers save space.

The entire detector is enclosed in a thin aluminum Faraday shield, which is
extended by the cable shields to the power supply racks. The shield also sur-
rounds the beam pipe, implemented as a metallized polyimide layer to insulate
the shield from the beam pipe. To provide local potential referencing the com-
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F1c. 8.9. Connection and cabling scheme of the BaBar SVT. (Adapted from Nyman
1996.)

mon connection of the power is capacitively coupled to the Faraday shield at
the matching card. Since all currents are balanced, the current flow between the
two halves of the detector is negligible, so no noticeable potential drop builds
up between the two capacitively coupled reference connections in the matching
cards. A safety ground (connecting the Faraday shield to earth ground) is pro-
vided through a separate cable, but this is independent of the signal transfer and
has no effect on the integrity of the signal transfer. It is there only for safety.
Implementing a “clean” system is challenging, not because the necessary tech-
niques are unknown, but because the prevailing “grounding mythology” must be
resisted in every design meeting and every step of the way. “Grounding” and its
pitfalls are discussed more in Chapter 9.

8.4.4  Noise limits in long strip detectors

The desire to reduce mass in the active region has driven designs towards layouts
that place the electronics outside the active region. This has been a key consid-
eration at B-factories, where the resolution is multiple scattering limited, but
will remain equally important at future linear colliders (Battaglia 2004). Here
the active region will be longer than in current ete™ detectors, so this raises
the question of how long a strip detector could provide the required signal-to-
noise ratio. Long strips increase the capacitive load C' at the preamplifier input,
contributing to the noise charge as
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e2 F,

Q* =i’ FT, + C—g% : (8.2)
The noise level can be maintained by reducing the input noise voltage spectral
density e,, the shaper noise coefficient F,, or increasing the shaping time T's. An
increase in shaping time Tg is limited by occupancy and by the strip’s leakage
current, which both grow with strip length. As shown in Chapter 4 the shaper
noise coefficients are approximately one, so large improvements will not obtain
by utilizing sophisticated shapers. The equivalent input noise voltage is deter-
mined by the input amplifier as discussed in Chapter 6 and by the thermal noise
associated with the resistance of the strip electrodes, as noted in Chapter 3.
Consider an FET input. As the strip capacitance increases the acceptable input
capacitance of the amplifier increases, so its contribution to the equivalent input
noise voltage decreases. Ultimately the thermal noise of the strip resistance will
dominate. With increasing strip length the leakage current also increases, so it
is useful to consider the noise when dominated by the sensor parameters leakage

current, capacitance, and strip resistance.
The leakage current of the sensor scales with the area subtended by an elec-

trode

I, = Ippld , (8.3)

where p is the strip pitch, [ the length of an electrode and d the sensor thickness.
Iy is the leakage current per unit volume. The corresponding shot noise current

iz, = 2el, = 2ell] . (8.4)

Here and in the following primed quantities are normalized to the strip length.
For a strip pitch of 50 um a typical value is 1 nA per cm strip length, so for 50 cm
long strips the shot noise current is 130 fA /v/Hz.

The capacitance is the sum of the fringing capacitance and the capacitance
to the backplane. The fringing capacitance Cs; is a logarithmic function of the
ratio of strip width to pitch. Thus, we’ll neglect the dependence on strip width
and set the capacitance proportional to strip periphery 2(I + p). For strips p < I,
Css = 21C”,. For typical designs the fringing capacitance is about 1 pF per cm
strip length, so for a 50 cm long detector the fringing capacitance is 50 pF. The
capacitance to the backplane

Cy = Egozil , (8.5)
d

so the total strip capacitance Cs = Cyss + Cp = IC. For a strip pitch of 50 ym, a
strip length of 50 cm, and a detector thickness of 300 um the backplane capaci-

tance is 8 pF, yielding a total strip capacitance of about 60 pF.
Increasing the strip pitch will increase the leakage current per channel, but
have only a minor effect on the capacitance, until the strip pitch exceeds several
hundred microns. Thus, the sensor parameters that determine electronic noise
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drive the design towards small strip pitches. The reduction in strip pitch is limited
by the width required by an electronic channel, which is about 50 pm.

The strip resistance introduces a thermal noise voltage €2, = 4kTR =
4kTIR'. The strip resistance R = pwtl, where p is the resistivity of the electrode
material, w the width of the electrode (not the pitch), and ¢ is the electrode
thickness. For sputtered aluminum the resistivity p ~ 4 u)cm and a practical
limit to the deposition thickness is about 1 um. Thus, for a metallization width
of 20 pm the resistance is 20 {2 per cm length. For a 50 cm strip length the resis-
tance is 1000 2 with a thermal noise voltage of 4nV/ vHz. This places a lower
limit on the total noise voltage. At this voltage noise level both the voltage noise
and capacitance contributed by the input amplifier can be relatively small.

Thus, for a 50cm strip length the sensor parameters that enter into the
electronic noise are I, = 50nA (inq = 130 fA/\/E), Cs = 60pF, and ey, =
4nV/ VHz, so the amplifier input noise is negligible. At the optimum shaping
time (equal current and voltage noise contributions)

Te = 2o B

8.6

the equivalent noise charge

Q3 = 2eninC\/FiF, . (8.7)

Since \/F; Fy, = \/F;/F, = 1, we can determine the minimum noise due to sensor
parameters alone

Q% ~ 2enpinaC = 210’\/ (4kTIR")(2q.LI}) = 212C"\/ (4kTR')(2¢.I}) . (8.8)

If the shaping time is adjusted optimally as the strip length increases, the noise
charge increases proportionally to strip length. For the example parameters used
above the noise due to the sensor alone is 1600 e at a shaping time of 2 us.

If, on the other hand, the shaping time is scaled with strip length to maintain
occupancy

Tg = =2 | (8.9)

the noise charge

2 CQ T! (lc/)Q T! 0/2
2 _ 27 4 Y o258 2 — (2q.lI]) 25 4+ (AKTIR') 1P =—
Qn Zn S + TS Zn l +en Té/l ( q b) l +( ) Té
2 ~2¢. T + (4kTR' 140—/2 8.10
Q% = 2T + (ARTR) I (8.10)
S

increases with the square of the length.
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8.4.5 CCD detectors at eTe™ colliders

Although not essential for the relatively simple event topologies and “clean”
background environment at ete™ colliders, two-dimensional detectors were in-
troduced early on. Double-sided detectors with orthogonal strips were utilized in
ALEPH (Batignani et al. 1993). The design placed interconnect structures and
electronics in the active region, which added substantially to multiple scattering.
However, the two-dimensional position information did provide “x-ray” images
showing the capacitors and other components on the hybrid circuit that covered
the sensors (Schwarz 1994b).

Despite the prevalence of strip detectors, truly two-dimensional devices were
already utilized in the early 1980s. CCDs provide nonprojective two-dimensional
sensing without the multihit ambiguities encountered in crossed-strip arrays and
can be read out with minimal additional material in the active region. However,
they do have to be cooled to about 200K, so the required cryostat adds mass,
albeit at the outer radius. CCDs were first used in fixed target experiments
(Damerell 1981, Bailey 1983). Standard commercial CCDs were limited in size
(< 1cem?), but as larger devices became available it became practical to construct
vertex detectors with full coverage and minimum mass. The most mature and
powerful CCD detector, the VXD3, was installed and operated successfully at
SLD (Abe et al. 1997). Two CCDs form a ladder with an active length of 16 cm,
allowing the readout electronics to be placed outside the active region. A three-
layer array of 96 CCDs provided < 6 um position resolution in both r¢ and z.
The double track resolution of 20 um provided excellent pattern recognition and
allowed the detector to cope with the high track density at small radii.

Most CCD structures are designed for optical sensing with shallow sensitive
regions. In the VXD3 charge is collected from about 20 pym depth, so the signal
from minimum ionizing particles is about 1200 e, much smaller than in the com-
monly used 300 pym thick strip detectors. However, as the charge is deposited on
a very small capacitance, the resulting voltage signal is large, so a small equiva-

CCD Fiducials Flex-Circuit
Fiducials
Outer CCD Vi

Pigtail
< (Kapton/
Inner CCD Copper
Beryllium stripline)
substrate
North End South End
4-97 8262A11

Fia. 8.10. Arrangement of a VXD3 detector ladder. (Figure courtesy of C.J.S.
Damerell.)
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Fi1G. 8.11. Deviations from planarity of mounted CCDs in VXD3. (Figure courtesy
of C.J.S. Damerell.)

lent noise charge can be achieved with rather noisy electronics. In the VXD3 the
charge conversion is 3 4V /e and at a readout frequency of 5 MHz the equivalent
noise charge is about 100 e, yielding an adequate signal-to-noise ratio. The well
capacity is about 4 - 10° e, so the dynamic range is ample. Although the shallow
collection depth appears as a handicap with respect to signal charge, it is advan-
tageous for track reconstruction at shallow incidence, as the signal is distributed
over fewer pixels and is less sensitive to fluctuations in the spatial distribution
of charge clusters. Essentially, the VXD3 CCDs provide (20 um)? space points.
Thus, a simple cylindrical geometry could be used to provide wide polar angle
coverage.

VXD3 used large CCDs with an active area of 80 x 16 mm?, so with a pixel
size of 20 pm the die accommodates 800 x 4000 pixels. The width of the dead area
along the edges was < 300 pum. A protective layer of 2 ym thick polyimide coated
the top surface of the CCDs. The CCDs were thinned to 180 ym and supported
by a thin beryllium slab, 21 cm x 1.6 cm x 0.38 mm. Figure 8.10 illustrates the
ladder structure. The two CCDs were mounted on opposite surfaces, providing
a pathway for the polyimide ribbon cables carrying clock and control lines. The
total material is 4.05-1073 X, with the beryllium slab contributing 1.08-1073 Xy,
the CCDs + adhesive 1.60 - 1073X,, the two polyimide cables and adhesive
0.47 - 1073Xy, and the 17.8 um copper traces, averaged over the whole area,



332 DETECTOR SYSTEMS

| 80 X 16 mm? Active area

4 i N

|- fomm

: I

N v ! Vi

\ t /
10of4 < Bond pads
Output <300 um (= 2mm from
nodes long edges)
7-97 8262A12

Fia. 8.12. The VXD3 CCDs are read out by quadrants through separate outputs to
reduce the readout time. (Figure courtesy of C.J.S. Damerell.)

adding 0.90 - 1073 X. Figure 8.11 shows the measured deviations from planarity
of two CCDs in a representative ladder after assembly.

The basic principle of a CCD was described in Chapter 1. Charge deposited
in a pixel is transferred by shifting a potential well from one pixel to the next.
Thus, the readout is sequential. After reaching the end of a row the signal charge
Qs is deposited in a readout register, which transfers the charge to the readout
node, where it is deposited on a capacitance C. The resulting voltage Qs /C is
sensed by an output amplifier. The time required to read out a column of N,
pixels iS Nyow * frow, where fro, is the image transfer frequency. The readout
register must be clocked at a higher frequency > M - f,.., as the charge from all
M columns must be transferred to the output before the signal from the next
row may be transferred to the readout register. The same process is repeated for
all columns, so the total readout time for an N x M array is M - N - feor.

In VXD3 the readout time was reduced by subdividing the structure into
four quadrants, so each readout channel serves 400 x 2000 pixels, as indicated in
Figure 8.12. The image columns use three-phase clocking, to allow charge transfer
in both directions. The readout register always reads in one direction, so a two-
phase clock was used. The readout time for the full image was 200 ms. As the SLD
beam crossing period was 8.3 ms, the readout of an entire frame extended over
25 beam crossings, which introduced some background from undesired crossings.
The occupancy was low, so the well-localized interaction point coupled with the
excellent pattern recognition allowed the desired events to be separated from the
background. A full readout was only initiated for trigger events. Since the time
required to generate the trigger was 5 ms, whereas the crossing time was 8.3 ms,
the readout sequence was initiated at every beam crossing. In the absence of a
trigger all digitized events were discarded and the CCD was flushed by a fast
clear. Since this does not require clocking the readout registers, one row shift
requires only 10 us, rather than 100 us with the full readout. Subsequently, the
read register is cleared. In the local front-end electronics the CCD outputs were
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digitized in parallel in eight-bit flash ADCs and the combined data sent through
960 MHz optical links to the off-detector electronics for image processing (Figure
8.13). Figure 8.14 shows how the vertex detector is embedded in the overall
detector. Figure 8.15 shows an assembled half-shell prior to installation.

Next generation CCD detectors are candidates for the proposed International
Linear Collider (ILC). This will require a reduction in material and an increase
in readout speed. A modest increase in CCD size (e.g. to 125 mm length) would
allow the ladders to be implemented with two CCDs. The CCD substrates can be
thinned to < 100 um and low-mass mounting schemes are being considered that
could bring the material down to the range 0.01 — 0.02X for a five-layer vertex-
tracker with 8 - 107 pixels (Damerell 2001). However, for the bunch structure
under discussion the readout speed is a major challenge. One obvious approach
is to add more readout channels, ultimately with one readout per column. A
higher readout rate incurs a reduction in shaping time with a corresponding
increase in electronic noise, so optimization of signal-to-noise ratio is important.
This depends both on CCD parameters and the electronic readout circuitry.

Similarly to integrated circuits, typical CCDs are fabricated on low resistiv-
ity substrates with a thin high quality epitaxial layer of higher resistivity at the
surface. The devices used in VXD3 were fabricated on 20 m{2cm p-type sub-
strates with a 20 uym thick epitaxial layer of 202 cm. Depleting the epitaxial
layer would require a reverse bias of 200V, while clock levels are about 10V,
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F1G. 8.13. Readout electronics of the VXD3 CCD vertex detector. (Figure courtesy
of C.J.S. Damerell.)
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Fi1c. 8.14. Overall layout of the VXD3 vertex detector. (Figure courtesy of C.J.S.
Damerell.)

so charge collection to the n-channel CCD structure is through a combination
of diffusion and drift. The field associated with the abrupt doping gradient at
the p — pT interface from the epitaxial layer to the bulk reflects the electrons, so
the charge collection efficiency is high. Since the diffusion time is proportional to
the square of collection distance, the diffusion component places an upper limit
on the collection depth d and clock frequency f, so the clock frequency cannot
be increased arbitrarily without a reduction in signal. In addition, the power
associated with charging and discharging the capacitances in the CCD struc-
ture increases with clock frequency (as discussed for CMOS circuitry in Section

F1G. 8.15. An assembled half-shell of the VXD3 vertex detector prior to installation.
(Figure courtesy of C.J.S. Damerell.)
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capacitance C'r, represents the total capacitance presented to the output node.

5.1.2). The distributed resistance and capacitance of the clock lines also forms
a low-pass filter that limits the clock frequency. Some improvement is gained
by using two-phase CCDs with sinusoidal clocks. Simulations indicate that the
phase shift and amplitude loss in CCDs suitable for vertex detectors could allow
clock frequencies of 50 MHz (Damerell 2001).

The capacitance of the clock lines determines the power dissipation at high
clock rates. In the VXD3 CCDs the total capacitance of the image section to the
substrate is 16 nF and the interphase capacitance is 6 nF, resulting in a power
dissipation of 1.3 W when clocked to provide a pixel transfer rate of 200 kHz with
a clock level of 10 V. The readout register and output amplifier dissipate 25 and
45 mW, respectively, so the switching power dominates. The high instantaneous
currents exacerbate cross-talk. For example, the peak current on the image clock
lines is 1.3 A, so shared current paths can easily contaminate the signal (see
Chapter 9. Two-phase clocks are also beneficial in this respect, as they can be
configured to balance the currents in the two phases.

Another limit to readout speed is imposed by the readout circuitry. For sim-
plicity CCD designers early on adopted source follower output stages to sense the
signal voltage. In voltage mode a source follower has a gain < 1, so to maintain
the noise level of the first stage, the second stage must have substantially lower
noise. This is feasible, as the first-stage source follower can have sufficient drive
capability to cope with the capacitive load of the second stage. Although this is
not the optimum configuration, as discussed in Chapter 6, it does work and CCD
designers have embraced an elaborately developed lore to justify its further use.
However, the source follower does impose a serious speed limitation. To minimize
the capacitive load the input source follower typically uses a rather small tran-
sistor with a small transconductance (typically of order 100 uS). Consequently,
the output resistance r, &~ 1/g,, is rather high (r, = 10*Q for g,, = 10~%). This
has led to the use of cascaded source followers, with increased transconductance
in the second stage. Figure 8.16 shows the configuration used in VXD3.
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In VXD3 the total capacitance C; at the input node of M2 is 40fF. The
cascaded source followers have a gain of 0.75, resulting in a charge sensitivity
of 3uV/e. The output resistance is 260 2. Together with the load capacitance
C, = 40 pF this results in an upper cutoff frequency of 15 MHz. This limitation
can be circumvented by driving a low-impedance load. If the load resistance is
much smaller than the output impedance Ry < r,, the source follower operates
as a transconductance stage. Configuring the external amplifier to present a 50 €2
input impedance, for example, allows connection through a matched transmission
line with no capacitive load component. An FET operated in common base has
worked well (Spieler 1982); feedback amplifiers must be designed more carefully
to limit their current noise contribution.

The reset introduces “kT'C” noise. When the reset switch is closed the input
baseline fluctuates with the noise voltage v2 = kT /C;, as derived in Section 4.3.2.
When the switch is opened the instantaneous noise voltage remains stored on the
input node. As the charge sensitivity is increased by reducing C;, the reset noise
increases. To correct for this the baseline can be sampled immediately following
the reset and the baseline subtracted from the subsequent signal samples. This
requires additional time, but it is not necessary to reset the input node for each
readout cycle. One can simply let signals from successive pixels add to the output
and retrieve the signal by successively subtracting the previous pixel signal from
the current value. Then resets are only necessary when the cumulative signal
nears the maximum allowable input level.

A severe design challenge is the presence of large clock signals. For example, in
a typical CCD a 10V clock pulse precedes a signal of a few millivolts, so baseline
recovery must be smooth and reproducible if the noise level is not to be corrupted
by baseline fluctuations. Reset pulse transitions must be free of ringing or other
artifacts that can couple capacitively to the input even after the reset transistor
has switched off. Additional baseline fluctuations are frequently introduced by
cross-talk from other clocks. When these fluctuations dominate, reducing the size
of the input transistor is beneficial, as its lower input capacitance increases the
signal level. Nevertheless, the fundamental rules for optimizing the equivalent
noise charge also apply to CCDs and future designs may apply the appropriate
design sophistication.

Modern CCDs exhibit excellent charge transfer efficiency with essentially no
charge loss even when transferred over thousands of pixels. Trapping in small
defects is mitigated by tunneling under the influence of the applied fields (Poole—
Frenkel effect). CCDs are rather resistant to ionization damage, but displacement
damage leads to degradations in charge transfer efficiency. Traps are filled by
the applied clock potentials, which actually improves charge transfer efficiency
at high clock rates. CCDs can be implemented both as n-channel devices (the
conventional) that transfer electrons, or as p-channel devices utilizing hole trans-
fer (Holland et al. 1996, 2003). The two are subject to different defect types.
Displacement damage in n-channel devices has been evaluated and indicates us-
able operation to a fluence of 10! cm=2 (1 MeV neutrons, Brau and Sinev 2000,
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Brau et al. 2004), whereas p-channel devices have been irradiated to 10! cm ™2

(12MeV protons, Bebek et al. 2002). Both device structure and readout tech-
nology determine the radiation resistance of CCDs and much work remains to
determine the practical limits.

8.5 Vertex and tracking detectors at hadron colliders

Experiments at hadron colliders must deal with much higher interaction rates,
which increases demands on rate capability. However, most of the interactions
are background, so pattern recognition is crucial, which increases the number
of layers required for efficient track reconstruction. Furthermore, the interaction
region tends to be much more spread out in length (about 50 cm at the Tevatron),
so the detectors must be longer. Fully cylindrical geometries become inefficient
for full coverage, so combinations of barrels and disks are common, as illustrated
in Figure 8.17.

8.5.1 CDF and D)

CDF at the Fermi National Accelerator Laboratory installed a silicon vertex
detector early in its operation in 1987 and since then has operated a succession of
upgraded detectors. The original SVX had four concentric barrel layers at radii of
2.9,4.1,5.4, and 8.1 cm, each 51 cm long (Carithers et al. 1990). The barrels were
read out at both ends and consisted of individual 8.5 cm long strip detectors wire-
bonded together. The strip pitch was 60 pm in the inner three layers and 110 pm

F1G. 8.17. A combination of barrel layers in the central region and disks in the forward
regions makes efficient use of silicon area in large silicon detectors. The figure shows
the layout of the SDC Silicon Tracker (Seiden 1994, Unno al. 1994).
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in the outer layer for a total channel count of about 37000. The readout IC was
fabricated in 3 um CMOS (Kleinfelder et al. 1988). Only a small fraction of the
strips would be struck in a given event, so SVX pioneered on-chip sparsification
(or zero-suppression), which selects only struck channels for readout. With this
technology the required readout bandwidth is independent of segmentation, a
crucial consideration in the very large detectors already envisaged for the next
generation of high-luminosity colliders.

The readout IC included 128 parallel channels of charge-sensitive preampli-
fier, switched capacitor pulse shaping (correlated double sampling), threshold
discrimination and readout logic. The readout logic scanned all comparator out-
puts on the chip and routed the corresponding signal amplitude to the analog
readout bus. For analog interpolation built-in neighbor logic also added the ana-
log information from the adjacent channels to include shared signal components
that may have been below threshold. An additional mode allowed the readout
of all channels. Charge-injection circuitry allowed testing and monitoring of all
channels. The SVX power dissipation was 3mW per channel. The next version,
SVX-H, retained the basic architecture, but implemented it in 1.2 ym radiation-
hard CMOS.

For the upgraded Tevatron CDF substantially expanded coverage of the ver-
tex detector and added silicon layers at radii beyond 10cm to enhance particle
tracking (Merkel 2003). A “Layer 00” was also mounted at the smallest possible
radius just outside the beam pipe. The layout is shown in Figure 8.18 together
with an axial view. Table 8.1 summarizes the detector geometries. Within one
layer the detector modules overlap to provide full coverage and facilitate relative
position calibration. Layers 0, 1, and 3 use orthogonally crossed strips to provide
two-dimensional information. As discussed in Chapter 1, this gives rise to “ghost

Table 8.1 Specifications of the CDF Run II silicon detector.

Layer Inner/outer Axial pitch Stereo angle Stereo pitch
radius (cm) (um) (um)

00 1.35/1.62 25 - -

0 2.5/3.0 60 90° 141

1 4.1/4.6 62 90° 125.5

2 6.5/7.0 60 1.2° 60

3 8.2/8.7 60 90° 141

4 10.1/10.6 65 1.2° 65

5 forward  19.7/20.2 112 1.2° 112

5 central 22.6/23.1 112 1.2° 112

6 forward  28.6/29 112 1.2° 112
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Fia. 8.18. Layout of the SVX upgrade at CDF (left) together with an axial view
(right). “Port cards” accommodate interface and driver circuitry that links to the
off-detector electronics.

hits” due to the ambiguity of the projective geometry, so layers 2, 4, 5, and 6
use a 1.2° stereo angle.

As coverage is extended to forward angles, a barrel geometry requires inordi-
nate silicon area and resolution suffers for grazing incidence tracks. Figure 8.19
shows a novel layout used at the Tevatron by D@ (Kajfasz 2003). Interspersed
barrels and disks in the central region optimize resolution over the full extent of
the interaction region (o, ~ 25cm). Additional disks provide forward coverage
to n ~ 3 (Figure 8.19). The material in the four-layer barrel adds up to 0.1 Xo,
dominated by support and services.

For their detector upgrades CDF and D{) joined forces to develop the readout
ICs. Unlike previous SVX chips, which used analog voltage levels for the thresh-
old setting and calibration inputs and read out the signal magnitude in analog
form, the new generation includes on-chip digitization of the signal level and
on-chip DACs set the threshold and calibration levels. Thus, all communication
to and from the chip is by a digital bus. Figure 8.20 shows a block diagram of the
SVX2 chip (Zimmerman al. 1995). Following a charge sensitive amplifier with
adjustable bandwidth, a switched capacitor network provides correlated double-
sampling and analog storage. The analog pipeline stores samples up to 5.5 us
to accommodate the trigger latency time. Following the pipeline is a Wilkinson
ADC with a common ramp for all channels. Thus, the ADC circuitry per channel
is a comparator, also needed for sparsification, and a counter latch to record the
pulse height. The ADC runs at a clock rate of 106 MHz and has a range of 8 bits,
so the maximum conversion time is 2.4 us. The ADC adds 100 ym to the length
of each channel and 300 uW to the total power per channel of 3mW. The IC
is fabricated in 0.8 um, triple-metal radiation-hard CMOS. The dimensions are
6.3 x 8.7mm?. Figure 8.21 shows a die photo and indicates the size of the main
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F1G. 8.19. D0 uses interspersed disks and barrels in the central region, with additional
disks to provide forward coverage. The D{) barrel is 762 mm long with four layers
distributed over 2.7 to 9.4cm radius. The outer disks have 26 cm radius and the
overall length is 2.5 m. The detector has about 8- 10° readout channels and 3 m? of
silicon area (Bean 2001). (Figure courtesy of A. Bean.)

circuit blocks. The 128 signal channels are laid out on a 42 ym pitch to provide
space at the edges of the chip for bussing and common logic.

Despite what its name implies, the analog pipeline does not shift signals se-
quentially. Instead the signal is stored in one of the memory locations B1 — B32
and remains there until retrieved. Opening or closing a switch injects charge
through the gate—channel capacitance, introducing a baseline shift, which is re-
moved by correlated double sampling. Prior to signal acquisition the baseline
voltage Vg is sampled and stored in the pipeline. When a subsequent signal
Vs is read, the level applied to the comparator is the sum of the signal and the
baseline Vs + Vp,. When switches S¢ and Scg are closed, the voltage Vs + Vg,
is impressed on the coupling capacitor C¢, as closing Scg establishes a low
impedance at the comparator input through shunt feedback. To subtract the
baseline, the baseline sample stored in the pipeline is selected, while opening
switch Scgr. This sets the voltage at the left side of Co to Vg, while the volt-
age across Cg¢ is still Vg + Vgr, so the two sample voltages in series yield Vg
at the comparator input. Although implemented differently, this performs the
same function as discussed in Section 4.5. The circuit utilizes switched capacitor
circuitry for many functions. The operating modes and switching sequences are
described in the SVX2 manual (Yarema et al. 1994).

The circuit can accept both positive and negative polarity input signals. The
preamplifier is designed with sufficient bipolar dynamic range. Switching polarity
involves shifting the baseline of the analog pipeline to increase the range for either
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F1c. 8.20. Block diagram of the SVX2 chip. For details of the operating modes and
switching sequences see Yarema et al. (1994).

positive or negative excursions. In addition, the polarity of the ADC ramp and
comparator are reversed.

The neighbor logic allows three modes: read only channels whose level ex-
ceeded threshold, read “struck” channels and their two neighbors, and read all
channels. The hit threshold is set digitally and is common to all channels on a
chip. This setting is rather coarse (about 2000 e), but external adjustment of the
ADC ramp start voltage provides a threshold resolution of about 400 e.

The SVX2 IC (used by Df) is designed for sequential signal acquisition and
readout. A further development, SVX3 (used by CDF) allows concurrent read-
write, so that signal acquisition and readout can proceed concurrently (Garcia-
Sciveres et al. 1999). The floor plan is similar to SVX2, but the die size increased
to 6.26 x 12mm?. The measured noise Q,, ~ 2400 ¢ at an input load of 33 pF, a
preamplifier rise time of 60ns, and a sample time of 120 ns. In the SVX detector
design the concurrent readout introduces substantial common mode noise. A
compensation scheme was implemented on-chip that uses all channels in a chip
to calculate a common pedestal event by event and subtract it during digitization.
A subsequent version implemented in 0.25 ym CMOS, the SVX4, was designed
and tested for planned upgrades of CDF and D) (Krieger et al. 2004). At the
106 MHz digitizer speed and 53 MHz readout rate the SVX4 achieves 2000 e noise
with a 40 pF input load, while dissipating 2mW /channel at 2.5V supply voltage.
The IC was tested to > 20 Mrad total dose.
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Fi1G. 8.21. Die photo of the SVX2 chip indicating individual circuit blocks. Note the
wafer-probe marks on the lower bond pads from IC testing.

8.6 Silicon trackers at the Large Hadron Collider

The LHC poses unprecedented challenges to detector designers. Work on suitable
detector concepts began in the 1980s, culminating in final assembly in 2005-2007.
A worldwide detector R&D program was necessary to develop the concepts and
technologies, especially in the areas of sensors, microelectronics, and radiation
effects. The results of this ongoing work also flowed into preceding experiments
such as CDF, Df), BaBar, and Belle.

Key LHC parameters include colliding proton beams of 7TeV on 7TeV to
provide 14 TeV center of mass energy at a luminosity of 103* cm~2s~!. For com-
parison, the SSC (Donaldson and Marx 1986) planned 10 TeV on 10TeV; the
higher energy allowed a ten-fold lower luminosity of 1033 cm~=2s~! for essen-
tially the same physics goals. The higher luminosity at the LHC increases the
backgrounds and the radiation damage that the detectors must cope with.

The LHC bunch crossing frequency is 40 MHz with an average of 23 inter-
actions per bunch crossing and about 150 charged particles per unit of pseudo-
rapidity 7 = —logtan(©/2), where O is the angle relative to the beam axis.
Thus, the hit rate

n'==—5— (em "), (8.11)

L
where r, is the distance from beam axis. In a detector that subtends £2.5 units
of rapidity, the total hit rate is 3 - 101%s~!. At r, = 14cm the rate is about

10”s~'em™2. This radial dependence is modified in the presence of a magnetic
field.
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F1G. 8.22. Axial projection of a simulated Higgs to four electrons event at LHC design
luminosity. Since the tracks are spread out along the beam axis, the z-resolution
of the silicon detectors (inner rings) is essential for pattern recognition, although
the high hit density of the outer straw chambers makes the tracks more apparent
in this representation. (Figure from ATLAS TDR 1997.)

A general purpose detector includes vertexing for B-tagging, precision track-
ing in a magnetic field (27T in ATLAS, 4 T in CMS), calorimetry (electromagnetic
+ hadronic, for a thorough discussion see Wigmans 2000), and muon detection.
Figure 8.22 shows an axial view of a simulated event.

8.6.1 Coping with high rates

The high hit rate can easily lead one to believe that very high speed electronics
are needed. However, maintaining the required signal-to-noise ratio at fast shap-
ing times drives up the required power. Segmentation, on the other hand is much
more efficient, as subdividing the detector into many small elements reduces the
hit rate per element. For example, at r; = 30 cm the hit rate on a strip electrode
of 50 pm width and 10 cm length, i.e. an area of 5- 1072 cm?, is about 10°s7!.
This corresponds to an average time between hits of 10 us, so longer shaping
times are allowable, which translates to lower power for given noise level. As dis-
cussed in Chapter 6, with careful design the power requirements don’t increase
in highly segmented detectors.

An additional problem is the large number of events per crossing. As the
interaction region is spread out, vertex reconstruction with the appropriate z-
resolution can resolve individual interactions. Again, segmentation helps. If a
detector element is sufficiently small, the probability of two tracks striking it
within one crossing is negligible. Tracks from different crossings can be separated
if the electronics are capable of single-bunch time resolution, that is 25ns, and
time-stamped data are stored.
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Semiconductor detectors are well-matched to these requirements and they are
key components in all LHC experiments. Patterning the sensor at the “pm-scale”
is straightforward and monolithically integrated electronics can be mounted lo-
cally with on-chip multiplexing or sparsification to reduce the cable plant. The
fast collection times of semiconductor are very advantageous; achieving collection
times < 25ns with a 300 pm thick sensor is quite practical.

8.6.2 Radiation damage

The high rates bring another problem with them; radiation damage, both in the
sensors and the electronics. There are two sources of particles, beam collisions
and neutron albedo from calorimeter. Estimated fluences per year at design
luminosity expressed in equivalent 1 MeV neutrons are 5-10'2cm~2 at » = 10 cm
and 2 - 1013 em™2 at » = 30cm. The corresponding ionizing doses are 30kGy
(3Mrad) at 10cm and 4kGy (400krad) at 30 cm. In reality, complex maps are
required of the radiation flux, which is dependent on local material distribution
(examples in ATLAS TDR 1997).

As discussed in Chapter 7, displacement damage in the sensor leads to an
increase in leakage current

Ir =1y + aPAd, (8.12)
which in the electronics increases the shot noise
2 =2el,FTs . (8.13)
The leakage current drops exponentially with temperature
IR(T) o T2~ B/2KT (8.14)

so even moderate reductions in temperature bring a significant improvement.

The electronic shot noise can be reduced by choosing short shaping times.
Furthermore, reducing the area of a detector element reduces the leakage current
per channel, so the shot noise is also smaller. Again, segmentation is advanta-
geous.

Reducing the leakage current by cooling is crucial for another reason. The
power due to the leakage current together with the bias voltage leads to self-
heating of the detector. Unless the sensor is cooled adequately, the increased
power dissipation increases the temperature, which increases the bias current
exponentially and leads to thermal runaway (Kohriki et al. 1996).

The second effect of displacement damage is an increase in the required oper-
ating voltage. Bias voltages can be maintained at reliable levels by thinning the
sensor and by allowing for operation below full charge collection. This reduces
the signal and requires lower noise to maintain the required signal-to-noise ratio.
Again, segmentation helps, as the decreased area of a detector element reduces
the capacitance and the achievable noise level.
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In the course of developing silicon detector systems many unexpected prob-
lems arose and invariably solutions were found. Key is the use of a highly devel-
oped technology, which provides performance reserves and design flexibility. It
is tempting to favor a new technology because it appears to offer a “silver bul-
let” against one specific problem, but systems depend on the interplay of many
design considerations. For this reason many “advanced” technologies have fallen
by the wayside.

8.6.3 Layout

General purpose detectors provide full coverage by a combination of barrel and
disk layers. Both ATLAS (Turala al. 2001, Unno al. 2003) and CMS (Abbaneo
2004) use barrels in the central region and disks in the forward regions to provide
the required coverage and tracking performance with minimum silicon area. The
ATLAS SemiConductor Tracker (SCT) has about 60m? of silicon with 6 - 105
strip detector channels, augmented by a gaseous outer tracking detector. After
going rather far in the development of a mixed silicon-gaseous detector system
CMS decided to build an all-silicon tracker with about 230 m? of silicon and 107
strip detector channels. Both ATLAS and CMS use pixel devices covering 1 —
2m? with 50 — 100 million channels at the inner radii (< 15cm) because of their
superior pattern recognition at high track densities and radiation resistance. The
small capacitance allows low noise @, ~ 200 e at sufficiently fast shaping times,
so the system starts out with a very high signal-to-noise ratio. These performance
reserves allow greater degradation of signal and noise with radiation damage than
in a silicon strip system, which extends the lifetime. Strips take over at larger
radii to minimize material and cost.

In ATLAS four layers of silicon strips are used at radii of 30, 37, 44, and 51 cm
inside a superconducting solenoid with a 2 T magnetic field (Figure 8.23). Beyond
56 cm radius a 70-layer straw-tube gaseous tracking and transition radiation
detector (TRT) provides at least 40 hits per track. The TRT is operating close
to its limits at 103* luminosity, but was retained for cost reasons. At both ends
an array of 9 disks arranged at distances |z| = 0.85m to 2.7m provide coverage
at rapidity |n| > 1.2. Resolution in the barrel is determined by the strip pitch
of 80 um in 7 and 40mrad small angle stereo in z. In the disks the strips go
radially, with pitches ranging from 55 to 90 um, using a 40 mrad stereo angle
for r-resolution. All modules are double-sided, formed by gluing two single-sided
detectors back-to-back under an angle of 40 mrad. Three layers of pixel detectors
at 5.1, 9.9, and 12.3 cm in the central region and three pixel disk layers at each
end provide the two track resolution and radiation resistance required close to
the interaction region. The pixels are 50 pm x 400 pm, with the long dimension
along the beam axis to accommodate inclined tracks. The pixel subsystem is
enclosed within the pixel support tube and can be inserted or removed as a unit
to facilitate replacement. Services are brought out to patch panels at the cryostat
wall through the gaps between the TRT subunits, which leads to significant local
increases in the material distribution.
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Fia. 8.23. Cross-section through one quadrant of the ATLAS SCT. The sili-
con tracker is about 1m in diameter and 5.4m long. The pixel subsystem is
self-contained and can be inserted or removed separately. Intermediate patch pan-
els mounted at the cryostat wall facilitate assembly. Unno al. (2003) give detailed
dimensions.

Estimated fluences after 10 years of operation are estimated to be 10'® cm =2

(1MeV neutron equivalent) with a total dose of 50 Mrad at the innermost pixel
layer and a fluence 2 - 10" cm™2 at the inner strip layer. The p*-on-n sensors
used in the SCT must be biased for full charge collection. Type inversion and
anti-annealing increase the required detector bias voltage to > 350V, so the
sensors have been designed to sustain 500V. In production about 10% of the
modules exhibited the onset of high bias current well below the 500V required
in the acceptance tests (Unno al. 2003). Most of these modules met specifications
after operating them with gradually increasing bias voltage over several hours.
Both the traditional (111) and (100) orientations were studied and (111) chosen
because of easier availability. The pixel modules use oxygenated sensors, which
allow full voltage operation over > 5 years (RD48 1999). Unlike the strip sensors,
which are p*-on-n, the pixel sensors are n-on-n, which are also usable at volt-
ages below full collection. As a consequence, detector performance deteriorates
gradually with radiation damage as the signal-to-noise ratio falls off.

In both the disks and barrels the modules are “shingled” to provide full
coverage and facilitate relative position calibration (Figure 8.24). The cant angle
of the detectors is chosen to minimize the resolution spread due to Lorentz
deflection of the carriers in the 2T magnetic field (Unno al. 1991, Albiol et al.
1998). The resolution in rp is 12 pm in the pixel and 16 ym in the strip system.
The respective resolutions in z are 66 ym and 580 pm.

CMS uses an all-silicon tracker with 2.4 m diameter and 5.4 m length in a 4 T
solenoidal magnetic field (Abbaneo 2004, Biasini 2004). Figure 8.25 shows the
layout. Strip detectors are used in all layers except at the smallest radii, where
the interaction region is surrounded by two barrel layers of pixel detectors at 4
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F1G. 8.24. Axial quarter view of the ATLAS Semiconductor Tracker illustrating shin-
gling of detector modules to provide overlap and compensate for Lorentz deflection
of the collected charge (ATLAS TDR 1997).

and 7 cm for low luminosity running and at 7 and 11 cm at high luminosity. Two
endcap pixel disks cover radii from 6 to 15cm. Strip pitches range from 80 to
205 pm and the pixel size is 100 pm x 150 ym (Erdmann 2004).

In the strip detector portion double-sided detectors are used in layers 1, 2,
5, and 6 of the barrel and in rings 1, 2, and 5 of the disks. As in ATLAS the
double-sided modules use two single-sided sensors, glued back-to-back to form a
small stereo angle. CMS uses a somewhat larger stereo angle of 100 mrad. The
endcap disks consist of wedge shaped segments, each covering 1/16 of 27.

n=0 n;O.S ;1.0 /n=1o
100em- | | | | | | | | |
———— ||
———— |||
_ 1 T T R
e L T A O A A N
= = =111 111111
— —"— 101 orni
PIXELS£4 | | BEAM AXIS
(I) 5IO 1(|)0 1%0 2(|)0 2&|30 cm

Fi1c. 8.25. Layout of the CMS tracker, showing one quadrant of the lengthwise
cross-section. The thick lines indicate double-sided detectors.
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In total the CMS tracker implements 25 000 silicon strip sensors covering an
area of 210 m?. The 9.6 - 10° strips are read out by 75000 readout ICs. About 25
million wire bonds interconnect strip sensors and readout I1Cs. Detector segmen-
tation is chosen so that typical channel occupancies are about 1% throughout
the detector. Position resolution in r¢ is strongly affected by the approximately
30° Lorentz angle of the electron drift in the 4T magnetic field. The barrel
strip detectors are tilted by 9° to compensate. The barrel pixel geometry is de-
liberately chosen so that this large Lorentz angle induces significant sharing of
charge across neighboring cells. This yields spatial resolutions o, ~ 10 ym and
oz ~ 15 pm.

In the inner layers the strip length is about 10 cm, whereas in the outer region
the strip length is doubled, which increases the electronic noise. To compensate
the signal is increased by using 500 pum thick sensors instead of the normal 320 pm
devices used elsewhere. Utilization of 150 mm wafer technology provided the cost
savings needed for this huge silicon system.

Sensors use the (100) orientation to minimize surface damage. This yields a
somewhat lower interstrip capacitance after irradiation (Braibant et al. 2002).
The strips are AC-coupled with integrated polysilicon resistors. The inner region
utilizes lower resistivity material (1.25 — 3.25kQ cm) to delay type inversion,
whereas the 500 ym thick sensors in the outer layers use 3.5 — 7.5 k{2 cm material
(Bergauer 2004, Krammer 2004). The lower resistivity sensors start with a higher
depletion voltage but end with a lower operating voltage after type inversion and
10 years of LHC operation. The strip pitch is 80 to 183 pum in the barrel and up
to 205 pm in the disks with no intermediate strips.

8.6.4 Readout electronics

Both ATLAS and CMS distribute the total number of tracks over many detector
segments to reduce the rate per channel and reduce the double-hit probability.
For example, in ATLAS the occupancy in the pixel system is 4.4 - 10~ at 4cm
radius and 6-107° at 11 cm radius. In the strip system the occupancies are 6-1073
at 30cm and 3.4- 1073 at 52 cm radius. Thus, the choice of shaping time is not
driven by rate considerations, but by the requirement for 25 ns single-bunch time
resolution.

8.6.4.1 CMS readout electronics The CMS readout is a direct descendant of
the systems used at LEP and utilizes full CMOS circuitry that exploits switched
capacitor techniques. Figure 8.26 shows the block diagram of the readout IC,
the APV25 (French et al. 2001). Each strip is read out by a charge sensitive
amplifier followed by a switchable unity gain inverter to allow both p- or n-strip
readout. Subsequently, a 50 ns C'R-RC' shaper drives a 192-stage analog pipeline
to accommodate up to 4 us trigger latency. On receipt of a trigger a switched-
capacitor analog pulse processor applies a weighted sum algorithm to provide
the desired single-bunch time resolution.

Development of the pulse processor was originally motivated by the lack of
sufficiently fast CMOS processes to allow efficient operation at the shaping times
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F1c. 8.26. Block diagram of the APV25 readout IC used by CMS.

required for single-bunch time resolution (Bingefors et al. 1993). The underlying
notion is to use rather slow pulse shaping and then to apply a deconvolution
algorithm to reconstruct the fast components of the input signal. For the sampled
output of a CR-RC shaper with the step response

o(t) = ée—f/f (8.15)

this can be implemented by forming the weighted sum of three successive samples

Vi =u Vi + woVi_1 + w3Vi_o (8.16)
with the weights
1 1
wy ==Y wy=—Ze, wy=—e @D (8.17)
x x x

(Gadomski 1992, Bingefors et al. 1993). The weights depend on the sampling
interval normalized to the shaping time constant z = At/7. For a step input the
result of the deconvolution is zero. However, for a finite rise time the result is a
short pulse with the duration of the rise time. The APV25 uses a time constant
7 = 50mns in the CR-RC filter and samples the output at 40 MHz, so =z = 0.5
and the weighting factors

w1 = 12, Wo = —15, w3 = 0.45 .

Figure 8.27 shows the APV25 output in peak and deconvolution mode. As this
is a crude form of differentiation, the signal is reduced and the noise bandwidth
increased, so the noise in deconvolution mode is higher than in peak mode. For
example, the noise in peak mode of 246 e+ 36 ¢/pF increases to 396 ¢ +59.4 ¢/pF
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Fia. 8.27. APV25 pulse shapes in peak and deconvolution mode, shown for input
capacitive loads ranging from 2 to 20.5 pF. The reduced pulse height at 17.5 and 20.5
pF indicates that the preamplifier bandwidth is becoming marginal. (Adapted from
Raymond al. 2000). Figure courtesy of M. Raymond.

in deconvolution mode. The latter is required for single-bunch timing resolution
at the LHC, so that is the relevant noise in normal operation.

Viewed somewhat differently, the C'R-RC shaper is the anti-aliasing filter
required before sampling the signal into the analog pipeline. The algorithm then
produces a near triangular weighting function (Bingefors et al. 1993) with a
peaking time of At and the noise indices F; = 0.35 and F,, = 1.84, similar to a
conventional CR-RC?® or CR-RC* filter.

The decision to utilize an all CMOS readout IC with the deconvolution pro-
cessor was made early on and applied in a series of designs using different fabrica-
tion processes. Fortuitously, the demonstration of excellent radiation resistance
in standard commercial “deep sub-micron” CMOS opened the path to an effi-
cient implementation in 0.25 ym CMOS (French et al. 2001). The APV25 chip
combines 128 readout channels with an output multiplexer and is 7.1 mm wide
and 8.1 mm long (Raymond al. 2000).

The analog output signals are transmitted to the off-detector electronics
through optical links using edge-emitting semiconductor lasers operating at a
standard telecommunications wavelength of 1310nm. Off-detector the optical
signals are received by a photodiode-amplifier on the “front end driver”, which
digitizes and processes the signals, subtracts pedestals and stores the results in
a local memory. When operating at the maximum trigger rate, cluster finding is
applied to reduce the data volume.

8.6.4.2 ATLAS readout electronics ATLAS chose a readout system that sought
to efficiently balance the technology against cost, while meeting the physics re-
quirements. The goal in these large systems is not to provide the best possible
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Fia. 8.28. Block diagram of the ABCD readout IC for the ATLAS SCT.

performance, but to maintain adequate performance over the lifetime of the de-
tector. After a lengthy process of testing and comparing options, the collabora-
tion concluded that these goals can be achieved by a binary readout, i.e. a system
that just records the presence of a hit, so the output only provides a time stamp
with a series of hit addresses. This technique also lends itself readily to on-chip
zero-suppression, which reduces the cost and space requirements of the readout
lines. Threshold scans, as described in Section 4.7.3 and used in the BaBar SVT,
allow pulse height measurements for diagnostics, but this is only necessary in-
frequently to monitor changes in response, e.g. due to radiation damage. Figure
8.28 shows the block diagram of the readout IC. The front-end utilizes time-
invariant filtering. The bandwidths of the cascaded amplifiers needed to provide
the necessary gain are tailored to provide approximately a CR-RC? response.
A comparator fires when a signal exceeds threshold and the time is stored in a
digital pipeline, whose length accommodates the ATLAS level 1 trigger latency.
Data sparsification and compression circuitry reduce the data volume that must
be read out. More details follow in Section 8.6.4.4.

8.6.4.3 Required signal-to-noise ratio in a binary readout system Binary read-
out systems were discussed in Section 4.7 of Chapter 4. The threshold must be
set low enough to capture the desired portion of the amplitude spectrum, but
not so low that the rate of noise pulses is too high.

The signal for minimum ionizing particles is a Landau distribution, where for
99% efficiency in a 300 um thick detector the threshold must be set to about one
half the of the most probable charge QQp. Assume that the minimum signal to
be measured is fr,Qo. Tracks passing between two strips will deposit charge on
both strips. The ability to distinguish one-hit from two-hit clusters improves the
obtainable position resolution, as two-hit clusters are assigned mid-way between
two strips. If the fraction of the signal to be detected is fsp, the circuit must be
sensitive to signals as low as
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Qmin = fshfLQO . (818)

As derived in Section 4.7, the required threshold-to-noise ratio for a noise occu-
pancy P, in a time interval At is

% = \/—210g (4ﬁnTS%) . (8.19)
In the strip system the average hit occupancy is about 5-1073 in a time interval
of 25ns. If we allow a noise occupancy of 1073 at a shaping time of 20 ns, this
corresponds to Qr/Q, = 3.2.

The threshold uniformity is not perfect. The relevant measure is the threshold
uniformity referred to the noise level. For a threshold variation AQ, the required
threshold-to-noise ratio becomes

9r _ \/—210g (4\/§nTs&> 4 A0r (8.20)

Qn At Qn

If AQr/Qn = 0.5, the required threshold-to-noise ratio becomes Qr/Q, = 3.7.
To maintain good timing, the signal must be above threshold by at least @, so

Qr / Qn > 4.7.
Combining the conditions for the threshold

@> ; 8.21
and signal (eqn 8.18)
Qmin = fshfLQO (822)
yields the required noise level
JshfLQo
nS A 8.23

If charge sharing is negligible fs;, = 1, so with fr = 0.5, Qo = 3.5{C, and
(Qr/Qn)min = 4.7, the required noise level @, < 0.37fC or Q,, < 2300e¢. If
the system is to operate with optimum position resolution, i.e. equal probability
of one- and two-hit clusters, then fs, = 0.5 and @, < 0.19fC or @, < 1150e.
ATLAS requires @, < 1500 e.

8.6.4.4 ATLAS SCT readout implementation ATLAS adopted a bipolar tran-
sistor front-end with CMOS digital circuitry. Initial prototypes used separate
bipolar and CMOS ICs. The production device utilizes a BICMOS process that
combines all of the circuitry in a single chip, the ABCD chip (Dabrowski et
al. 2000, Campabadal et al. 2005a). Each chip includes 128 channels, on a
6.4 x 4.5mm? die, bondable to a 50 um pitch. Pitch adapters make the tran-
sition to the detector strip pitch of 80 pm. Designing the ICs for the smaller
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pitch provides space between adjacent ICs for bypass capacitors and wire bonds.
The analog portion uses continuous shaping, approximating a C'R-RC® response
with a peaking time of 20ns. At the nominal operating threshold of 1fC this
yields a time walk of 12 ns for signals of 1.2 to 10 fC. The double-pulse resolution
for two successive 4 fC pulses is 50ns. The operating current of the input tran-
sistor is adjustable to optimize noise with radiation damage and the total power
is 1.3 to 1.8 mW/ch.

On-chip DACs control the threshold and operating point. Trim DACs on
each channel fine tune the thresholds to compensate for threshold nonuniformity
from channel to channel, bringing the threshold dispersion well below the noise
level. This technique is even more important when power and readout area are
minimized, as in pixel devices, so the efficacy of trimming will be illustrated in
Section 8.6.7.

Each chip also includes digitally controlled calibration circuitry with a DAC
controlled injection level, shown in Figure 8.28. All control and output signals are
digital and each module communicates with the off-detector electronics through
optical fibers. The serial link and token passing (see Figure 1.31) present single-
point failure modes, so redundant readout modes are incorporated. In token
passing defective chips within a module can be bypassed. Normally, each module
has two readout lines, one for each side. Should the master of one side fail, the
other side’s master takes over and both sides are read out through one line.
For a more detailed description of the ABCD readout IC see Campabadal et al.
(2005a).

The adopted IC fabrication process was specially designed for LHC applica-
tions and lacked a strong commercial base. Consequently, process control was not
fully developed and the overall yield was about 20%. The project required about
5-10% ICs, so this required a fast testing system, which was custom designed to
provide the necessary throughput to match the production schedule (Anghinolfi
et al. 2002).

8.6.5 Detector modules

CMS uses a conventional module configuration with ceramic hybrids connected
at the ends of the detectors ATLAS adopted a novel module design, so it will be
discussed in more detail. Figure 8.29 shows the module layout. Connecting the
electronics at the mid-point of the barrel modules reduces the noise contribution
of the strip resistance, as discussed in Section 6.5. The electronics hybrid uses a
four-layer polyimide substrate shown in Figure 8.30 (Kondo 2002 et al., Kohriki
et al. 2002). This reduces material and also allows the electronics for both sides
to be placed on the same layer, as the hybrid can be wrapped around the detector
(Figure 8.31). A close up of the ICs mounted on the hybrid is shown in Chapter
1 (Figure 1.33).

Two single-sided p-on-n sensors are glued back to back to form a 40mrad
stereo angle. Each sensor has 784 strips on an 80 um pitch. Two sensors are
butted to provide an overall strip length of 126 mm. An intermediate baseboard of
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Fi1c. 8.29. ATLAS SCT barrel detector module. Two single-sided sensors are glued
back-to-back with an intermediate TPG heat spreader. The “ear” extending from
the module attaches to the support/cooling stave of the SCT barrel structure.
(Figure courtesy of T. Kondo.)

thermalized pyrolytic graphite (TPG) provides support and a high-conductivity
cooling path to the mounting stave of the barrel support structure. The hybrid
is mounted on spacers to prevent direct heat transfer from the readout ICs to
the sensors. This bridge configuration and the high thermal conductivity of the
TPG heat spreader between the sensors ensures that the sensors are cooled
sufficiently to limit anti-annealing and thermal runaway after radiation damage.
Results of a finite element thermal simulation are shown in Figure 8.32 (Kondo
et al. 2002). The disk modules use a similar structure, but the electronics are end
mounted (Moorhead 2002, Feld 2003, Nisius 2004). Table 8.2 lists contributions
to the material of a barrel module. At normal incidence the detector modules,

Fia. 8.30. SCT front-end ICs and associated components are mounted on a flex
hybrid that wraps around the module. The hybrid integrates electronics, intercon-
nections and the connector for both sides. Bypass capacitors are visible adjacent to
each IC and off the ends of the two arrays of readout ICs. (Photograph courtesy of
T. Kondo.)
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Table 8.2 Material in an SCT module, expressed
in percent of a radiation length Xp.

Silicon sensors and adhesive 0.612
Baseboard and BeO facings 0.194

ICs and adhesive 0.063
Cu/polyimide hybrid 0.221
Passive components 0.076
Total 1.17% Xo

the cooling and support structure, and the cabling in the four-layer tracker add
up to 0.1 X.

Electrical signals are transmitted by fully balanced LVDS links. Noise pickup
from the digital electronics to the sensors is negligible and modules operating in
systems mock-ups show negligible common mode noise and no cross-talk (Ferrari
2004). Figure 8.33 shows a photograph of an assembled module. For a summary
of test beam results see Campabadal et al. (2005b).

The scale of these projects does not allow the improvisation and last minute
crash programs that characterize smaller projects. Small projects can make last
minute changes and implement them rather quickly. Small systems also tend to
be more accessible, so after some initial running it is common to take them out
for rework. In huge detectors like ATLAS and CMS removing the silicon systems
is a major effort that necessitates significant downtime. Thus the reliability re-
quirements are similar to systems in space. Both ATLAS and CMS have adopted

READOUT ICs Cu-POLYIMIDE FLEXIBLE CIRCUIT (0.27)
AIR GAP (0.4)
BeO FACING (0.25)
\
COOLING BLOCK SILICON SENSORS (0.285)
CONNECTOR CARBON-CARBON BRIDGE (0.3) TPG HEAT SPREADER (0.38)
WITH PARYLENE COATING (0.01)  WITH EPOXY COATING (0.02)

1mm
10mm

Fia. 8.31. Schematic cross-section of an SCT barrel module (vertical scale exagger-
ated). The hybrid is glued to a bridge to reduce heat transfer to the sensors. The
height of the bridge still allows reliable wire bonding to the sensors. Thicknesses
(in parenthesis) are in mm. (Figure courtesy of T. Kondo.)
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M4c

F1G. 8.32. Temperature distribution of an SCT detector module. (Figure courtesy of
T. Kondo.)

extensive test and quality control procedures that track components through the
production process and record test data at every step in a database (Anghinolfi et
al. 2002, Krammer 2003, Macchiolo 2004). Assembly and testing are distributed
over multiple institutions (Turala al. 2001, Biasini 2004), so uniform acceptance
criteria must be established and enforced.

Fi1G. 8.33. Photograph of an assembled SCT barrel module. The attached bar code
allows component tracking during tracker assembly. (Figure courtesy of T. Kondo.)
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Fic. 8.34. The ATLAS pixel detector. The length of the detector is 1.4m and the
radius of the outermost pixel layer is 12 cm. (Figure courtesy of M.G.D. Gilchriese.)

8.6.6 Pizel detectors

The high occupancy at the inner layers of semiconductor tracking detectors at
high luminosity colliders precludes the use of strip detectors. Pixel detectors
are key components of ATLAS, CMS (Schnetzer 2003, Erdmann 2004), ALICE
(Kuijer 2004, Stefanini 2004), and other systems. Unlike CCDs, these devices
allow the selective readout of individual pixels, so they are often called random
access pixel devices.

Small-scale two-dimensional segmentation allows pattern recognition at high
track densities. The low capacitance provides a high signal-to-noise ratio, which
allows degradation of both detector signal and electronic noise due to radiation
damage. With the small detector elements the detector bias current per element
is still small after radiation damage. The drawback is that the engineering com-
plexity is at least an order of magnitude greater than in strip systems, so the path
towards devices suitable for the LHC has been arduous. Along the way devices
have been used successfully in DELPHI (Becks et al. 1997) and WA97 (Heijne
1995 et al.), but the LHC detectors are a significant step up in complexity and
scale. Heijne (2001) gives an overview of these early systems. Designs suitable
for high-luminosity colliders began in the late 1980s (Spieler 1988, Barkan et al.
1991, Kramer et al. 1991) and have come to fruition for the LHC. The ATLAS
pixel device will be described to illustrate the design techniques.

8.6.7 ATLAS pixel detector

Figure 8.34 shows the layout of the ATLAS pixel detector (Gemme 2003). The
overall pixel detector has about 2m? of sensor area and 10® channels. The pixels
are 50 x 400 (um)?, oriented along the beam axis to reduce distribution of the
signal from inclined tracks over multiple pixels. Figure 8.35 shows a module,
which consists of a 6 x 1.6cm? silicon sensor wafer, onto which two rows of
eight readout ICs with a total of 46 080 pixels are bonded by a two-dimensional
array of solder bumps (Rossi 2003, for an overview of high-density interconnect
technology see John et al. 2004). On a readout IC the pixels are arranged in
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Fia. 8.35. An ATLAS pixel module. In the cross-section view the pixel ICs are at
the bottom, bonded to the sensor above through a two-dimensional array of solder
bumps. A polyimide flex-hybrid on top of the sensor has traces for bussing, bypass
capacitors, and a readout controller IC. Connections from the pixel ICs to the flex
hybrid are by wire bonds. A pixel cell and bump bond are shown at the right.
The bump bond pad is a 20 um diameter octagon with a 12 ym opening in the
passivation for the solder bump. (Figure courtesy of M. Garcia-Sciveres.)

18 columns of 160 pixels. Each pixel cell contains a full electronic channel with
control circuitry, described below. Tiling is accomplished without dead area by
making the sensor pixels at the readout chip boundaries longer to bridge the
gap. The electronic noise averages 170 e, obtained during simultaneous readout
at a 40 MHz rate.

As shown in Figure 8.35 the output pads of the readout ICs extend beyond
the edge of the sensor to allow wire bonding to a flex-hybrid, which accommo-
dates bypass capacitors, a readout controller IC, and power, control and readout
bussing. Communication is through three links, input, output, and clock. The
module communicates through an optical package, up to 1 m distant, that con-
nects to the off-detector electronics.

The sensors utilize oxygenated n-type silicon bulk with n* electrodes (Wun-
storf 2001, Gorelov et al. 2002). Interelectrode isolation is provided by a con-
tiguous “p-spray” (Richter al. 1996). The n*-on-n structure still provides good
efficiency when operated below the voltage required for full charge collection, so it
extends the overall detector lifetime after radiation damage. Sensors are 250 pm
thick. The pixels are direct coupled to the amplifiers, as space constraints do not
allow the bias structures required per pixel with AC coupling. However, some
form of common biasing is required for sensor testing and also to maintain a uni-
form potential distribution around a faulty bond. The ATLAS sensors implement
a bias grid that provides punch-through biasing, which is inactive during oper-
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Fi1c. 8.36. Block diagram of an ATLAS pixel cell. Each cell contains a full analog
chain: a preamplifier, shaper, and threshold comparator. A buffer records time
stamps of the leading and trailing edge of each pulse and immediately sends it to
a buffer at the foot of each column.

ation. Tests indicate that the voltage required for full charge collection should
remain below 600V throughout ten years of LHC running (Wunstorf 2001, see
Figure 7.6). Beyond this the signal degrades gradually, both due to incomplete
charge collection and trapping, so the system still remains functional, albeit
with reduced signal-to-noise ratio. The readout IC is fabricated in a standard
“deep submicron” 0.25 um process and has shown only minor degradation after
irradiation to 100 Mrad (Einsweiler 2004).

A block diagram of the circuitry in each cell is shown in Figure 8.36. Each
pixel cell contains a preamplifier, pulse shaping with a 30ns rise time, a thresh-
old comparator, a trim-DAC for pixel-by-pixel fine adjustment of the threshold,
time stamp logic, and event buffering (Blanquart et al. 2004). Current feed-
back in the charge-sensitive amplifier provides a linear 500ns — 1 us discharge
and also compensates for the sensor bias current. Pulse heights are digitized by
measuring the time over threshold (ToT). Unlike the BaBar AToM IC, this is
designed to provide a linear response. The preamplifier is direct coupled to a two-
stage differential amplifier. The reference level is generated in the preamplifier
discharge block to track the baseline at the preamplifier output. The amplifier
drives a differential comparator whose threshold is set by adjusting the baseline
of the second gain stage. The PMOS input transistor with W = 25.2 ym and
L = 0.6 um operates at 8 uA drain current. The feedback capacitor is 6 fF, yield-



360 DETECTOR SYSTEMS

c6=620e¢

T T T T T T T T T
0 10000 20000 30000 40000 2000 4000 6000
PIXEL NUMBER = ROW + (160 x COLUMN) + (2880 x CHIP) THRESHOLD (e)

o

c=60e

T T T T T T T T T
0 10000 20000 30000 40000 3500 4000 4500
PIXEL NUMBER = ROW + (160 x COLUMN) + (2880 x CHIP) THRESHOLD (e)

F1a. 8.37. Threshold distribution of an ATLAS pixel module before and after trim-
ming. A signal charge of 4000 e is injected and the trim DACs in each pixel cell ad-
justed to minimize the threshold dispersion. (Data courtesy of M. Garcia-Sciveres.)

ing a 15ns risetime with the sensor connected. Charge interpolation using the
ToT yields a spatial resolution of 7 to 10 pm in re.

The small transistors required for this design do not provide adequate match-
ing to keep threshold variations well below the noise level, so a fine adjustment
is incorporated. Each pixel cell includes a seven-bit threshold trim DAC and
a three-bit DAC to trim the ToT. Figure 8.37 shows the threshold dispersion
before and trimming. Individual pixel cells can be selected for charge injection,
masking the output of noisy pixels, or shutdown in case of cell failure.

Globally all critical bias currents and voltages on the chip are controlled by
DACs (11 DACs with eight-bit resolution). A ten-bit DAC controls charge in-
jection and another ten-bit DAC modifies the input current discharge to provide
a measurement of the leakage current of each individual pixel. Two charge in-
jection capacitors are provide on each pixel to provide a low range for noise
and threshold measurements and a high range for calibration, time walk and
cross-talk measurements.

The analog supply voltage is 1.6 V with a total current drain of 75 mA. Each
pixel cell consumes 40 uW. The digital supply is 2V at 40 mA, so the total power
dissipation of the pixel IC is 200mW.

A 40 MHz differential time stamp bus routes timing signals to all pixels. This
bus is 8 bits wide and uses a Grey code so that the number of high and low levels
remains constant. During signal acquisition each pixel cell records the leading
and trailing edge timing. As soon as a trailing edge is recorded a hit signal
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Fi1c. 8.38. Pixel columns are arranged as pairs of “back-to-back” cells, so the digital
control and readout lines are not adjacent to the input pads. When a pixel is struck
it sends its address and time stamp to its respective column buffer, configured as
a content addressable memory. A trigger selects valid time stamps, which are then
sent sequentially to the readout buffer.

(address plus leading and trailing edge timing) is sent to the column periphery
(Figure 8.38). This operates at transfer rates up to 20 MHz. Differential drivers
and receivers are used to minimize cross-talk. At the end of each column pair a
content addressable buffer memory with 64 locations is available (one location for
each five pixels). Upon receipt of a level 1 trigger, the buffers are checked for valid
events and hits from rejected crossings are cleared. A readout sequencer stores
up to 16 events pending readout. Data are “pushed” off the front-end chip to
the readout chip without handshaking. All column pairs operate independently
and in parallel,. The readout operations incur no deadtime, so the overall rate
is limited by the buffer capacity (Mandelli et al. 2002).

All control data are stored in a 231-bit control register with full readback
capability. Configured as a shift register with a shadow latch it utilizes triple
redundancy for single event upset tolerance as it holds critical configuration
data. In addition to a broadcast mode, each chip can be uniquely addressed;
its identity is controlled by external wire bonds. Intermediate metal layers and
special layout limits cross-talk from the digital signals to the sensors and input
nodes (Blanquart et al. 2004). Figure 8.39 shows the measured noise. Fischer
(2003a) summarizes design and layout considerations for pixel readout ICs.

Figure 8.40 shows a reticle containing two pixel ICs, a readout controller,
and support and test devices. On the pixel ICs the upper 75% are the pixel cells,
whereas the lower 25% are readout logic and output drivers. Higher density
processes would reduce this area and also allow smaller pixel cells. The 0.25 ym
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Fi1a. 8.39. Noise distribution of an ATLAS pixel module. Three groups are visible:
the nominal pixels, the extended pixels that bridge columns between ICs (visi-
ble as spikes every 2880 pixels), and ganged pixels to bridge rows between ICs.
The distributions of pixel noise levels are Gaussian, with Q. £ 0 = (184 £ 11) e,
(204 £ 13) e, and (336 £ 31) e. This module has 7 “bad” pixels. (Data courtesy of
M. Garcia-Sciveres.)

process used in ATLAS production would allow half the pixel size, but the sensor
design was determined for an earlier design. Die size is 7.2 x 10.8 mm?. The edges
of the die may not extend beyond 100 pym from the active area. External contacts
are by 30 wire bonds, with 100 x 200 um? pads. Diagnostics are provided on 17
additional bond pads. ICs are thinned to 180 ym. Starting thickness of the wafers
is ~ 500 pum. The chip boundaries are grooved to a depth of ~ 200 pm and then

PIXEL IC PIXEL IC
— ——

MODULE READOUT IC  SUPPORT & TEST ICs

Fia. 8.40. A reticle of the pixel IC wafer, showing how multiple ICs are accommo-
dated in one reticle. Reticles are copied by a step-and-repeat process to fill the
entire 200 mm wafer. Two pixel ICs are at the top, with the readout controller and
test/support ICs at the bottom. The pixel IC is 7.3 x 10.9 mm? and contains 2880
pixels. (Die photo courtesy of K. Einsweiler.)
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the wafer is ground to a thickness of ~ 180 um, releasing the chips with very
smooth edges. Material in a module is about 0.8% Xj. Including the support
structure and services the material adds up to 7.5% Xy at normal incidence,
increasing to about 35% X at 1 = 2.

Other pixel designs incorporate many of the techniques described above. CMS
also uses a bump-bonded pixel structure, but the pixel size is 100 ym x 150 pm
after migrating to a 0.25 um process for the readout IC (Erdmann 2004). A
column-based readout is also used, but with a fully analog readout (Barbero et
al. 2004). ALICE uses 50 um x 425 um pixels with a binary readout. A fast OR
output can be used in the level 0 trigger. The proposed BTeV experiment took
the readout a step beyond all existing silicon detector systems by reading out at
the full beam crossing rate of 7.6 MHz (Kwan et al. 2003, Wang 2003).

Design and construction of these large-scale pixel systems pose formidable
challenges. The ATLAS pixel IC contains nearly four million transistors, so sim-
ulation and design verification are crucial. As in all large-scale semiconductor de-
tector systems, electro-mechanical integration — combining sensors, electronics,
cabling, cooling, and mechanical support systems — is a major part of the project.
The complexity of integrating these systems is usually not appreciated by those
who haven’t done it. Furthermore, these systems are chronically underfunded,
as funding agencies, reviewers, and project managers tend to underestimate the
required effort.

8.7 Monolithic active pixel devices

The hybrid structure has the drawback of requiring bump bonding. Currently,
only a few vendors provide this service at the fine pitches required. Furthermore,
the cost and technical overhead are barriers for small projects. A fully monolithic
sensor that utilizes mainstream IC technology would simplify construction and
reduce costs.

8.7.1 CMOS imagers

Monolithic pixel devices are in widespread use in optical imaging (“active pixel
arrays” or “CMOS imagers”) and are being developed for charged particle de-
tection (Deptuch et al. 2003, Turchetta al. 2003, Kleinfelder et al. 2004). As
described in Chapter 1, the epitaxial layer in conventional CMOS processes is
used for detection (Figure 1.23). Devices have also been implemented on 10 Q2 cm
substrates (Dulinski 2004). This provides an interesting alternative, as mod-
ern processes tend to reduce the epi-layer thickness, which decreases the signal.
However, since charge collection is primarily by diffusion, charge reflection at the
epi-layer boundary adds to the recovered signal, as discussed in Section 8.4.5.
Signals tend to be small, of order 103 e, so low-noise pixel circuitry is essential.

A challenge in implementing large CMOS imager arrays is achieving full cov-
erage. In mainstream processes the size of an array is limited by the maximum
reticle size. For tracking of high-energy charged particles double-layered struc-
tures with overlapping dice are feasible, but for the imaging of visible light or
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Fia. 8.41. DEPFET structure (left) and readout matrix (right). The second row is
selected for readout and all outputs are available. The control and signal paths are
shown for the second pixel.

soft x-rays the dead area of the front IC blocks the active area of the one behind.
The gap between dice can be reduced by including multiple reticles in one die.
With some compromises in layout, circuitry might also be “stitched” to form
contiguous multireticle ICs. However, both techniques are limited by yield.

This is a very active area and the limits of the technology are still being
explored. Adequate signal-to-noise ratios for particle tracking have been demon-
strated and designs for full systems are underway, especially targeting linear
collider applications. In those applications that require sparsified readout, the
circuit complexity will be similar to the ATLAS pixel readout described above.

The charge collection mechanism limits the radiation resistance of these de-
vices. As charge collection is primarily by diffusion, the magnitude of the signal is
sensitive to minority carrier lifetime (Appendix F), especially since the injected
charge concentration is low. Displacement damage will reduce the minority car-
rier lifetime to 10 ns after exposure to a hadron fluence of order 10'3 cm =2, scaling
inversely proportional to fluence (Messenger and Ash 1986). Since the diffusion
time is of order 100 ns, this limits the application of these devices to less severe
environments.

8.7.2 DEPFET pizel detectors

The simplest active pixel device is an array of transistors. A novel implementa-
tion that integrates the sensor and transistor monolithically is the “DEPFET”
structure (Kemmer and Lutz 1987, Richter al. 2003). The DEPFET combines the
functions of a charge collecting electrode and an FET. The structure is shown in
the left panel of Figure 8.41. The p-channel JFET can be controlled by two gate
electrodes. The upper gate is used to activate the device. The buried gate senses
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the signal charge. Through a combination of doping and biasing a potential well
is formed at the buried gate so that signal electrons from the associated pixel
volume will collect there, regardless of whether the FET is activated or not.

For readout the DEPFETS are configured as a matrix, as shown in the second
panel of Figure 8.41. All control gates in a row are bussed, as are all collectors in a
column. By switching the gates on, all FETs in the corresponding row become the
first stage of a readout amplifier that drives the external second amplifier stage
through the common output bus. The first and second stages are conveniently
configured as a cascode. After readout the internal gate is discharged, by forward
biasing either the clear electrode or the control gate. Discharge is not always
complete and the reset itself can introduce baseline shifts, so the residual baseline
must be recorded and subtracted from the next readout (Fischer et al. 2003b).

The absence of external connections to the input node reduces stray ca-
pacitance and the low input capacitance yields low equivalent noise charge. In
matrices operated with 50 kHz line rates a noise level of 2.2 eV has been achieved
with 131 eV resolution for 5.9 keV x-rays. The key parameter is the conversion of
signal charge g, to output current g, = Alp/Ags. Values of 200 pA/e are typi-
cal (Fischer et al. 2003b) and as high as 400 pA/e have been reported (Wermes
2004). This is to be compared to a MOSFET’s g,,/C;, which in modern devices
can be significantly higher, even for low-power operating points (see Chapter 6).

Obtainable noise levels and full frame readout rates are comparable to CCDs.
Similarly, since charge is stored when the device is inactive, applications with
low frame rates require very low power. Common to both is that the shot noise
depends on the exposure time between readouts. During an exposure time 7" the
sensor dark current I; accumulates I4T /e electrons, so the shot noise

Qni =/ % (8.24)

is independent of the external pulse shaper. However, The voltage noise con-
tributions from the front-end transistor, series resistances, etc. depend on the
bandwidth of the signal processing chain.

Both DEPFETSs and CCDs can be implemented on fully depleted substrates
with hundreds of pm thickness (fully depleted CCDs are described below), so
achievable signal levels are comparable. Both utilize specialized processes that are
not constrained by the die size of commercial CMOS, so large devices are possible,
as described in Section 8.4.5. Unlike CCDs, DEPFET readout is nondestructive
and pixels can be addressed individually, so selected fields can be read out rapidly
while continuing to integrate the full field. Readout also proceeds without the
data moving through the image frame. DEPFET structures have been studied for
x-ray astronomy (Holl 2000), tritium autoradiography in biomedical applications
(Ulrici 2004), and vertex detectors for linear colliders (Trimpl 2003).
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Fia. 8.42. Fully depleted CCD structure and potential distribution into the bulk.
Light impinges on the rear window (bottom left). (Figure courtesy of S. Holland.)

8.8 Astronomical imaging

Astronomical imaging of visible light today relies on CCDs. Unlike the applica-
tions described for high energy physics, which emphasize fast readout, exposures
in astronomy can be very long, ranging up to hours, so low dark current is cru-
cial. A few electrons per hour per pixel are achievable. The photon flux from
weak objects is very low. A typical system on a ground-based 4m telescope has
a sensitivity of 1 photon/s for a magnitude 26.7 object. To set the scale, humans
can recognize stars of magnitude 5 to 6 with the naked eye, where 5 units of
magnitude correspond to a flux ratio of 100. Since the signal transferred through
the CCD structure is very small, CCDs for astronomical imaging are very sensi-
tive to traps that are unimportant in applications such as digital cameras, where
the brightness of illumination fills the traps rapidly. Electronic noise in the read-
out amplifier sets the ultimate sensitivity. Today noise levels of a few electrons
at sample times of ~ 5 us are typical. As illustrated in Section 8.4.5, multiple
readout amplifiers are used to increase the frame rate.

Frontside illumination of CCDs limits the quantum efficiency, because of
absorption in the metallization and charge transfer structures, so devices are
back-illuminated. However, since the substrate is field-free, the position resolu-
tion is limited by transverse diffusion, which is roughly equal to the thickness
of the material the carriers must traverse by diffusion (Groom et al. 1999 give
a detailed analysis). For use in astronomy devices are thinned to about 15 pm,
which greatly increases the cost and incurs a host of other problems. Janesick
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(2000) gives a comprehensive description of CCD technology and systems for
astronomical imaging, so only one novel development will be described here to
indicate how disparate fields can benefit from one another.

The CCDs used in high energy physics are adaptations of devices developed
for other applications. Conversely, technologies developed in the course of generic
detector R&D for high energy physics have enabled a new class of CCDs for
astronomy and other applications.

The first ingredient was the monolithic integration of high-quality detectors
and electronics on high-resistivity, fully depleted substrates (Holland and Spieler
1990, Holland 1992). Although portrayed in Chapter 1 as an evolutionary “dead
end” for detectors with complex readouts, this technology is well-matched to
CCDs.

The second ingredient was to adapt the technology to photodiode arrays. The
backside gettering layer provided the low dark current required, but the backside
dead layers had to be thinned substantially to obtain high quantum efficiency in
the visible. The impetus for this development came from medical imaging and
was implemented in the course of developing the photodiode arrays in the PET
system whose readout was described in Chapter 4 (Choong et al. 2002, Holland,
Wang, and Moses 1997).

Unlike conventional CCDs that use a p-substrate and transport electrons, this
device uses an n-substrate and transports holes. The substrate is fully depleted
by an applied bias (Holland et al. 2003). Figure 8.42 shows the structure and
potential distribution. The applied field speeds up collection time, which limits
transverse diffusion; at 30 V bias voltage the transverse diffusion is about 10 pm
rms (Karcher et al. 2004).

For astronomical observations the 300 pum depletion depth has the very im-
portant advantage of improving the red response, as shown in Figure 8.43. Since
the interstellar dust absorbs in the blue, the extended red response significantly
enhances imaging sensitivity (Groom 2000, Holland et al. 2003). Radiation re-
sistance is also good; devices have been tested to fluences of 10! cm=2 12 MeV
protons (Bebek et al. 2002).

8.9 Emerging applications
8.9.1 Space applications

CCDs are at the heart of the Hubble Space Telescope and larger arrays will be
used in future faint light imagers in space. The fully depleted CCDs described
above are the enabling technology for a proposed satellite observatory, the Super-
Nova Acceleration Probe (SNAP) (Linder 2002, Aldering 2004). A typical focal
plane design includes 36 2K x 2K HgCdTe near infrared sensors with 18 ym pix-
els and 36 3.5K x 3.5K CCDs with 10.5 um pixels to cover the visible spectrum.
The complete focal plane would be cooled to 140 K. Packaging is a major chal-
lenge. The 200 — 300 pm fully depleted CCDs are self-supporting, so single devices
can be mounted on a “window frame” made of aluminum-nitride, which closely
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FiG. 8.43. Quantum efficiency of a thinned CCD, a deep depletion CCD (high resis-
tivity substrate, partially depleted), and a fully depleted CCD with 300 pm sensitive
thickness. (Data courtesy of S. Holland)

matches silicon’s thermal expansion. However, the width of the frame is not suit-
able for a densely packed array. In a higher density package the CCD is glued
with the circuit side down to a contiguous aluminum-nitride carrier. The CCD
extends beyond the carrier, so the bond pads are accessible to make connections
to traces on the backside of the carrier, which also accommodates bypass capac-
itors, heater resistors, and a connector for the readout cable. (Stover al. 2004).
The large-scale readout utilizes custom-designed ICs and builds on experience
from high energy physics.

X-ray detectors are important for both cosmological surveys and the study of
black holes. Some desired characteristics are summarized by Remillard (2004).
In the soft and medium x-ray band (0.5 — 15keV), for example, the detector
goals include a pixel size of 20 um, spectral resolution of 2keV at 6keV, a time
resolution of 100 us, and a count rate capability of 10*s™'. No single detector
technology offers the prospect of meeting all of these goals. Gas counters and
CCDs are commonly used, but enhanced CCDs or hybrid pixel arrays can im-
prove substantially on current capabilities. However, this will require substantial
development.

Large silicon arrays are integral to a new space-based gamma ray telescope.
The Gamma-ray Large Area Space Telescope (GLAST) utilizes stacks of alter-
nating conversion foils and silicon strip detectors to track gamma-rays in the
range of 20 — > 300 GeV (Attwood 1994, Morselli 2004). Figure 8.44 shows the
principle. The tracker consists of 16 square towers about 37cm on a side and
60 cm high. The modular design utilizes individual trays that are stacked to form
a tower (Bellazini et al. 2003). As shown in Figure 8.45 each tray includes two
layers of single-sided strip sensors with a 90° stereo angle, a tungsten converter
foil, and a multichip module with 24 readout ICs and a readout controller. An
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Fi1c. 8.44. Incident gamma-rays produce e"e™ pairs in converter foils and the tra-

jectories of the particles are measured in a silicon strip tracker.

aluminum honeycomb with carbon-carbon facings provides rigidity. The total
weight of the 16 tracker towers is 500 kg.

By the standards of high energy physics the technology is conventional, but
it is quite novel for NASA. The detectors are fabricated on 150 mm wafers. Four
sensor wafers are ganged to form a 36 cm long ladder read out at one end. Four
ladders comprise the active area of a layer and 36 layers (18 x-y pairs) per tower
provide sufficient redundancy to tolerate the loss of a few layers. Building on
experience from BaBar, the readout consumes only 190 uW per channel at a
noise level that ensures a noise occupancy < 10~% per trigger. The total power
dissipation of the 24 front-end ICs and the readout controller on the readout
hybrid is 0.25W. With a strip pitch of 228 um the tracker has nearly 9 - 10°
channels and consumes less than 160 W.

The silicon tracker is an international collaboration with key fabrication and
assembly steps in Italy (tower assembly), Japan (sensors), and the U.S. (elec-
tronics and final integration). Sensor design builds on extensive experience from
high energy physics (Ohsugi et al. 1999). Detector performance is excellent; mea-
surements on 600 ladders after assembly show average bias currents of 600 nA
per ladder with an rms spread of 200nA (Latronico 2004). Only 105 of 1.1 - 107
strips didn’t meet specifications, i.e. a rejection rate of 107° (Bellazini et al.
2003). All communication between ICs and with the external readout electronics
is by current balanced LVDS, which yields very low cross-talk and no measurable
electromagnetic radiation, even without shielding (Nelson 2004).

8.9.2  X-ray imaging and spectroscopy

X-ray imaging and energy spectroscopy are important in many areas. However,
their requirements differ significantly from high energy physics or x-ray astron-
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omy. Unlike tracking devices in high energy physics, which require low noise
to obtain a high detection efficiency of a broad energy distribution, x-ray spec-
troscopy demands precision pulse-height measurements, often at high fluctuating
random rates that require excellent instantaneous baseline control. This also sets
them apart from x-ray astronomy, which requires high energy resolution, but at
rather low rates. Image fields are filled, so the frame rate cannot be increased
by on-chip sparsification. The required trade-off between energy selectivity and
rate capability depends greatly on the application. Digital imaging, i.e. photon
counting, lessens the requirements on energy precision, but still requires energy
windowing to reduce backgrounds. Integrating detectors are also widely used.
This is one area where amorphous silicon arrays are useful, as the total signal is
larger than in single photon counting. In contrast, precision x-ray spectroscopy
often requires resolution of weak lines adjacent to strong lines, so full charge
collection in the sensor is essential to reduce low-energy “tails”, as is precision
baseline control under random rates. Figure 4.18 in Chapter 4 illustrates the re-
quired performance. Hybrid pixel arrays offer great promise in this application,
as the sensor and electronics can be optimized individually. Small system are
common in these areas, so the effort required for dedicated ICs is prohibitive
and developing ICs that can serve multiple applications will make the technol-
ogy more accessible. The Medipix chip is an example of this type of development
(Campbell et al. 1998, Llopart et al. 2002, 2003).

Silicon is limited to energies < 30keV or so because of the rapid decrease in
photoelectric cross-section (Figure 1.20). Figure 8.46 shows the required thick-

-~ SILICON STRIP DETECTORS

BIAS CIRCUIT

READOUT HYBRID

CONVERTER
BIAS CIRCUIT

Fi1c. 8.45. The GLAST tracker towers consist of stacked trays, which include two
layers of single-sided silicon strip detectors, the converter, and the front-end elec-
tronics module. In the middle an aluminum honeycomb with carbon-carbon facing
provides structural rigidity. Connections from the sensors to the front-end electron-
ics make the 90° bend through a flexible pitch adapter. The two silicon strip layers
are arranged orthogonally to provide x and y coordinates. (Figure courtesy of R.
Johnson.)
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F1G. 8.46. Required silicon detector thickness for 50% and 90% full energy efficiency.

ness vs. energy for efficiencies of 50 and 90%. Efficiency improves rapidly with
atomic number, which has prompted extensive studies on high-Z detector mate-
rials (Owens and Peacock 2004). However, as discussed in Chapter 2, silicon and
germanium still provide the best energy resolution. Rossington (1992) compares
Si and Ge for x-ray fluorescence spectroscopy in the 2 — 20keV range. Despite
germanium’s virtues, it must be cooled to maintain low bias currents, so silicon
is still the material of choice when it provides adequate efficiency.

The development of planar detector structures that allow reliable operation
at high bias voltages has extended the practical thickness of economical sili-
con material. A reverse bias of 500V will provide 1 mm depletion depth with
10* Q cm n-type silicon. The thickness can be extended by stacking multiple sen-
sors, as illustrated in Figure 8.47. Sensors can be spaced to accommodate the
electronics. Clearly, this “brute-force” technique has its limits, but once an in-
tegrated sensor module has been developed, replicating many modules is fairly
straightforward. Stacking six modules with 500 ym sensors would provide > 50%
efficiency at 30keV. Fully depleted CCDs with 650 um sensitive depth have been
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F1G. 8.47. Sensors can be stacked to extend photoelectric detection efficiency to
higher energies.
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Fi1G. 8.48. Edge-on illumination of a thin silicon sensor provides a larger absorption

depth with position resolution elements determined by the strip pitch and sensor
thickness.

demonstrated (Holland 2005). A stack of fully depleted CCDs would provide
nonprojective imaging coupled with a measurement of the interaction depth.
Another technique to extend the efficiency of silicon strip detectors to higher
energy is edge-on illumination, illustrated in Figure 8.48 (for example Arfelli
1997, Beuville 1998). In this configuration stacking multiple detectors increases
the area. The readout electronics can be connected through flat ribbon cables
fanned out to accommodate the thickness of the electronics modules, but this
has limits, so edge-on illumination is best suited to flat beam profiles or scanned
slit applications. Systems have been designed and evaluated under conditions
representative of mammography (Lundqvist et al. 2000).

A complete survey of imaging applications goes beyond the scope of this book.
Nevertheless, the basic concepts discussed in previous chapters apply. Surveys by
Wermes (2003) and Mikulec (2003) illustrate various applications with numerous
references to more detailed discussions.

8.10 Design, assembly and test

Although listed sequentially, design, assembly, and test are intermingled. De-
signing a system without thinking through the assembly procedure and how
components will be tested invites surprises, from which one may not recover.
Conversely, testing without understanding the weak points of the design or tech-
nology can easily become a major effort that misses key points.

8.10.1 Design

The most important step in the design is determining what is needed, rather
than “what would be nice”. Many designs fail because of “feature creep”, adding
“enhancements” in mid-stream that are not really needed, but add complexity
or just clutter. Often ideas appear clever or elegant, but don’t add much to
functionality. Complex systems offer great potential for surprises, so it is pru-
dent to adopt well-understood techniques unless there are valid reasons to adopt
something new. Innovations can bring significant advantages without increasing
risk, but making this decision requires knowledge and technical understanding.
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Superficial judgments can kill innovations that are good or accept innovations
that lead to grief. A little bit of knowledge can be a bad thing.

Sensor technology is very well developed. For applications that don’t require
the utmost in radiation resistance, silicon sensors are available from several ven-
dors without requiring extensive development programs. Again, the most impor-
tant point is determining what is really needed.

IC design commonly is a problem area. On the one hand, the availability of
“free” design software and inexpensive access to multiproject fabrication runs al-
lows just about anyone to design an IC and obtain some chips. Some groups have
used this approach very effectively, but many have failed. Designing a successful
IC requires more than expertise in circuit design. Since these are special purpose
ICs, the application environment is not as well understood as for mainstream
devices. Furthermore, the ICs of interest in this context tend to be rather com-
plex subsystems, which in turn must be integrated into a system. This requires
more breadth than found in typical university engineering departments, which
tend to emphasize specialization.

The other side of the IC design problem occurs in groups of professionals.
Highly sophisticated design tools assist in cycles of

1. establishing an initial design
. simulating its electrical performance

. laying out the silicon IC

2
3
4. extracting parasitic resistances, capacitances, and inductances
5. incorporating parasitics into the circuit simulation

6

. revising the design
7. another cycle?

Simulations are performed at the circuit level, block level, and for the complete
IC. They must evaluate performance over the range of parameter variations
specified for the IC fabrication process (“corner parameters”). MOSFET models
in the weak and moderate inversion regime often show significant disagreement
with measured device data, so models should be checked against test devices.
Output resistance is another problem area. Often different simulators claiming
the same functionality will find (or miss) different problems, so multiple simulator
runs are necessary. On a complex IC this can be quite time consuming. After
the design and layout was completed, the presubmission simulations and design
verifications of the ATLAS pixel IC took several months, but when received the
IC performed to design specifications. Unfortunately, the better simulation and
verification packages are expensive.

A common pitfall is the last minute change that is deemed so simple that a
new verification is not necessary. Deadlines often lead to premature submissions.
Schedules are necessary to keep a project on track, but the time lost by sub-
mitting and then troubleshooting a flawed design is much greater than delaying
submission to complete the full suite of verifications.
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An important aspect in any design is the ease of prototyping. System-like tests
should be performed early in the design. This does not require a full system, but
incorporates key components to assess how well they perform together. Testing
a detector module is one step, operating several modules together the next. In
developing the design several cycles of prototyping and test will be necessary.
If prototyping requires a technology that doesn’t allow quick turnaround, devel-
opment will be delayed. One project relied on bump bonding where it wasn’t
necessary and the schedule of a major detector project was jeopardized when
problems arose without time for test prototypes. Adoption of a less ambitious
design allowed timely completion of the detector and provided the required per-
formance. A similar concern applies to many “modern and elegant” solutions, for
example schemes incorporating three-dimensional packaging that stack multiple
chips and interconnect layers.

Designs should be scrutinized for “single-point failure modes”, where a single
flaw will affect large portions of the system. Examples are power connections and
daisy-chained control busses. Doubling the wire bonds on critical connections is
good practice. Often circuit redundancy can be incorporated without a significant
increase in die size, especially in control and communication blocks.

8.10.2 Assembly

Assembly of basic detector modules is possible with rather modest facilities.
Specialized equipment includes a wire bonder, probe station, and an oven for
gluing. Special clean rooms are not necessary, as both detectors and ICs have
protective layers against chemical contamination, so the major problem is dust.
Existing laboratory space can be upgraded with minor changes. Repainting with
nonshedding paint may be all that is needed. Ventilation systems are a prolific
source of dust, so mounting filters on the air supply vents is good practice.
An alternative is to put critical assembly steps inside local clean areas, frames
with polyethylene curtain walls, for example. High humidity levels can be a
problem, but standard air conditioning systems are usually sufficient to maintain
acceptable levels. Personal discipline is most important. Introduction of debris
is reduced by requiring caps, gowns, and booties over shoes. This is not always
absolutely necessary, but it sets a cleanliness standard and serves as a reminder
that good work practices are important.

Despite the presence of passivation layers on most detectors and ICs, they are
still sensitive to contamination. Devices should not be exposed to solvents and
electronic grade glues should be used for mounting. Sodium content is especially
critical. Although silicon is remarkably resilient, thermal expansion coefficients
of mounts should be matched to silicon, especially when curing glue joints at
elevated temperature.

CMOS devices are extremely sensitive to electrostatic discharge (ESD), pri-
marily due to breakdown of the gate oxide. They should be placed in conductive
bags or containers and all objects that come into contact must be at the same
potential. Conductive work surfaces are easy to implement and conductive pads



DESIGN, ASSEMBLY AND TEST 375

can be placed on the floor. Conductivity need not be high; even wood or card-
board typically absorb enough moisture to drain off charge, although one should
not rely on that. Plastic work surfaces and garments of synthetic fabrics should
be avoided. Assembly staff commonly wear wrist straps, but they must be con-
nected to an appropriate reference point. Severe ESD creates small “craters”
on the device and is easy to diagnose, but even without causing breakdown the
damage to the gate oxide affects device characteristics. One widely reported case
of “mysterious” IC failures nearly led to a requirement for retesting ICs at ev-
ery handling step. Asking the people who actually did the work provided the
explanation — ESD due to poor handling procedures. Unnecessary retesting of
dice and detector wafers should be avoided, as they are most vulnerable before
mounting.

Large-scale systems are more demanding than small prototype runs, as re-
covering from failures requires more time and effort. Production assembly occurs
at many levels and can be distributed efficiently across multiple institutions, as
it often must because of multiple funding sources. Specialized tooling must be
developed and maintained and metrology systems are essential to check and
maintain mechanical precision. This does require temperature control and for
the assembly of large systems specially prepared spaces are essential.

8.10.3 Testing

Testing means many things to many people. Incomplete testing is common, from
“I switched it on and it works” to the IC engineer who after detailed measure-
ments proclaims a chip to be “fully functional”, although it is unusable because
it doesn’t work in a system. Tests must have specified goals and the reach of
the test must be well-understood. To avoid unnecessary delays, test strategies
and techniques must be developed during the design phase (they usually aren’t).
The functional requirements of detector readout ICs often provide built-in test
capabilities. For example, on-chip charge injection circuitry provides a test of
analog performance at the wafer probe level and appropriate command sets can
be developed that exercise digital functions. Preparing a test system requires
time, so it is wise not to wait until the chips arrive (although that’s what usually
happens).

Although we all like to plan for success, testing should anticipate failure.
Testing detectors and ICs prior to combining them in a detector module makes
it easier to localize problems. Detector yields can be quite high, but with IC yields
ranging from 20 to 90% testing is essential. Probe stations can be equipped with
probe cards that allow contacting many pads at once (64 or 128 probes are
common). Semi-automatic probe stations will step from die to die on a wafer
and automated measurement systems can record test conditions and measured
results for future reference (see Anghinolfi et al. 2002, for example). Identifying
yield-critical fabrication steps is very important. For example, chip failures on
assembled modules require delicate rework, which can easily cause new problems,
so screening of individual ICs prior to assembly must be thorough to ensure a
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Fi1G. 8.49. IR image of a microdischarge site in a silicon strip detector. (Figures
courtesy on Y. Unno)

very low defect rate. An ATLAS pixel module includes 16 pixel ICs, so if the
yield of a module is to be > 85%, individual readout ICs must be tested to
> 99% reliability.

A common pitfall is to test for potential flaws that are known, rather than
casting a net for the unexpected. This often requires testing for things that “can’t
be wrong”. In developing test procedures it is important to determine what a
given test will accomplish. “Burn in”, i.e. operating a system for a few days at
elevated temperature, is commonly overrated, as it typically only uncovers gross
defects that a quick functionality check would find. The concept of “infant mor-
tality” applies primarily to flaws in workmanship. Indeed, the oft-cited “bathtub
curve” with early infant mortality and late wearout failure doesn’t apply to ICs,
where reliability is ensured by process design and control. For a detailed discus-
sion see Lall, Pecht, and Hakim (1997). Vibration and thermal cycling are useful
techniques. Thermal cycling should also be considered at the component level,
as power dissipation is not uniformly distributed and can vary with operating
modes. Here “burn in” can be useful, but only if the system is operated over the
range of operating modes occurring in the final system.

Some failures come by complete surprise. One example is the failure of wire
bonds in the CDF silicon system (Bolla 2004). During data taking pulsed cur-
rents in IC wire bonds excited motion in the 1.4T magnetic field. The clock
timing approximately matched the mechanical resonances, which led to prema-
ture failure of the wire bonds. Changing the data taking procedures alleviated
the problem. This test would be difficult to perform in the lab, but the problem
is avoided in designs with small transient currents.

Some techniques are not suited for production testing, but provide diagnos-
tics. Ohsugi et al. (1994) have applied IR imaging to the investigation of mi-
crodischarges in detectors. Figure 8.49 shows an individual microdischarge site.
The rate of microdischarges decays, so after about two hours of conditioning,
i.e. gradually increasing the bias voltage, the leakage current assumes its stable
value. In one module where this was not the case, a hot spot was found where a
wire shaving had landed on the detector surface (Unno al. 2003).

Large systems require well-developed test procedures at every step of the
assembly process to avoid excessive yield losses. Target parameters must allow
sufficient margins to accommodate parameter variations and the uncertainty of
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radiation load estimates. Component screening is typically conducted at room
temperature, whereas some systems must operate cold, so the temperature de-
pendence of operating parameters must also be accounted for. ATLAS and CMS
have both developed detailed assembly and test procedures with extensive data
tracking of individual components. Since practically all major steps are dis-
tributed over multiple institutions, performance specifications must be monitored
and enforced at multiple sites. This allows some latitude in the choice of equip-
ment and both experiments appear to have dealt successfully with fabrication
processes that span the globe.

8.11 Summary

High energy physics experiments have driven the technology of large-scale semi-
conductor detector systems and we can expect this to continue. Although not
comprehensive, the examples shown above illustrate the diversity of implemen-
tations. Since the overall utility of a complex system accrues from many com-
ponents, there is no single “correct” design. Use of a mature and well-developed
technology provides flexibility in choosing implementations and usually allows
“work arounds” to solve unanticipated problems. The choice of technology de-
pends on access to expertise. For example, the success of the flex hybrids used
in the ATLAS SCT was critically dependent on access to an experienced and
reliable vendor willing to take on a rather small project. Although the choice of
technology is important, thorough design and implementation are crucial. Some
technologies are only available commercially for large volume orders, so they
are impractical for small-scale R&D and could severely impede the design and
prototyping effort in larger systems.

Silicon strip technology is quite mature. Nevertheless, as in the past, it ap-
pears that acceptable radiation limits are set by the sensor, rather than the
electronics, so improvements in sensor technology will increase radiation resis-
tance. As the size of silicon trackers increases, technologies for signal and power
bussing as for cooling and support systems will gain increased importance. Re-
duced feature sizes in ICs raise the same issue. Device performance depends
on current, but operating voltages are dropping with feature size. Power buss-
ing is becoming much more critical, as voltage drops must be controlled more
tightly. The ability to supply power at elevated voltage and reduced current will
become more important in controlling both voltage drops and material, but effi-
cient power conversion techniques must be developed that will function in high
magnetic fields and sustain radiation damage.

Pixel systems remain the frontier. CCD technology now offers larger sensi-
tive depths in fully depleted devices, which extends x-ray detection to higher
energies and increases the signal in particle tracking. The increased signal main-
tains signal-to-noise ratio at higher readout rates. Overall frame rates can be
increased by adopting column-parallel readout. DEPFET arrays offer similar
characteristics and performance, with the additional feature of selective read-



378 DETECTOR SYSTEMS

out. The fabrication facilities used for both CCDs and DEPFETSs can provide
“wafer-scale” devices and are geared to special requirements.

Active pixel sensors utilizing mainstream CMOS foundry processes offer the
important benefits of mechanical simplicity and access to fabrication. High-
density circuitry is possible, so that the complexity of readout cells can go beyond
the simple readout matrices used in digital cameras. However, the signal origi-
nates in an ancillary component of the process, the doping and thickness of the
epitaxial layer, so industry trends are not well aligned with the requirements
of detectors. As these devices are limited to standard IC die sizes, tiling is an
important design consideration in large arrays. The devices can be thinned to
reduce material, but this must be balanced against the required support struc-
tures together with the signal and power bussing. Although limited in design
flexibility, this technology offers significant benefits in those applications that
can find an acceptable compromise in performance.

The hybrid pixel array, which combines separate sensor and readout units,
has many advantages. It opens up the choice of sensor material, be it for x-ray
detection or increased radiation resistance, and the readout can exploit future
advances in IC technology. Tiling in large arrays is facilitated, as the sensor can
“bridge” the gaps between the readout ICs. Gaps between arrays can be reduced
by advanced sensor designs, for example “3D sensors” that can practically elim-
inate inactive edge regions. The drawback of the hybrid array is the complexity
of bump bonding. Industry is moving towards smaller bonding pitches (John et
al. 2004), so this situation could change and the technology should become more
accessible as high-density packaging in the electronics industry proliferates.
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9

WHY THINGS DON'T WORK

After assembling a detector system a common experience is that it doesn’t work
as expected. Apart from trivial problems such as disconnected cables, common
maladies are spurious signals, self-oscillation, or excessive noise. This chapter
discusses on common problems in detector systems and how to avoid them.

Throughout the previous lectures it was assumed that the only sources of
noise were random, known, and in the detector, preamplifier, or associated com-
ponents. In practice, the detector system will pick up spurious signals that are
not random, but not correlated with the signal, so with reference to the signal
they are quasi-random. These lead to baseline fluctuations superimposed on the
desired signal, which increase the detection threshold and degrade resolution.

It is important to distinguish between pickup of spurious signals, either from
local or remote sources (clock generators, digital circuitry, readout lines), and
self-oscillation, where the system provides a feedback path that causes sustained
oscillation due to a portion of the output reaching the input. The same mecha-
nisms that make a system sensitive to external pickup can also form a parasitic
feedback path.

This is not an exhaustive treatment; pickup mechanisms comprise a very com-
plex system and just one weak area is sufficient to cause problems, so improving
one aspect will not always improve the situation, even if this improvement is
essential. Texts with more details are listed in the bibliography at the end of this
chapter.

9.1 Reflections on transmission lines

Signals are transmitted from one unit to another through transmission lines, of-
ten coaxial cables or ribbon cables. When transmission lines are not terminated
with their characteristic impedance, the signals are reflected. As a signal prop-
agates along the cable, the ratio of instantaneous voltage to current equals the
cable’s characteristic impedance Zy = y/L/C. where L and C are the induc-
tance and capacitance per unit length. Typical impedances are 50 or 75 for
coaxial cables and ~ 1002 for ribbon cables. If at the receiving end the cable is
connected to a resistance different from the cable impedance, a different ratio of
voltage to current must be established. This occurs through a reflected signal.
If the termination is less than the line impedance, the voltage must be smaller
and the reflected voltage wave has the opposite sign. If the termination is greater
than the line impedance, the voltage wave is reflected with the same polarity.
Conversely, the current in the reflected wave is of like sign when the termina-
tion is less than the line impedance and of opposite sign when the termination
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Fic. 9.1. Voltage pulse reflections on a transmission line terminated either with a
short (left) or open circuit (right). Measured at the sending end, the reflection from
a short at the receiving end appears as a pulse of opposite sign delayed by the round
trip delay of the cable. If the total delay is less than the pulse width, the signal
appears as a bipolar pulse. Conversely, an open circuit at the receiving end causes
a reflection of like polarity.

is greater. Voltage reflections are illustrated in Figure 9.1. At the sending end
the reflected pulse appears after twice the propagation delay of the cable. Since
in the presence of a dielectric the velocity of propagation v = ¢/+/g, in typical
coaxial and ribbon cables the delay is 5ns/m.

Cable drivers often have a low output impedance, so the reflected pulse is
reflected again towards the receiver, to be reflected again, etc. This is shown in
Figure 9.2, which shows the observed signal when the output of a low-impedance
pulse driver is connected to a high-impedance amplifier input through a 4 m long
50 €2 coaxial cable. If feeding a counter, a single pulse will be registered multiple

VOLTAGE (V)
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|
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F1c. 9.2. Left: Signal observed in an amplifier when a low-impedance driver is con-
nected to an amplifier through a 4 m long coaxial cable. The cable impedance is
50 and the amplifier input appears as 1k in parallel with 30 pF (a typical in-
put impedance for oscilloscopes or nuclear instrumentation modules). When the
receiving end is properly terminated with 50 €2, the reflections disappear (right).
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Fia. 9.3. Cables may be terminated at the receiving end (top, shunt termination) or
sending end (bottom, series termination).

times, depending on the threshold level. When the amplifier input is terminated
with 50 €2, the reflections disappear and only the original 10 ns wide pulse is seen.

There are two methods of terminating cables, which can be applied either
individually or — in applications where pulse fidelity is critical — in combination.
As illustrated in Figure 9.3 the termination can be applied at the receiving or
the sending end. Receiving end termination absorbs the signal pulse when it ar-
rives at the receiver. With sending-end termination the pulse is reflected at the
receiver, but since the reflected pulse is absorbed at the sender, no additional
pulses are visible at the receiver. At the sending end the original pulse is atten-
uated two-fold by the voltage divider formed by the series resistor and the cable
impedance. However, at the receiver the pulse is reflected with the same polarity,
so the superposition of the original and the reflected pulses provides the original
amplitude.

This example uses voltage amplifiers, which have low output and high input
impedances. It is also possible to use current amplifiers, although this is less com-
mon. Then, the amplifier has a high output impedance and low input impedance,
so shunt termination is applied at the sending end and series termination at the
receiving end.

Terminations are never perfect, especially at high frequencies, where stray ca-
pacitance becomes significant. For example, the reactance of 10 pF at 100 MHz is
160 £2, which would severely alter a 50 or 100 €2 termination. Thus, critical appli-
cations often use both series and parallel termination, although this does incur a
50% reduction in pulse amplitude. In the us regime, amplifier inputs are usually
high impedance, whereas timing amplifiers tend to be internally terminated, but
one should always check if this is the case. As a rule of thumb, whenever the
propagation delay of cables (or connections in general) exceeds a few percent of
the signal risetime, terminations are required.
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VBIAS

F1a. 9.4. Noise on the detector bias line is coupled through the detector capacitance
to the amplifier input.

9.2 Common pickup mechanisms
9.2.1 Noisy detector bias supplies

The sensor is the most sensitive node in the system and a common mistake is
the use of a noisy power supply to bias the sensor. Figure 9.4 shows how voltage
disturbances at the bias connection inject charge into the input. Any disturbance
AV on the detector bias line will induce charge in the input circuit

Qi = C4AV . (9.1)

AV =10V and 10 pF detector capacitance yield @; = 0.1 fC, corresponding to
about 620 e or 2.2keV (Si).

Especially when the detector bias is low (< 100V), it is tempting to use a
general laboratory power supply. However, power supplies are often very noisy.
The RC circuits in the bias line provide some filtering, but usually not enough
for a typical power supply. Modern power supplies often use switching regula-
tors to provide high efficiency. Well-designed switching regulators can be very
clean, but most switchers are very noisy. Power supply vendors often specify rms
output noise. This is usually a useful specification for “linear” supplies (using
analog regulators), but with switching supplies spikes on the output can be quite
large, but short, so that the rms noise specification may appear adequate. Linear
supplies often include digital output metering, which can also inject digital noise
into the output. Unless specifically designed and specified for low-noise detector
applications, the power supply output should be inspected with an oscilloscope
or spectrum analyzer to verify low noise. (use AC coupling to allow adequate in-
put sensitivity). The relevant frequency range is determined by the overall pulse
shaping.

9.2.2  Light pickup

Systems susceptible to light pickup include photomultiplier tubes and semicon-
ductor detectors (all semiconductor detectors are photodiodes!). Typical sources
are room lighting (light leaks) and vacuum gauges. Interference from room light-
ing is correlated with the power line frequency (60 Hz in the U.S., 50 Hz in Europe



390 WHY THINGS DON'T WORK

DETECTOR SHIELD

\ C+AC(t)
(I
1

—W—>V;

F1a. 9.5. An electrode at a potential different from its surroundings will experience
charge flow when the capacitance changes due to vibration (“microphonics”).

and Japan). Since incandescent lamps respond to power, the light pulsates at
twice the line frequency, as the light intensity is proportional to voltage squared.

To diagnose the problem, inspect the signal output with an oscilloscope set
to the trigger mode “line” (which triggers off the AC line) and look for station-
ary structure on the baseline. Discerning the interference in the random noise
is sometimes difficult. The averaging and pattern recognition capability of the
human eye is very useful, so analog oscilloscopes tend to be better than digital.
If room lighting is suspected, a simple test is to switch off the light. Another
useful technique is to cover the system with a black cloth (preferably felt, or
very densely woven fabric — check if you can see through it).

9.2.3 Microphonics

Another common source of interference is microphonics. The mechanism is il-
lustrated in Figure 9.5. If the electrode at potential Vj, vibrates with respect to
the shield enclosure, the stray capacitance C' is modulated by AC(t), inducing
a charge AQ in the detector signal circuit.

Typically, vibrations are excited by motors (vacuum pumps, blowers), so the
interference tends to be correlated with the line frequency. Again. one can check
with an oscilloscope on line trigger. Vibrations can be detected by hand, or one
can exacerbate vibrations by banging against sensitive parts of the system (but
don’t overdo it). Switching off pumps or other vibration sources can also localize
the source.

This type of pickup only occurs between conductors at different potentials, so
it can be reduced by shielding the relevant electrode. Introducing an additional
shield at electrode potential that doesn’t vibrate with respect to the detector
is an effective cure. In coaxial detectors, one can operate the outer electrode at
0V, although there are sometimes other reasons against this.
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9.2.4 RF pickup

RF pickup is the most popular suspect. Whenever interference is observed, talk
of radio transmitters and wires acting as antennas is soon to follow. There is
some justification for this, as all detector electronics are sensitive to RF signals.
However, the frequency of the interference is important. Antennas are a useful
concept in the far field, i.e. typically several wavelengths from the source, where
an electromagnetic wave has formed. At 1 MHz the wavelength in free space is
300 m, so at power line frequencies and even in the MHz range the dimensions of
the typical laboratory place the system in the near field and for typical connec-
tion lengths the wires act primarily as capacitive probes (or loops as inductive
probes).

The critical frequency range depends on the shaping time. The gain of the

system peaks at
1

27TTP ’

where Tp is the peaking time. Since the half-power bandwidth is several octaves
the system will be sensitive over a wide range of frequencies around the peaking
frequency.

Typical sources are radio and TV stations. The source can be identified by
frequency; AM broadcast stations are in the range 0.5 — 1.7 MHz, FM broad-
cast stations are at about 100 MHz, and TV stations transmit in the range 50 —
800 MHz. Local sources of RF interference in the laboratory are induction fur-
naces, which typically operate at legally prescribed “industrial frequencies” of
13.6, 27, or 40.7 MHz. Detector systems are frequent companions to accelera-
tors, but in most facilities these are very well shielded and usually not a problem
(although exceptions exist).

RF sources generate sine waves. Since proximity is a major factor, systems
close to the detector tend to be most troublesome. Computer and microprocessor
clocks operate in the range of tens to hundreds of MHz, as do clocks internal
to the readout system. Video displays commonly introduce interference in the
range 10 — 100 kHz. Unlike broadcast stations or induction furnaces, which gen-
erate sine waves, digital circuitry emanates pulses, which distribute power over
a wide spectrum (the repetition rate determines the intensity, not the extent
of the spectrum). Frequently pulses excite resonances, so one sees damped high-
frequency oscillations repeating at the pulse frequency. As a result, low frequency
disturbances lead to high frequency interference.

Pulsed UHF or microwave emissions, from radar stations for example, can
affect low-frequency circuitry by driving it beyond linearity, as the bandwidth of
the preamplifier can be much greater than of the subsequent shaper.

Again, one of the most powerful diagnostic techniques is to inspect the analog
signal on an oscilloscope. Check with different trigger levels and deflection times
and look for periodic structure on the baseline. The frequency of the interference
is a key diagnostic. Pickup levels as low as 10% of the noise level can be serious,
so careful adjustment of the trigger and judicious squinting of the eye is often

~
~

(9.2)
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F1G. 9.6. A sensitive system can be protected from external pickup by surrounding
it by a contiguous shield.

necessary to see periodic structure superimposed on the random noise. Again,
an “old fashioned” analog oscilloscope is best.

An alternative is to inspect output with a spectrum analyzer. This is a very
sensitive technique. Indeed, for some it may be too sensitive, as it tends to show
signals that are so small that they are irrelevant. To avoid “wild goose chases”
it is important to ascertain quantitatively what levels of interfering signals and
frequencies are important. Typically, the overall input noise voltage is of order
1V, so interfering signals should be well below this level. At frequencies well
above the peaking frequency higher levels of interference are tolerable, as they
will be attenuated by the roll-off in gain.

9.3 Pickup reduction techniques
9.3.1 Shielding

The classic remedy against RF pickup is shielding. One of the key requirements
for a shield is that it be contiguous, as illustrated in Figure 9.6. The shield
encloses not just the sensor and preamplifier, but extends to enclose the output
line.

A conducting shield attenuates an incident electromagnetic wave through
both reflection and absorption. An incident wave is reflected by virtue of the
discontinuity relative to free space. The amplitude of the reflected wave

Zs e
Eor = Ey <1 Sl ld) (9.3)
Zo

where Zy = \/u/e = 377Q is the impedance of free space. Since the impedance
of just about any metallic shield is much smaller, the magnitude of the wave
absorbed by the conductor is highly attenuated.

In the metal the absorbed wave gives rise to a local current, whose field
counteracts the primary excitation. The net current decreases exponentially as
the wave penetrates deeper into the medium

i(z) = ige™%/% (9.4)
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F1G. 9.7. Currents induced on the outside surface of a shield by can flow to the inside

through holes or slots.

where ig is the current at the surface of the conductor and

__ L [ fam] [P
5_2.104[,/8] £ (9.5)

is the penetration depth or “skin depth”. u, and p are the permeability and resis-
tivity of the conductor and f is the frequency of the incident wave. In aluminum,
p=28ucm and p, = 1, so at f = 1 MHz the skin depth § = 84 ym ~ 100 pm.

The skin depth decreases with the square root of increasing frequency and
decreasing resistivity (increasing conductivity). If the shield is sufficiently thick,
the skin effect isolates the inner surface of a shielding enclosure from the outer
surface. However, this isolation only obtains if no openings in the shield allow the
primary current to flow from the outside to the inside. The shape of the opening
is less important than its maximum dimension. For example, a slot acts like a
dipole antenna and has zero attenuation at the frequency where the slot’s length
is a half wavelength. For slots whose length [ is less then a half wavelength the
attenuation of penetrating currents is

A= (2?[)2 . (9.6)

When N small openings are closely spaced, as in a perforated shield, the leakage
increases by v/N. Since leakage depends primarily on the maximum linear di-
mension, rather than the area, a linear array of small holes has less leakage than
a slot of the same length and width. Pickup is larger than would be expected
for a plane wave impinging on the aperture, as the whole outside surface is the
capture area. The induced current is then transferred through the opening, as
illustrated in 9.7, albeit with attenuation.

The leakage through an opening can be reduced substantially by configuring
it as a waveguide below cutoff. A circular tube of diameter d acts as a waveguide
at frequencies above a cutoff frequency

2.7 x 10° [Hz - cm)]
fc = d .

(9.7)
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Fic. 9.8. “RF tight” shielding applied to a multichannel subnanosecond amplifier.
Amplifiers are in individual compartments and power enters through C-L-C 7 filters

in threaded sleeves mounted in the shield wall.

For a rectangular wave guide whose cross section has a largest dimension d the
cutoff frequency is 15% lower. At frequencies well below cutoff a waveguide whose
length is three times the diameter provides about 100dB of attenuation.

To maintain the integrity of the shield, covers must fit tightly with good
conductivity at the seams (beware of anodized aluminum!). Screw fasterners
must be closely spaced, conforming to eqn 9.6. All signal input and output must
have good shield connections, the shield coverage of coax or other cables must
be > 90%, and connectors must maintain the integrity of the shield connection.
The latter two points are worthy of special attention. Many shielded cables have
only partial shield coverage. Some use spiral rather than woven shields, which
are convenient to connect, but provide poor shielding at high frequencies. Low-
cost RF cables of ostensibly the same type as more expensive counterparts often
have only 50 — 70% shield coverage. Furthermore, some connectors leave gaps in
the shield contact or do not maintain a sufficiently tight fit. Figure 9.8 shows an
example of “RF-tight” construction. Clearly this is not practical for low-mass
systems, so alternative design techniques are required.

9.3.2  “Field line pinning”

Full shielding is not always practical. In vertex detectors where material must
be minimized, absorptive shielding is prohibitive. Fortunately, full shielding is
not always necessary. Nor are all parts of the circuit are equally sensitive, so it
is possible to apply local measures to reduce local coupling to sensitive nodes.
Consider a conductor carrying an undesired signal current, with a correspond-
ing signal voltage. Capacitive coupling will transfer interference to an adjacent
circuit node, as shown in Figure 9.9. The coupling can be reduced by introduc-
ing an intermediate conductor with a large capacitance to the interference source
and to ground. The intermediate conductor will “capture” the field lines and ef-
fectively “shield” the critical node. The coupling can be reduced even more by
introduction of a ground plane that localizes the field between the conductor and
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Fic. 9.9. Coupling between adjacent conductors can be reduced by introducing an

intermediate conductor that “pin” the field lines. The equivalent circuit shows the
capacitive divider network that attenuates the coupled signal.

the ground plane. “Field line pinning” is also the operative mechanism of “Fara-
day shields”, i.e. thin electric shields or grids that block capacitive coupling.
Guard rings are another implementation, where sensitive nodes are enclosed by
a grounded circuit trace. If the guard ring is to be effective at high frequencies,
its inductance must be sufficiently small to provide a low impedance relative to
the circuit to be protected. The vias providing the ground connection contribute
to the inductance, so multiple vias are usually required.

9.3.3  “Self-shielding” structures

Another technique to reduce sensitivity to external sources exploits the fact that
electric fields concentrate in volumes of high dielectric constant. The magnitude
of capacitive coupling depends on the dielectric constant of the intermediate
medium. Consider the ensemble of electrodes shown in Figure 9.10. The medium
between electrode sets 1 and 2 has a dielectric constant e, = 1, whereas the

1 — — —

g,.=1
2 — — —

€.>1
3 — — —

F1c. 9.10. Capacitive soupling between electrode sets 2 and 3 is &, times larger than
between sets 1 and 2. If electrode sets 2 and 3 subtend the sensitive volume of a
sensor, most of the field lines will be “captured” by the region of high dielectric
constant.
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Fi1c. 9.11. A varying magnetic flux through a conducting loop induces a potential,
which gives rise to a current whose magnitude depends on the loop’s impedance.
Reducing the area of the loop reduces the induced signal.

volume between sets 2 and 3 is filled with ¢, > 1. The capacitance between
electrode sets 2 and 3 is &, times larger than between sets 1 and 2.

If electrode sets 2 and 3 subtend a silicon sensor with &, = 11.9. then 92% of
the field lines originating from electrode set 2 terminate on set 3, i.e. are confined
to the Si bulk, whereas 8% terminate on set 1. With &,, = 1, for comparison, 50%
of the field lines originating from electrode set 2 terminate on set 1. As a result,
the high dielectric constant reduces coupling of electrode sets 2 and 3 to external
sources.

If the interference source is represented by electrode set 1 and sets 2 and 3
represent a detector, a Si detector is 6.5 times less sensitive to capacitive pickup
then a detector with €, = 1 (e.g. a gas-filled chamber with the same geometry).

9.3.4  Inductive coupling

Although interfering signals are most commonly introduced by capacitive cou-
pling, another mechanism that couples interfering currents into a signal loop is
induction. Any varying magnetic flux in a conducting loop will induce a poten-
tial, which — depending on the impedance of the loop — gives rise to a current.
This is illustrated in exaggerated form in Figure 9.11. Clearly, the area A en-
closed by any loops should be minimized. This can be accomplished by routing
the signal line and return as a closely spaced pair. Better yet is a twisted pair,
where the voltages induced in successive twists cancel. Minimizing the area of
the input signal loop can be challenging when alternating detector electrodes
are read out at opposite ends, which is sometimes done because of mechanical
constraints. We’ll return to this problem later.
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F1c. 9.12. Broadside coupled strip-line cables reduce radiation by confining the field
between conductor pairs. The geometry shown also provides a fully balanced power
feed.

9.3.5  “Self-shielding” cables

Shielding techniques can also be applied at the source, for example cables used
for signal transmission. In mixed analog-digital systems, radiation from cables,
especially digital signal cables, is a concern. The best approach is to utilize
balanced structures, where the fields from supply and return currents cancel. For
both the magnetic and electric fields to cancel, both the currents and voltages
must be balanced. Grouping the forward and return conductors as closely spaced
pairs constrains the extent of the field.

Twisted-pair lines are one approach. A superior geometry utilizes broadside-
coupled differential lines with a thin intermediate dielectric. The extent of the
fringing field beyond the conductor edge is about equal to the thickness of the
dielectric. Figure 9.12 shows an example using a 50 ym thick dielectric. The
data lines are broadside coupled pairs of 150 um wide conductors, 50 pm thick
with a 150 um gap between conductors. A spacing of three times the dielectric
thickness provides > 40dB isolation per meter. Power connections are made
substantially wider (1 — 5mm), forming a low impedance transmission line with
high distributed capacitance.

This example is for short runs in the inner region of a tracker, where reduction
of material is crucial. Dimensions can be scaled proportionally to achieve lower
resistance and signal dispersion in longer cable runs farther from the active region
(see Figure 8.9 for an example).

9.3.6  Shielding summary

Tight shielding is most important in systems with ns risetimes, where bandwidths
extend to hundreds of MHz. In semiconductor arrays the relevant frequencies
commonly range from several hundred kHz to tens of MHz. Semiconductor sen-
sors are inefficient antennas, for one because of the concentration of field lines
in the sensor, but also because the the sensors are rather small. For example,
to act as an efficient antenna, the length of a strip sensor should be about 1/4
wavelength. In the presence of a dielectric the wavelength A = ¢/ f+/z. Even for a
relatively fast system with a 10ns peaking time, the maximum gain is at about
15 MHz, where for ¢ = 11.9 the wavelength in Si is about 6m. A 12cm long
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F1a. 9.13. Shared current paths introduce common voltage drops to different circuits.
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strip is only 2% of a wavelength and a very inefficient antenna. Wire chambers,
for example “straw tube” chambers with several meters length, are much more
susceptible in this regard.

Thus, the most important consideration in semiconductor detector systems
is not shielding against external sources of electromagnetic radiation, but pro-
tection against local fields and currents. Pickup is in the near field where signals
are coupled either by capacitance or mutual inductance. One source is the pulsed
beam itself, against which the beam tube must provide sufficient shielding. Other
sources are local clocks and — most importantly — the current pulses associated
with the data readout. The most common problems are associated with currents
from downstream stages leaking into the input circuit.

9.4 Shared current paths — grounding and the power of myth
9.4.1 Shared current paths (“ground loops”)

Although capacitive or inductive coupling cannot be ignored, the most prevalent
mechanism of undesired signal transfer is the presence of shared signal paths.
The mechanism is illustrated in Figure 9.13.

The upper circuit driven by V; has a large circulating current I. Following
the prevailing lore, one leg of the circuit is connected to a massive ground bus.
Although the circuit associated with generator V4 has a dedicated current return,
the current seeks the past of least resistance, which is the massive ground bus.

The lower circuit is a sensitive signal transmission path. Again, adhering to
the common lore, it is connected to ground at both the source and receiver. The
large current flowing through the ground bus causes a voltage drop AV, which
is superimposed on the low-level signal loop associated with V5 and appears as
an additional signal component.

The common ground bus couples the two circuits, which is why this form of
cross-coupling is commonly referred to as a “ground loop”. The popularity of
this term notwithstanding, the cross-coupling has nothing to do with grounding
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F1G. 9.14. For AC signals current paths can be established by capacitive coupling.

per se, but is due to the common return path. However, the common ground
caused the problem by establishing the shared path. The cross-coupling is due
to shared current paths, whether grounds are involved or not.

In systems that respond to transients (i.e. time-varying signals) rather than
DC signals, secondary loops can be closed by capacitance (Figure 9.14). The
loops in this figure are the same as shown before, but the loops are closed by
the capacitances C; and Cso. Frequently, these capacitances are not formed
explicitly by capacitors, but are the stray capacitance formed by a power supply
to ground or by a detector to its support structure (as represented by Cs2), etc.
A DC path is not necessary. This is important to keep in mind, as on circuit
boards and hybrids analog and digital grounds are often assigned to separate
layers, which can have substantial capacitance with respect to one another.

For high-frequency current components the inductance of the common cur-
rent path can increase the impedance substantially beyond the DC resistance.
The combined effects of skin depth and inductance both increase the impedance
with frequency, so cross-coupling is typically worse at the leading or trailing edge
of pulses.

The loop connecting the sensor to the preamplifier tends to be the most
sensitive part of the circuit, so as a general criterion one should inspect that
current path very carefully and keep other currents from flowing through any
part of the input loop. We’ll scrutinize some examples later.

Up to now we've discussed cross-coupling through voltage drops in shared
current paths. However, interference does not cross-couple by voltage alone, but
also via current injection. Current spikes originating in logic circuitry, for exam-
ple, propagate through the bussing system as on a transmission line. Individual
connection points will absorb some fraction of the current signal, depending on
the relative impedance of the node. This is illustrated in Figure 9.15.

Current spikes originate in the switching stage. Most of the current flows
through the low-impedance loop towards the right, but current can also propa-
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Fia. 9.15. Current spikes originating in a switching circuit propagate through all
available current paths. Although most of the current flows through the path of
least resistance towards the power supply, a portion of the current flows towards
the input. Point B connects to a collector, i.e. a high-impedance node, so little
current flows into that transistor. Point A, however, connects to the emitter, which
presents a low impedance, so the current will take that path and drive the input
transistor.

gate towards the left. The left-most stage (node A) appears as a common-base
amplifier, so the emitter presents a low impedance that closes the current loop.
Node B, on the other hand, is connected to the collector, which presents a high
impedance, so the current flow into this leg is small.

9.4.2 Remedial techniques

9.4.2.1 Reduce impedances (“improve grounding”) The most common response
to cross-coupling via shared current paths is to reduce the impedance of the
shared path. This leads to the “copper braid syndrome”, where massive con-
ductors are connected between various parts of the circuit until the interference
improves. Colloquially this is called “improving the ground”, although grounding
may have nothing to do with it. Sometimes these cross-connections introduce an
out-of-phase component of the interference, leading to cancellation. The problem
with the “copper braid syndrome” is that it tends to be a haphazard approach,
which is poorly controlled. Changes to the system can substantially change the
current distribution, requiring some more tinkering. This leads to continual sur-
prises, which some relish as the challenge of doing science. Rather than applying
ad hoc fixes, it is better to avoid the problem in the first place.

9.4.2.2  Awoid grounds The most important principle to remember is that sig-
nals are transferred via closed loops and don’t rely on “grounds”. This is true
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F1c. 9.16. The signal is transferred from the sensor to the input stage and from stage
to stage via local current loops.

whether the signals are voltages or currents. Figure 9.16 illustrates this for a
sensor and multistage amplifier with output driver.

1. At the input the detector signal is applied between the gate and source of
QL.

2. At the output of Q1 the signal is developed across the load resistor in the
drain of Q1 and applied between the gate and source of Q2.

3. The output of Q2 is developed across the load resistor in its drain and
applied across the gate and source resistor and load.

Note that — except for the input voltage divider that biases Q1 — varying either
the positive or negative supply voltage does not affect the local signals. The
circuit does not rely on “grounding”, although this circuit would commonly be
implemented with the negative voltage rail as common or “ground”. However,
note that signal transfer involves both the positive and negative voltage rails, so
there is nothing special about the negative rail. Also note that the circuit is ar-
ranged sequentially, so that current from the output stage does not flow through
the input loop. Circuits rely on current return paths, not ground connections!

9.4.2.3 Control signal paths Let’s extend the circuit in Figure 9.16 to include
an external data acquisition system, as shown in Figure 9.17. The output driver
is an example of an extended local loop. To provide sufficient current drive for the
transmission line the driver is configured as a source follower. The source resistor
is chosen to be large compared to the termination resistor in the DAQ system
and also large compared to the output resistance of the source follower. For the
signal, the source resistor is largely irrelevant; it is only there for DC biasing.
Thus, the output signal current does not return through the source resistor.
Instead, it returns to the drain of Q3. Figure 9.18 shows the current path. The
“bypass capacitor” provides a local return path to the drain of Q3. Without this
capacitor the high-frequency current components would have to return through
the power supply, or poorly controlled stray capacitances. Figure 9.18 also shows
the conventional implementation of the output driver, using a ground for common
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F1a. 9.17. Simple detector readout connected to an external data acquisition system
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through a multiconductor cable.

connections. In this representation the return path is not obvious, but the circuit
diagram is less cluttered. In practically all circuits, analog or digital, the “bypass
capacitor” is an integral part of the circuit and must provide a well-controlled
current return path, whose impedance is often critical. We’ll discuss capacitor
properties in Section 9.6.

It is customary to use the negative rail as a common “ground”, but as one
can see in Figs. 9.16 and 9.18 the positive rail is equally important for the
signal return loop. Usually the “common” is configured as a “ground plane”,
which has a lower inductance than a circuit trace, so the “common” should be
chosen to accommodate the most sensitive loops. For example, the recommended
configuration for ECL digital circuitry uses the positive rail as a “ground” plane.

In Figure 9.17 the load is connected through a transmission line. The “by-
pass capacitor” in Figure 9.18 should be located near the output driver stage to
localize the current return path. For the signal it is actually a coupling capaci-
tor, so the return leg of the transmission line should have a direct path to the
“eround” leg of the bypass capacitor, preferably connected to the same point.
In multichannel systems that transmit signals through a multiconductor cable
to common data acquisition circuitry, it is very easy to mix current paths, so
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Fia. 9.18. Current return path of a source follower output driver. The right-hand
figure shows the circuit as implemented with ground connections.
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the output loop must be controlled very carefully. For example, grounding both
the "low” end of the sensor and the negative pole of the power supply in Figure
9.17 would provide an alternate current path for the output driver involving the
sensitive input loop.

9.4.3 Potential distribution on gound planes

Since the “ground” is a large area conducting surface — often a chassis or a ground
plane — with a “low” impedance, it is often considered to be an equipotential
surface. This assumption is not always justified. As discussed above, at high
frequencies current flows only in a thin surface layer (“skin effect”). The skin
depth in aluminum is about 100 ym at 1 MHz. A pulse with a 3 ns rise time will
have substantial Fourier components beyond 100 MHz, where the skin depth is
10 pm.

Even large area conductors can have substantial resistance. For example, a
strip of aluminum, 1 cm wide and 5cm long has a resistance of about 20 mS) at
100 MHz (single surface, typical Al alloy). A current pulse of 50 mA will cause a
voltage drop of 1 mV, which can be much larger than the input signal. A current
pulse of 50 mA is quite common for an output driver (2.5V into 502 or 5V into
10092). A 1V pulse